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ADVERTISEMENT FOR BIDS
CROOKED LAKE ASSOCIATION, INC.
CROOKED LAKE ENHANCEMENT PROJECT

WHITLEY COUNTY, INDIANA

NOTICE IS HEREBY GIVEN that the Crooked Lake Association, Inc., Whitley County,
Indiana, by and through its Board of Directors, hereinafter referred to as the OWNER, will
receive sealed proposals for the construction of the Crooked Lake Enhancement Project
in Whitley County, Indiana.

Sealed proposals are invited and may be forwarded by registered mail addressed to the
Crooked Lake Association, Inc., Board of Directors, 380 Gates Rd., Columbia City,
Indiana 46725, or delivered in person to the bid opening, and will be considered by the
OWNER at a public meeting called to receive and open such proposals, provided that
same shall have been received not later than P.M. (E.S.T.) on DAY, MONTH
DATE, 1995 at the , Indiana 46939. Proposals received
after such hours may be returned unopened

The Project shall consist of, but is not limited to, an earthen berm to create a pond and
wetlands, gabion drop structures to control stream channel erosion, stream bank
stabilization with rip rap, erosion control blankets, timber tie-backs and live staking,
seeding and wetland vegetation, and all other work as described in the Specifications
and shown on the Plans.

Plans and Specifications for the Project are on file and may be examined at the following
location:

J. F. New and Associates, Inc. Walkerton, Indiana

Copies of the Plans and Specifications may be obtained upon payment of a non-
refundable fee of Seventy Five Dollars {($75.00) in the form of a check or money order
made payable to J. F. New and Associates, Inc., 708 Roosevelt Road, Walkerton,
Indiana 46574. Requests for Plans and Specifications must also include a return street
address; post office box numbers are not acceptable. Partial sets of Plans and/or
Specifications are not available. Copies of any and all addenda which may be issued
for this Project shall be included with the purchased documents or shall be forwarded
to all Plan and Specification holders.

The work to be performed and the proposal to be submitted shall include sufficient and
proper sums for all General Construction, Mechanical Installation, Labor, Materials, Tools,
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Equipment, Taxes (both Federal and State), Permits, Licenses, Insurance, Service Costs,
and so forth incidental to and required for the construction of the Project.

Each proposal shall be accompanied by a certified check or acceptable bidder’ s bond
made payable to the OWNER, in a sum of not less than five percent (5%) of the total
amount of the highest aggregate proposal, which check or bond will be held by the
OWNER as evidence that the bidder will, if awarded the Contract, enter into the same
with the OWNER upon notification from him to do so within ten (10) days of said
notification.

Approved performance and payment bonds guaranteeing faithful and proper
performance of the work and materials, to be executed by an acceptable surety
company, will be required of the Contractor at the time he executes his contract. The
bonds will be in the amount of 100% of the Contract Price and must be in full force and
effect for a period of 12 months from the date of acceptance of and final payment for the
work. Failure to execute a contract and to furnish a Performance Bond as hereinafter set
out will be cause for forfeiture to the Owner of the amount of money represented by the
Certified Check or Bidders Bond, as and for liquidated damages.

The OWNER reserves the right to reject any proposal, or all proposals, or to accept any
proposal or proposals, or to make such combination of proposals as may seem
desirable, and to waive any and all informalities in bidding. Any proposal may be
withdrawn prior to the above scheduled time for the opening of proposals or authorized
postponement thereof. Any proposal received after the time and date specified shall not
be considered. NO proposal may be withdrawn after the scheduled closing time for
receipt of bids for at least ninety (90) days.

A conditional or qualified Bid will not be accepted.

All applicable laws, ordinances, and the rules and regulations of all authorities having
jurisdiction over construction of the Project shall apply to the Project throughout.

Proposals shall include Indiana Form 96, provided by and executed by the bidder.
Proposals shall include all information requested by Indiana Form 96 (Revised, 1987).
The OWNER may make such investigations as deemed necessary to determine the
ability of the Bidder to perform the work, and the Bidder shall fumish to the OWNER all
such information and data for this purpose as the OWNER may request. The OWNER
reserves the right to reject any Bid if the evidence submitted by, or investigation of such
Bidder fails to satisfy the OWNER that such Bidder is properly qualified to carry out the
obligations of the Agreement and to complete the work contemplated therein.

Each Bidder is responsible for inspecting the Project site and for reading and being

thoroughly familiar with the Contract Documents. The failure or orr:ission of any Bidder
to do any of the foregoing shall in no way relieve any Bidder from any obligation in
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respect to its Bid.
Wage rates on this Project shall not be less than the prescribed scale of wages
determined in accordance with Chapter 319 of the Acts of the Indiana General Assembly

for the year 1935, now IC-516-7-1, and all acts amendatory thereof and supplemental
thereto.

CROOKED LAKE ASSOCIATION, INC.
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INSTRUCTIONS TO BIDDERS
1. DEFINED TERMS.

Terms used in these Instructions to Bidders which are defined in the Standard
General Conditions of the Construction Contract (No. 1910-8, 1990 ed.) have the
meanings assigned to them in the General Conditions. The term "Bidder" means
one who submits a Bid directly to Owner, as distinct from a sub-bidder, who
submits a bid to a Bidder. The term "Successful Bidder' means the lowest
qualified, responsible, and responsive Bidder to whom Owner (on the basis of
Owner’s evaluation as hereinafter provided) makes an award. The term "Bidding
Documents" includes the Advertisement to Bid, Instructions to Bidders, the Bid
Form, and the proposed Contract Documents (including all Addenda issued prior
to receipt of Bids.)

2 COPIES OF BIDDING DOCUMENTS.

2.1  Complete sets of the Bidding Documents in the number and for the deposit
sum if any, stated in the Advertisesment For Bids may be obtained from the
Owner.

2.2 Complete sets of Bidding Documents must be used in preparing Bids;
neither Owner nor Engineer assume any responsibility for errors or
misinterpretations resulting from the use of incomplete sets of Bidding
Documents.

2.3  Owner and Engineer in making copies of Bidding Documents available on
the above terms do so only for the purpose of obtaining Bids on the Work
and do not confer a license or grant for any other use.

3. QUALIFICATIONS OF BIDDERS.

Each Bid shall include form 96-A, Standard Questionnaire, and Financial
Statement for Bidders, provided and executed by the Bidder, as required by State
Statute. Each Bid must contain evidence of Bidder’s qualification to do business
in the state where the Project is located or convenient to obtain such qualification
prior to award of contract.

4. EXAMINATION OF CONTRACT DOCUMENTS AND SITE.
4.1 It is the responsibility of each Bidder before submitting a Bid, to (a)
examine the Contract Documents thoroughly, (b) visit the site to become

familiar with local conditions that may affect cost, progress, performance
or furnishing of the Work, (c) consider federal, state, and local Laws and
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4.2

4.3

4.4

4.5

4.6

95-07-00

Regulations that may affect cost, progress, performance, or furnishing of
the Work, (d) study and carefully correlate Bidder's observations with the
Contract Documents, and (e) notify Engineer of all conflicts, errors or
discrepancies in the Contract Documents.

Information and data reflected in the Contract Documents with respect to
Underground Facilities at/for contiguous to the site is based upon
information and data furnished to Owner and Engineer by owners of such
Underground Facilities or others, and Owner does not assume
responsibility for the accuracy or completeness thereof unless it is
expressly provided otherwise in the Supplementary Conditions.

Before submitting a Bid, each Bidder will be responsible to make or obtain
such explorations, tests, and data concerning physical conditions (surface,
subsurface, and Underground Facilities) at or contiguous to the site, or
otherwise which may affect cost progress, performance or furnishing of the
Work and which Bidder deems necessary to determine its Bid for
performing and determining the Work in accordance with the time, price,
and other terms and conditions of the Contract Documents.

On request in advance, Owner will provide each Bidder access to the site
to conduct such exploration and tests as each Bidder deems necessary for
submission of a Bid. Bidder shall fill all holes, clean up, and restore the
site to its former condition upon completion of such explorations.

The lands upon which the Work is to be performed, rights-of-way, and
easements for access thereto and other lands designated for use by
Contractor in performing the Work are identified in the Contract
Documents. All additional lands and access thereto required for temporary
construction facilities or storage of materials and equipment are to be
provided by Contractor. Easement for permanent structures or permanent
changes in existing structures are to be obtained and paid for by Owner
unless otherwise provided in the Contract documents.

The submission of a Bid will constitute an incontrovertible representation
by Bidder that Bidder has complied with every requirement of this Article
4, that without exception the Bid is premised upon performing methods,
techniques, sequences, or procedures of construction, as may be indicated
in or required by the Contract Documents, and that Contract Documents
are sufficient in scope and detail to indicate and convey understanding of
all terms and conditions for performance and furnishing of the Work.
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5. INTERPRETATIONS AND ADDENDA.

5.1

5.2

All questions about the meaning or intent of the Contract Documents are
to be directed to Engineer. Interpretations or clarifications considered
necessary by Engineer in response to such questions will be issued by
Addenda mailed or delivered to all parses recorded by Engineer as having
received the Bidding Documents. Questions received less than ten days
prior to the date for opening of Bids may not be answered. Only questions
answered by formal written Addenda will be binding. Oral and other
interpretations or clarifications will be without legal effect.

Addenda may also be issued to modify the Bidding Documents as deemed
advisable by Owner or Engineer.

6. BID SECURITY.

6.1

6.2

Each Bid must be accompanied by Bid security made payable to Owner
in an amount of five percent of the Bidder's maximum Bid price and in the
form of a certified or bank check or a Bid Bond (on form attached, if a form
is prescribed) issued by a surety meeting the requirements of Paragraph
5.1 of the General Conditions.

The Bid security of the Successful Bidder will be retained until such Bidder
has executed the Agreement and furished the required contract security,
whereupon the Bid security will be retumed. If the Successful Bidder fails
to execute and deliver the Agreement and furnish the required contract
security within fifteen days after the Notice of Award, Owner may annul the
Notice of Award and the Bid security of that Bidder will be forfeited. The
Bid security of other Bidders whom Owner believes to have a reasonable
chance of receiving the award may be retained by Owner until the earlier
of the seventh day after the Effective Date of the Agreement or the forty-
sixth day after the Bid opening, whereupon Bid security fumnished by such
Bidders will be returned.

7. CONTRACT TIME.

The numbers of days within which, or the dates by which, the Work is to be
substantially completed and also completed and ready for final payment (the
Contract Time) are set forth in the Bid Form, the Agreement and in latter sections
of these Instructions to Bidders.

95-07-00
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8. LIQUIDATED DAMAGES.

Provisions for liquidated damages, if any, are set forth in the Agreement and in the
latter sections of these Instructions to Bidders.

9. SUBSTITUTE OR "OR-EQUAL" ITEMS.

The contract if awarded, will be on the basis of materials and equipment
described in the Drawings or specified in the Specifications without consideration
of possible substitute or "or-equal" items. Whenever it is indicated in the Drawings
or specified in the Specifications that a substitute or "or-equal" item of material or
equipment may be fumnished or used by Contractor if acceptable to Engineer,
application for such acceptance will not be considered by Engineer until after the
Effective Date of the Agreement. The procedure for submission of any such
application by Contractor and consideration by Engineer is set forth in Paragraphs
6.7.1,6.7.2, and 6.7.3 of the General Conditions and may be supplemented in the
General Requirements.

10.  SUBCONTRACTORS, SUPPLIERS, AND OTHERS.

10.1 If the Supplementary Conditions require the identity of certain
Subcontractors, Suppliers, and other persons and organizations (including
those who are to furnish the principal items of material and equipment) to
be submitted to Owner in advance of the specified date prior to the
Effective Date of the Agreement the apparent Successful Bidder, and any
other Bidder so requested, shall within seven days after the Bid opening
submit to Owner a list of all such Subcontractors, Suppliers, and other
persons and organizations proposed for those portions of the Work for
which such identification is required. Such list shall be accompanied by an
experience statement with pertinent information regarding similar projects
and other evidence of qualification for each such Subcontractor, Supplier,
person, or organization if requested by Owner. If Owner or Engineer after
due investigation has reasonable objection to any proposed Subcontractor,
Supplier, other person, or organization, either may before the Notice of
Award is given, request the apparent Successful Bidder to submit an
acceptable substitute without an increase in Bid price. If apparent
Successful Bidder declines to make any such substitution, Owner may
award the contract to the next lowest Bidder that proposes to use
acceptable Subcontractors, Suppliers, and other persons and
organizations. The declining to make requested substitutions will not
constitute grounds for sacrificing the Bid security of any Bidder. Any
Subcontractor, Supplier, other person or organization listed and to whom
Owner or Engineer does not make written objection prior to the giving of
the Notice of Award will be deemed acceptable to Owner and Engineer,
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10.2

10.3

subject to revocation of such acceptance after the effective Date of the
Agreement as provided in Paragraph 6.8.2 of the General Conditions.

In contracts where the Contract Price is on the basis of Cost-of-the-Work
Plus a Fee, the apparent Successful Bidder, prior to the Notice of Award,
shall identify in writing to Owner those portions of the Work that such
Bidder proposes to subcontract and after the Notice of Award may only
subcontract other portions of the Work with Owner’s written consent.

No Contractor shall be required to employ any Subcontractor, Supplier,
other person or organization against whom Contractor has reasonable
objection.

11. BID FORM.

11.1

11.2

11.3

The Bid Form is included with the Bidding Documents; additional copies
may be obtained from Engineer (or the issuing office).

All blanks on the Bid Form must be completed in ink or by typewriter.

Bids by corporations must be executed in the corporate name by the
president or a vice-president (or other corporate officer accompanied by
evidence of authority to sign) and the corporate seal must be affixed and
attested by the secretary or an assistant secretary. The corporate address
and state of incorporation must be shown below the signature.

Bids by partnerships must be executed in the partnership name and signed
by a partner, whose title must appear under the signature and the official
address of the partnership must be shown below the signature.

All names must be typed or printed below the signature.

The Bid shall contain an acknowledgment of receipt of all Addenda (the
numbers of which must be filled in on the Bid Form).

The address and telephone number for communications regarding the Bid
must be shown.

12. SUBMISSION OF BIDS.

12.1

95-07-00

Bids shall be submitted at the time and place indicated in the
Advertisement or Invitation to Bid and shall be enclosed in an opaque
sealed envelope, marked with the Project title (and, if applicable, the
designated portion of the Project for which the Bid is submitted) and name
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12.2

and address of the Bidder and accompanied by the Bid security and other
required documents. [f the bid is sent through the mail or other delivery
system, the sealed envelope shall be enclosed in a separate envelope with
the notation "BID ENCLOSED" on the face of it.

It is the intent of the Owner to open Bids immediately afier the designated
time in the Advertisement for Bids. However, the Owner reserves the right
to delay the Bid opening process in the event of unforeseen circumstances
as determined by the Owner that may be a factor in delaying a Bidder from
delivering a Bid on time. No Bid will be received or opened after the Bid
opening has begun.

13.  MODIFICATION AND WITHDRAWAL OF BIDS.

13.1

13.2

Bids may be modified or withdrawn by an appropriate document duly
executed (in the manner that a Bid must be executed) and delivered to the
place where Bids are to be submitted at any time prior to the opening of
Bids.

If, within twenty-four hours after Bids are opened, any Bidder files a duly
signed, written notice with Owner and promptly thereafter demonstrates to
the reasonable satisfaction of Owner that there was a material and
substantial mistake in the preparation of its Bid, that Bidder may withdraw
its Bid and the Bid security will be retumed. Thereafter, that Bidder will be
disqualified from further bidding on the Work to be provided under the
Contract Documents.

14.  OPENING OF BIDS.

Bids will be opened and (unless obviously non-responsive) read aloud publicly.
A copy of the certified bid tabulation sheet(s) will be fumnished to each Bidder
sometime after the tentative awards have been made.

15.  AWARD OF CONTRACT.

15.1

95-07-00

Owner reserves the right to reject any and all Bids, to waive any and all
informalities not involving price, time or changes in the Work, and to
negotiate contract terms with the Successful Bidder, and the right to
disregard all nonconforming, not responsive, unbalanced, or conditional
Bids. Also, Owner reserves the right to reject the Bid of any Bidder if
Owner believes that it would not be in the best interest of the Project to
make an award to that Bidder, whether because the Bid is not responsive
or the Bidder is unqualified or of doubtful financial ability or fails to meet
any other pertinent standard or criteria established by Owner.
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15.2

15.3

15.4

15.5

Discrepancies in the multiplication of units of Work and unit prices will be
resolved in favor of the unit prices. Discrepancies between the indicated
sum of any column of figures and the correct sum thereof will be resolved
in favor of the correct sum.

In evaluating Bids, Owner will consider the qualifications of the Bidders,
whether or not the Bids comply with the prescribed requirements, and such
alternates, unit prices, and other data, as may be requested in the Bid form
or prior to the Notice of Award.

Owner may consider the qualifications and experience of Subcontractors,
Suppliers, and other persons and organizations proposed for those
portions of the Work as to which the identity of Subcontractors, Suppliers,
and other persons and organizations must be submitted as provided in the
Supplementary Conditions. Owner also may consider the operating costs,
maintenance requirements, performance data, and guarantees of major
items of materials and equipment proposed for incorporation in the Work
when such data is required to be submitted prior to the Notice of Award.

Owner may conduct such investigations as Owner deems necessary to
assist in the evaluation of any Bid and to establish the responsibility,
qualifications, and financial ability of Bidders, proposed Subcontractors,
Suppliers, and other persons and organizations to perform and furnish the
Work in accordance with the Contract Documents to Owner’s satisfaction
within the prescribed time.

If the contract is to be awarded, it will be awarded to the lowest Bidder
whose evaluation by Owner indicates to Owner that the award will be in the
best interests of the Project.

16. CONTRACT SECURITY.

Paragraph 5.1 of the General Conditions and the Supplementary Conditions set
forth Owner's requirements as to performance and payment bonds. When the
Successful Bidder delivers the executed Agreement to Owner, it must be
accompanied by the required performance and payment Bonds.

17.  SIGNING OF AGREEMENT.

When Owner gives a Notice of Award to the Successful Bidder, it will be
accompanied by the required number of unsigned counterparts of the Agreement
with all other written Contract Documents attached. Within fifteen days thereafter
Contractor shall sign and deliver the required number of counterparts of the
Agreement and attached documents to Owner with the required Bonds.

95-07-00
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1&.

19.

21.

Within ten days thereafter, Owner shall deliver one fully signed counterpart to
Contractor.

LETTER FROM SURETY.

In addition to the Bid Bond, the Bidder shall submit a letter or statement from the
Bidder's surety company that it will execute and deliver a one hundred percent
surety bond.

SECURITY FOR FAITHFUL PERFORMANCE.

Simultaneously with the delivery of the executed contract, the Contractor shall
furnish a surety bond or bonds as security for faithful performance of this contract
and for the payment of all persons performing labor on the Project under this
contract and fumishing materials in connection with this contract as specified in
the General Conditions included herein. The surety on such bond or bonds shall
be a duly authorized surety company satisfactory to the Owner.

POWER OF ATTORNEY.

Attorneys-in-fact who sign bid bonds or contract bonds must file with each bond
a certified and effectively dated copy of their power of attorney.

LAWS AND REGULATIONS.

The Bidder's attention is directed to the fact that all applicable State laws,
municipal ordinances, and the rules and regulations of all authorities having
jurisdiction over construction of the Project shall apply to the contract throughout,
and they will be deemed to be included in the Contract the same as though
herein written out in full.

SAFETY STANDARDS AND ACCIDENT PREVENTION.
With respect to all work performed under this Contract the Contractor shall:

22.1 Comply with the safety standards provisions of applicable laws, building
and ccnstruction codes, and the “Manual of Accident Prevention in
Construction” published by the Associated General Contractors of America,
the requirements of the Occupational Safety and Health Act of 1970 (Public
Law 91-596), and the requirements of Title 29 of the Code of Federal
Reguiations, Section 1518 as published in the ‘Federal Register", Volume
36, No.75, Saturday, April 17, 1971.

222 Exercise every precaution at all times for the prevention of accidents and
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28.

24.

25.

26.

the protection of persons (including employees) and property.

223 Maintain at his office or other well-known place at the job site, all articles
necessary for giving first aid to the injured, and shall make standing
arrangements for the immediate removal to a hospital or a doctor’s care of
persons (including employees), who may be injured on the job site. In no
case shall employees be permitted to work at a job site before the
employer has made a standing arrangement for removal of injured persons
to a hospital or a doctor’s care.

TAX EXEMPTIONS.

The Indiana Department of Revenue requires that the Contractor or
Subcontractors engaged in a contract with a govemmental agency must submit
an exemption certificate for construction contractors (Form SP 134) to each
supplier for each exempt Project. The Owner will cooperate with the Contractor
in filing the necessary forms with the Indiana Department of Revenue, but the
Contractor shall be responsible for the initiation of these proceedings. The
contract price will be based upon a complete exemption from this tax, and if later
determined that a tax must be paid by the Owner, the contract price will be
adjusted to reflect this liability to Owner.

ESCROW ACCOUNT(S).

The establishment of an escrow account between the Owner and the Successful
Bidder(s) for the retainage will be left to the sole discretion of the Successful
Bidder(s).

BIDS TO REMAIN OPEN.

All Bids shall remain open for ninety (90) days after the day of the bid opening.
The Owner may release any Bid and retumn the Bid security prior to that date.

COMPLETION TIME AND LIQUIDATED DAMAGES.

Bidder agrees to commence work on or before the date to be specified in the
written Notice to Proceed by Owner. Bidder further agrees that the Work will be
substantially compliete one hundred and twenty two (122) consecutive calendar
days after the date when Contract Time commences to run and completed and
ready for final payment within one hundred and fifty two (152) consecutive
calendar days after the date when Contract Time commences to run. Bidder also
agrees to pay as liquidated damages, the sum of one hundred dollars ($100.00)
for each consecutive calendar day thereafter.
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27.

28.

30.

31.

EXCEPTIONS TO LIQUIDATED DAMAGES PROVISION.

It is further agreed that time is of the essence of each and every portion of this
Agreement and of the specifications wherein a definite and certain length of time
is fixed for the performance of any act whatsoever; and where, under the
CONTRACT DOCUMENTS an additional time is allowed for the completion of any
work, the new time limit fixed by such extension shall be the essence of this
Agreement. Provided, that the CONTRACTOR shall not be charged with
liquidated damages or any excess cost when the Owner determines that the
CONTRACTOR is without fault and the CONTRACTOR'’S reasons for the time
extension are acceptable to the OWNER; provided further, that the CONTRACTOR
shall not be charged with liquidated damages or any excess cost when the delay
in completion of the work is due:

1. To any preference, priority or allocation order duly issued by any
governmental entity;

2. To unforeseeable cause beyond the control and without the fault or
negligence of the CONTRACTOR, including but not restricted to, acts of
God, or of the public enemy, acts of the OWNER, acts of another
contractor in the performance of a contract with the OWNER.

FAMILIARITY WITH PROJECT SITE.

All Bidders are required to examine the site prior to the preparation of their Bids.
WAGE RATES.

Davis-Bacon does not apply to this project. Contractors will be required, however,
to pay wage rates according to the State of Indiana wage rate decision enclosed
in this Project Manual.

LIABILITY INSURANCE.

The Successful Bidder shall provide proof of liability insurance in the amount of
one million dollars ($1,000,000.00) as set forth in Article 5.3 of the General
Conditions and amended in the Supplementary Conditions.

LUMP SUM CONTRACT.

Unit prices shall be submitted as a part of the bid; however, unit prices are
indicated only to establish unit prices in the event that quantities may be changed

by agreement between the Owner and the Contractor. The Bidder shall satisfy
himself as to the accuracy of the established quantities and accept lump sum
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payment for the completed project. Payment shall be according to Article 14 of
the General Conditions.

32. REFERENCES.

As a part of the Bid Package each Bidder shall include references for previous
similar projects. The references shall contain the following information:

Name of person or agency contracted with

Address of person or agency

Contact person

Phone number

Brief description of Project

S-SR CE

33. ALTERNATE BIDS.

Bidders must bid on all alternate bids if alternate bids are included in the Bid
Form.

34. SUMMARY OF ITEMS TO BE SUBMITTED WITH BID.

1. Bid Form - Completely executed and signed.

2. Bid Security - Acceptable bid bond or cashier's check in an amount not
less than 5% of the total bid price From 96, Contractors Bid for Public
Works including fully executed Non-Collusion Affidavit

3. Proof of Insurance

4, References
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TO:

BID
CROOKED LAKE ENHANCEMENT PROJECT
CROOKED LAKE ASSOCIATION, INC.

Crooked Lake Association, Inc.
Board of Directors
380 W. Gates Rd.
Columbia City, Indiana 46725

The undersigned BIDDER proposes and agrees, if this Bid is accepted, to enter
into an Agreement with OWNER in the form included in the Contract Documents
for the Contract Price and within the Contract Time indicated in this Bid and in
accordance with the Contact Documents.

BIDDER accepts all of the terms and conditions of the Instructions to Bidders,
including without limitation those dealing with the disposition of Bid Security. This
Bid will remain open for thirty (30) days after the day of Bid opening. BIDDER will
sign the Agreement and submit the Contract Security and other Documents
required by the Contract Documents within fifteen (15) days after of OWNER's
Notice of Award.

In submitting his Bid, BIDDER represents, as more fully set forth in the Agreement
that:

a. BIDDER has examined copies of all the Contract Documents,
Advertisement For Bids and the Instructions to Bidders, and BIDDER has
examined copies of (receipt of all of which are hereby acknowledged)
Addenda Nos. .

b. BIDDER has familiarized itself with the nature and extent of the Contract
Documents, Work, site, locality, and all local conditions and Laws and
Regulations that in any manner may affect cost progress, performance, or
furnishing of Work.

c. BIDDER has studied carefully all reports and drawings of subsurface
conditions and drawings of physical conditions which are identified in the
Supplementary Conditions as provided in Paragraph 4.2 of the General
Conditions, and accepts the determination set forth in Paragraph SC-4.2 of
the Supplementary Conditions of the extent of the technical data contained
in such reports and drawings upon which BIDDER is entitled to rely.

d. BIDDER has obtained and carefully studied (or assumes responsibility for
obtaining and carefully studying) all such examinations, investigations,
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explorations, tests, and studies, (in addition to or to supplement those
referred to in c. above) which pertain to the subsurface or physical
conditions at the site or otherwise may affect the cost, progress,
performance, or furnishing of the Work as BIDDER considers necessary for
the Contract Time and in accordance with the other terms and conditions
of the Contract Documents, including specifically the provisions of
Paragraph 4.2 of the General Conditions; and no additional examinations,
investigations, explorations, tests, reports, or similar information or data are
or will be required by BIDDER for such purpose.

BIDDER has reviewed and checked all information and data shown or
indicated on the Contract Documents with respect to existing Underground
Facilities at or contiguous to the site and assumes responsibility for the
accurate location of said Underground Facilites. No additional
examinations, investigations, explorations, tests, reports, or similar
information of data in respect of said Underground Facilities are or will be
required by BIDDER in order to perform and fumish the Work at the
Contract Price, within the Contract Time and in accordance with the other
terms and conditions of the Contract Documents, including specifically the
provisions of Paragraph 4.3 of the General Conditions.

BIDDER has correlated the results of all such observations, examinations,
investigations, explorations, tests, reports, and studies with the terms and
conditions of the Contract Documents.

BIDDER has given ENGINEER written notice of all conflicts, errors, or
discrepancies that it has discovered in the Contract Documents and the
written resolution thereof by ENGINEER is acceptable to BIDDER.

This Bid is genuine and not made in the interest of or on behalf of any
undisclosed person, firm, or corporation; BIDDER has not directly or
indirectly induced or solicited any other Bidder to submit a false or sham
Bid; refrain from bidding; and BIDDER has not sought by collusion to
obtain for itself any advantage over any other Bidder or over OWNER.

4. OWNER will base the Award of Contract on the base bid work and/or a
combination of the alternative bid (if requested) which results in the lowest total
bid price. The Owner reserves the right to reduce the scope of work, as defined
by the price of the base bid items, of the lowest bidder so that the Owner is
financially capable of constructing the Project.

5. BIDDER will complete the work for the following prices:

93-08-07E
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BASE LUMP SUM BID

$

(Total Price In Words)

(Total Price In Numbers)

6. BIDDER shall complete the attached Base Bid Schedule. Where unit and unit
price figures are used as part of the Bid, they will be used in computing the
Contractor's payments. BIDDER shall complete itemized unit prices and
extensions and forward the total for the Bid to this page. Quantities are not
guaranteed. Final payment will be based upon the actual quantities placed in the

Work.
7. The following documents are attached to and made a condition of this Bid:

a. Bid Form - Completely executed and signed

b. Bid security - Acceptable bid bond or cashier's check in an amount not
less than 5% of the total bid price

c. Form 96, Contractors Bid for Public Works including fully executed Non-
Collusion Affidavit

d. Proof of Insurance

e. Certification of Non-Segregated Facilities

f. References

8. The terms used in this Bid which are defined in the General Conditions of the
Construction Contract included as part of the Contract Documents have the
meanings assigned to them in the General Conditions.

9. Submitted on ,19 .

By: Contractor
(Corporation __) (Partnership __) (Individual __)

(SEAL)

93-08-07E
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AGREEMENT BETWEEN OWNER AND CONTRACTOR

THIS AGREEMENT is by and between the Crooked Lake Association, Inc. (hereinafter called
OWNER) and (hereinafter called
CONTRACTOR). OWNER and CONTRACTOR, in consideration of the mutual covenants
hereinafter set forth, agrees as follows:

ARTICLE 1. WORK

CONTRACTOR shall complete all Work as specified or indicated in the Contract Documents.
The Project is generally described as follows:

the Project shall consist of, but is not limited to, an earthen berm to create a pond and wetlands,
gabion drop structures to control stream channel erosion, stream bank stabilization with rip rap,
erosion control blankets, timber tie-backs and live staking, seeding and wetland vegetation and
all other work as described in the Specifications and shown on the Plans.

ARTICLE 2. ENGINEER

The Project has been designed by J. F. New and Associates, Inc., Walkerton, who is hereinafter
called ENGINEER and who is to act as OWNER'S representative, assume all duties and
responsibilities and have the rights and authority assigned to ENGINEER in the Contract
Documents in connection with completion of the Work in accordance with the Contract
Documents.

ARTICLE 3. CONTRACT TIME

3.1  The Work will be substantially completed within 122 consecutive calendar days from the
date when the Contract Time commences to run as provided in Paragraph 2.3 of the General
Conditions, and completed and ready for final payment in accordance with Paragraph 14.13 of
the General Conditions within 152 consecutive calendar days from the date when the Contract
Time commences to run. Contract Time shall commence on or about
, 19_.

3.2  Liquidated Damages. Owner and CONTRACTOR recognize that time is of the essence
of this Agreement and that OWNER will suffer financial loss if the Work is not completed within
the times specified in Paragraph 3.1 above, plus any extensions thereof allowed in accordance
with Article 12 of the General Conditions. Contractor agrees to pay as liquidated damages a sum
of one hundred dollars ($100.00) per day for each consecutive calendar day thereafter.

ARTICLE 4. CONTRACT PRICE

4.1 OWNER shall pay CONTRACTOR for completion of the Work in accordance with the
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Contract Documents, in current funds, as follows: $ . This Contract Price
includes g

ARTICLE 5. PAYMENT PROCEDURES

CONTRACTOR shall submit Applications for Payment in accordance with Article 14 of the
General Conditions. Applications for Payment will be processed by ENGINEER as provided in
General Conditions.

5.1 Progress Payments. OWNER shall make progress payments on account of the Contract
Price on the basis of CONTRACTOR'S Applications for Payment as recommended by
ENGINEER, on or about the __th day of each month during the progress of Work measured by
the schedule of values established in Paragraph 2.9 of the General Conditions (and in the case of
Unit Price Work based on the number of units completed) or, in the event there is no schedule
of values, as provided in the General Requirements.

5.1.1 Prior to Substantial Completion, progress payments will be made in an amount
equal to the percentage indicated below, but in each case, less the aggregate of payments
previously made and less such amounts as ENGINEER shall determine, or OWNER may
withhold, in accordance with Paragraph 14.7 of the General Conditions.

Ninety-five percent (95%) of Work completed.
Ninety-five percent (95%) of material and equipment not incorporated in the work (but
delivered, suitably stored and accompanied by documentation satisfactory to OWNER as
provided in paragraph 14.2 of the General Conditions.
5.1.2 Upon Substantial Completion, in an amount sufficient to increase total payments
to CONTRACTOR to 98% of the Contract Price, less such amounts as Engineer shall
determine, or OWNER may withhold, in accordance with Paragraph 14.7 of the General
Conditions.

5.2 Final Payment. Upon final completion and acceptance of the Work in accordance with

Paragraph 14.13 of the General Conditions, OWNER shall pay the remainder of the Contract
Price as recommended by ENGINEER as provided in said Paragraph 14.13.

ARTICLE 6. INTEREST

All moneys not paid when due as provided in Article 14 of the General Conditions may bear
interest at the maximum rate allowed by law at the place of the Project.

ARTICLE 7. CONTRACTOR'S REPRESENTATIONS

In order to induce OWNER to enter into this Agreement, CONTRACTOR makes the following
representations:
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7.1 CONTRACTOR has familiarized itself with the nature and extent of the Contract
Documents, Work, site, locality, and all local conditions, and Laws and Regulations that in any
manner may affect cost, progress, performance, or furnishing of the Work.

7.2 CONTRACTOR has studied carefully all reports of explorations and tests of subsurface
conditions and drawings of physical conditions which are identified in the Supplementary
Conditions as provided in Paragraph 4.2 of the General Conditions, and accepts the determination
set forth in Paragraph SC-4.2 of the Supplementary Conditions of the extent of the technical data
contained in such reports and drawings upon which CONTRACTOR is entitled to rely.

7.3  CONTRACTOR has obtained and carefully studied (or assumes responsibility for obtaining
and carefully studying) all such examinations, investigations, explorations, tests, reports, and
studies (in addition to or to supplement those referenced to in Paragraph 7.2 above) which pertain
to the subsurface or physical conditions at or contiguous to the site or otherwise may affect the
cost, progress, performance or furnishing of the Work as CONTRACTOR considers necessary
Price, within the Contract Time and in accordance with the other terms and conditions of the
Contract Documents, including specifically the provisions of Paragraph 4.2 of the General
Conditions; and no additional examinations, investigations, explorations, tests, reports, studies,
or similar information or data are or will be required by CONTRACTOR for such purposes.

7.4  CONTRACTOR has reviewed and checked all information and data shown or indicated
on Contract Documents with respect to existing Underground Facilities at or contiguous to the site
and assumes responsibilities for the accurate location of said Underground Facilities. No
additional examinations, investigations, explorations, tests, reports, studies, or similar information
or data in respect of said Underground Facilities are or will be required by CONTRACTOR in
order to perform and furnish the work at the Contract Price, within the Contract Time and in
accordance with the other terms and conditions of the Contract Documents, including specifically
. the provisions of Paragraph 4.3 of the General Conditions.

7.5 CONTRACTOR has correlated the results of all such observations, examinations,
investigations, exploration tests, reports, and studies with the terms and conditions of the Contract
Documents.

7.6 CONTRACTOR has given ENGINEER written notice of all conflicts, errors, or
discrepancies that he has discovered in the Contract Documnent and the written resolution thereof
by ENGINEER is acceptable to CONTRACTOR.

ARTICLE 8. CONTRACT DOCUMENTS

The Contract Documents which comprise the entire agreement between OWNER and
CONTRACTOR concerning the Work consist of the following:

8.1  This Agreement (pages 1 to 5, inclusive).
8.2  Performance and Payment bonds per the Project Manual.

8.3  Certificates of Insurance per the Project Manual.
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8.4  Notice of Award.

8.5  The Project Manual including the General Conditions, Supplementary Conditions, any and
all special requirements and/or provisions, specifications, construction standards, and all other
sections of the Project Manual except the Bid Documents.

8.6  Drawings (Plans), consisting of si:zets numbered 1 through *6*, inclusive.

8.7  Addenda Number(s)

8.8 CONTRACTOR'S BID (pages B/1 to B/*5*, inclusive).

8.9  Other documentation submitted by CONTRACTOR prior to Notice of Award (insert name
and date or other documentation, if applicable: if none, insert N/A).

8.10 The following which may be delivered or issued after the Effective Date of the Agreement
and are not attached hereto: All Written Amendments and other documents amending, modifying
or supplementing the Contract Document pursuant to Paragraphs 3.4 and 3.5 of the General
Conditions.

There are no Contract Documents other than those listed above in this Article 8. The Contract
Documents may only be amended, modified, or supplemented as provided in Paragraphs 3.4 and
3.5 of the General Conditions. The documents listed in Paragraphs 8.2 eg. seq. above are not
attached to this Agreement but are to be maintained as a matter of record and reference at the
office of the ENGINEER, CONTRACTOR, and OWNER.

ARTICLE 9. MISCELLANEOUS

9.1  Terms used in this Agreement which are defined in Article I of the General Conditions will
have the meanings indicated in the General Conditions.

9.2 No assignment by a party hereto of any rights under or interests in the Contract Documents
will be binding on another party hereto without the written consent of the party sought to be
bound; and specifically but without limitation moneys that may become due and moneys that are
due may not be assigned without such consent (except to the extent that the effect of this
restriction may be limited by law), and unless specifically stated to the contrary in any written
consent to an assignment. No assignment will release or discharge the assignor from any duty or
responsibility under the Contract Documents.

9.3  OWNER and CONTRACTOR each binds itself, its partners, successors, assigns, and legal
representatives to the other party hereto, its partners, successors, assigns, and legal representatives
in respect of all covenants, agreements, and obligations contained in the Contract Documents.

IN WITNESS WHEREOF, OWNER and CONTRACTOR have signed this Agreement in

triplicate.  One counterpart each has been delivered to OWNER, CONTRACTOR, and
ENGINEER. All portions of the Contract Documents have been signed or identified by OWNER
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and CONTRACTOR or by ENGINEER on their behalf.

This Agreement will be effective on , 19_ (Date to be inserted by OWNER, not
CONTRACTOR.)
CONTRACTOR OWNER

(Company Name)

By

(Name and Title)

Address for Giving Notices By

Agent and Address for Service of Process: Attest:
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NOTICE OF AWARD
Date: , 19

To Contractor:

PROJECT: (Insert name of Contract as it appears in the Bid Documents)

You are hereby notified that your Bid dated , 19_, has been evaluated and
you are the apparent successful bidder. You have been awarded a contract for (insert
description of work including which, if any, alternate bids)

The Contract Price of your contract is $

Three copies of the proposed Agreement (Contract) accompany this Notice of Award,
that is by , 19

1. You must deliver to the Owner three (3) fully executed counterparts of the
agreement (Contract). Each of the Agreements must bear your signature.

2. Your must deliver the Contract Securities (Performance & Payment Bonds) as
specified in the Instructions to Bidders, General Conditions and Supplementary
Conditions.
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3. You must deliver the Certificates of Insurance as specified in the General
Conditions and Supplementary Conditions (Paragraph S.C. 5.3).
4, (List other conditions, if applicable):

Failure to comply with these conditions within the time specified will entitle OWNER to
consider your bid abandoned, to annul this Notice of Award and to declare your Bid
Security forfeited.

Within ten (10) days after you comply with these conditions, OWNER will return to you
one fully signed counterpart of the Agreement for your records.

(OWNER)

By
Title
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NOTICE TO PROCEED
Date: : , 19_

To Contractor:

PROJECT: (Insert name of Contract as it appears in the Bid Documents)

You are hereby notified to proceed with the above referenced project and that Contract
Time for the above contract will commence to run on , 19_. No later than
that date, you are to start performing your obligations under the Contract Documents.
In accordance with Article 3 of the Agreement (Contract), the dates of Substantial
Completion and Final Completion are ,(19_, and 19_,
respectively.

Before you may start any Work at the site, Paragraph 2.7 of the General Conditions
provides that you deliver to us Certificates of Insurance (with a copy sent to the
Engineer) per the Contract Documents.

(OWNER)

By

Title
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PERFORMANCE BOND

KNOW ALL MEN BY THESE PRESENTS: that

(Neme of Contractor)

(Address of Contractor)

a , hereinafter called Principal, and
(Corporation, Partnership, or Individual)

(Nane of Surety)

(Address of Surety)

hereinafter called Surety, are held and firmly bound unto

(Name of Owner)

(Address of Owner)

hereinafter called OWNER, in the penal sum of

Dollars, $( )

in lawful money of the United States, for the payment of which sum well and truly to be made,
we bind ourselves, our heirs, executors, administrators, successors, and assigns, jointly and
severally, firmly by these presents.

THE CONDITIONS OF THIS OBLIGATION is such that whereas, the Principal entered into a
certain contract with the OWNER, dated the day of 19_ ,a
copy of which is hereto attached and made a part hereof for the construction of:

NOW, THEREFORE, if the Principal shall well, truly and faithfully perform its duties, all the
undertakings, covenants, terms, conditions, and agreements of said contract during the original
term thereof, and any extensions thereof which may be granted by the OWNER, with or without
notice to the Surety and during the one year guaranty period, and if he shall satisfy all claims and
demands incurred under such contract, and shall fully indemnify and save harmless the OWNER
from all costs and damages which it may suffer by reason of failure to do so, and shall reimburse
and repay the OWNER all outiay and expense which the OWNER may incur in making good any
defautt, then this obligation shall be void; otherwise to remain in full force and effect.
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PROVIDED, FURTHER, that the said surety, for value received hereby stipulates and agrees that
no change, extension of time, alteration or addition to the terms of the contract or to WORK to
be performed thereunder or the SPECIFICATIONS accompanying the same shall in any way
affect its obligation on this BOND, and it does hereby waive notice of any such change, extension
of time, alteration or addition to the terms of the contract or to the WORK or to the
SPECIFICATIONS.

PROVIDED, FURTHER, that it is expressly agreed that the BOND shall be deemed amended
automatically and immediately, without formal and separate amendments hereto, upon
amendment to the Contract not increasing the contract price more than 20 percent, so as to bind
the PRINCIPAL and the SURETY to the full and faithful performance of the CONTRACT as so
amended. The term "Amendment’, wherever used in this BOND, and whether referring to this
BOND, the Contract or the Loan Documents shall include any alteration, addition, extension, or
modification of any character whatsoever.

PROVIDED, FURTHER, that no final settlement between the OWNER and the CONTRACTOR
shall abridge the right of any beneficiary hereunder, whose claim may be unsatisfied. The
OWNER is the only beneficiary hereunder.

IN WITNESS WHEREOF, this instrument is executedin _______ counterparts, each one of
{Number)
one of which shall be deemed an original, this the day of 19 __.
ATTEST:
Principel
By (s)
(SEAL)
(Witness as to Principal) (Address)
(Address)
Surety
ATTEST:

{Surety) Secretary

(SEAL)
By
(Witness as to Surety) Attomey-in-Fact
(Address) (Address)
NOTE: Date of BOND must not be prior to date of Contract.

If CONTRACTOR is Partnership, all partners should execute BOND.
IMPORTANT: Surety companies executing BONDS must appear on the Treasury

Department’s most current list (Circular 570 as amended) and be authorized to transact
business in the state where the PROJECT is located.
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PAYMENT BOND

KNOW ALL MEN BY THESE PRESENTS: that

(Name of Contractor)

(Address of Contractor)

a , hereinafter called PRINCIPAL, and

(Corporation, Partnership, or Individuel)

(Name of Surety)

(Address of Surety)

hereinafter called SURETY are held and firmly bound unto

{Name of Owner)

{Address of Owner)

hereinafter called OWNER, in the penal sum of

Dollars, $( )

in lawful money of the United States, for the payment of which sum well and truly to be made,
we bind ourselves, our heirs, executors, administrators, successors, and assigns, jointly and
severally, firmly by these presents.

THE CONDITIONS OF THIS OBLIGATION is such that whereas, the PRINCIPAL entered into a
certain contract with the OWNER, dated the day of ,19_ ., a
copy of which is hereto attached and made a part hereof for the construction of:

NOW, THEREFORE, if the PRINCIPAL shall promptly make payment to all persons, firms, and
corporations furnishing materials for or performing labor in the prosecution of the WORK provided
for in such contract, and any authorized extensions or modifications thereof, including all
amounts due for materials, lubricants, oil, gasoline, coal and coke, repairs on machinery,
equipment and tools, consumed or used in connection with the construction of such WORK, and
for all labor cost incurred in such WORK including that by a SUBCONTRACTOR, and to any
mechanic or materialman lienholder whether it acquires its lien by operation of State or Federal
law; then this obligation shall be void, otherwise to remain in full force and effect.
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PROVIDED, that beneficiaries or claimants hereunder shall be limited to the SUBCONTRACTORS,
and persons, firms and corporations having a direct contract with the PRINCIPAL or its
SUBCONTRACTORS.

PROVIDED, FURTHER, that the said SURETY for value received hereby stipulates and agrees that
no change, extension of time, alteration or addition to the terms of the contract or to WORK to
be performed thereunder or the SPECIFICATIONS accompanying the same shall in any way
affect its obligation on this BOND, and it does hereby waive notice of any such change, extension
of time, alteration or addition to the terms of the contract or to the WORK or to the
SPECIFICATIONS.

PROVIDED, FURTHER, that no suit or action shall be commenced hereunder by any claimant:
(a) Unless claimant, other than one having a direct contract with the PRINCIPAL, shall have given
written notice to any two of the foliowing: The PRINCIPAL, the OWNER, or the SURETY above
named within ninety (90) days after such claimant did or performed the last of the work or labor,
or furnished the last of the materials for which said claim is made, stating with substantial
accuracy the amount claimed and the name of the party to whom the materials were furnished,
or for whom the work or labor was done or performed. Such notice shall be served by mailing
the same by registered mail or certified mail, postage prepaid, in an envelope addressed to the
PRINCIPAL, OWNER or SURETY, at any place where an office is regularly maintained for the
transaction of business, or served in any manner in which legal process may be served in the
state in which the aforesaid project is located, save that such service need not be made by a
public officer. (b) After the expiration of one (1) year following the date of which PRINCIPAL
ceased work on said CONTRACT, is being understood, however, that if any limitation embodied
in the BOND is prohibited by any law controlling the construction hereof, such limitation shall be
deemed to be amended so as to be equal to the minimum period of limitation permitted by such
law.

PROVIDED, FURTHER, that it is expressly agreed that the BOND shall be deemed amended
automatically and immediately, without formal and separate amendments hereto, upon
amendment to the Contract not increasing the contract price more than 20 percent, so as to bind
the PRINCIPAL and the SURETY to the full and faithful performance of the CONTRACT as so
amended. The term "Amendment*, wherever used in this BOND, and whether referring to this
BOND, the Contract or the Loan Documents shall include any alteration, addition, extension, or
modification of any character whatsoever.

PROVIDED, FURTHER, that no finai settlement between the OWNER and the CONTRACTOR shall
abridge the right of any beneficiary hereunder, whose claim may be unsatisfied. The OWNER
is the only beneficiary hereunder.

IN WITNESS WHEREOF, this instrument is executed in counterparts, each one of
one of which shall be deemed an original, this the é:u;;) 19 .
ATTEST:
Principel
BY {s)
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GUIDE Il - Indiana Contract Documents
(10-1-86)

Certificate of Owner’s Attorney.

1, the undersigned, , the duly

authorized and acting legal representative of

, do hereby certify as follows:

| have examined the attached contract(s) and performance and payment bond(s)
and contractor’s Certificate of Insurance and the manner of execution thereof, and | am
of the opinion that each of the aforesaid agreements are adequate, and have been duly
executed by the proper parties thereto acting through their duly authorized
representatives; that said representatives have full power and authority to execute said
agreements on behalf of the respective parties named thereon; and that the foregoing
agreements constitute valid and legally binding obligations upon the parties executing
the same in accordance with terms, conditions, and provisions thereof.

Date:

NOTE: Delete phrase "performance and payment bonds" when not applicable.
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CERTIFICATE OF SUBSTANTIAL COMPLETION

This Centificate of Substantial Completion applies to all Work under the Contract Documents or to the following
specified parts thereof:

The Work to which this Certificate applies has been inspected by authorized representatives of OWNER,
CONTRACTOR and ENGINEER, and that Work is hereby declared to be substantially complete in accordance
with the Contract Documents on

DATE OF SUBSTANTIAL COMPLETION

A tentative list of items to be completed or corrected is attached hereto. This list may not be all-inclusive, and the
failure to include an item in it does not alter the responsibility of CONTRACTOR to complete all the Work in
accordance with the Contract Documents. The items in the tentative list shall be completed or corrected by
CONTRACTOR within days of the above date of Substantial Completion.

EICDC No. 1916-8-D (1990 Edition)
Prepared by the Engincers Joint Contract D C ittee and end by The A i Generat C of America.
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From the date of Substantial Completion the responsibilities between OWNER and CONTRACTOR for security,
operation, safety, maintenance, heat, utilities, insurance and warranties and guarantees shall be as follows:

RESPONSIBILITIES:

OWNER:

CONTRACTOR:

The following documents are attached to and made a part of this Certificate:

[For items to be attached see definition of Substantial Completion as supplemented and other specifically noted
conditions precedent 10 achieving Substantial Completion as required by Contract Documents.]

This certificate does not constitute an acceptance of Work not in accordance with the Contract Documents nor
1s it a release of CONTRACTOR s obligation to complete the Work in accordance with the Contract Documents.

Executed by ENGINEEROR  .......ceevvnennnnnnn... 19 .
............................ ENGXNEER
BY: i e aaan
(Authorized Signature)
CONTRACTOR accepts this Certificate of Substantial Completion on ...................... 19 ...
.......................... COR
By i e R,
OWNER accepts this Certificate of Substantial Completion 0n ...........cceevveenierennnsn L 19.....
............................ OWNER
B ettt ee e e et e e e e e bae e e e aee e en e eaaaean
(Authorized Signature)
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CHANGE ORDER
Order No.

Date:

Agreement Date:

NAME OF PROJECT:

CONTRACTOR:

The following changes are hereby made to the CONTRACT DOCUMENTS:

Justification:

Change to CONTRACT PRICE:
Original CONTRACT PRICE $
Current CONTRACT PRICE adjusted by previous CHANGE ORDER $
The CONTRACT PRICE due to this CHANGE ORDER will be (increased)

(decreased) by: $
The new CONTRACT PRICE including this CHANGE ORDER will be $

Change to CONTRACT TIME:

The CONTRACT TIME will be (increased) (decreased) by calendar days.

The date for completion of all work will be (Date).

Approvals Required:

To be effective this Order must be Epé)roved by the Federal agency if it changes
the scope or objective of the PROJECT, or as may otherwise be required by the
SUPPLEMENTAL GENERAL CONDITIONS.

Requested by:

Recommended by:
Ordered by:
Accepted by:

Federal Agency Approval (where applicable)

CONTRACT DOCUMENTS FOR CONSTRUCTION OF Document No. 10
FEDERALLY ASSISTED WATER AND SEWER PROJECTS Change Order: Page 1 of 1
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This document has important legal consequences: consultation with an attorney is encouraged with
respect to its completion or modification.

STANDARD
GENERAL CONDITIONS
OF THE

CONSTRUCTION CONTRACT
Prepared by
Engineers Joint Contract Documents Committee

and

Issued and Published Jointly By

PROFESSIONAL ENGINEERS IN PRIVATE PRACTICE
A practice division of the
NATIONAL SOCIETY OF PROFESSIONAL ENGINEERS

AMERICAN CONSULTING ENGINEERS COUNCIL

AMERICAN SOCIETY OF CIVIL ENGINEERS

CONSTRUCTION SPECIFICATIONS INSTITUTE

This document has been approved and endorsed by

The Associated General e 5 Contractors of America

These General Conditions have been prepared for use with the Owner-Contractor Agreements (No. 1910-8-A-1 or
1910-8-A-2) (1990 Editions). Their provisions are interrelated and a change in one may necessitate a change in the
others. Comments concerning their usage are contained in the Commentary on Agreements for Engineering
Services and Contract Documents (No. 1910-9) (1986 Edition). For guidance in the preparation of Supplementary
Conditions, see Guide to the Preparation of Supplementary Conditions (No. 1910-17) (1990 Edition). When
bidding is involved, the Standard Form of Instructions to Bidders (No. 1910-12) (1990 Edition) may be used.

EJCDC No. 1910-8 (1990 Edition)
Reprinted 591 GC/1
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HOMS .ottt enene e 4.23
Substantial Compietion .. 148
CONTRACTORS—other .................... cereenone R 4
Contractual Liability Insurance ...................... 5.4.10
Contractual Time Limits .............................. 12.2

Coordination
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Article or Paragraph

Number
CONTRACTOR's responsibility .........c.ccceeeo... 6.9.2
Copies 0f DOCUMENS +uevevenranennnnreneeannenennennn 22
Correction Period ....ccccoevevnrianninruenceanencnnns 13.12
Correction, Removal or Acceptance of
Defective Work
ingeneral ........cooiiivienn. .. 104.1, 13.10-13.14
Acceptance of Defective Work ........coeeeveeennn. 13.13
Correction or Removal of Defective Work
Correction Period .....covveeiiiineriinnncnnneecnnns
OWNER May Correct Defective Work .............
OWNER May Stop Work ........cceeeveevnnnnnnnns
Cost—
of Tests and Inspections 00
Records ......ooiviiiiiiiiiiiiiiiiii i iiaannas
Cost of the Work—
Bonds and insurance. additional ................. 11.4.5.9
Cash Discounts .........cccceeveevennrnennnnnnnnn. 11.4.2
CONTRACTOR'S FEE ...ovvvvirnnriiniinnnennnns 11.6
Empioyee Expenses .... 11.4.5.1
EXClUSIONs t0 +ovvvvieiiiiviiiiiiiiiiie i 1.5
General ........cooiviiiiiiiiiian, L4115
Home office and overhead expenses ................. 11.5
Losses and damages ...........ooeeviinniinnnnn. 11.4.5.6
Materials and equipment ...............ccooiioLl. 11.4.2
Minor expenses .......... 11.4.5.8
Payroll costs on changes .... ... 1141
performed by Subcontractors ...... ... 1143
RECOTAS ...vieiiiitiiiiiiiai e eaeieeeeaaas 11.7
Rentals of construction equipment and machinery . 11.4.5.3
Rovyalty payments. permits and ficense fees ...... 11455
Site office and temporary facilities ............... 11.4.5.2
Special Consuitants, CONTRACTORs ............ 11.4.4
Supplemental ............oociiiiiiii 11.4.5
Taxes related to the Work o0 11454
Tests and Inspection ........ .. 13.4
Trade Discounts ................ 114.2
Utilities. fuel and sanitary facilities ............... 114.5.7
Work after regularhours ..................oooelll 11.4.1
Covering Work ............ .. ceel 13.6-13.7
Cumulative Remedies ..... . 174175
Cutting, fitting and patching .............eceevvennnnn.. 7.2
Data. to be furnished by OWNER ...83
Day—definition of ............... 1722
Decisions on Disputes ..............ccoeuuenn.... 9.11,9.12
defective—definition of ............ccceeniiiiiiinenn... 1.14
defective Work—
Acceptance of ........ccveeiiiniiiniinn... 10.4.1. 13.13
Correction or Removal of ................... 10.4.1, 13.11
Correction Period ........c.ceoeviriinininninanninns 13.12
ingeneral ................. 13, 14.7, 14.11
Observation by ENGINEER ...........cccouennnn... 9.2
OWNER May Stop Work . ... 13.10
Prompt Notice of Defects . ... 130
REJECUNE ..vneeitie i eaeaeannen, 9.6
Uncovering the Work ...........cccovvviinnvnnennn.. 13.8
Definitions
Delays ..ooviiiiiiiiiiiiiiiannn
Delivery of Bonds
Delivery of certificates of insurance ..................... 27

Article or Paragraph

Number
Determinations for Unit Prices .......ccceiciinennannan 9.10
Differing Subsurface or
Physical Conditions
NOUCE Of ..eveeiiiieenneicreircaasacecceanscacsnnan
ENGINEER’s Review ...............

Possible Contract Documents Change .

Possible Price and Times Adjustments ..
Discrepancies-Reporting and Resolving .... 2.5, 3.3.2, 6.14.2
Dispute Resolution—

AGreement .......eeeuiniiriiiisiirenaatnnnnnnnn 16.1-16.6
Arbitration . 16.1-16.5
L= L Y 16

Dispute Resolution Agreement ...... ... 16.1-16.6
Disputes, Decisions by ENGINEER .............. 9.11:9.12
Documents—
(00T N 22
Record ...

Reuseof ............. 00000060B360008600
Drawings—definition of ..
Easements
Effective date of Agreement—definition of ...

Emergencies .........cocieiie....
ENGINEER—
as initial interpreter on disputes ................. 9.119.12
definition of - .....coviiiiiiiiiiiiiiii e 1.17
Limitations on authority and
responsibilities .........o.oieiiiiiiiiiiiiaa.., 9.13
Replacement of .. 8.2

Resident Project Representative 9.3
ENGINEER's Consultant—definition of ............... 1.18
ENGINEER's—

authority and responsibility, limitations on ........... 9.13

Authorized Vaniations in the Work .................... 9.5

..9.7,10. 11, 12
vee..3.63.94

Change Orders, responsibility for .
Clarifications and Interpretations ..

Decisions on Disputes ..........

defective Work. notice of .....

Evaiuation of Substitute Items aa
Liability «vevennieiier et

Notice Work is Acceptable .........cccvveeviennn...
Observations ceee

OWNER's Representative ..........ccceeeiiieaeannns 9.1
Payments to the CONTRACTOR,

Responsibility for .......ccovviiiiiiiiiennnnnen. 9.9, 14
Recommendation of Payment ................. 14,4, 14.13
Responsibilities—

Limitations 0n .........ccoceeveninn.. 00000 9.11-9.13
Review of Reports on Differing Subsurface

and Physical Conditions ..........ccooeeiinnnn... 424
Shop Drawings and Samples, review

responsibility ..., 6.26
Status During Construction—

authorized variations in the Work .................. 9.5

Clarifications and Interpretations .. ..94

Decisions on Disputes ........... ...9.019.12

Determinations on Unit Price .............cceeuues 9.10
ENGINEER as Initial Interpreter .. .9.119.12
ENGINEER’s Responsibilities ................ 9.19.12
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Article or Paragraph
Number

Limitations on ENGINEER's Aulhonty and
Responsibilities ..........
OWNER's Representative
Projec: Representative .....
Rejecung Defective Work ... 50
Shop Drawings. Change Orders and
Payments ......ooiiiiiiiiiiiiiiiiiiiiie 9.7-9.9
Visits to Site ..........
Unit Price Determinations
Visits to Site .............
Written consent required . .....
Equipment, Labor. Materials and .
Equipment rental. Cost of the Work ..

Equivalent Materials and Equipment . 67
Errors or omissions ................. ..6.33
Evidence of Financial Arrangements ... .8
Explorations of physicai conditions . 4.2.1
Fee. CONTRACTOR 's—Costs-Plus ................... 1.6
Field Order—
©definition of ... ... 1.19
issued by ENGINEER ............ccceuenn... 3.6.1,9.5
Final Application for Payment .............cc.couvn... 14.12
Final Inspection .........cccceiiiiiiniiiiivneinnen, 14.11
Final Payment—
and ACCEpLanCe ..........oovvvvininneennnnnn. 14.13-14.14
Prior to, for cash allowances .. )
General Provisions ................ccoveveennnnnns 17.3-17.4
General Requirements—
defintion of ...l 1.20
principal references to .............. 2.6, 6.4, 6.6-6.7, 6.24
Giving NOUCE ......oviniiiiiiiiiiniiiaeaeanannnn. 17.1
Guarantee of Work—by
CONTRACTOR .....vvnaniniinineninenenn .. 6.30, 14.12
Hazard Communication Programs ..................... 6.22
Hazardous Waste—
definition of ............iiciiiiiiieean., 1.21
general ...
OWNER's responsibility for .
Indemnification ........................ 6.12. 6.16. 6. 31-6 33
Initially Acceptable Schedules .......................... 2.9
Inspection—
Certificates of ..........cevvenvnnen.n. 9.13.4, 13.5, 14.12
Final ..o
Special, required by ENGINEER ..
Tests and Approval ..........cceeeeennnnn.. 8. 7 13.3-13 4
Insurance—
Acceptance of, by OWNER ...........cceuvnnnnen.. 5.4
Additional, required by changes
in the Work ............... CO00DACA00EA0MD 11.4.5.9
Before starting the Work .
Bonds and—in general .........

Cancellation Provisions
Certificates of .. 2.7, 5, 5.3, 54.11 54 13,5.6.5,58, 5. l4
9.13.4, 14.12
compieted operations
CONTRACTOR’s Liability .........
CONTRACTOR's objection to coverage .......
Contractual Liability ..............coovuvnnnnn....

Article or Paragraph

Number

deductible amounts, CONTRACTOR's

responsibility ........ciioiiiiiiiiiiiieteniineeni 59
Final Application for Payment ... 1412
Licensed Insurers .........cocoiiiiiiiiiiiiiiineennin 53
Notice requirements, material

ChANEES ...cueevnrieiniiieniiaaaaanaenns 5.8, 10.50
Option to Replace ...
other special inSUFANCES ......covvnienenneeannnnnan.. 5 10
OWNER as fiduciary for insureds .............. 5.12-5.13
OWNER's Liability .....cccvieiiiiieinnineniarennnnnn. 5.5
OWNER's Responsibility .........ccoveeeeuuunnnennn. 8.5
Partial Utilization. Property Insurance Seon e b
Property ....cciiiiiiiiiiiiiiiecei e eiaen e 5 6-5.10
Receipt and Application of Insurance Proceeds .. 5.12-5.13
Special INSUrANCE ...oovivviieeiieiiiiiiireaenanennnn 5.10
Waiver of Rights ............oocoeeaaa... .

Intent of Contract Documents .....

Interpretations and Clarifications ...
Investigations of physical conditions ..

Labor. Materials and Equipment .................... 6.3-6.5
Lands—
and Easements .........ccciiviiiiiiiiiiiennianennnn, 8.4

Availability of ..... 41,84

Reports & Tests ......covviieeieriannncneenerannnanns 8.4
Laws and Regulations—Laws or Regulations—

BoRds ..ot 5.1-5.2

Changes in the Work . . 104

Contract Documents ...........
CONTRACTOR's Responsibilities .
Correction Period. defective Work .

Cost of the Work, taxes ..........
definiion of ............... e 122
BONETA ...t caaiaaae 6.14
Indemnification . 6.31-6.33
INSUrANCe .. .ooiiiiiiiii e, 53
Precedence ... .3.1,333
Reference to ...... .. 330
Safety and Protection ............... 6.20, 13.2
Subcontractors, Suppliers and Others . .. 6.8-6.11
Tests and Inspections ............... L 13.5
Use of Premises ......... .. .6.16
Visits t0 Site ....ocoiiiiiiiiiiiiiaiieaeaa 9.2
Liability Insurance—
CONTRACTOR'S .euuieieerannanrennnaaannnan .. 54
OWNER'S ..uoiiineiiiiiiiinieieinienrerennenanennas 55
Licensed Sureties and Insurers .............ccceevenen.. 53
Liens—
Application for Progrss Payment ........ccceceene.. 14.2

Contractor's Warranty of Title
Final Application for Payment .

definition of

Waiver of Claims ........ccveveeeerannennns 0000 14.15
Limitations on ENGINEER s authority and

responsibilities .........ccciiieiiiiiiieeiiiiiiaeanen 9.13

Limited Reliance by CONTRACIOR Authorized. ...... 4.2.2
Maintenance and Operating Manuais—

Final Application for Payment .............. vereenes 1412
Manuals (of others)—
Precedence ....oo.iiiiiiiiiiiiniieeieaeneanas 3.3.3.1
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Article or Paragraph

Number

Reference to in Contract Documents .......ccceeeeee 3.3.1
Materials and equipment—

furnished by CONTRACTOR ......cccceieeiiinnnnnas 63

not incorporated in Work ...... .. 142

Materiais or equipment—cquivalent ...
Mediation (Optional) .......ccceuuen.

Milestones—definition of ........c.coonee BoacoOanoa0 .. 1.24
Miscellaneous—
Computation of TIMeS .....ceeiiiiiiiiieionicorannes 172
Cumulative Remedies ......oovevuereneanaanaan .. 174
Giving Notice ...... .. 17.1
Notice of Claim ....oovvvvnnniiiiniiennns .. 173
Professional Fees and Court Costs Included . 175
Multi-prime CONTACES ....ccvvverrernnnnannnannnnsacecesses 7
Not Shown or Indicated .........cciciiieeriennnnnnnns 43.2
Notice of—
Acceptability of Project .......cociiiiiiiiiiiiianaan 14.13
Award, definition of ... ot . 125
Claim ............. oo .. 173

Defects,
Differing Subsurface or Physical Conditions .

[T T L 170

Tests and Inspections ...........ceeeieeneanns .. 133

Variation. Shop Drawing and Sample ................ 6.27
Notice to Proceed—

definition of ...... .. .ciiiiiiiiiiiiiiiieei e 1.26

givingof ...........

Notification to Surety ...........

Observations. by ENGINEER

Occupancy of the Work ................ 5.15, 6.30.2 4 14.10

Omissions or acts by CONTRACTOR ............. 6.9.9.13
**Open peril™ poticy form. Insurance . ..5.62

Option to Replace
*Or Equal™ ltems ..

Other work

Overtime Work—oprohibition of ..........covviiieunnnnn. 6.3

OWNER— 5
Acceptance of defective Work .........ccoeieeeuanns 13.13
appoint an ENGINEER .........cooiiiiiiiinniicaanns 8.2
as fiduciary ...........eceeeel.l. 5.12-5.13
Availability of Lands, responsibility 50 .. 4.
definition of .................... 1.2
dama, fumnish .................. ...83
May Correct Defective Work ........coveeiacnnnnnn. 13.14
May refuse to make payment .........ooevverunieanns 4.7
May Stop the WOrk .......coviieeiiiiieiiiennnennns 13.10
may suspend work,

terminate .......... .. 8.8, 13.10, 15.1-15.4

Payment. make prompt .... ..8.3,144,14.13
performance of other Work .........ccoovviieieiennnn. 7.1
permits and licenses. requirements .. .. 6.13
purchased insurance requirements ............... 5.6-5.10

OWNER's—
Acceptance of the Work ..........ocovveninnnnen, 6.30.2.5
Change Orders. obhgauon 0

G4 T 560660000860000000000a0053000066 000 8.6, 10.4

COMMUNICATONS ...uevenrnenrenaeeerraannearaneannens 8.1
Coordination of the Work ........cceevieeienenneannnn 7.4
Disputes, request for decision ..............c.c.oeeun. 9.11

Article or Paragraph
Number
Inspections. tests and approvals ......cccoeeenens 8.7, 134
Liability insurance
Notice of Defects
Representative—During Construction,
ENGINEER'S Statu1s «...ucveieneniannncnes coensa Ol
Responsibilities—
Asb PCB'’s, Petrok Hazardous
Waste on Radioactive Material ....... BOOOGO0000G 8.10
Change Orders .......oceeenne
Changes in the Work ..

communications

CONTRACTOR's responsfuilma SO00a000a0OR00000 8.9
evidence of financial arrangements ................ 8.11
inspections, tests and approvals .........c.coeieenns 8.7
Insurance .......cceeeceeenn BB ONEEE000000000000 8.5
lands and easements .........cciiiiiiiiaiiareanane 8.4
Prompt PAYMENL DY .oovnviiviiiienanciiiireceees 8.3
replacement of ENGINEER ...........cocciiieenn 8.2
reports and SIS ...oevrevnnennnnaaaarastanareacans 8.4
stop or suspend Work . 8.8,13.10, 15.1
terminate CONTRACTOR’s services ... . 88,152
separate representative at Sife .......ce.iiiiieoaiianns 93
independent teStNg ...oevveeerrennaieccroncionansen 13.4
use or occupancy of the
WOTK .ocueencncincianeiacnceacnsacocnans 5.15, 14.10
written consent or approval
required .....oociiiiiiiiiieraniaenaenns 9.1,6.3.11.4
written notice
required ..7.1.9.4.9.11, 11.2, 11.9, 14.7, 15.4
PCBs—
definition of .....oociiiiiiiiiiiiriieieee e 1.29
general

OWNER's responsibility for
Partial Utilization—

definion of .............

general .........

Property Insurance ......
Patent Fees and Royaities ..
Payment Bonds ...............
Payments, Recommendation of
Payments to CONTRACTOR and Completion—

Application for Progress Payments .................. 14.2
CONTRACTOR's Warranty of Titie ..... . 143
Final Application for Payment ........... 14.12
Final Inspection .....c.cevnnnen .. 141

Final Payment and Acceptance

general ..o.oviniiiiininannns ...83,14

Partial Utilization 000 .. 14.10

R L g T e o ettt Y STyt otars 14.2

Review of Applications for Progress

} 53711 = L) AaROR0000 00000 000nAEEEORaNOIDHONG

PrOMPL PAYMENL ..evuneennnerennnrsaneeasnsssesasnnns

Scheduie of Values ...

Substantial Completion ..........ccceveensaraonnn 14.8-14.9

Waiver of Claims .......cooeivviiiiiienieiennninnns 14.15

when payments due . .. 144, 14.13

withhoiding payment .......cciienieiiiiinniinarenen 14.7
Performance Bonds .......eieieinnneeeaainnanaeaans 5.1-5.2
5211 L 000 B00E0aeaaaaOa00000aaaaE00EE00ELOtOCO0000 6.13
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Article or Paragraph

Number
Petroieum—
definition of ...
general ..........
OWNER's responsibility for .............ccoeven.n.. 8 10
Physical Conditions—
Drawings of. in or refating to ..................... 4.2.12
ENGINEER's review ......... .42.4
existing structures ................. .4.22
general ......... 4.2.12
Subsurface and. .. oAt
Underground Facxhues ............................... 43
Possible Contract Documents Change ............... 4.2.5
Possible Price and Times Adjustments . 4.2.6
Reports and Drawings .................. 4.2.1
Notice of Differing Subsurface or, .. ...423
Subsurfaceand .................. L)
Subsurface Conditions ...................cven..... 4.2.1 1
Technical Data. Limited Reliance by
CONTRACTOR Authorized .................... 4.2.2
Underground Facilities—
general L. ..., 4.3
Not Shown or Indicated . .4.32
Protection of ............ 4.3.6.20
Shown or Indicated .. 4.3.1
Technical Data .......... 2.2
Preconstruction Conference .................cc......... 2.8
Preliminary Matters ............ 063
Preliminary Schedules 6000 A0
Premises. Use of ................. 6.16-6.18
Price. Change of Contract ...............vvevnininnen... 1
Price. Contract—definition of ... 1.1
Progress Payment. Applications for .................... 14.2
Progress payment—retainage .......................... 14.2
Progress schedule. CONTRACTOR's ..... 2.6. 2.8. 2.9, 6.6.
6.29, 10.4, 15.2.1
Project—definition of ...........cc.cvcoenininineiinnn. 1.31
Project Representative—
ENGINEER's Status During Construction ............ 9.3
Project Representative, Resident
—definition of .................ccooiii 1.33
prompt payment by OWNER ............cccvvvnnnn.n.. 8.3
Property Insurance
Additional ...l 57
general ... 5.6-5.10
Partial Utilization ........................... 5.15, 14.10.2
receipt and application of
PrOCeeds ....oviiiiiiiiiii it eaannss 5.12-5.13

Protection, Safety and . .6.206.21, 13.2
Punch list ......ooiiiiniiiiiie el 14.11
Radioactive Material—

definition ..........o.iiiiiiiiiiiiinanann, cO0o000 1.32

gEmeral L., SO0G00 4.5

OWNER's responsibility for PR 2 1]
Recommendation of Payment .. . 144,145, 14.13
Record Documents ................ eeee 619, 14,12
Records, procedures for maintaining ..... OOCOO a0 2.8
Reference Points .._........c.oevuevenniineenneino, 4.4
Reference to Standards and Specifications

of Technical Societies ....................o..oeueon. .. 33

10

Article or Paragraph

Number
Regulations. Laws and (or) ............ccceumeneenenns 6.14
Rejecting Defective Work .............cccieviiinnvena.. 9.6
Retated Work—
ALSIE e 7173
Performed prior to Shop Drawings
and Sampies submittals review .................. 6.28

Remedies. cumulative
Removal or Correction of

Defective Work ............oociiiiiiiiiiaann, 13.11
rental agreements, OWNER approval
required ........iiiiiiiiiii e eieann 11453
replacement of ENGINEER. by OWNER .............. 8.2
Reporting and Resolving Discrepancies .... 2.5, 3.3.2. 6.14.2
Reports—
and Drawings ...........oiiiiiiiii e, 4.2.1
and Tests. OWNER's responsibility .................. 8.4

Resident Project Representative—
definition of .
provision for :

Resident Superintendent. CONTRACTOR's ............. 6.2

Responsibilities—

CONTRACTOR's-ingeneral ............covvveuennnnn.

ENGINEER s-in general
Limitationson ...l

OWNER 's-in general .

Retainage ............

Reuse of Documents ...

Review by CONTRACTOR: Shop Drawings
and Sampies Prior to Submittal ...................... 6.25

Review of Appiications for Progress
Payments .. ...

Right to an adjustment .............

Rights of Way ...............

Royalties. Patent Fees and ... .

Safe Structural Loading .............ccevvenvvinvnnnn.. 6.18

Safety—
and Protection .
general
Representative, CONTRACTORs

Samples—
definition of ...l 1.34
general
Review by CONTRACTOR ..
Review by ENGINEER ...
refated Work
submittal of
submittal procedures .

Schedule of progress ..... 2.6, 23-2.9 6.6, 6.29, 10.4, 15.2.1

Schedule of Shop Drawing and Sample

Submimtals ...................... 2.6, 2.8-2.9, 6.24-6.28

Schedule of Values

Schedules—
AdREIeNCe 10 ... .uvuvncinininininiiien e aannnnns
Adjusting ..................
Change of Contract Times ...
Initially Acceptabic ........
Preliminary ..................
Scope of Changes .....

Subsurface Conditions .............................. 4.2.1.1

.. 4.3.2,6.16. 6.18, 6.20-6.21. 7.2, 13.2
..62MJ
................... 6.21
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Article or Paragraph

Number
Shop Drawings—

and Sampiles, general ......iioiiiiiiiiiiiiaanns 6.24-6.28
Change Orders & Applications for
Payments, and ......cccceeininnnnnn GOOCC0000 9.79.9
definition of ............ .eee 135
ENGINEER's approval of ........ ceeenes 000000 362
ENGINEER's responsibility
fOr TeVIEW ..cvvunicncecnrcncocsnocacnsee 9.7, 6.24-6.28
related WOrk ......ccoevveiomeccrencocccnaccctaccnanes 6.28
review procedures .. . 2.8, 624-6.28
submittal required ......cveiaaniiiiiieiiiieiioiians 6.24.1
Submittal Procedures ........ccevieviernveennncaanns 6.25
use to approve substitutions . ...6.73
Shown or Indicated ............ ...43.1
Site ACCESS ....ccueieieanreciansscesrisanonsacenan 7.2,13.2
Site Cleaniiness ........ccoecieeuieiiinerasinasnnaaans 6.17
Site, Visits to—
by ENGINEER .....cciiiiiiininininnieiinnans 9.2,13.2
by others
**Special causes of loss™ policy form, insurance ....... 5.6.2
Specifications—
definition of .......iiiiiiiiiiiiiiiiiiii e 1.36
of Technical Societies, reference to ... .. 3301
Precedence .........ceieieiciiiiiiiiatienianienanen 333
Standards and Specifications of Technical
SOCIEUES ...ouiiiiiiriiiiniiisireeeranennnnoncanes 33
Starting Construction. Before ............coooivennis 2528
Starting the WOork ........ceeeeeeerenaeneeanecreesennns 2.4
Stop or Suspend Work—
by CONTRACTOR .....oiiviiniiiiniiniieiiannnnnes 15.5
by OWNER .....ccovvvviennnnne 8.8, 13.10, 15.1
Storage of materials and equipment . veenn 41.72
Structural Loading, Safety ........cccoeeiiiieenuiicnanas 6.18
Subcontractor—
CONCEMING, ...ccuvriaanenrecieiaierieereeannns 6.8-6.11
definition of . 137
delays ....... .. . 123
waiver of AgNIS ....oovevreniiiiiiierninnnnnnnaenns 6.11
Subcontractors—in general .......coiiiiiiiiinaann. 6.8-6.11
Subcontracts—required provisions ........ 5.11,6.11,11.4.3
Submittais—
Applications for Payment ..........ccoiiviiiiinienn. 14.2
Maintenance and Operation Manuals ... 14.12
Procedures .......cociiiiiiiiiiiiiiiiiiiieieee, 6.25
Progress Scheduies . 26.2.9
Sampies ............. 6.24-6.28
Schedule of Values ... .6, 14.1
Scheduie of Shop Drawings and
Samples Submissions .............coieees 2.6.2.829
Shop Drawings .....cevvvinniiiieieennnnnnnne, 6.24-6.28
Substantial Completion—
certification of .......cociiiiiiiiinnnt 6.30.2.3, 14.8-14.9
definition Of ......ccceeeeviriiiiiiieciaeiiienieaaens 1.38
Substitute Construction Methods or Procedures . .6.7.2
Substitutes and **Or Equal™ Items .............. ...6.7
CONTRACTOR's Expense ...... 6.7.1.3
ENGINEER’s Evaluation . ..6.73
“Or-Equal™ .. .iciiiiiiiiiiiiii i .6.7.1

Substitute Construction Methods of Procedures ..... 6.7.2

Article or Paragraph

Number

Substitute HEMS ...covviviiiiineancsiciiiiacnnnnan 6.7.12
Subsurface and Physical Conditions—

Drawings of, in or relating to .

ENGINEER's Review ......
general ....eeiiiiiiiiiiiieiiieiiaeiiiieeens o ——— .. 4.2
Limited Reliance by CONTRACIOR
Authorized .....ccovvvvienennnnns B e e e 4.2.2
Notice of Differing Subsurface or
Physical Conditions ........cceiceciiierieninnannnns 423
Physical Conditions ................ 4.2.1.2

Possible Contract Documents Change .
Possible Price and Times Adjustments
Reports and Drawings ..

Subsurface and ........iceniiiiieiiiniateaceeanaaees 4.2

Subsurface Condmons at the Site 4.2.1.1

Technical Data ....ccoveiiiniiniieniiniieaciiaonens 422
Supervision—

CONTRACTOR s responsibility .........ceeeeeeveana-. 6.1

OWNER shall not supervise ....
ENGINEER shall not supervise ..

Superintendence

Superintendent, CONTRACTOR s resident ...
Supplemental COSIS ......veurrniueraaceneiainneeisen
Suppiementary Conditions—

AefIMtON Of ...ooeeiiiiiiiiiiiiaiia et 1.39

principal reference to .... 1.10. 1.18, 2.2, 2.7, 4.2, 4.3, 5.1,

5.3,5.4.5.6-59.5.11, 6.8, 6.13. 7.4, 8.11,9.3,5.10
Supplementing Contract Documents .................... 3.6

Supplier—
definttion of .......ooiiiiiiiiiiiiiiee e 1.40
principal references 10 ......oooaeianene 3.7. 6.5, 6.8-6.11,
6.20. 6.24,9.13, 14.12

Waiver of Rights ........iiuinnnniienecnaeiaiiinnns 6.11
Surety—

consent to final payment .........iiiiaannn 14.12. 14.14

ENGINEER has noduty t0 ...covvuiiniennennnnnenns 9.13

Notification of .............e.eet . 10.1,10.5. 15.2

qualificationof ............... ....5.1-53
Survival of Obligations ........ccoeueenenrannoniinans 6.34
Suspend Work. OWNER May ....... . 13,10, 15.1
Suspension of Work and Termination=— .................. 15

CONTRACTOR May Stop Work or

TErMUNALE ...uureeereeeeiainnsnnnnnnnsrnsocoonens

OWNER May Suspend Work ..............

OWNER May Terminate .
Taxes-Payment by CONTRACTOR ......cccoivnnnnenee 6.15
Technical Data—

Limited Reliance by CONTRACTOR . 422

Possible Price and Times Adjustments .............. 4.2.6

Reports of Differing Subsurface and

Physical Conditions ........ccceveeveaneaiacaocens 423
Temporary construction facilities ..........ceeeeveaaannnn 4.1
Termination—

by CONTRACTOR ....oiiiuiniininnnnnneceeesannannn 15.5

by OWNER .....ccooiiiiiiiinnnnaiaiianns 8.8, 15.1-15.4

of ENGINEER's employment ..

Suspension of Work-in general .........ccooiieiiiinn 15
Terms and AdJECHVES ....coveireennnierennsernnnnrennns 34

Tests and Inspections—
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Article or Paragraph

Number
Access to the Work, byothers ...................... 13.2
co R's responsibilities .................... 13.5
COSLOf woeennneiiiiiiiiiiiiie e 134
covering Work priorio ...... . 13.6-13.
Laws and Regulations ©F) i 13.5
Notice of Defects ............ R ER
OWNER May Stop Work ...... 13.10
OWNER'’s independent testing ... 134
special. required by ENGINEER ..................... 9.6
timely notice required ................ .. . 13.4
Uncovering the Work, at ENGINEER's
TEQUESE .oe e 13.8-13.9
Times—
Adjusting ... 6.6
Change of Contract ... 12
Adjusting ... 6.6
Computation of ............ ... .~ 17.2
Contract Times—definition of ... ot
day .. 17.72
Milestones ... 12
Requirements—
3Peals ..o 16
clarifications. claims and
disputes ... 9.11,11.2, 12
commencement of contract times . .. .
preconstruction conference ......................... 2.8
scheduies ......... ... .. 2.6,2.9, 6.6
starting the Work ................... . 24
Title, Warmanty of ... 14.3
Uncovering Work ........... ... 13.8-13.9
Underground Facilities. Physical Conditions—
definition of .
Not Shown or Indicated
protection of

CaIMS oo 11.9.3

definition of ... 1.42

gemeral ... .. 119,141, 14.5
Unit Prices—

general ... ..., ... ...

Determination for ..
Use of Premises
Utility owners .................. 6.13, 6.20, 7.1-7.3, 13.2

Article or Paragraph

Number
Utilization, Partial .......... ... 1.28. 5.15, 6.30, 2.4, 14.10
Yalue of the Work .................... .0 T 1.3
Values, Scheduie of .................. 2.6, 2.8-2.9, 14.
Variations in Work—Minor
Authorized ....................... 6.25,6.27. 9.5
Visits of Site—by ENGINEER ... . .. .. 9.2
Waiver of Claims-on Final .
Payment ... 14.15
Waiver of Rights by insured parties ............... 5.11, 6.11
Warranty and Guarantee, General—by
CONTRACTOR ......................
Warranty of Title, CONTRACTOR's
Work—
ACCESS 10 vttt 13.2
byethers, ... 7
Changes in the .. 10
Continuing the, ............................. """ 6.29
CONTRACTOR May Stop Work
orTeminate ........................... 15.5
Coordination of ................................. 7.4
Costof the ........ 1.4-11.5
definition of ......................... " 1.43
neglected by CONTRACTOR .......... 13.14
other Work .._............ooooiiiiin T 7
OWNER May Stop Work ................. ... 13.10
OWNER May Suspend Work . .. 13,10, 15.1
Related. Work at Site ..................... .. 7173
Starting the ............. e etteeriereneaa.., 2.4
Stopping by CONTRACTOR ................... " 15.5
Stopping by OWNER .................... " 15.1-15.
Variation and deviation authorized,
MUIOF et 3.6
Work Change Directive—
claims pursuant 10 .............................
definition of ............ . L
principal references to .................... 3.5.3, 10.1-10.2
Written Amendment—
definition of ... 1.45

principal references to ... 1.10, 3.5, 5.10, 5.12, 6.6.2, 6.8.2,
6.19, 10.1, 10.4, 11.2, 12.1, 13.12.2, 14.72
d

Written Clarifications an

Interpretations ........................._ 3.6.3, 9.4, 9.11
Written Notice Required—

by CONTRACTOR ... 7.1,9.109.11, 10.4, 11.2, 12.1

by OWNER.................... 9.10-9.11, 10.4, 11.2, 13.14
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GENERAL CONDITIONS

ARTICLE 1—DEFINITIONS

Wherever used in these General Conditions or in the other

Contract Documents the following terms have the meanings
indicated which are applicable to both the singuiar and plural
thereof:

1.1. . Addend. ritten or graphic instr issued prior
to the opening of Bids which clarify, correct or change the
Bidding Requirements or the Contract Documents.

.1.2. Agreemeni—The written contract between OWNER
and CONTRACTOR covering the Work to be performed; other
Contract Documents are attached to the Agreement and made
a part thereof as provided therein.

1.3. Application for Paymeni—The form accepted by EN-
GINEER which is to be used by CONTRACTOR in requesting
progress or final payments and which is to be accompanied by
such supporting documentation as is required by the Contract
Documents.

1.4. Asbestos—Any material that contains more than one
percent asbestos and is friable or is releasing asbestos fibers
into the air above current action levels established by the
United States Occupational Safety and Health Administration.

1.5. Bid—The offer or proposal of the bidder submitted on
the prescribed form setting forth the prices for the Work to be
performed.

1.6. Bidding D s—The adverti or invitation
to Bid, instructions to bidders. the Bid form, and the proposed
Contract Documents (including all Addenda issued prior to
receipt of Bids).

1.7. Bidding Requir —The adverti or invita-
tion to Bid. instructions to bidders. and the Bid form.

1.8. Bonds—Performance and Payment bonds and other
instruments of security.

1.9. Change Order—A document recommended by ENGI-
NEER, which is signed by CONTRACTOR and OWNER and
authorizes an addition, deletion or revision in the Work. or an
adjustment in the Contract Price or the Contract Times, issued
on or after the Effective Date of the Agreement.

1.10. Contract D The Agr Addend
(which pertain to the Contract Documents), CONTRACTOR's
Bid (including documentation accompanying the Bid and any
post Bid documentation submitted prior to the Notice of
Award) when attached as an exhibit to the Agreement, the
Notice to Proceed, the Bonds, these General Conditions. the
Supplementary Conditions, the Specifications and the Draw-
ings as the same are more specifically identified in the Agree-
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ment, together with all Written Amendments, Change Orders.
Work Change Directives, Field Orders and ENGINEER’s
written interpretations and clarifications issued pursuant to
paragraphs 3.5, 3.6.1, and 3.6.3 on or after the Effective Date
of the Agreement. Shop Drawing submittals approved pursu-
ant to paragraphs 6.26 and 6.27 and the reports and drawings
referred to in paragraphs 4.2.1.1 and 4.2.2.2 are not Contract
Documents.

1.11. Contract Price—The moneys payabie by OWNER to
CONTRACTOR for compietion of the Work in accordance
with the Contract Documents as stated in the Agreement
(subject to the provisions of paragraph 11.9.1 in the case of
Unit Price Work).

1.12. Contract Times—The numbers of days or the dates
stated in the Agreement: (i) to achicve Substantiai Completion,
and (i) to complete the Work so that it is ready for final
payment as evidenced by ENGINEER's written recommenda-
tion of final payment in accordance with paragraph 14.13.

1.13. CONTRACTOR—The person, firm or corporation
with whom OWNER has entered into the Agreement.

1.14. defective—An adjective which when modifying the
word Work refers to Work that is unsatisfactory, fauity or
deficient, in that it does not conform to the Contract Docu-
ments. or does not meet the requirements of any inspection,
reference standard. test or approval referred to in the
Contract Documents. or has been damaged prior to ENGI-
NEER's recommendation of final payment (uniess responsi-
bility for the protection thereof has been assumed by OWNER
at Substantial Compietion in accordance with paragraph 14.8
or 14.10).

1.15. Drawings—The drawings which show the scope.
extent and character of the Work to be furnished and per-
formed by CONTRACTOR and which have been prepared or
approved by ENGINEER and are referred to in the Contract
Documents. Shop drawings are not Drawings as so defined.

1.16. Effective Date of the Agreemeni—The date indicated
in the Agreement on which it becomes effective. but if no such
date is indicated it means the date on which the Agreement is
signed and delivered by the last of the two parties to sign and
deliver.

1.17. ENGINEER—The person, firm or corporation named
as such in the Agreement.

1.18. ENGINEER’s Consultant—A person, firm or corpo-
ration having a contract with ENGINEER to furnish services
as ENGINEER's independent professional associate or con-
sultant with respect to the Project and who is identified as such
in the Supplementary Conditions.

1.19. Field Order—A written order issued by ENGINEER
which orders minor changes in the Work in accordance with
paragraph 9.5 but which does not invoive a change in the
Contract Price or the Contract Times.
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1.20.  General Requirements—Sections of Division 1 of the
Specifications.

1.21.  Hazardous Waste—The term Hazardous Waste shall
have the meaning provided in Section 1004 of the Solid Waste
Disposal Act (42 USC Section 6903) as amended from time to0
time.

L.22. Laws and Regulati Laws or Regulati
and all applicable laws, rules, regulations, ordinances, codes
and ordefs of any and all governmental bodies, agencies,
authorities and courts having jurisdiction.

Any
Y

1.23. Liens—Liens, charges, security interests or encum-
brances upon real property or personai property.

1.24. Milesione—A principal event specified in the Con-
tract Documents relating to an intermediate compietion date or
time prior to Substantial Compietion of all the Work.

1.25.  Notice of Award—The written notice by OWNER to
the apparent successful bidder stating that upon compliance by
the apparent successful bidder with the conditions precedent
enumerated therein, within the time specified,. OWNER will
sign and deliver the Agreement.

1.26.  Notice 10 Proceed~A written notice givenby OWNER
to CONTRACTOR (with a copy to ENGINEER) fixing the
date on which the Contract Times will commence to run and on
which CONTRACTOR shall stant to perform CONTRAC-
TOR's obligations under the C t Dy

1.27. OWNER—The pubiic body or authority, corpora-
tion. association. firm or person with whom CONTRACTOR
has entered into the Agreement and for whom the Work is to be
provided.

1.28.  Partial Utilization—Use by OWNER of a substan-
tially completed part of the Work for the purpose for which it is
intended (or a related purpose) prior to Substantial Compietion
of all the Work.

1.29.  PCBs—Polychlorinated biphenyis.

1.30.  Petroleum—Petroleum. inciuding crude oil or any
fraction thereof which is liquid at standard conditions of
temperature and pressure (60 degrees Fahrenheit and 14.7
pounds per square inch absolute), such as oil, petroleum. fuel
oil. oil sludge, oii refuse, gasoline, kerosene. and oil mixed with
other non-Hazardous Wastes and crude oils.

1.31.  Project—The total construction of which the Work to
be provided under the Contract Documents may be the whole,
or a part as indicated elsewhere in the Contract Documents.

1.32.  Radioactive Material—Source, special nuciear, or
byproduct material as defined by the Atomic Energy Act of
1954 (42 USC Section 2011 et seq.) as amended from time to
time.

1.33. R Project Rep The authorized
representative of ENGINEER who may be assigned to the site
or any part thereof,

1.34. Samples—Physical exampies of materials, equipment,
or workmanship.that are representative of some portion of the
Work and which establish the standards by which such portion
of the Work will be judged.

1.35. Shop Drawings—All drawings, diagrams, iliustra-
tions, schedules and other data or information which are
specifically prepared or assembied by or for CONTRACTOR
and submitted by CONTRACTOR 10 illustrate some portion of
the Work.

1.36. Specifications—Those portions of the Contract Doc-
uments consisting of written technical descriptions of materi-
als, equipment. construction systems, standards and workman-
ship as applied to the Work and certain administrative deuails
applicable thereto.

1.37. Subcontractor—An individual, firm or corporation
having a direct contract with CONTRACTOR or with any
other Subcontractor for the performance of a part of the Work
at the site.

1.38.  Substantial Completion—The Work (or a specified
part thereof) has progressed to the point where. in the opinion
of ENGINEER as evidenced by ENGINEER's definitive
certificate of Substantial Compietion, it is sufficiently com-
plete. in accordance with the Contract Documents. so that the
Work (or specified part) can be utilized for the purposes for
which it is intended; or if no such certificate is issued, when the
Work is compiete and ready for final payment as evidenced by
ENGINEER's written recommendation of final pavment in
accordance with paragraph 14.13. The terms *‘substantially
complete ™ and **substantially completed™ as applied to all or
part of the Work refer to Substantial Completion thereof.

1.39.  Supplementarv Conditions—The part of the Contract
which ds or suppl these General Con-

ditions.

1.40.  Supplier—A manufacturer, fabricator, supplier, dis-
tributor. materialman or vendor having a direct contract with
CONTRACTOR or with any Subcontractor to furnish materi-
als or equipment to be incorporated in the Work by CON-
TRACTOR or any Subcontractor.

1.41.  Underground Facilities—All pipelines, conduits, ducts,
cables. wires, manhoies, vaults, tanks. tunnels or other such
facilities or artach; and any enc containing such
facilities which have been instalied underground to furnish any
of the following services or materials: electricity, gases, steam,
liquid petroleum products. telephone .or other communica-
tions, cable television. sewage and drainage removal, traffic or
other control systems or water.

1.42.  Unit Price Work—Work to be paid for on the basis of
unit prices.
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1.43. Work—The entire completed construction or the var-
ious separately identifiable parts thereof required to be fur-
nished under the Contract D ts. Work includes and is
the result of performing or furnishing labor and furnishing and
incorporating materials and equipment into the construction,
and performing or furnishing services and fumishing docu-
ments, all as required by the Contract Documents.

1.44. Work Change Directive—A written directive to CON-
TRACTOR, issued on or after the Effective Date of the
Agreement and signed by OWNER and recommended by
ENGINEER, ordering an addition, deletion or revision in the
Work, or responding to differing or unforeseen physical condi-
tions under which the Work is to be performed as provided in
paragraph 4.2 or 4.3 or to emergencies under paragraph 6.23. A
Work Change Directive will not change the Contract Price or
the Contract Times, but is evidence that the parties expect that
the change directed or documented by a Work Change Direc-
tive will be incorporated in a subsequenty issued Change
Order following negotiations by the parties as to its effect. if
any, on the Contract Price or Contract Times as provided in
paragraph 10.2.

1.45. Written A d A written of the
Contract Documents, signed by OWNER and CONTRACTOR
on or after the Effective Date of the Agreement and normally
dealing with the nonengineering or nontechnical rather than
strictly construction-related aspects of the Contract Docu-
ments.

ARTICLE 2—PRELIMINARY MATTERS

Delivery of Bonds:

2.1. When CONTRACTOR delivers the executed Agree-
ments to OWNER, CONTRACTOR shall also deliver to
OWNER such Bonds as CONTRACTOR may be reguired to
furnish in accordance with paragraph S.1.

Copies of Documents:

2.2. OWNER shall furmish to CONTRACTOR up to ten
copies (unless otherwise specified in the Suppiementary Con-
ditions) of the Contract Doc as are bly neces-
sary for the execution of the Work. Additional copies will be
furnished, upon request, at the cost of reproduction.

Commencement of Contract Times; Notice to Proceed:

2.3. The Contract Times will commence to run on the thirt-
eth day after the Effective Date of the Agreement. o, if a Notice
to Proceed is given. on the day indicated in the Notice to Proceed.
A Notice to Proceed may be given at any time within thirty days
after the Effective Date of the Agreement. In no event will the
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Contract Times commence to run later than the sixtieth day after
the day of Bid opening or the thirtieth day after the Effective Date
of the Agreement, whichever date is eariier.

Starting the Work:

2.4. CONTRACTOR shall start to perform the Work on the
date when the Contract Times commence to run, but no Work
shall be done at the site prior to the date on which the Contract
Times commence to run.

Before Starting Construction:

2.5. Before undertaking each part of the Work. CON-
TRACTOR shall carefully study and compare the Contract
Documents and check and verify pertinent figures shown
thereon and all applicabie field measurements. CONTRAC-
TOR shall promptly report in writing to ENGINEER any
conflict, error, ambiguity or discrepancy which CONTRAC-
TOR may discover and shall obtain a written interpretation or
clarification from ENGINEER before proceeding with any
Work affected thereby; however, CONTRACTOR shall not be
liable to OWNER or ENGINEER for failure to report any
conflict, error. ambiguity or discrepancy in the Contract Doc-
uments. unless CONTRACTOR knew or reasonably should
have known thereof.

2.6. Within ten days after the Effective Date of the Agree-
ment (unless otherwise specified in the General Reguirements),
CONTRACTOR shall submit to ENGINEER for review:

2.6.1. a preliminary progress schedule indicating the
times (numbers of days or dates) for starting and completing
the various stages of the Work. including any Milestones
specified in the Contract Documents:

2.6.2. apreliminary scheduie of Shop Drawing and Sam-
ple submittals which will list each required submittal and the

times for submitting, 1 ing and prc such submit-
tal;

2.6.3. a preliminary schedule of values for all of the
Work which will include quantities and prices of items
aggregating the Contract Price and will subdivide the Work
into component parts in sufficient detail to serve as the basis
for progress payments during construction. Such prices will
include an appropriate amount of overhead and profit appli-
cable to each item of Work.

2.7. Before any Work at the site is started, CONTRACTOR
and OWNER shall each deliver to the other. with copies to
each additional insured identified in the Supplementary Condi-
tions, certificates of insurance (and other evidence of insurance
which either of them or any additional insured may reasonably
request) which CONTRACTOR and OWNER respectively are

quired to purchase and maintain in accordance with para-
graphs 5.4. 5.6 and 5.7.

Preconstruction Conference:

2.8. Within twenty days after the Contract Times start to
run, but before any Work at the site is started. a conference
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attended by CONTRACTOR, ENGINEER and others as ap-
prorie will be held to_establish a working understanding
ama. . Ge parties as to the Work and to discuss the schedules
referred 10 in paragraph 2.6, procedures for handling Shep
Drawings and other submittals, processing Applications for
Payment and maintaining required ds.

e 1E4

Initially Accepeable Schedules:

2.9. Unless otherwise provided in the Contract Docu-
ments, at least ten days before submission of the first Applica-
tion for Payment a conference attended by CONTRACTOR,
ENGINEER and others as appropriate will be held to review
for acceptability 10 ENGINEER as provided beiow the sched-
ules submitted in accordance with paragraph 2.6. CONTRAC-
TOR shall have an additional ten days to make corrections and
adjustments and to complete and resubmit the schedules. No
progress payment shall be made to CONTRACTOR until the
schedules are submitted to and accepuable to ENGINEER as
provided beiow. The progress schedule will be acceptable to
ENGINEER as providing an orderly progression of the Work
1o compietion within any specified Milestones and the Contract
Times, but such acceptance will neither impose on ENGI-
NEER responsibility for the sequencing. scheduling or progress
of the Work nor interfere with or relieve CONTRACTOR from
CONTRACTOR s full responsibility therefor. CONTRACTOR s
schedule of Shop Drawing and Sample submissions will be
acceptable to ENGINEER as providing a-workable arrange-
ment for reviewing and processing the required submitals.
CONTRACTOR's schedule of values will be acceptable to
ENGINEER as 1o form and substance.

ARTICLE 3—CONTRACT DOCUMENTS: INTENT,
AMENDING. REUSE

shall be

cations and interpr of the C D
issued by ENGINEER as provided in paragraph 9.4.

33. RefmmmSlandmd:nndS}wdﬁmbu of Technical
C, . s P, L] R, T, nc;.‘- .

P o] P

33.1. Referenceto dards, specifi or
codes of any technical society, organization or association,
ortothe Laws or Regulations of any governmental authority,
Wwhether such reference be specific or by implication, shall
mean the latest standard, specification, manual, code or
Laws or Regulations in effect at the time of opening of Bids
(or, on the Effective Date of the Agreement if there were no
Bids), except as may be otherwise specifically stated in the
Contract Documents.

3.3.2. If. during the performance of the Work, CON-
TRACTOR discovers any conflict. error, ambiguity or dis-
crepancy within the Contract Documents or between the
Contract Documents and any provision of any such Law or
Regulation applicabie 10 the performance of the Work or of
any such standard, specification. manual or code or of any
instruction of any Supplier referred 1o in paragraph 6.5,
CONTRACTOR shall report it to ENGINEER in writing at
once, and, CONTRACTOR shall not proceed with the Work
affected thereby (except in an emergency as authorized by
paragraph 6.23) until an d or suppi to the
Contract Documents has been issued by one of the methods
indicated in paragraph 3.5 or 3.6: provided. however, that
CONTRACTOR shall not be liable 1o OWNER or ENGI-
NEER for faiture to report any such conflict, error. ambigu-
ity or discrepancy uniess CONTRACTOR knew or reason-
ably should have known thereof.

3.3.3. Except as otherwise specifically stated in the
Contract Documents or as may be provided by amendment
or suppiement thereto issued by one of the methods indi-
cated in paragraph 3.5 or 3.6, the provisions of the Contract

Intent:

The Contract Documents comprise the entire agree-
ment between OWNER and CONTRACTOR concerning the
Work. The Contract Documents are complementary; what is
calied for by one is as binding as if calied for by all. The
Contract Documents will be construed in accordance with the
law of the place of the Project.

3.2. ltis the intent of the Contract Documents to describe
a functionally complete Project (or part thereof) to be con-
structed in accordance with the Contract Documents. Any
Work, materials or equipment that may reasonabiy be inferred
from the Contract Documents or from prevailing custom or
trade usage as being required to produce the intended result
will be furnished and performed whether or not specifically
called for. When words or phrases which have a well- known
technical or construction industry or trade meaning are used to
describe Work, materials or equipment. such words or phrases
shall be interpreted in accordance with that meaning. Clarifi-

D shall take precedence in resolving anv conflict,
error. ambiguity or discrepancy between the provisions of
the Contract Documents and:

3.3.3.1. the provisions of any such standard, speci-
fication. manual, code or instruction (whether or not
specifically incorporated by reference in the Contract
Documents); or

3.3.3.2. the provisions of any such Laws or Regu-
lations applicable to the performance of the Work
(unless such an interpretation of the provisions of the
Contract Documents wouid result in violation of such
Law or Regulation). ’

No provision of any such standard. specification. manual,
code or instruction shall be effective to change the duties and
responsibilities of OWNER. CONTRACTOR or ENGINEER,
or any of their subcontractors, consuitants. agents, or em-
ployees from those set forth in the Contract Documents. nor
shall it be effective o assign to OWNER. ENGINEER or-
any of ENGINEER's Consultants. agents or employees any
duty or authority to supervise or direct the fumishing or
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performance of the Work or any duty or authority to under-
take responsibility i i with the provisions of para-
graph 9.13 or any other provision of the Contract Docu-
ments.

34.

-

Whenever in the Contract Documents the terms “as
4 v seng di as required,” *'as allowed,” “as

4"

er as

appmved" or terms of hke effect or unpon are used, or the
i 98 66 ble,” **proper™

or “sansfacmry or adjectives of like effect or import are
used to describe a requirement, direction, review or judg-
ment of ENGINEER as to the Work, it is intended that such
requirement, direction, review or judgment will be solely to
evaluate, in general, the completed Work for compliance
with the requirements of and information in the Contract
Documents and conformance with the design concept of the
completed Project as a functioning whoie as shown or
indicated in the Contract Documents (uniess there is a
specific statement indicating otherwise). The use of any such
term or adjective shall not be effective to assign to ENGI-
NEER any duty or authority to supervise or direct the
furnishing or performance of the Work or any duty or
authority to undertake responsibility contrary to the provi-
sions of paragraph 9.13 or any other provision of the
Contract Documents.

bl *® 4

A ding and Suppi

Contract D

3.5. The Contract D may be ded to provide
for additions, deletions and revisions in the Work or to modify
the terms and conditions thereof in one or more of the following
ways:

3.5.1. aformal Written Amendment,
3.5.2. a Change Order (pursuant to paragraph 10.4), or
3.5.3. a Work Change Directive (pursuant to

paragraph 10.1).

3.6. In addition. the requirements of the Contract Docu-
ments may be suppiemented. and minor variations and devia-
tions in the Work may be authorized. in one or more of the
following ways:

3.6.1. a Fieid Order (pursuant to paragraph 9.5),

3.6.2. ENGINEER’s approval of a Shop Drawing or

Sample (pursuant to paragraphs 6.26 and 6.27), or

3.6.3. ENGINEER's written interpretation or clarifica-
tion (pursuant to paragraph 9.4).

Reuse of Documents:

3.7. CONTRACTOR, and any Subcontractor or Supplier
or other person or organization performing or furnishing any of
the Work under a direct or indirect contract with OWNER (i)
shall not have or acquire any title to or ownership rights in any

of the Drawings, Specifications or other documents (or copies
of any thereof) prepared by or bearing the seal of ENGINEER
or ENGINEER's Consultant, and (if) shall not reuse any of
such Drawings, Specifications, other documents or copies on
extensions of the Project or any other project without written
consent of OWNER and ENGINEER and specific written
verification or adaption by ENGINEER.

ARTICLE 4—AVAILABILITY OF LANDS;
SUBSURFACE AND PHYSICAL
CONDITIONS; REFERENCE POINTS

Availability of Lands:

4.1. OWNER shall furnish, as indicated in the Contract
Documents. the lands upon which the Work is to be performed,
rights-of-way and easements for access thereto, and such other
lands which are designated for the use of CONTRACTOR.
Upon reasonable written request, OWNER shall furnish CON-
TRACTOR with a correct statement of record legal title and
legal description of the lands upon which the Work is to be
performed and OWNER's interest therein as necessary for
giving notice of or filing a mechanic’s lien against such lands in

d with applicable Laws and Regulations. OWNER
shall identify any encumbrances or restrictions not of general
application but specifically refated to use of lands so furnished
with which CONTRACTOR will have to compliy in performing
the Work. Easements for permanent structures or permanent
changes in existing facilities will be obtained and paid for by
OWNER. uniess otherwise provided in the Contract Docu-
ments. If CONTRACTOR and OWNER are unabie to agree on
entitlement to or the amount or extent of any adjustments in the
Contract Price or the Contract Times as a resuit of any delay in
OWNER's furnishing these lands, rights-of-way or easements,
CONTRACTOR may make a claim therefor as provided in
Articles 11 and 12. CONTRACTOR shall provide for all
additional lands and access thereto that may be required for
temporary construction facilities or storage of materials and
equipment.

4.2. Subsurface and Physical Conditions:

4.2.1. Reports and Drawings: Reference is made to the
Supplementary Conditions for identification of:

4.2.1.1. Subsurface Conditions: Those reports of expio-
rations and tests of subsurface conditions at or contiguous to
the site that have been utilized by ENGINEER in preparing
the Contract Documents; and

4.2.12. Physical Conditions: Those drawings of physical
conditions in or relating to existing surface or subsurface
structures at or contiguous to the site (except Underground
Facilities) that have been utilized by ENGINEER in prepar-
ing the Contract Documents.
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4.22. Limited Reliance by CONTRACTOR Authorized;
Technical Data: CONTRACTOR may rely upon the general
accuracy of the *“technical data” contained in such reports and

4.25. Possible Comtract Documents Change: If ENGI-
NEER concludes that a change in the Contract Documents s
required as a result of a condition that meets one or more of the

drawing.butsuchrepomand“ ings are not C

Do Such *“‘technical data”' is identified in the Supple-
mentary Conditions. Except for such reliance on such *‘tech-
nical data ™ CONTRACTOR may not rely upen or make any
claim against OWNER, ENGINEER or any of ENGINEER's
Consultants with respect to:

4.2.2.1. the completeness of such reports and drawings
for CONTRACTOR's purposes, including. but not iimited
0. any aspects of the means, methods, techniques. se-
quences and procedures of construction to be empioyed by
CONTRACTOR and safety precautions and programs inci-
dent thereto, or

4.2.2.2. other data, interpretations. opinions and infor-
mation contained in such reports or shown or indicated in
such drawings, or

4.2.2.3. any CONTRACTOR interpretation of or conciu-
sion drawn from any “‘technical data™ or any such darta,
interpretations, opinions or information.

4.2.3. Notice of Differing Subsurface or Physical Condi-
tions: If CONTRACTOR believes that any subsurface or
physical condition at or contiguous to the site that is uncovered
or revealed either:

4.2.3.1. is of such a natre as to establish that any
“technical data™ on which CONTRACTOR is entitled to
rely as provided in paragraphs 4.2.1 and 4.2.2 is materially
inaccurate, or

4.2.3.2. is of such a nature as to require a change in the
Contract Documents, or

4.2.3.3. differs materially from that shown or indicated in
the Contract Documents. or

4.234. is of an unusual nature. and differs materially
from conditions ordinarily encountered and generally recog-
nized as inherent in work of the character provided for in the
Contract Documents; then

CONTRACTOR shall, promptly after becoming aware thereof
and before further disturbing conditions affected thereby or
performing any Work in connection therewith {except in an
emergency as permitted by paragraph 6.23), notify OWNER
and ENGINEER in writing about such condition. CONTRAC-
TOR shall not further disturb such conditions or perform any
Work in connection therewith (except as aforesaid) until re-
ceipt of written order to do so.

4.2.4. ENGINEER's Review- ENGINEER will promptly
review the pertinent conditions, determine the necessity of
OWNER's obtaining additional exploration or tests with re-
spect thereto and advise OWNER in writing (with a copy 1o
CONTRACTOR) of ENGINEER's findings and conclusions.

gories in paragraph 4.2.3., a Work Change Directive or a
Change Order will be issued as provided in Article 10 to refiect
and document the consequences of such change.

42.6. Possible Price and Times Adjustments: An equitable
adjustment in the Contract Price or in the Contract Times, or
both, will be aliowed to the extent that the existence of such
uncovered or revealed condition causes an jncrease or de-
crease in CONTRACTOR's cost of, or time required for
performance of, the Work; subject, however, 10 the following:

4.2.6.1. such condition must meet any one or more of the
categories described in paragraphs 4.2.3.1 through 4.2.3.4,
inclusive;

4.2.6.2. achangein the Contract Documents pursuant to
paragraph 4.2.5 will not be an automatic authorization of nor
acondition precedent to entitlement to any such adjustment;

4.2.6.3. with respect to Work that is paid for on 2 Unit
Price Basis, any adjustment in Contract Price will be subject
to the provisions of paragraphs 9.10 and 11.9: and

4.2.64. CONTRACTOR shall not be entitled to any
adjustment in the Contract Price or Times if;

4.2.6.4.1. CONTRACTOR knew of the existence of
such conditions at the time CONTRACTOR made a final
commitment to OWNER in respect of Contract Price and
Contract Times by the submission of a bid or becoming
bound under a negotiated contract; or

4.2.6.4.2. the existence of such condition could rea-
sonably have been discovered or revealed as a result of
any examination. investigation. exploration. test or study
of the site and contiguous areas required by the Bidding
Requirements or Contract Documents to be conducted by
or for CONTRACTOR prior to CONTRACTOR's making
such final commitment; or

4.2.64.3. CONTRACTOR failed to give the written
notice within the time and as required by paragraph 4.2.3.

If OWNER and CONTRACTOR are unable to agree on
entitement to or as to the amount or length of any such
equitable adjustment in the Contract Price or Contract Times,
a claim may be made therefor as provided in Articles 11 and 12.
However, OWNER. ENGINEER and ENGINEER's Consuit-
ants shali not be liabie to CONTRACTOR for any claims,
costs, losses or damages sustained by CONTRACTOR on orin
connection with any other project or anticipated project.

4.3. Physical Conditions—Underground Facilities:
4.3.1. Shown or Indicated: The information and data shown

or indicated in the Contract Documents with respect to existing
Underground Facilities at or conliguous 1o the site is based on

8 6c/22



information and data furnished to OWNER or ENGINEER by
the owners of such Underground Facilities or by others. Unless it
is otherwise expressly provided in the Supplementary Conditions:

4.3.1.1. OWNER and ENGINEER shall not be respon-
sible for the accuracy or completeness of any such informa-
tion or data; and .

4.3.1.2. The cost of all of the following will be included in
the Contract Price and CONTRACTOR shall have full respon-
sibility for: (f) reviewing and checking all such information and
data, (ii) locating all Underground Facilities shown or indicated
in the Contract Dy (i) dination of the Work with

without the prior written approval of OWNER. CONTRAC-

TOR shall report to ENGINEER whenever any reference

point is lost or destroyed or requires relocation because of

necessary changes in gmds or locations, and shall be respon-

sible for the T or relocation of such refer-
ence points by professionally qualified personnel.

4.5. AMPCBs,Pmolwm,Hmniouszoardlo-
active Material:

4.5.1.. OWNER shall be responsible for any Asbestos,
PCBs, Petroleum, Hazardous Waste or Radicactive Material
unwvcmdorrcvaledaxthesnmwhmhwasmtshownor

dicated in Drawings or Specifications or identified in the

the owners of such Underground Facilities during ¢ n,
and (iv) the safety and protection of all such Underground
Facilities as provided in paragraph 6.20 and repairing any
damage thereto resulting from the Work.

4.3.2. Not Shown or Indicated: If an Underground Facility
is uncovered or revealed at or contiguous to the site which was
not shown or indicated in the Contract Documents, CON-
TRACTOR shall, promptly after becoming aware thereof and
before further disturbing conditions affected thereby or per-
forming any Work in connection therewith (except in an
emergency as required by paragraph 6.23), identify the owner
of such Underground Facility and give written notice to that
owner and to0 OWNER and ENGINEER. ENGINEER will
promptly review the Underground -Facility and determine the
extent. if any, to which a change is required in the Contract
Documents to reflect and document the consequences of the
existence of the Underground Facility. If ENGINEER con-
ciudes that a change in the Contract Documents is required. a
Work Change Directive or a2 Change Order will be issued as
provided in Article 10 to reflect and document such conse-
quences. During such time. CONTRACTOR shall be respon-
sible for the safety and protection of such Underground Facility
as provided in paragraph 6.20. CONTRACTOR shall be al-
lowed an increase in the Contract Price or an extension of the
Contract Times. or both, to the extent that they are artributable
to the existence of any Underground Facility that was not
shown or indicated in the Contract Documents and that CON-
TRACTOR did not know of and couid not reasonably have
been expected to be aware of or to have anticipated. If
OWNER and CONTRACTOR are unable to agree on entitle-
ment to or the amount or length of any such adjustment in
Contract Price or Contract Times, CONTRACTOR may make
a claim therefor as provided in Articles 11 and 12. However.
OWNER. ENGINEER and ENGINEER's Consuiltants shall
not be liable to CONTRACTOR for any claims, costs, losses or
damages incurred or sustained by CONTRACTOR on or in
connection with any other project or anticipated project.

Reference Points:

4.4, OWNER shall provide engineering surveys to estab-
lish reference points for construction which in ENGINEER's
judgment are necessary to enable CONTRACTOR to proceed
with the Work. CONTRACTOR shall be responsible for laying
out the Work, shall protect and preserve the established
reference points and shall make no changes or relocations
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which may present a substantial danger to persons or property
exposed thereto m connection with the Work at the site.
OWNER shall not be responsible for any such materials
brought to the site by CONTRACTOR. Subcontractor. Suppii-
ers or anyone eise for whom CONTRACTOR is responsible.

4.52. CONTRACTOR shall immediately: (i) stop all
Work in connection with such hazardous condition and in
any area affected thereby (except in an emergency as re-
quired by paragraph 6.23), and (ii) notify OWNER and
ENGINEER (and thereafter confirm such notice in writing).
OWNER shall promptly consult with ENGINEER concern-
ing the necessity for OWNER to retain 2 qualified expert to
evaluate such hazardous condition or take corrective action,
if any. CONTRACTOR shall not be required to resume Work
in connection with such hazardous condition or in any such
affected area until after OWNER has obtained any required
permits related thereto and delivered to CONTRACTOR
special written notice: (i) specifying that such condition and
any affected area is or has been rendered safe for the
resumption of Work. or (ii) specifying any speciai conditions
under which such Work may be resumed safely. If OWNER
and CONTRACTOR cannot agree as to entitiement to or the
amount or extent of an adjustment, if any, in Contract Price
or Contract Times as a result of such Work stoppage or such
special conditions under which Work is agreed by CON-
TRACTOR to be resumed. either party may make 2 claim
therefor as provided in Articles 11 and 12.

4.5.3. If after receipt of such special written notice
CONTRACTOR does not agree to resume such Work based
on a reasonable belief it is unsafe, or does not agree to
resume such Work under such special conditions, then
OWNER may order such portion of the Work that is in
connection with such hazardous condition or in such af-
fected area to be deleted from the Work. if OWNER and
CONTRACTOR cannot agree as to entitiement to or the
amount or extent of an adjustment, if any, in Contract Price
or Contract Times as a resuit of deleting such portion of the
Work, then either party may make a claim therefor as
provided in Articles 11 and 12. OWNER may have such
deleted portion of the Work performed by OWNER’s own
forces or others in accordance with Article 7.

4.5.4. To the fuilest extent permitted by Laws and Reg-
ulations. OWNER shall indemnify and hold harmiess CON-
TRACTOR, Subcontractors, ENGINEER. ENGINEER's
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Consultants and the officers, directors, employees, agents,
other ) and sub ors of each and any of
them from and against all claims, costs, losses and damages
arising out of or resulting from such hazardous condition,
provided that: (i) any such claim, cost, loss or damage is
attributable to bodily injury, sickness, disease or death, orto
ijury to or destruction of tangible property (other than the
Work itself), including the loss of use resulting therefrom,
and (i) nothing in this subparagra.ph 4.5.4 shall obligate
OWNER to indemnify any person or entity from and against
the consequences of thar person's or entity's own negli-
gence.

4.5.5. The provisions of paragraphs 4.2 and 4.3 are not
intended to apply to Asbestos, PCBs, Petroleum. Hazardous
Waste or Radioactive Material uncovered or revealed at the
site. ’ :

ARTICLE 5—BONDS AND INSURANCE

Performance, Payment and Other Bonds:

5.1. CONTRACTOR shall furnish Performance and Pay-
ment Bonds. each in an amount ar least equal to the Contract
Price as security for the faithful performance and payment of
all CONTRACTOR's obligations under the Contract Docu-
ments. These Bonds shall remain in effect at least until one
year after the date when final payment becomes due, except as
provided otherwise by Laws or Regulations or by the Contract
Documents. CONTRACTOR shall aiso furnish such other
Bonds as are required by the Suppiementary Conditions. All
Bonds shall be in the form prescribed by the Contract Docu-

companies that are duly licensed or authorized in the Juris-
diction in which the Project is located to issue Bonds or
insurance policies for the limits and coverages. SO required.
Such surety and insurance companies shall also meet such
additional requirements and qualifications as may be pro-
vided in the Supplementary Conditions.

5.32. CONTRACTOR shall deliver to OWNER, with
copies to each additional insured identified in the Supple-
mentary Conditions, certificates of insurance (and other
evidence of insurance requested by OWNER or any other
additional insured) which CONTRACTOR is required to
purchase and maintain in accordance with paragraph 5.4.
OWNER shall deliver to CONTRACTOR. with copies to
cach additional insured identified in the Supplementary
Conditions. certificates of insurance (and other evidence of
insurance requested by CONTRACTOR or any other addi-
tional insured) which OWNER is required 10 purchase and
maintain in accordance with paragraphs 5.6 and 5.7 hereof.

CONTRACTORs Liability Insurance:

5.4. CONTRACTOR shall purchase and maintain such
liability and other insurance as is appropriate for the Work
being performed and furnished and as will provide protection
from claims set forth below which may anse out of or resuit
from CONTRACTOR's performance and furnishing of the
Work and CONTRACTOR's other obligations under the Con-
tract Documents, whether it is to be performed or furnished by
CONTRACTOR. any Subcontractor or Supplier. or by anyone
directly or indirectly empioyed by any of them to perform or
furnish any of the Work, or by anyone for whose acts any of
them may be liable;

5.4.1.

h

claims under workers' compensation, disability
and other similar empioyee benefit acts;

ments except as provided otherwise by Laws or Regulation
and shall be executed by such sureties as are named in the
current list of **Companies Holding Centificates of Authority as
Acceptable Sureties on Federal Bonds and as Acceptable
Reinsuring Companies™ as published in Circular 570 (amended)
by the Audit Staff, Bureau of Government Financial Opera-
tions, U.S. Treasury Department. All Bonds signed by an
agent must be accompanied by a certified copy of such agent's
authority to act.

5.2. If the surety on any Bond furnished by CONTRAC-
TOR is declared a bankrupt or becomes insolvent or its right to
do business is terminated in any state where any part of the
Project is located or it ceases o meet the requirements of
paragraph 5.1, CONTRACTOR shall within ten days thereafter
substitute another Bond and surety, both of which must be
acceptable to OWNER.

53. Licensed Sureties and Insurers; Certificates of Insurance:
5.3.1. All Bonds and insurance required by the Contract

to be purchased and maintai d by OWNER or
CONTRACTOR shall be obtained from surety or insurance
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5.4.2. claims for damages because of bodily injury, oc-
cupational sickness or disease, or death of CONTRAC-
TOR's employees;

5.4.3. claims for damages because of bodily injury, sick-
ness or disease. or death of any person other than CON-
TRACTOR's employees;

5.4.4. claimsfor damages insured by customary personal
injury liability coverage which are sustained: (i) by any
person as a result of an offense directly or indirectly related
to the employment of such person by CONTRACTOR,. or (ii)
by any other person for any other reason;

5.4.5. claims for damages, other than to the Work itself,
because of injury to or destruction of tangible property
wherever located, including loss of use resulting therefrom;

5.4.6. claims for damages because of Mily injury or
death of any person or property damage arising out of the
ownership, maintenance or use of any motor vehicle.
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The policies of insurance so reguired by this paragraph 5.4 to
be purchased and maintained shall:

5.4.7. with respect to insurance required by paragraphs
5.43 through 5.4.6 inclusive, include as additional insureds
(subject to any lusion in respect of profes-
sional liability) OWNER, ENGINEER ENGINEER's Con-
sultants and any other persons or entities identified in the
Suppiementary Conditions, all of whom shall be hswd as
additional i ds, and includ for the resp
officers and employees of all such addmona.l insureds;

5.4.8. include the specific coverages and be written for
not less than the limits of liability provided in the Supple-
mentary Conditions or required by Laws or Regulations,
whichever is greater;

5.4.9. include completed operations insurance;

5.4.10. include contractual liability insurance covering
CONTRACTOR's indemnity obligations under pamgmphs
6.12, 6.16 and 6.31 through 6.33;

5.4.11. contain a provision or endorsement that the
coverage afforded will not be lied, materially ch d
or renewal refused until at least thirty days prior written
notice has been given to OWNER and CONTRACTOR and
to each other additional insured identified in the Suppiemen-
tary Conditions to whom a certificate of insurance has been
issued (and the certificates of insurance furnished by the
CONTRACTOR pursuant to paragraph 5.3.2 will so pro-
vide);

5.4.12. remain in effect at least until final payment and at
all times thereafter when CONTRACTOR may be correct-
ing, removing or replacing defective Work in accordance
with paragraph 13.12; and

5.4.13. with respect to compieted operations insurance,
and any insurance coverage written on a claims-made basis,
remain in effect for at least two years after final payment
(and CONTRACTOR shall furnish OWNER and each other
additional insured identified in the Supplementary Condi-
tions to whom a certificate of insurance has been issued
evidence satisfactory to OWNER and any such additional
insured of continuation of such insurance at final payment
and one year thereafter).

OWNER’s Liability Insurance:

5.5. Inaddition to the insurance required to be provided by
CONTRACTOR under paragraph 5.4, OWNER, at OWNER's
option, may purchase and maintain at OWNER’s expense
OWNER's own liability insurance as will protect OWNER
against claims which may arise from operations under the
Contract Documents.

Property Insurance:

. 5.6. Uniess otherwise provided in the Supplementary Con-
ditions, OWNER shall purchase and maintain property insur-

ance upon the Work at the site in the amount of the full
replacement cost thereof (subject to such deductibie amounts
as may be provided in the Supplementary Conditions or
required by Laws and Regulations). This insurance shall:

5.6.1. include the interests of OWNER, CONTRAC-
TOR, Subcontractors, ENGINEER, ENGINEER's Con-
sultants and any other persons or entities identified in the
Supplementary Conditions, each of whom is deemed to have
an insurable interest and shall be listed as an insured or
additional insured;

5.6.2. be written on a Builder's Risk ‘‘all-risk™ or open
peril or special causes of loss policy form that shall at least
include insurance for physical loss or damage to the Work,
temporary buildings, falsework and Work in transit and shall
insure against at least the following perils fire, lightning,
extended coverage, theft, vandalism and malicious mischief,
earthquake, collapse. debris removal. demolition occasioned
by enforcement of Laws and Regulations, water d
and such other perils as may be specifically required by the
Supplementary Conditions;

5.6.3. include expenses incurred in the repair or replace-
ment of any insured property (including but not limited to
fees and charges of engineers and architects);

5.6.4. cover materials and equipment stored at the site or
at another location that was agreed to in writing by OWNER
prior to being incorporated in the Work, provided that such
materials and eq have been inciuded in an Applica-
tion for Payment recommended by ENGINEER; and

5.6.5. be maintained in effect until final payment is made
uniess otherwise agreed to in writing by OWNER, CON-
TRACTOR and ENGINEER with thirty days written notice
to each other additional insured to whom a certificate of
insurance has been issued.

5.7. OWNER shall purchase and maintain such boiler and
machinery insurance or additional property insurance as may
be required by the Suppiementary Conditions or Laws and
Regulations which will include the interests of OWNER,
CONTRACTOR, Subcontractors, ENGINEER, ENGINEER's
Consuitants and any other persons or entities identified in the
Supplementary Conditions, each of whom is deemed to have
an insurable interest and shall be listed as an insured or
additional insured.

5.8. All the policies of insurance (and the certificates or
other evidence thereof) required to be purchased and main-
tained by OWNER in accordance with paragraphs 5.6 and 5.7
will contain a provision or endorsement that the coverage
afforded will not be cancelied or materially changed or renewal
refused until at least thirty days’ prior written notice has been
given to OWNER and CONTRACTOR and to each other
additional insured to whom a certificate of insurance has been
issued and will contain waiver provisions in accordance with
paragraph S.11.
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5.9. OWNER shall not be responsibie for purchasing and
Mmaintaining any property i to pi the i of
CONTRACTOR, Subcontractors or others in the Work to the
extent of any deductible amounts that are identified in the
Supplementary Conditions. The risk of loss within such iden-
tified deductible amount, will be borne by CONTRACTOR,
Subcontractor or others suffering any such ioss and if any of
them wishes property insurance coverage within the limits of
such amounts, each may purchase and maintain it at the
purchaser’s own expense.

5.10. If CONTRACTOR requests in writing that other
special insurance be included in the property insurance policies
Provided under paragraphs 5.6 or 5.7, OWNER shall, if possi-
ble, include such insurance, and the cost thereof will be
charged 10 CONTRACTOR by appropriate Change Order or
Wrirten Amendment. Prior to commencement of the Work at
the site, OWNER shall in writing advise CONTRACTOR
whether or not such other insurance has been procured by
OWNER.

5.11. Waiver of Rights:

5.11.1. OWNER and CONTRACTOR intend that all
policies purchased in accordance with paragraphs 5.6 and
5.7 will protect OWNER. CONTRACTOR, Subcontractors,
ENGINEER. ENGINEER's Consultants and all other per-
sons or entities identified in the Suppiementary Conditions to
be listed as insureds or additionai insureds in such policies
and will provide primary coverage for all losses and damages
caused by the perils covered thereby. All such policies shall
contain provisions to the effect that in the event of payment
of any loss or damage the insurers will have no rights of
recovery against any of the insureds or additional insureds
thereunder. OWNER and CONTRACTOR waive all rights
against each other and their respective officers, directors,
employees and agents for all losses and damages caused by,
arising out of or resulting from any of the perils covered by
such policies and any other property insurance applicable to
the Work: and, in addition, waive all such rights against
Subcontractors, ENGINEER. ENGINEER's Consultants
and all other persons or entities identified in the Supplemen-
tary Conditions 1o be listed as insureds or additional insureds
under such policies for iosses and damages so caused. None
of the above waivers shall extend 10 the rights that any party
making such waiver may have to the proceeds of insurance
held by OWNER as trustee or otherwise payable under any
policy so issued.

5.11.2. In addition, OWNER waives all rights against
CONTRACTOR, Subcontractors, ENGINEER, ENGI-
NEER's Consultants and the officers, directors. employees
and agents of any of them, for:

5.11.2.1.  loss due 10 business interruption, ioss of use
or other consequential ioss extending beyond direct phys-
ical foss or damage to0 OWNER's property or the Work
caused by, arising out of or resulting from fire or other
peril, whether or not insured by OWNER; and

5.11.22. loss or damage to the compieted Project or
part thereof caused by, arising out of or resulting from fire
or other insured peril covered by any property insurance
maintained on the completed Project or part thereof by
OWNER during partial utilization pursuant to paragraph
14.10, after sub: ia) pleti to paragraph
14.8 or after final payment pursuant to paragraph 14,13,

Any i policy maintained by OWNER covering any
loss, damage or consequential ioss referred to in this paragraph
5.11.2 shall contain provisions to the effect that in the event of
payment of any such loss, damage or consequential ioss the
insurers will have no rights of recovery against any of CON-
TRACTOR, Subcontractors, ENGINEER. ENGINEER's Con-
sultants and the officers, directors, empioyees and agents of
any of them.

Receipt and Application of I Proceeds

5.12. Any insured loss under the policies of insurance
required by paragraphs 5.6 and 5.7 will be adjusted with
OWNER and made payable to OWNER as fiduciary for the
insureds. as their interests may appear. subject 1o the require-
ments of any applicable mortgage clause and of paragraph 5.13.
OWNER shall deposit in a separate account any money so
received, and shall distribute it in accordance with such agree-
ment as the parties in interest may reach. If no other special
agreement is reached the damaged Work shall be repaired or
replaced. the moneys so received applied on account thereof
and the Work and the cost thereof covered by an appropriate
Change Order or Written Amendment.

5.13. OWNER as fiduciary shall have power to adjust and
settle any loss with the insurers unless one of the parties in
interest shall object in writing within fifteen days after the
occurrence of loss to OWNER 's exercise of this power. If such
objection be made, OWNER as fiduciary shall make settiement
with the insurers in accordance with such agreement as the
parties in interest may reach. If no such agreement among the
parties in interest is reached, OWNER as fiduciary shall adjust
and settle the loss with the insurers and. if required in writing
by any party in interest, OWNER as fiduciary shall give bond
for the proper performance of such duties.

Accepiance of Bonds and I ; Option 1o Repl

5.14.  If either party (OWNER or CONTRACTOR) has any
objection 1o the coverage afforded by or other provisions of the
Bonds or insurance required to be purchased and maintained
by the other party in accordance with Article 5 on the basis of
non-conformance with the Contract Documents, the objecting
party shall so notify the other party in writing within ten days
after receipt of the certificates (or other evidence requested)
required by paragraph 2.7. OWNER and CONTRACTOR shall
each provide to the other such additional information in respect
of insurance provided as the other may reasonably request. If
cither party does not purchase or maintain all of the Bonds and
insurance required of such party by the Contract Documents,
such party shall notify the other party in writing of such failure
to purchase prior to the start of the Work, or of such failure to
maintain prior to any change in the required coverage. Without
prejudice to any other right or remedy, the other party may
elect to obtain equivalent Bonds or insurance to protect such
other party's interests at the expense of the party who was
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required to provide such coverage, and a Change Order shall
be issued to adjust the Contract Price accordingly.

. Partial Utilization-—Property Insurance:

_5.15. 1f OWNER finds it necessary to occupy Or use a
portion or portions of the Work prior to Substantial Completion

. of all the Work, such use or occupancy may be accomplished in
accordance with paragraph 14.10; provided that no such use or
occupancy shall commence before the insurers providing the
property insurance have acknowiedged notice thereof and in
writing effected any changes in coverage necessitated thereby.
The insurers. providing the property insurance shall consent by
endorsement on the policy or policies, but the property insur-
ance shall not be cancelled or permitted to lapse on account of
any such partial use or occupancy.

ARTICLE 6—CONTRACTOR'S RESPONSIBILITIES

Supervision and Superintendence:

6.1. CONTRACTOR shall supervise. inspect and direct the
Work competently and efficiently, devoting such attention
thereto and applying such skills and expertise as may be
necessary to -perform the Work in accordance with the Con-
tract Documents. CONTRACTOR shall be solely responsible
for the means. methods. techniques. sequences and procedures

. of construction. but CONTRACTOR shall not be responsibie
for the negligence of others in the design or specification of a
specific means. method. technique. sequence or procedure of
construction which is shown or indicated in and expressly
required by the Contract Documents. CONTRACTOR shall be
responsible to see that the completed Work complies accu-
rately with the Contract Documents.

6.2. CONTRACTOR shall keep on the Work at all times
during its progress a competent resident superintendent, who
shall not be replaced without written notice to OWNER and
ENGINEER except under extraordinary circumstances. The
superintendent will be CONTRACTOR s representative at the
site and shall have authority to act on behalf of CONTRAC-
TOR. Ali ications to the superi d shall be as
binding as if given to CONTRACTOR.

Labor, Materials and Equipment:

6.3. CONTRACTOR shall provide competent. suitably qual-
ified personnel to survey, lay out and construct the Work as
required by the Contract Documents. CONTRACTOR shall at
all times maintain good discipiine and order at the site. Except
as otherwise required for the safety or protection of persons or
the Work or property at the site or adjacent thereto, and except
as otherwise indicated in the Contract Documents, all Work at
the site shall be performed during regular working hours and

CONTRACTOR will not permit overtime work or the perfor-
mance of Work on Saturday, Sunday or any legal holiday
without OWNER’s written consent given after prior written
notice to ENGINEER.

6.4. Unless otherwise specified in the General Require-
ments, CONTRACTOR shall furnish and assume full respon-
sibility for all materials. equipment, labor, transportation, con-
struction equipment and i

hinery, tools, app fuel,
power, light, heat, telephone, water. sanitary facilities, tempo~
rary facilities and all other facilities and incidentals necessary
for the furnishing, performance, testing, start-up and comple-
tion of the Work.

6.5. All materials and equipment shall be of good quality
and new, except as otherwise provided in the Contract Docu-
ments. All warranties and guarantees specifically called for by
the Specifications shall expressly run to the benefit of OWNER.
If required by ENGINEER, CONTRACTOR shall furnish
satisfactory evidence (inciuding reports of required tests) as to
the kind and quality of materials and equipment. All materials
and equipment shall be applied, installed. connected. erected,
used. cleaned and conditioned in accordance with instructions
of the applicable Suppiier, except as otherwise provided in the
Contract Documents.

Progress Schedule:

6.6. CONTRACTOR shall adhere to the progress schedule
established in accordance with paragraph 2.9 as it may be
adjusted from time to time as provided below:

6.6.1. CONTRACTOR shall submit to ENGINEER for
acceptance (to the extent indicated in paragraph 2.9) pro-
posed adjustments in the progress scheduie that will not
change the Contract Times {or Milestones). Such adjust-
ments will conform generally to the progress scheduie then
in effect and additionally will comply with any provisions of
the General Requirements applicabie thereto.

6.6.2. Proposed adjustments in the progress schedule
that will change the Contract Times (or Milestones) shall be
submitted in accordance with the requircments of paragraph
12.1. Such adjustments may only be made by a Change
Order or Written Amendment in accordance with Article 12.

6.7. Substitutes and “Or-Equal’’ Items:

6.7.1. Whenever an item of material or equipment is
specified or described in the Contract Documents by using
the name of a proprietary item or the name of a particuiar
Supplier. the specification or description is intended to
establish the type. function and quality required. Unless the
specification or description contains or is followed by words
reading that no like, equivalent or *or-equal’ item or no
substitution is permitted. other items of material or equip-
ment or material or equipment of other Suppliers may be
accepted by ENGINEER under the following circumstances:
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6.7.1.1. “Or-Equal”: if in ENGINEER's sole discre-
tion an item of material or equipment proposed by CON-
TRACTOR is functionally equal to that named and suffi-

ciently similar so that no change in related Work will be .

required, it may be considered by ENGINEER as an
*“*or-equal” item. in which case review and approval of the
proposed item may. in ENGINEER's sole discretion. be
accomplished without compliance with some or all of the
requirements for acceptance of proposed substitute items.

6.7.1.2. Substitute ltems: If in ENGINEER's sole
discretion an item of material or equipment proposed by
CONTRACTOR does not qualify as an *‘or-equal’ item
under subparagraph 6.7.1.1. it will be considered a pro-
posed substitute item. CONTRACTOR shall submit suffi-
cient information as provided below to aliow ENGINEER
10 determine that the item of material or equipment
proposed is essentially equivalent to that named and an
acceptable substitute therefor. The procedure for review
by the ENGINEER will include the following as supple-
mented in the General Requirements and as ENGINEER
may decide is appropriate under the circumstances. Re-
quests for review of proposed substitute items of material
or equipment will not be accepted by ENGINEER from
anyone other than CONTRACTOR. If CONTRACTOR
wishes to furnish or yse a substitute item of material or
equipment, CONTRACTOR shall first make written appli-
cation to ENGINEER for acceptance thereof, certifying
that the proposed substitute will perform adequately the
functions and achieve the results calied for by the general
design. be similar in substance to that specified and be
suited to the same use as that specified. The application
will state the extent, if any, to which the evaluation and
acceptance of the proposed substitute will prejudice CON-
TRACTOR’s achievement of Substantial Compiletion on
time. whether or not acceptance of the substitute for use in
the Work will require a change in any of the Contract
Documents (or in the provisions of any other direct
contract with OWNER for work on the Project) to adapt
the design to the proposed substitute and whether or not
incorporation or use of the substitute in connection with
the Work is subject to payment of any license fee or
Toyaity. All variations of the proposed substitute from that
specified will be identified in the application and available
maintenance, repair and replacement service will be indi-
cated. The application will also contain an itemized estj-
mate of all costs or credits that will resuit directly or
indirectly from aceeptance of such substitute, inciuding
costs of redesign and claims of other contractors affected
by the resulting change, all of which will be considered by
ENGINEER in evaluating the proposed substitute, EN-
GINEER may require CONTRACTOR to furnish addi-
tional data about the proposed substitute.

6.7.13. CONTRACTOR’s Expense: All data to be
provided by CONTRACTOR in support of any proposed
*“or-equal” or substitute item will be at CONTRACTOR’s
expense,

6.7.2. Substitute Construction Methods or Procedures: If a
specific means, method, technique, sequence or procedure of
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construction is shown or indicated in and expressly required by
the Contract Documents, CONTRACTOR may furnish or
utilize a substitute means, method, technique. sequence or
procedure of construction acceptable to ENGINEER. CON-
TRACT'2R shall submit sufficient information to allow ENGI-
NEER. in ENGINEER s sole discretion. 1o determine that the
substitute proposed is equivalent to that expressly calied for by
the Contract Documents. The procedure for review by ENGI-
NEER will be similar to that provided in subparagraph 6.7.1.2.

6.7.3. Engineer's Evaluation: ENGINEER will be allowed
a reasonable time within which to evaluate each proposal or
submittal made pursuant to paragraphs 6.7.1.2 and 6.7.2.
ENGINEER will be the sole Jjudge of acceptability. No *“or-
equal”™ or substitute will be ordered. instalied or utilized
without ENGINEER's prior written acceptance which will be
evidenced by either a Change Order or an approved Shop
Drawing. OWNER may require CONTRACTOR to furnish at
CONTRACTOR's expense a special performance guarantee or
other surety with respect to any “‘or-equal” or substitute.
ENGINEER will record time required by ENGINEER and
ENGINEER's Consultants in evaluating substitutes proposed
or submitted by CONTRACTOR pursuant to paragraphs 6.7.1.2
and6.7.2and in making changes in the Contract Documents (or
in the provisions of any other direct contract with OWNER for
work on the Project) occasioned thereby. Whether or not
ENGINEER accepts a substitute item so proposed or submit-
ted by CONTRACTOR. CONTRACTOR shall reimburse
OWNER for the charges of ENGINEER and ENGINEER's
Consuitants for evaluating each such proposed substitute item.

Concerning Subcontractors, Suppiiers and Others-

6.8.1. CONTRACTOR shall not empiov any Subcon-
tractor. Supplier or other person or organization (including
those acceptabie to OWNER and ENGINEER as indicated
in paragraph 6.8.2), whether initially or as a substitute,
against whom OWNER or ENGINEER may have reason-
able objection. CONTRACTOR shall not be required t0
employ any Subcontractor, Supplier or other person or
organization to furnish or perform any of the Work against
whom CONTRACTOR has reasonabie objection.

6.8.2. Ifthe Supplementary Conditions require the iden-
tity of certain Subcontractors, Suppliers or other persons or
organizations (including those who are to furnish the princi-
pal items of materials or equipment) to be submitted to
OWNER in advance of the specified date prior to the
Effective Date of the Agreement for acceptance by OWNER
and ENGINEER, and if CONTRACTOR has submitted a
list thereof in accordance with the Supplementary Condi-
tions, OWNER's or ENGINEER's acceptance (either in
writing or by failing to make written objection thereto by the

indicated for ac D or ion in the bidding
documents or the Contract Documents) of any such Subcon-
tractor, Supplier or other Person or organization so identified
may be revoked on the basis of reasonable objection after
due investigation, in which case CONTRACTOR shall sub-
mit an acceptable substitute. the Contract Price will be
adjusted by the difference in the cost occasioned by such
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substitution and an appropriate Change Order will be issued
or Written Amendment signed. No acceptance by OWNER
or ENGINEER of any such Subcontractor, Supplier or other
person or organization shall constitute a waiver of any right
of OWNER or ENGINEER to reject defective Work.

6.9.1. CONTRACTOR shall be fully responsible to
OWNER and ENGINEER for all acts and omissions of the
Subcontractors, Suppliers and other persons and organiza-
tions performing or furnishing any of the Work under a direct
or indirect contract with CONTRACTOR just as CON-
TRACTOR is responsible for CONTRACTOR's own acts
and omissions. Nothing in the Contract Documents shalt
create for the benefit of any such Subcontractor, Supplier or
other person or organization any contractual relationship
between OWNER or ENGINEER and any such Subcon-
tractor, Supplier or other person or organization, nor shall it
create any obligation on the part of OWNER or ENGI-
NEER to pay or to see to the payment of any moneys due
any such Subcontractor. Supplier or other person or organi-
zation except as may otherwise be required by Laws and
Regulations.

6.9.2. CONTRACTOR shall be solely responsible for
scheduling and coordinating the Work of Subcontractors,
Suppliers and other persons and organizations performing or
furnishing any of the Work under a direct or indirect contract
with CONTRACTOR. CONTRACTOR shali require ail Sub-
contractors. Suppliers and such other persons and organiza-
tions performing or furnishing any of the Work to communi-
cate with the ENGINEER through CONTRACTOR.

6.10. The divisions and sections of the Specifications and
the identifications of any Drawings shall not control CON-
TRACTOR in dividing the Work among Subcontractors or
Suppliers or delineating the Work to be performed by any
specific trade.

6.11.  All Work performed for CONTRACTOR by a Sub-
contractor or Supplier will be pursuant to an appropriate
agreement between CONTRACTOR and the Subcontractor or
Suppiier which specifically binds the Subcontractor or Supplier
to the applicable terms and conditions of the Contract Docu-
ments for the benefit of OWNER and ENGINEER. Whenever
any such agreement is with a Subcontractor or Supplier who is
listed as an additional insured on the property insurance
provided in paragraph 5.6 or 5.7. the agreement between the
CONTRACTOR and the Subcontractor or Supplier will con-
tain provisions whereby the Subcontractor or Supplier waives
all rights against OWNER. CONTRACTOR. ENGINEER,
ENGINEER's Consuitants and all other additional insureds for
all losses and damages caused by, arising out of or resuiting
from any of the perils covered by such policies and any other
property insurance applicable to the Work. If the insurers on
any such policies require separate waiver forms to be signed by
any Subcontractor or Supplier, CONTRACTOR will obtain the
same.

Patent Fees and Royalties:

6.12. CONTRACTOR shail pay all license fees and royal-
ties and assume all costs incident 10 the use in the performance

of the Work or the incorporation in the Work of any invention,
design, process, product or device which is the subject of
patent rights or copyrights held by others. If a particular
invention, design, process, product or device is specified in the
Contract Documents for use in the performance of the Work
and if to the actual knowledge of OWNER or ENGINEER its
use is subject to patent rights or copyrights calling for the
payment of any license fee or royaity to others, the existence of
such rights shall be disclosed by OWNER in the Contract
Documents. To the fullest extent permitted by Laws and
Regulations, CONTRACTOR shall indemnify and hold harm-
less OWNER, ENGINEER, ENGINEER's Consuitants and
the officers, directors, employees, agents and other consultants
of each and any of them from and against all claims, costs,
losses and damages arising out of or resulting from any
infringement of patent rights or copyrights incident to the use in
the performance of the Work or resulting from the incorpora-
tion in the Work of any invention, design, process, product or
device not specified in the Contract Documents.

Permirs:

6.13. Unless otherwise provided in the Supplementary
Conditions, CONTRACTOR shall obtain and pay for all con-
struction permits and licenses. OWNER shall assist CON-
TRACTOR. when necsssary, in obtaining such permits and
licenses. CONTRACTOR shall pay all governmental charges
and inspection fees y for the pre ion of the Work,
which are applicable at the time of opening of Bids. or, if there
are no Bids. on the Effective Date of the Agreement. CON-
TRACTOR shall pay all charges of utility owners for connec-
tions to the Work, and OWNER shall pay all charges of such
utility owners for capital costs related thereto such as plant
investment fees.

Laws and Regulations:

6.14.1. CONTRACTOR shall give all notices and comply
with all Laws and Regulations applicable to furnishing and
performance of the Work. Except where otherwise expressly
required by applicable Laws and Regulations. neither OWNER
nor ENGINEER shall be responsible for monitoring CON-
TRACTOR's compliance with any Laws or Regulations.

6.14.2. If CONTRACTOR performs any Work knowing
or having reason to know that it is contrary to Laws or
Regulations. CONTRACTOR shall bear all claims, costs,
losses and damages caused by, arising out of or resulting
therefrom; however, it shail not be CONTRACTOR's pri-
mary responsibility to. make certain that the Specifications
and Drawings are in accordance with Laws and Regulations,
but this shall not relieve CONTRACTOR of CONTRAC-
TOR's obligations under paragraph 3.3.2.

Taxes:
6.15. CONTRACTOR shall pay all sales. consumer, use

and other similar taxes required to be paid by CONTRACTOR
in accordance with the Laws and Regulations of the piace of
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the Project wh:ch are applicable during the performance of the
Work.

Use of Premises:

6.16. CONTRACTOR shall confine construction equip-
ment, the storage of materals and equipment and the opera-
tions of workers to the site and land and areas identified in and
permitted by the Contract Documents and other land and areas
permitted by Laws and Regulations. rights-of-way, permits and
easements. and shall not unreasonably encumber the premises
with construction equipment or other materials or equipment.
CONTRACTOR shall assume full responsibility for any dam-
age to any such land or area. or to the owner or occupant
thereof or of any adjacent land or areas. resulting from the
performance of the Work. Should any claim be made by any
such owner or occupant because of the performance of the
Work, CONTRACTOR shall promptly settle with such other
Party by negotiation or otherwise resoive the claim by arbitra-
tion or other dispute resolution proceeding or at law. CON-
TRACTOR shall. to the fullest extent permitted by Laws and
Reguiations. indemnify and hoid harmless OWNER. ENGI-
NEER. ENGINEER's Consultant and anyone directly or
indirectly empioved by any of them from and against afl claims,
costs, losses and damages arising out of or resulting from any
claim or action. legal or equitable. brought by any such owner
Or occupant against OWNER, ENGINEER or any other party
indemnified hereunder to the extent caused by or based upon
CONTRACTOR's performance of the Work.

6.17. During the progress of the Work, CONTRACTOR
shall keep the premises free from accumulations of waste
materials., rubbish and other debris resulting from the Work. At
the completion of the Work CONTRACTOR shall remove all
waste materials, rubbish and debris from and about the pre-
mises as well as all tools, appliances. construction equipment
and machinery and surplus materials. CONTRACTOR shall
leave the site clean and ready for occupancy by OWNER at
Substantial Completion of the Work. CONTRACTOR shall
restore to original condition all property not designated for
alteration by the Contract Documents.

6.18. CONTRACTOR shali not load nor permit any part of
any structure to be ioaded in any manner that will endanger the
structure, nor shall CONTRACTOR subject any part of the
Work or adjacent property to stresses or pressures that wiil
endanger it.

Record Documents:

6.19. CONTRACTOR shall maintain in a safe place at the
site one record copy of all Drawings, Specifications, Addenda,
Written Amendments, Change Orders, Work Change Direc-
tives, Field Orders and written interpretations and clarifica-
tions (issued pursuant to paragraph 9.4) in good order and
annotated to show all changes made during construction.
These record documents together with all approved Samples
and a counterpart of ail approved Shop Drawings will be
availabie to ENGINEER for reference. Upon compietion of
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the Work. these record documents, Sampies and Shop Draw-
ings will be defivered to ENGINEER for OWNER.

Safety and Protection:

6.20. CONTRACTOR shall be responsible for initiating,
maintaining and supervising alt safety precautions and pro-
grams in connection with the Work. CONTRACTOR shali take
all necessary precautions for the safety of. and shall provide
the necessary protection to prevent damage. injury or loss to:

6.20.1. all persons on the Work site or who may be
affected by the Work:

6.20.2. all the Work and materials and equipment to be
incorporated therein, whether in storage on or off the site;
and

6.20.3. other property at the site or adjacent thereto.
including trees. shrubs. lawns. walks. pavements, roadways.
structures. utilities and Underground Facilities not desig-
nated for removal, relocation or replacement in the course of
construction.

CONTRACTOR shall comply- with all applicable Laws and
Regulations of any public body having jurisdiction for safety of
persons or property or to protect them from damage. injury or
loss: and shall erect and maintain ali necessary safeguards for
such safety and protection. CONTRACTOR shall notify own-
ers of adjacent property and of Underground Faciliues and
utility owners when prosecution of the Work may affect them.
and shall cooperate with them in the protection. removal.
refocation and replacement of their property. All damage.
injury or loss to any property referred to in paragraph 6.20.2 or
6.20.3 caused. directly or indirectly. in whole or in part, by
CONTRACTOR. any Subcontractor. Supplier or any other
person or organization directiy or indirectly employed by any
of them to perform or furnish any of the Work or anyone for
whose acts any of them may be liable, shall be remedied by
CONTRACTOR (except damage or loss attributable to the
fault of Drawings or Specifications or to the acts or omissions
of OWNER or ENGINEER or ENGINEER's Consuitant or
anyone empioyed by any of them or anyone for whose acts any
of them may be liable, and not attributable, directly or indi-
rectly, in whole or in part, to the fault or negligence of
CONTRACTOR or any Subcontractor. Supplier or other per-
son or organization directly or indirectly empioyed by any of
them). CONTRACTOR s duties and responsibilities for safety
and for protection of the Work shail continue until such time as
all the Work is completed and ENGINEER has issued a notice
to OWNER and CONTRACTOR in accordance with para-
graph 14.13 that the Work is acceptable (except as otherwise
expressly provided in connection with Substantial Comple-
tion).

Safety Representative:

6.21. CONTRACTOR shall designate a qualified and expe-
rienced safety representative at the site whose duties and
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responsibilities shall be the prevention of accidents and the
maintaining and supervising of safety precautions and pro-
grams.

Hazard Communication Programs:

6.22. CONTRACTOR shall be responsible for coordinating
any exchange of material safety data sheets or other hazard
communication information required to be made available to or
exchanged between or among employers at the site in accor-
dance with Laws or Regulations.

Emergencies:

6.23. In emergencies affecting the safety or protection of
persons or the Work or property at the site or adjacent
thereto, CONTRACTOR, without special instruction or au-
thorization from OWNER or ENGINEER. is obligated to
act to prevent threatened damage, inmjury or loss. CON-
TRACTOR shall give ENGINEER prompt written notice if
CONTRACTOR believes that any significant changes in the
Work or variations from the Contract Documents have been
caused thereby. If ENGINEER determines that a change in
the Contract Documents is required because of the action
taken by CONTRACTOR in response to such an emergency.
a Work Change Directive or Change Order will be issued to

de the of such action.

6.24. Shop Drawings and Samples:

6.24.1. CONTRACTOR shall submit Shop Drawings to
ENGINEER for review and approval in accordance with the
accepted schedule of Shop Drawings and Sample submittals
(see paragraph 2.9). All submittals will be identified as
ENGINEER may require and in the number of copies
specified in the General Requirements. The data shown on
the Shop Drawings will be complete with respect to quanti-
ties, dimensions, specified performance and design critenia,
materials and similar data to show ENGINEER the materi-
als and equipment CONTRACTOR proposes to provide and
to enable ENGINEER to review the information for the
limited purposes required by paragraph 6.26.

6.24.2. CONTRACTOR shall aiso submit Samples to
ENGINEER for review and approval in accordance with
said accepted scheduie of Shop Drawings and Sample sub-
mittals. Each Sampie will be identified ciearly as to material,
Supplier, pertinent data such as catalog numbers and the use
for which intended and otherwise as ENGINEER may
require to enable ENGINEER to review the submittal for
the limited purposes required by paragraph 6.26. The num-
bers of each Sample to be submitted will be as specified in
the Specifications.

6.25. Subminal Procedures:

6.25.1. Before submitting each Shop Drawing or Sam-
ple, CONTRACTOR shall have determined and verified:
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6.25.1.1. all field measurements, quantties, dimen-
sions, specified performance criteria, installation require-
ments. materials, catalog numbers and similar information
with respect thereto,

6.25.12. all materials with respect to intended use,
fabrication, shipping, handling, storage. assembly and
installation pertaining to the performance of the Work, and

6.25.1.2. all information relative to CONTRACTOR’s
sole responsibilities in respect of means. methods, tech-
niques, sequences and procedures of construction and
safety p ions and progr incident thereto.

CONTRACTOR shall also have reviewed and coordinated
each Shop Drawing or Sampie with other Shop Drawings
and Sampies and with the requirements of the Work and the
Contract Documents.

6.25.2. Each submittal will bear a stamp or specific
written indication that CONTRACTOR has satisfied CON-
TRACTOR's obligations under the Contact Documents with
respect to CONTRACTOR'S review and approval of that
submittal.

6.25.3. At the time of each submission. CONTRACTOR
shall give ENGINEER specific written notice of such vari-
ations. if any, that the Shop Drawing or Sample submitted
may have from the requirements of the Contract Documents,
such notice to be in 2 written communication separate from
the submittal; and. in addition, shall cause a specific notation
to0 be made on each Shop Drawing and Sampic submitted to
ENGINEER for review and approval of each such variation.

6.26. ENGINEER will review and approve Shop Drawings
and Samples in accordance with the scheduie of Shop Draw-
ings and Sample submittals accepted by ENGINEER as re-
quired by paragraph 2.9. ENGINEER's review and approval
will be only to determine if the items covered by the submittais
will, after installation or incorporation in the Work. conform to
the information given in the Contract Documents and be
compatible with the design concept of the completed Project as
a functioning whole as indicated by the Contract Documents.
ENGINEER's review and approval will not extend to means,

hods, techni q orp es of construction
(except where a particular means, method. technique, se-
quence or procedure of construction is specifically and ex-
pressly called for by the Contract Documents) or to safety
precautions or programs incident thereto. The review and
approval of a separate item as such will not indicate approval of
the assembly in which the item functions. CONTRACTOR
shall make corrections required by ENGINEER, and shall
return the required number of corrected copies of Shop Draw-
ings and submit as required new Sampies for review and
approval. CONTRACTOR shall direct specific attention in
writing to revisions other than the corrections called for by
ENGINEER on previous submittals.

6.27. ENGINEER's review and approval of Shop Draw-
ings or Samples shall not relieve CONTRACTOR from respon-
sibility for any variation from the requirements of the Contract
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Documents uniess CONTRACTOR has in writing calied EN-
GINEER's attention to each such variation at the time of
submission as required by paragraph 6.25.3 and ENGINEER
has given written approval of each such variation by specific
written notation thereof incorporated in or accompanying the
Shop Drawing or Sampile approval: nor wiil any approval by
ENGINEER relieve CONTRACTOR from responsibility for
complying with the requirements of paragraph 6.25.1.

6.28. Where a Shop Drawing or Sample is required by the
Contract Documents or the schedule of Shop Drawings and
Sample submissions accepted by ENGINEER as required by
paragraph 2.9, any reiated Work performed prior to ENGI-
NEER's review and approval of the pertinent submittal will be
at the soie expense and responsibility of CONTRACTOR.

Continuing the Work:

6.29. CONTRACTOR shall carry on the Work and adhere
to the progress scheduie during all disputes or disagreements
with OWNER. No Work shall be delayed or postponed pend-
ing resoiution of any di or disagr except as
permitted by paragraph 15.5 or as OWNER and CONTRAC-
TOR may otherwise agree in writing.

6.30. CONTRACTOR’s General Warranty ard G

630.25. any acceptance by OWNER or any failure to
do so;

6.30.2.6. any review and approval of a Shop Drawing
or Sample submittal or the issuance of a notice of accept-
ability by ENGINEER pursuant to paragraph 14.13;

6.30.2.7. any inspection. test or approval by others; or

6.30.2.8. anycorrection of defective Work by OWNER.

Indemnification:

6.31. To the fullest extent permitted by Laws and Regula-
tions, CONTRACTOR shall indemnify and hold harmiess
OWNER. ENGINEER. ENGINEER's Consuitants and the
officers. directors. emplovees. agents and other consuitants of
each and any of them from and against all claims. costs, losses
and damages (including but not limited to all fees and charges
of engineers, architects, attorneys and other professionals and
all court or arbitration or other dispute resolution costs) caused
by, arising out of or resulting from the performance of the
Work, provided that any such claim. cost. loss or damage: (i) is
attributable to bodily injury, sickness, disease or death, or to
injury to or destruction of tangible property (other than the
Work itself), including the loss of use resuiting therefrom, and
(ii) is caused in whole or in part by any negligent act or
omission of CONTRACTOR. any Subcontractor. any Supplier,

6.30.1. CONTRACTOR warrants and guarantees to
OWNER, ENGINEER and ENGINEER's Consultants that
all Work will be in accordance with the Contract Documents
and will not be defective. CONTRACTOR's warranty and
guarantee hereunder exciudes defects or damage caused by:

6.30.1.1. abuse. modification or improper maintenance
or operation by persons other than CONTRACTOR, Sub-
contractors or Suppliers; or

6.30.1.2. normal wear and tear under normal usage.

6.30.2. CONTRACTOR's obligation to perform and com-
piete the Work in accordance with the Contract Documents
shall be absolute. None of the following will constitute an
acceptance of Work that is not in accordance with the
Contract Documents or a refease of CONTRACTOR's obii-

gation to perform the Work in accordance with the Contract
Documents:

6.30.2.1. observations by ENGINEER;

6.30.2.3. recommendation of any progress or final
payment by ENGINEER;

6.30.2.3. the issuance of a certificate of Substantial
Compietion or any payment by OWNER to CONTRAC-
TOR under the Contract Documents;

6.30.2.4. use or occupancy of the Work or any part
thereof by OWNER;
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any person or organization directly or indirectly employed by
any of them to perform or furnish any of the Work or anyone
for whose acts any of them may be liable. regardless of whether
Or not caused in part by any negiigence or omission of a person
or entity indemnified hereunder or whether liability is imposed
upon such indemnified party by Laws and Regulations regard-
less of the negligence of any such person or entity.

6.32. In any and ail claims against OWNER or ENGI-
NEER or any of their respective consultants, agents, officers,
directors or empioyees by any employee (or the survivor or
personal representative of such empioyee) of CONTRACTOR.
any Subcontractor. any Suppiier. any person or organization
directly or indirectly empioyed by any of them to perform or
furnish any of the Work. or anyone for whose acts any of them
may be liable, the indemnification obiigation under paragragh
6.31 shall not be limited in any way by afy fimitation on the
amount or type of damages, compensation or benefits payable
by or for CONTRACTOR or any such Subcontractor, Supplier
or other person or organization under workers' compensation
acts, disability benefit acts or other empioyee benefit acts.

6.33. The indemnification obligations of CONTRACTOR
under paragraph 6.31 shall not extend to the liability of ENGI-
NEER and ENGINEER's Consuitants, officers, directors,
employees or agents caused by the professional negligence,
€TTOrS or omissions of any of them.

Survival of Obligations:

6.34. Al representations, indemnifications, warranties and
guarantees made in, required by or given in accordance with
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the Contract Documents, as well as all continuing obligations
indicated in the Contract Documents, will survive final pay-
ment, letion and p of the Work and termination
or completion of the Agreement.

ARTICLE 7—OTHER WORK

Related Work at Site:

7.1. OWNER may perform other work refated to the
Project at the site by OWNER™s own forces. or let other
direct contracts therefor which shall contain General Condi-
tions similar to these, or have other work performed by
utility owners. If the fact that such other work is to be
performed was not noted in the Contract Documents. then:
(i) written notice thereof will be given to CONTRACTOR
prior to starting any such other work. and (i) CONTRAC-
TOR may make a claim therefor as provided in Articles 11
and 12 if CONTRACTOR believes that such performance
will involve additional expense to CONTRACTOR or re-
quires additional time and the parties are unable to agree as
to the amount or extent thereof.

7.2. CONTRACTOR shall afford each other contractor
who is a party to such a direct contract and each utility
owner (and OWNER. if OWNER is performing the addi-
tional work with OWNER's employees) proper and safe
access to the site and a reasonable opportunity for the
introduction and storage of materials and equipment and the
execution of such other work and shall properly connect and
coordinate the Work with theirs. Unless otherwise provided
in the Contract Documents, CONTRACTOR shall do all
cutting, fitting and patching of the Work that may be required
to make its several parts come together properly and inte-
grate with such other work. CONTRACTOR shail not en-
danger any work of others by cutting, excavating or other-
wise altering their work and will only cut or aiter their work
with the written consent of ENGINEER and the others
whose work will be affected. The duties and responsibilities
of CONTRACTOR under this paragraph are for the benefit of
such utility owners and other contractors to the extent that
there are comparable provisions for the benefit of CON-
TRACTOR in said direct contracts between OWNER and
such utility owners and other contractors.

7.3. If the proper execution or results of any part of
CONTRACTOR's Work depends upon work performed by
others under this Article 7. CONTRACTOR shall inspect such
other work and promptly report to ENGINEER in writing any
delays, defects or deficiencies in such other work that render it
unavailable or unsuitable for the proper execution and resuits
of CONTRACTOR's Work. CONTRACTOR's failure so to
report will constitute an acceptance of such other work as fit
and proper for integration with CONTRACTOR's Work except
for latent or nonapparent defects and deficiencies in such other
work.
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Coordination:

7.4. If OWNER contracts with others for the performance
of other work on the Project ar the site, the following will be set
forth in Supplementary Conditions:

7.4.1. the person, firm or corporation who will have
authority and responsibility for coordination of the activities
among the various prime contractors will be identified;

7.4.2. the specific matters to be covered by such author-
ity and responsibility will be itemized: and

7.4.3. the extent of such authority and responsibilities
will be provided.

Unless otherwise provided in the Supplementary Condi-

tions, OWNER shall have sole authority and responsibility in
respect of such coordination.

ARTICLE 8—OWNER'S RESPONSIBILITIES

8.1. Except as otherwise provided in these General Condi-
tions, OWNER shall issue all communications to CONTRAC-
TOR through ENGINEER.

8.2. In case of termination of the employment of ENGI-
NEER. OWNER shall appoint an engineer against whom
CONTRACTOR makes no reasonable objection. whose status
under the Contract Documents shall be that of the former
ENGINEER.

8.3. OWNER shall furnish the data required of OWNER
under the Contract Documents promptly and shail make pay-
ments to CONTRACTOR promptly when they are due as
provided in paragraphs 14.4 and 14.13.

8.4. OWNER's duties in respect of providing lands and
easements and providing engineering surveys to establish ref-
erence points are set forth in paragraphs 4.1 and 4.4. Paragraph
4.2 refers 1o OWNER's identifying and making availabie to
CONTRACTOR copies of reports of expiorations and tests of
subsurface conditions at the site and drawings of physical
conditions in existing structures at or contiguous to the site that
have been utilized by ENGINEER in preparing the Contract

Documents.

8.5. OWNER's responsibilities in respect of purchasing
and maintaining liability and property insurance are set forth in
paragraphs 5.5 through 5.10.

8.6. OWNER is obiigated to execute Change Orders as
indicated in paragraph 10.4.

8.7. OWNER's responsibility in respect of certain inspec-
tions, tests and approvais is set forth in paragraph 13.4.

8.8. In connection with OWNER's right to stop Work or
suspend Work, see paragraphs 13.10 and 15.1. Paragraph 15.2
deals with OWNER's right to terminate services of CON-
TRACTOR under certain circumstances.
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8.9, The OWNER shall not supervise. direct or have
controi or authority over. nor be responsible for, CONTRAC-
TOR's means, methods. techniques, sequences or procedures
of construction or the safety precautions and programs incident
thereto. or for any faiiure of CONTRACTOR to comply with
Laws and Reguiations applicable to the furnishing or perfor-
mance of the Work. OWNER will not be responsibie for
CONTRACTOR’s failure to perform or furnish the Work in
accordance with the Contract Documents.

8.10. OWNER'S responsibility in respect of undisclosed

Asbestos, PCBs, Petroleum. Hazardous Waste or Radioactive

Materials uncovered or revealed at the site is set forth in
paragraph 4.5.

8.11. If and to the extent OWNER has agreed to furnish
CONTRACTOR reasonable evidence that financial arrange-
ments have been made to satisfy OWNERs obligations under
the Contract Documents, OWNER's responsibility in respect
thereof will be as set forth in the Suppiementary Conditions.

ARTICLE 9—ENGINEER'S STATUS DURING
CONSTRUCTION

OWNER's Represenative:

9.1.  ENGINEER will be OWNER's representative during
the construction period. The duties and responsibilities and the
limitations of authority of ENGINEER as OWNER's repre-
sentative during construction are set forth in the Contract
Documents and shall not be extended without written consent
of OWNER and ENGINEER.

Visits to Site:

9.2. ENGINEER will make visits to the site at intervais
appropriate to the various stages of construction as ENGI-
NEER deems necessary in order to observe as an experienced
and qualified design professional the progress that has been
made and the quality of the various aspects of CONTRAC-
TOR’s executed Work. Based on information obtained during
such visits and observations, ENGINEER will endeavor for
the benefit of OWNER to determine. in general, if the Work is
proceeding in accordance with the Contract Documents. EN-
GINEER will not be required to make exhaustive or continu-
ous on-site inspections to check the quality or quantity of the
Work. ENGINEER s efforts will be directed toward providing
for OWNER a greater degree of confidence that the completed
Work will conform generally to the Contract Documents. On
the basis of such visits and on-site observations, ENGINEER
will keep OWNER informed of the progress of the Work and
will endeavor to guard OWNER against defective Work. EN-
GINEER's visits and on-site observations are subject to all the
limitations on ENGINEER’s authority and responsibility set
forth in paragraph 9.13, and particulariy, but without limitation,
during or as a result of ENGINEER's on-site visits or
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observations of CONTRACTOR's Work ENGINEER wili not
supervise. direct, control or have authority over or be respon-
sible for CONTRACTOR's means, methods. techniques, se-
quences or procedures of construction. or the safety precau-
tions and programs incident thereto. or for any failure of
CONTRACTOR 10 comply with Laws and Reguiations appli-
cabie to the furnishing or performance of the Work.

Project Represensative:

9.3. If OWNER and ENGINEER agree, ENGINEER will
fumish a Resident Project Representative to assist ENGI-
NEER in providing more continuous observation of the Work.
The responsibilities and authority and limitations thereon of
any such Resident Project Representative and assistants will be
as provided in paragraph 9.13 and in the Suppiementary
Conditions. If OWNER designates another representative or
agent 1o represent OWNER at the site who is not ENGI-
NEER's Consultant, agent or employee, the responsibilities
and authority and limitations thereon of such other person will
be as provided in the Supplementary Conditions.

Clarifications and Interpretations:

5.4. ENGINEER will issue with reasonable promptness
such written clarifications or interpretations of the require-
ments of the Contract Documents (in the form of Drawings or
otherwise) as ENGINEER may determine necessary, which
shall be consistent with the intent of and reasonably inferable
from Contract Documents. Such written clarifications and
interpretations will be binding on OWNER and CONTRAC-
TOR. If OWNER or CONTRACTOR beiieves that a written
clarification or interpretation justifies an adjustment in the
Contract Price or the Contract Times and the parties are unable
[0 agree to the amount or extent thereof. if any, OWNER or
CONTRACTOR may make a written claim therefor as pro-
vided in Article 11 or Article 12.

Authorized Variations in Work:

9.5. ENGINEER may authorize minor vanations in the
Work from the requirements of the Contract Documents which
do not involve an adjustment in the Contract Price or the
Contract Times and are compatible with the design concept of
the completed Project as a functioning whole as indicated by
the Contract Documents. These may be accomplished by a
Field Order and will be binding on OWNER and aiso on
CONTRACTOR who shall perform the Work involved promptly.
If OWNER or CONTRACTOR believes that a Field Order
Justifies an adjustment in the Contract Price or the Contract
Times and the parties are unabie to agree as to the amount or
extent thereof, OWNER or CONTRACTOR may make a
written claim therefor as provided in Article 11 or 12.

Rejecting Defective Work:

9.6. ENGINEER will have authority to disapprove or
reject Work which ENGINEER believes 10 be defective, or
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that ENGINEER believes will not produce a compieted Project
that conforms to the Contract Documents or that will prejudice
the integrity of the design concept of the completed Project as
a functioning whole as indicated by the Contract Documents.
ENGINEER will also have authority to require special inspec-
tion or testing of the Work as provided in paragraph 13.9.
whether or not the Work is fabricated, installed or compieted.

Shop Drawings, Change Orders and Payments:
9.7. In connection with ENGINEER's authority as to

Shop Drawings and S les, see paragraphs 6.24 through 6.28
inclusive.

9.8. In connection with ENGINEER's authority as to
Change Orders. see Articles 10, 11, and 12.

9.9. In connection with ENGINEER's authority as to
Appiications for Payment, see Article 14.

Determinations for Unit Prices:

9.10. ENGINEER wili determine the actual quantities and
classifications of Unit Price Work performed by CONTRAC-
TOR. ENGINEER will review with CONTRACTOR the EN-
GINEER's preliminary determinations on such matters before
rendering a written decision thereon (by recommendation of an
Application for Payment or otherwise). ENGINEER's written
decision thereon will be final and binding upon OWNER and
CONTRACTOR. uniess. within ten days after the date of any
such decision. either OWNER or CONTRACTOR delivers to
the other and to ENGINEER written notice of intention to
appeal from ENGINEER's decision and: (i) an appeal from
ENGINEER's decision is taken within the time limits and in
accordance with the procedures set forth in Exhibit GC-A.
“*Dispute Resolution Agreement.”” entered into between
OWNER and CONTRACTOR pursuant to Article 16. or (ii) if
no such Dispute Resoiution Agreement has been entered into.
a formal proceeding is instituted by the appealing party in a
forum of competent jurisdiction to exercise such rights or
remedies as the appealing party may have with respect to
ENGINEER's decision. uniess otherwise agreed in writing by
OWNER and CONTRACTOR. Such appeal will not be subject
to the procedures of paragraph 9.11.

Decisions on Disputes:

9.11. ENGINEER will be the initial interpreter of the
requirements of the Contract Documents and judge of the
acceptability of the Work thereunder. Claims. disputes and
other matters relating to the acceptability of the Work or the
interpretation of the requirements of the Contract Documents
pertaining to the performance and furnishing of the Work and
Claims under Articles [1 and 12 in respect of changes in the
Contract Price or Contract Times will be referred initially to
ENGINEER in writing with a request for a formal decision in
accordance with this paragraph. Written notice of each such
claim, dispute or other matter will be delivered by the claimant

to ENGINEER and the other party to the Agreement promptly
(but in no event later than thirty days) after the start of the
occurrence or event giving rise thereto, and written supporting
data will be submitted to ENGINEER and the other party
within sixty days after the start of such occurrence or event
unless ENGINEER allows an additional period of time for the
submission of additional or more accurate data in support of
such claim. dispute or other matter. The opposing party shall
submit any response to ENGINEER and the claimant within
thirty days after receipt of the claimant’s last submittal (unless
ENGINEER allows additional time). ENGINEER will render
a formal decision in writing within thirty days after receipt of
the opposing party’s submittal. if any, in accordance with this
paragraph. ENGINEER's written decision on such claim,
dispute or other matter will be final and binding upon OWNER
and CONTRACTOR unless: (i) an appeal from ENGINEER's
decision is taken within the time limits and in accordance with
the procedures set forth in EXHIBIT GC-A. **Dispute Reso-
lution Agreement,” entered into between OWNER and CON-
TRACTOR pursuant to Article 16. or (i) if no such Dispute
Resolution Agreement has been entered into, 2 written notice
of intention to appeal from ENGINEER's written decision is
delivered by OWNER or CONTRACTOR to the other and to
ENGINEER within thirty days after the date of such decision
and a formal proceeding is instituted by the appealing party in
a forum of competent jurisdiction to exercise such rights or
remedies as the appealing party may have with respect 10 such
claim. dispute or other matter in accordance with applicable
Laws and Regulations within sixty days of the date of such
decision. unless otherwise agreed in writing by OWNER and
CONTRACTOR.

9.12. When functioning as interpreter and judge under
paragraphs 9.10 and 9.11. ENGINEER will not show partiality
to OWNER or CONTRACTOR and will not be liable in
connection with any interpretation or decision rendered in
good faith in such capacity. The rendering of a decision by
ENGINEER pursuant to paragraphs 9.10 or 9.11 with respect
to any such claim. dispute or other matter (except any which
have been waived by the making or acceptance of final
payment as provided in paragraph 14.15) will be 2 condition
precedent to any exercise by OWNER or CONTRACTOR of
such rights or remedies as either may otherwise have under the
Contract Documents or by Laws or Regulations in respect of
any such claim, dispute or other matter pursuant to Article 16.

9.13. Limitations on ENGINEER’s Authority and Responsibilities:

9.13.1. Neither ENGINEER's authority or responsibil-
ity under this Article 9 or under any other provision of the
Contract Documents nor any decision made by ENGINEER
in good faith either to exercise or not exercise such authority
or responsibility or the undertaking, exercise or performance
of any authority or responsibility by ENGINEER shall
create. impose or give rise to any duty owed by ENGINEER
1o CONTRACTOR. any Subcontractor. any Supplier, any
other person or organization, or to any surety for or em-
ployee or agent of any of them.
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-13.2.  ENGINEER will not supervise. direct. control
or nave authority over or be responsible for CONTRAC-
TOR's means. methods, techniques, sequences or proce-
dures of construction, or the safety precautions and pro-
grams incident thereto, or for any failure of CONTRACTOR
to comply with Laws and Regulations applicable to the
furnishing or performance of the Work. ENGINEER will not
be responsible for CONTRACTOR s failure to perform or
furnish the Work in accordance with the Contract Docu-
ments.

19.13.3. ENGINEER will not be responsibie for the acts
or omissions of CONTRACTOR or of any Subcontractor,
any Supplier. or of any other person or organization perform-
ing or furnishing any of the Work.

9.13.4. ENGINEER's review of the final Application for
Payment and accompanying documentation and all mainte-
nance and operating instructions, schedules. guarantees.
bonds and certificates of inspection. tests and approvals and
Other documentation required to be delivered by paragraph
14.12 will only be to determine generally that their content
complies with the requirements of. and in the case of
certificates of inspections. tests and approvais that the
results certified indicate compliance with, the Contract Doc-
uments.

9.13.5. The limitations upon authority and responsibility
set forth in this paragraph 9.13 shall aiso apply to ENGI-
NEER’s Consuitants. Resident Project Representative and
assistants.

ARTICLE 10—~CHANGES IN THE WORK

10.1.  Without invalidating the Agreement and without
notice to any surety, OWNER may, at any time or from time
10 time, order additions. deietions or revisions in the Work.
Such additions. deletions or revisions will be authorized by
a Written Amendment. a Change Order, or a Work Change
Directive. Upon receipt of any such document, CONTRAC-
TOR shall promptly proceed with the Work involved which
will be performed under the applicabie conditions of the
Contract Documents (except as otherwise specifically pro-
vided).

10.2.  If OWNER and CONTRACTOR are unable to agree
as to the extent, if any, of an adjustment in the Contract Price
or an adjustment of the Contract Times that should be allowed
as a result of a Work Change Directive. a claim may be made
therefor as provided in Anticle 11 or Article 12.

10.3.  CONTRACTOR shall not be entitled to an increase in
the Contract Price or an extension of the Contract Times with
respect to any Work performed that is not required by the
Contract Documents as amended, modified and supplemented
as provided in paragraphs 3.5 and 3.6 except in the case of an
emergency as provided in paragraph 6.23 or in the case of
uncovering Work as provided in paragraph 13.9.
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10.4. OWNER and CONTRACTOR shall execute appro-
priate Change Orders recommended by ENGINEER (or Writ-
ten Amendments) covering:

10.4.1. changes in the Work which are (i) ordered by
OWNER pursuant 10 paragraph 10.1. (ii) required because of
acceptance of defective Work under paragraph 13.13 or
correcting defective Work under paragraph 13.14. or (iii)
agreed to by the parties;

10.4.2. changes in the Contract Price or Contract Times
which are agreed to by the parties: and

10.4.3. changes in the Contract Price or Contract Times
which embody the substance of any written decision ren-
dered by ENGINEER pursuant to paragraph 9.11;

provided that. in lieu of executing any such Change Order. an
appeal may be taken from any such decision in accordance
with the provisions of the Contract Documents and applicable
Laws and Regulations. but during any such appeal. CON-
TRACTOR shall carry on the Work and adhere to the progress
schedule as provided in paragraph 6.29.

10.5.  If notice of any change affecting the general scope of
the Work or the provisions of the Contract Documents (includ-
ing. but not fimited to. Contract Price or Contract Times) is
required by the provisions of any Bond to be given to a surety,
the giving of any such notice will be CONTRACTOR 's respon-
sibility. and the amount of each appiicable Bond will be
adjusted accordingly.

ARTICLE 11—CHANGE OF CONTRACT PRICE

11.1.  The Contract Price constitutes the total compensa-
tion (subject to authorized adjustments) payable to CON-
TRACTOR for performing the Work. All duties. responsibili-
tiesand obligations assigned to orundertaken by CONTRACTOR
shall be at CONTRACTOR's expense without change in the
Contract Price.

11.2. The Contract Price may only be changed by a Change
Order or by a Written Amendment. Any claim for an adjust-
ment in the Contract Price shall be based on written notice
delivered by the party making the claim to the other party and
to ENGINEER promptly (but in no event later than thirty
days) after the start of the occurrence or event giving rise to the
claim and stating the general nature of the claim. Notice of the
amount of the claim with supporting data shall be delivered
within sixty days after the start of such occurrence or event
(unless ENGINEER allows additional time for claimant to
submit additional or more accurate data in support of the claim)
and shall be accompanied by claimant’s written statement that
the adjustment claimed covers all known amounts to which the
claimant is entitied as a resuit of said occurrence or event. All
claims for adjustment in the Contract Price shall be determined
by ENGINEER in accordance with paragraph 9.11 if OWNER
and CONTRACTOR cannot otherwise agree on the amount
invoived. No claim for an adjustment in the Contract Price will
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be valid if not submitted in accord
12

with this p ph

11.3.  The value of any Work covered by a Change Order or
of any claim for an adjustment in the Contract Price will be
determined as follows:

11.3.1. where the Work invoived is covered by unit

prices contained in the C Dx by appli
of such unit prices to the quantities- of the items involved
(subject to the provisions of p hs 11.9.1 througt

11.9.3, inclusive);

11.3.2. where the Work involved is not covered by unit
prices contained in the Contract Documents, by a mutually
agreed lump sum (which may include an allowance for
overhead and profit not necessarily in accordance with
paragraph 11.6.2);

11.3.3.  where the Work involved is not covered by unit
prices contained in the Contract Documents and agreement
1o a lump sum is not reached under paragraph 11.3.2, on the
basis of the Cost of the Work (determined as provided in
paragraphs 11.4 and 11.5) plus a CONTRACTOR's fee for
overhead and profit (determined as provided in paragraph
11.6).

Cost of the Work:

11.4. The term Cost of the Work means the sum of all costs
necessarily incurred and paid by CONTRACTOR in the proper
performance of the Work. Except as otherwise may be agreed
to in writing by OWNER. such costs shall be in amounts no
higher than those prevailing in the locality of the Project, shall
include only the following items and shall not include any of the
costs itemized in paragraph 11.5:

11.4.1. Payroll costs for employees in the direct empioy
of CONTRACTOR in the performance of the Work under
schedules of job classifications agreed upon by OWNER and
CONTRACTOR. Such employees shall include without lim-
itation superintendents. foremen and other personnel em-
pioyed full- time at the site. Payroll costs for empioyees not
empioyed full time on the Work shall be apportioned on the
basis of their time spent on the Work. Payroll costs shall
include, but not be limited to, salaries and wages plus the
cost of fringe benefits which shall inciude social security
contributi loyment. excise and payroll taxes, work-
ers’ compensation, health and r benefits, b
sick leave, vacation and holiday pay applicable thereto. The
expenses of performing Work after regular working hours,
on Saturday, Sunday or legal holidays, shall be included in
the above 1o the extent authorized by OWNER.

11.4.2. Cost of all materials and equipment furnished and
incorporated in the Work. including costs of transportation
and storage thereof. and Suppliers’ field services required in
connection therewith. All cash discounts shall accrue to
CONTRACTOR uniess OWNER deposits funds with CON-
TRACTOR with which to make payments, in which case the

33

cash discounts shall accrue to OWNER. All trade discounts,
rebates and refunds and returns from sale of surpius materi-
als and equipment shall accrue to OWNER, and CON-
TRACTOR shall make provisions so that they may be

11.43. Payments made by CONTRACTOR to the Sub-
contractors for Work performed or furnished by Subcontrac-
tors. If required by OWNER, CONTRACTOR shall obtain
competitive bids from subcontractors acceptabie to OWNER
and CONTRACTOR and shall deliver such bids to OWNER
who will then determine, with the advice of ENGINEER,
which bids, if any, will be pted. If any sub act
provides that the Subcontractor is to be paid on the basis of
Cost of the Work Plus a fee, the Subcontractor's Cost of the
Work and fee shall be determined in the same manner as
CONTRACTOR's Cost of the Work and fee as provided in
paragraphs 11.4, 11.5, 11.6 and 11.7. All subcontracts shall
be subject to the other provisions of the Contract Documents
insofar as applicable.

11.44. Costs of special consultants (including but not
limited to engineers, architects, testing laboratories, survey-
ors, atomneys and accountants) employed for services spe-
cifically related to the Work.

11.4.5. Suppiemental costs including the following:

11.4.5.1. The proportion of necessary transportation.
travel and subsistence expenses of CONTRACTOR's em-
ployees incurred in discharge of duties connected with the
Work.

11.4.5.2. Cost, including transportation and mainte-
nance, of all materiais. suppii i machinery,
appliances. office and temporary facilities at the site and
hand toois not owned by the workers, which are con-
sumed in the performance of the Work. and cost less
market value of such items used but not consumed which
remain the property of CONTRACTOR.

11.4,5.3. Rentals of all construction equipment and
machinery and the parts thereof whether rented from
CONTRACTOR or others in accordance with rental agree-
ments approved by OWNER with the advice of ENGI-
NEER, and the costs of transportation, loading, unioad-
ing, installation, dismantling and removal thereof—all in
accordance with the terms of said rental agreements. The
rental of any such equipment. machinery or parts shall
cease when the use thereof is no longer necessary for the
Work.

11.45.4. Sales, consumer. use or similar taxes reiated
o the Work, and for which CONTRACTOR s liabie,
imposed by Laws and Regulations.

11.45.5. Deposits lost for causes other than negli-
gence of CONTRACTOR, any Subcontractor or anyone
directly or indirectly employed by any of them or for
whose acts any of them may be liable, and royaity
payments and fees for permits and licenses.
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11.4.5.6. Losses and damages (and reiated exper:-:s)
caused by damage to the Work, not compensatec by
insurance or otherwise, sustained by CONTRACTOR in
connection with the performance and furnishing of the
Work (except losses and damages within the deductible
amounts of property insurance established by OWNER in
accordance with paragraph 5.9), provided they have re-
sulted from causes other than the negligence of CON-
TRACTOR, any Subcontractor, or anyone directly or
indirectly employed by any of them or for whose acts any
of them may be liabie. Such losses shail include settle-
ments made with the written consent and approval of
OWNER. No such losses. damages and expenses shall be
included in the Cost of the Work for the purpose of
determining CONTRACTOR s fee. If, however, any such
loss or damage requires reconstruction and CONTRAC-
TOR is placed in charge thereof, CONTRACTOR shail be
paid for services a fee proportionate to that stated in
paragraph 11.6.2.

11.4.5.7. The cost of utilities, fuel and sanitary facili-
ties at the site.

11.4.5.8.  Minor expenses such as telegrams, long dis-
tance telephone calls. telephone service at the site. ex-
pressage and similar petty cash items in connection with
the Work.

11.4.5.9. Cost of premiums for additional Bonds and
insurance required because of changes in the Work.

11.5. The term Cost of the Work shall not include any of
the following:

11.5.1.  Payroll costs and other compensation of CON-
TRACTOR's officers, executives, principals (of partnership
and sole proprietorships), | i ar-
chitects. estimators. attorneys, auditors, accountants, pur-
chasing and contracting agents, expediters. timekeepers,
clerks and other personnel empioyed by CONTRACTOR
whether at the site or in CONTRACTOR's principal or a
branch office for general administration of the Work and not
specifically included in the agreed upon schedule of job
classifications referred to in paragraph 11.4.1 or specifically
covered by paragraph 11.4.4—all of which are to be consid-
ered administrative costs covered by the CONTRACTOR''s
fee.

1152, Expenses of CONTRACTOR’s principal and
branch offices other than CONTRACTOR's office at the site.

11.53. Any part of CONTRACTOR's capital expenses,
including interest on CONTRACTOR's capital empioyed for
the Work and charges against CONTRACTOR for delin-
quent payments.

11.5.4. Cost of premiums for all Bonds and for ail
insurance whether or not CONTRACTOR is required by the
Contract Documents to purchase and maintain the same
(except for the cost of premiums covered by subparagraph
11.4.5.9 above).

11.5.5. Costs due to the negligence of CONTRAC-
TOR, any Subcontractor, or anyone directly or indi-
rectly employed by any of them or for whose acts any
of them may be liable, inciuding but not limited to, the
correction of defecrive Work, disposal of materials or
equipment wrongly supplied and making good any

damage to property.

Other overhead or general expense costs of any kind
and the costs of any item not specifically and expressly
inciuded in paragraph 11.4.

11.6. The CONTRACTOR's fee allowed to CONTRAC-
TOR for overhead and profit shall be determined as follows:

11.6.1. a mutually acceptable fixed fee; or

11.6.2. if a fixed fee is not agreed upon. then a fee
based on the following percentages of the various
portions of the Cost of the Work:

11.6.2.1. for costs incurred under paragraphs 11.4.1
and 11.4.2, the CONTRACTOR's fee shall be fifteen
percent; .

11.6.2.2. for costs incurred under paragraph !1.4.3.
the CONTRACTOR s fee shall be five percent;

11.6.2.3. where one or more tiers of subcontracts are
on the basis of Cost of the Work pius a fee and no fixed fee
is agreed upon. the intent of paragraphs !1.4.1, 11.4.2.
11.4.3 and 11.6.2 is that the Subcontractor who actually
performs or fumnishes the Work. at whatever tier, will be
paid a fee of fifteen percent of the costs incurred by such
Subcontractor under paragraphs 11.4.1 and 11.4.2 and that
any higher tier Subcontractor and CONTRACTOR wiil
each be paid a fee of five percent of the amount paid to the
next lower tier Subcontractor;

11.6.2.4. no fee shall be payable on the basis of costs
itemized under paragraphs 11.4.4, 11.4.5 and 11.5;

11.6.2.5. the amount of credit to be aliowed by CON-
TRACTOR to OWNER for any change which results in a
net decrease in cost will be the amount of the actual net
decrease in cost plus a deduction in CONTRACTOR's fee
by an amount equal to five percent of such net decrease;
and

11.6.2.6. when both additions and credits are invoived
in any one change, the adjustment in CONTRACTOR's
fee shall be computed on the basis of the net change in
accordance with paragraphs 11.6.2.1 through 11.6.2.5,
inclusive.

TL.7. Whenever the cost of any Work is to be determined
pursuant to paragraphs 11.4 and 11.5, CONTRACTOR will
establish and maintain records thereof in accordance with
g lly pted ing practices and submit in form
acceptable to ENGINEER an itemized cost breakdown  to-
gether with supporting data.
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Cash Allowances:

11.8. Itis understood that CONTRACTOR has included in
the Contract Price all allowances so named in the Contract
Documents and shall cause the Work so covered to be fur-
nished and performed for such sums as may be acceptable to
OWNER and ENGINEER. CONTRACTOR agrees that:

11.8.1. the allowances include the cost to CONTRAC-
TOR (less any licable trade di of materials and
equipment required by the allowances to be delivered at the
site, and all applicable taxes; and

11.8.2. CONTRACTOR's costs for unioading and han-
dling on the site, labor. installation costs, overhead, profit
and other expenses contemplated for the aliowances have
been included in the Contract Price and not in the allowances
and no demand for additional payment on account of any of
the foregoing will be valid.

Prior to final payment. an appropriate Change Order will be
issued as recommended by ENGINEER to reflect actual
amounts due CONTRACTOR on account of Work covered by
allowances. and the Contract Price shall be correspondingly
adjusted.

11.9. Unit Price Work:

11.9.1. Where the Contract Documents provide that all
or part of the Work is to be Unit Price Work. initially the
Contract Price will be deemed to include for all Unit Price
Work an amount equal to the sum of the established unit
price for each separately identified item of Unit Price Work
times the estimated quantity of each item as indicated in the
Agreement. The estimated quantities of items of Unit Price
Work are not guaranteed and are solely for the purpose of
comparison of Bids and determining an initial Contract
Price. Determinations of the actual quantities and classifica-
tions of Unit Price Work performed by CONTRACTOR will
be made by ENGINEER in accordance with paragraph 9. 10.

11.9.2. Each unit price will be deemed to include an
amount considered by CONTRACTOR to be adequate to
cover CONTRACTOR's overhead and profit for cach sepa-
rately identified item.

11.9.3. OWNER or CONTRACTOR may make a claim
for an adjustment in the Contract Price in accordance with
Article 11 if:

11.9.3.1. the quantity of any item of Unit Price Work
performed by CONTRACTOR differs materially and sig-
nificantly from the estimated quantity of such item indi-
cated in the Agreement; and

11.9.3.2. there is no corresponding adjustment with
respect to any other item of Work: and

11.9.3.3.  if CONTRACTOR believes that CONTRAC-
TOR is entitied to an increase in Contract Price as a resuit
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of having incurred additional expense or OWNER be-
lieves that OWNER is entitled to a decrease in Contract
Price and the parties are unabie to agree as to the amount
of any such increase or decrease.

ARTICLE 12—CHANGE OF CONTRACT TIMES

12.1. The Contract Times (or Milestones) may only be
changed by a Change Order or 2 Written Amendment. Any
claim for an adjustment of the Contract Times (or Milestones)
shall be based on written notice delivered by the party making
the claim to the other party and to ENGINEER promptly (but
in no event later than thirty days) after the occurrence of the
event giving rise to the claim and stating the general nature of
the claim. Notice of the extent of the claim with supporting
data shall be delivered within sixty days after such occurrence
(uniess ENGINEER allows an additional period of time to
ascertain more accurate data in support of the claim) and shall
be accompanied by the claimant’s written statement that the
adjustment claimed is the entire adjustment to which the
claimant has reason to believe it is entitied as a resuit of the
occurrence of said event. All claims for adjustment in the
Contract Times (or Milestones) shall be determined by ENGI-
NEER in accordance with paragraph 9.11 if OWNER and
CONTRACTOR cannot otherwise agree. No claim for an
adjustment in the Contract Times (or Milestones) will be valid
if not submitted in accordance with the requirements of this
paragraph 12.1.

12.2. All time limits stated in the Contract Documents are
of the essence of the Agreement.

12.3. Where CONTRACTOR is prevented from complet-
ing any part of the Work within the Contract Times (or
Milestones) due to delay beyond the control of CONTRAC-
TOR. the Contract Times (or Milestones) will be extended in an
amount equal to the time lost due to such delay if a claim is
made therefor as provided in paragraph 12.1. Delays beyond
the control of CONTRACTOR shall inciude. but not be limited
t0. acts or neglect by OWNER. acts or neglect of utility owners
or other contractors performing other work as contemplated by
Article 7, fires. floods, epidemics, abnormal weather condi-
tions or acts of God. Delays attributable to and within the
control of a Subcontractor or Suppiier shall be deemed to be
dejays within the control of CONTRACTOR.

12.4. Where CONTRACTOR is prevented from complet-
ing any part of the Work within the Contract Times (or
Milestones) due to delay beyond the control of both OWNER
and CONTRACTOR, an extension of the Contract Times (or
Milestones) in an amount equal to the time lost due to such
delay shail be CONTRACTOR s soie and exclusive remedy for
such deiay. In no event shall OWNER be jiable to CONTRAC-
TOR. any Subcontractor, any Supplier, any other person or
organization, or to any surety for or employee or agent of any
of them. for damages arising out of or resuiting from (i) delays
caused by or within the control of CONTRACTOR, or (ii)
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delays beyond the control of both parties including but not

limited to fires, floods, epidemics, abnormal weather condi-

tions, acts of God or acts or neglect by utility owners or

other contractors performing other work as contemplated by
ticle 7.

ARTICLE 13—TESTS AND INSPECTIONS:
CORRECTION, REMOVAL OR
ACCEPTANCE OF DEFECTIVE WORK

13.1. Notice of Defects: Prompt notice of all defective
Work of which OWNER or ENGINEER have actual knowl-
edge will be given to CONTRACTOR. All defective Work
may be rejected, corrected or accepted as provided in this
Article 13.

Access to Work:

13.2. OWNER, ENGINEER, ENGINEER's Consultants,
other representatives and personnei of OWNER, independent
testing laboratories and governmental agencies with jurisdic-
tional interests will have access 1o the Work at reasonabie times
for their observation, inspecting and testing. CONTRACTOR
shall provide them proper and safe conditions for such access
and advise them of CONTRACTOR's site safety procedures
and programs so that they may comply therewith as appiicable.

Tests and Inspections:

13.3. CONTRACTOR shall give ENGINEER timely no-
tice of readiness of the Work for ail required inspections, tests
or approvals, and shall cooperate with inspection and testing
personnel to facilitate required inspections or tests.

13.4. OWNER shall empioy and pay for the services of an
independent testing laboratory to perform all inspections, tests,
or approvals required by the Contract Documents except:

13.4.1.  for inspections,
paragraph 13.5 below;

tests or approvals covered by

13.4.2. that costs incurred in connection with tests or
inspections conducted pursuant to paragraph 13.9 below
shall be paid as provided in said paragraph 13.9; and

13.4.3. as otherwise specifically provided in the Con-
tract Documents.

13.5. If Laws or Regulations of any public body having
Junisdiction require any Work (or part thereof) specifically to be
inspected, tested or approved by an employee or other repre-
seqtative of such public body, CONTRACTOR shall assume
full responsibility for arranging and obtaining such inspections,
tests or approvals, pay all costs in connection therewith, and
furnish ENGINEER the required certificates of inspection, or

36

approval. CONTRACTOR shall also be responsibie for arrang-
ing and obtaining and shall pay all costs in connection with any
inspections, tests or approvals required for OWNER's and
ENGINEER's acceptance of materials or equipment to be
incorporated in the Work. or of materiaiz. mix designs, or
equipment submitted for approval prior te CONTRACTOR's
purchase thereof for incorporation in the Work.

13.6. If any Work (or the work of others) that is o be
inspected, tested or approved is covered by CONTRACTOR
without written concurrence of ENGINEER. it must. if re-
quested by ENGINEER. be uncovered for observation.

13.7.  Uncovering Work as provided in paragraph 3.6 shall
be at CONTRACTOR's expense uniess CONTRACTOR has
given ENGINEER timely notice of CONTRACTOR's inten-
tion to cover the same and ENGINEER has not acted with
reasonable promptness in response to such notice.

Uncovering Work:

13.8. If any Work is covered contrary to the written request
of ENGINEER. it must. if requested bv ENGINEER. be
uncovered for ENGINEER's observation and replaced at

CONTRACTOR's expense.

13.9. If ENGINEER considers it necessary or advisable
that covered Work be observed by ENGINEER or inspected
or tested by others, CONTRACTOR. at ENGINEER's re-
quest. shall uncover, expose or otherwise make available for
observation, inspection or testing as ENGINEER may require, .
that portion of the Work in question. furnishing all necessary
labor, material and equipment. If it is found that such Work is
defective. CONTRACTOR shall pay all claims. costs. losses
and damages caused by, arising out of or resulting from such
uncovering, exposure, observation, inspection and testing and
of satisfactory replacement or reconstruction (including but not
limited to all costs of repair or replacement of work of others);
and OWNER shall be entitled to an appropriate decrease in the
Contract Price. and. if the parties are unable to agree as to the
amount thereof, may make a claim therefor as provided in
Article 11. If. however, such Work is not found 10 be defective,
CONTRACTOR shall be allowed an increase in the Contract
Price or an extension of the Contract Times (or Milestones), or
both, directly attributable to such uncovering, exposure, ob-
servation, inspection, testing, replacement and reconstruction:
and. if the parties are unabie to agree as to the amount or extent
thereof, CONTRACTOR may make a claim therefor as pro-
vided in Articles 11 and 12.

OWNER May Stop the Work:

13.10. If the Work is defective, or CONTRACTOR fails to
supply sufficient skilled workers or suitable materiais or equip-
ment, or fails to furnish or perform the Work in such a way that
the compieted Work will conform to the Contract Documents,
OWNER may order CONTRACTOR to stop the Work, or any
portion thereof, until the cause for such order has been
climinated; however, this right of OWNER to stop the Work

GC/40



shall not give rise to any duty on the part of OWNER to
exercise this right for the benefit of CONTRACTOR or any
surety or other party.

Correction or Removal of Defective Work:

13.11. " If required by ENGINEER, CONTRACTOR shall
promptly, as directed, either correct all defective Work, whether
or not fabricated. installed or completed, o, if the Work has
been rejected by ENGINEER, remove it from the site and
replace it with Work that is not defective. CONTRACTOR shall
pay all claims, costs. losses and damages caused by or resuiting
from such correction or removal (inciuding but not limited to all
costs of repair or repiacement of work of others).

13.12. Correction Period:

13.12.1. If within one year after the date of Substantial
Completion or such longer period of time as may be pre-
scribed by Laws or Regulations or by the terms of any
applicable special guarantee required by the Contract Doc-
uments or by any specific provision of the Contract Docu-
ments. any Work is found to be defecrive, CONTRACTOR
shall promptly, without cost to OWNER and in accordance
with OWNER's written instructions: (i) correct such defec-
tive Work. or, if it has been rejected by OWNER. remove it
from the site and replace it with Work that is not defective.
and (ii) satisfactorily correct or remove and repiace any
damage to other Work or the work of others resuiting
therefrom. If CONTRACTOR does not promptly compiy
with the terms of such instructions. or in an emergency
where delay would cause serious risk of loss or damage,
OWNER may have the defective Work corrected or the
rejected Work removed and replaced, and all ciaims, costs.
losses and damages caused by or resulting from such re-
moval and replacement (including but not limited to all costs
of repair or reptacement of work of others) will be paid by
CONTRACTOR.

13.12.2. In special circumstances where a particular item
of equipment is placed in continuous service before Substan-
tial Completion of all the Work, the correction period for that
item may start to run from an eariier date if so provided in
the Specifications or by Written Amendment.

13.12.3. Where defective Work (and damage to other
Work resulting therefrom) has been corrected. removed or
replaced under this paragraph 13.12, the correction period
hereunder with respect to such Work will be extended for an
additional period of one year after such correction or re-
moval and rep has been satisfactorily leted

Acceptance of Defectve Work:

13.13. If, instead of requiring correction or removal and
replacement of defective Work, OWNER (and, prior to ENGI-
NEER'’s recommendaton of final payment, also ENGINEER)
prefers to accept it, OWNER may do so. CONTRACTOR shall
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pay all claims. costs. losses and damages attributable to
OWNER's evaluation of and determination to accept such
defective Work (such costs to be approved by ENGINEER as
to reasonableness). If any such acceptance occurs prior to
ENGINEER's recommendation of finai payment, a Change
Order wiil be issued incorporating the necessary revisions in
the Contract Documents with respect to the Work:and OWNER
shall be entitled to an appropriate decrease in the Contract
Price, and. if the parties are unable to agree as to the amount
thereof, OWNER may make a claim therefor as provided in
Article 11. If the acceptance occurs after such recommenda-
tion. an appropriate amount will be paid by CONTRACTOR to
OWNER.

OWNER May Correct Defective Work:

13.14. If CONTRACTOR fails within a reasonable time
after written notice from ENGINEER to correct defecrive
Work or to remove and replace rejected Work as required by
ENGINEER in accordance with paragraph 13.11, or if CON-
TRACTOR fails to perform the Work in accordance with the
Contract Documents. or if CONTRACTOR fails to comply
with any other provision of the Contract Documents. OWNER
may, after seven days’ written notice to CONTRACTOR.
correct and remedy any such deficiency. In exercising the
rights and remedies under this paragraph OWNER shall pro-
ceed expeditiously. In connection with such corrective and
remedial action. OWNER may exclude CONTRACTOR from
all or part of the site. take possession of all or part of the Work.
and suspend CONTRACTOR's services reiated thereto, take
possession of CONTRACTOR's tools. appliances. construc-
tion equipment and machinery at the site and incorporate in the
Work all materials and equipment stored at the site or for which
OWNER has paid CONTRACTOR but which are stored
elsewhere. CONTRACTOR shall allow OWNER. OWNER’s
representatives, agents and employees. OWNER's other con-
tractors and ENGINEER and ENGINEER's Consuitants ac-
cess to the site to enable OWNER 10 exercise the rights and
remedies under this paragraph. All claims. costs. losses and
damages incurred or sustained by OWNER in exercising such
rights and remedies will be charged against CONTRACTOR
and a Change Order will be issued incorporating the necessary
revisions in the Contract Documents with respect to the Work:
and OWNER shall be entitled to an appropriate decrease in the
Contract Price, and, if the parties are unable to agree as to the
amount thereof. OWNER may make a claim therefor as
provided in Article 11. Such claims. costs. losses and damages
will include but not be limited to all costs of repair or replace-
ment of work of others destroyed or damaged by correction.
removal or replacement of CONTRACTOR's defective Work.
CONTRACTOR shall not be ailowed an extension of the
Contract Times (or Milestones) because of any delay in the
performance of the Work attributable to the exercise by OWNER
of OWNER's rights and remedies hereunder. '

ARTICLE 14—PAYMENTS TO CONTRACTOR AND
COMPLETION

Schedule of Values:

14.1. The schedule of values established as provided ;n.
paragraph 2.9 wiil serve as the basis for progress payments and
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will be incorporated into a form of Application for Payment
acceptable to ENGINEER. Progress payments on account of
Unit Price Work will be based on the number of units com-
pleted.

Application for Progress Payment:

14.2. At least twenty days before the date established for
each progress payment (but not more often than once a
month), CONTRACTOR shall submit to ENGINEER for
review an Application for Payment filled out and signed by
CONTRACTOR covering the Work compieted as of the date
of the Application and accompanied by . such supporting
documentation as is required by the Contract Documents. If
payment is requested on the basis of materials and equip-
ment not incorporated in the Work but delivered and suitably
stored at the site or at another location agreed to in writing,
the Application for Payment shall aiso be accompanied by a
bill of sale. invoice or other documentation warranting that
OWNER has received the materials and equipment free and
clear of all Liens and evidence that the materials and
equipment are covered by appropriate property insurance
and otherarrangements to protect OWNER 's interest therein,
all of which will be satisfactory to OWNER. The amount of
rewinage with respect to progress payments will be as
stipulated in the Agreement.

CONTRACTOR’s Warranty of Title:

14.3. CONTRACTOR warrants and guarantees that title to
all Work. materials and equipment covered by any Appiication
for Payment. whether incorporated in the Project or not. will
pass to OWNER no later than the time of payment free and
clear of all Liens.

Review of Applications for Progress Payment:

14.4. ENGINEER will. within ten days after receipt of
each Application for Payment. either indicate in writing a
recommendation of payment and present the Application to
OWNER. or return the Application to CONTRACTOR indi-
cating in writing ENGINEER's reasons for refusing to recom-
mend payment. In the latter case, CONTRACTOR may make
the necessary corrections and resubmit the Appiication. Ten
days after presentation of the Application for Payment to
OWNER with ENGINEER's recommendation, the amount
recommended will (subject to the provisions of the last sen-
tence of paragraph 14.7) become due and when due will be paid
by OWNER to CONTRACTOR.

145. ENGINEER's recommendation of any payment re-
quested in an Application for Payment will constitute a repre-
sentation by ENGINEER to OWNER, based on ENGINEER's
on-site observations of the executed Work as an experienced
and qualified design professional and on ENGINEER's review
of the Application for Payment and the accompanying. data and
schedules, that to the best of ENGINEER's knowledge, infor-
mation and belief:

14.5.1.  the Work has progressed to the point indicated.

14.5.2. the quality of the Work is generally in accor-
dance with the Contract Documents (subject to an evalu-
ation of the Work as a functioning whoie prior to or upon
Substan:ial Compietion. to the results of any subsequent
tests calied for in the Contract Documents. t0 a final
determination of quantities and ciassifications for Unit
Price Work under paragraph 9.10. and to any other quali-
fications stated in the recommendation). and

14.5.3. the conditions precedent to CONTRACTOR's
being entitled to such payment appear to have been
fulfilied in so far as it is ENGINEER's responsibility to
observe the Work.

However. by recommending any such payment ENGINEER
will not thereby be deemed to have represented that: (i)
exhaustive or continuous on-site inspections have been made
to check the quality or the quantity of the Work bevond the
responsibilities specifically assigned to ENGINEER in the
Contract Documents or (ii) that there may not be other matters
or issues between the parties that might entitle CONTRAC-
TOR to be paid additionally by OWNER or entitie OWNER to
withhold payment to CONTRACTOR.

14.6. ENGINEER's recommendation of any payment. in-
cluding final payment. shall not mean that ENGINEER is
responsibie for CONTRACTOR 's means. methods. technigues.
sequences or procedures of construction, or the safety precau-
tions and programs incident thereto. or for any failure of
CONTRACTOR to comply with Laws and Reguiations appli-
cable to the furnishing or performance of Work. or for any
failure of CONTRACTOR 1o perform or furnish Work in
accordance with the Contract Documents.

14.7. ENGINEER may refuse to recommend the whole or
any part of any payment if. in ENGINEER s opinion. it would
be incorrect to make the representations to OWNER referred
t0 in paragraph 14.5. ENGINEER may also refuse to recom-
mend any such payment. or. because of subsequently discov-
ered evidence or the resuits of subsequent inspections or tests,
nullify any such payment previously recommended. to such
extent as may be necessary in ENGINEER'’s opinion to
protect OWNER from loss because:

14.7.1. the Work is defective, or completed Work has
been damaged requiring correction or replacement,

14.7.2. the Contract Price has been reduced by Writ-
ten Amendment or Change Order,

14.7.3.  OWNER has been required to correct defec-
tive Work or complete Work in accordance with paragraph
13.14, or

14.7.4. ENGINEER has actual knowledge of the oc-

currence of any of the events enumerated in paragraphs
15.2.1 through 15.2.4 inclusive.

OWNER may refuse to make payment of the full amount
recommended by ENGINEER because:

14.7.5. claims have been made against OWNER on
account of CONTRACTORS performance or furnishing of
the Work,
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14.7.6. Liens have been filed in connection with the
Work, except where CONTRACTOR has delivered a
specific Bond satisfactory to OWNER to secure the
satisfaction and discharge of such Liens,

14.7.7. there are other items entitling OWNER to a
set-off against the amount recommended, or

14.7.8. OWNER has actual knowledge of the occur-
rence of any of the events enumerated in paragraphs
14.7.1 through 14.7.3 or paragraphs 15.2.1 through 15.2.4
inclusive;

»ut OWNER must give CONTRACTOR immediate written
iotice (with a copy to ENGINEER) stating the reasons for
iuch action and promptly pay CONTRACTOR the amount so
vithheld. or any adjustment thereto agreed to by OWNER and
ZONTRACTOR. when CONTRACTOR corrects to OWN-
ZR's satisfaction the reasons for such action.

Jubstantial Completion:

14.8. When CONTRACTOR considers the entire Work
eady for its intended use CONTRACTOR shall notify OWNER
nd ENGINEER in writing that the entire Work is substantiaily
:ompiete (except for items specifically listed by CONTRAC-
OR as incompiete) and request that ENGINEER issue a
ertificate of Substantial Completion. Within a reasonable time
hereafter, OWNER. CONTRACTOR and ENGINEER shall
nake an inspection of the Work to determine the status of
ompletion. If ENGINEER does not consider the Work sub-
antally complete, ENGINEER will notify CONTRACTOR
1 writing giving the reasons therefor. If ENGINEER considers
he Work substantiaily complete, ENGINEER will prepare and
eliver to OWNER a tentative certificate of Substantial Com-
tetion which shait fix the date of Substantai Compietion.
"here shall be attached to the certificate a tentative list of items
> be compieted or corrected before final payment. OWNER
hall have seven days after receipt of the tentative certificate
uring which to make written objection to ENGINEER as to
ny provisions of the certificate or attached list. If. after
onsidering such objections, ENGINEER conciudes that the
Vork is not substantiaily complete, ENGINEER will within
urteen days after submission of the tentative certificate to
JWNER notify CONTRACTOR in writing, stating the reasons
1erefor. If, after consideration of OWNER's objections, EN-
iINEER considers the Work substantially compiete, ENGI-
{EER will within said fourteen days execute and deliver to
JWNER and CONTRACTOR a definitive certificate of Sub-
tantial Completion (with a revised tentative list of items to be
ompieted or comected) reflecting such changes from the
:ntative certificate as ENGINEER believes justified after
onsideration of any objections from OWNER. At the time of
clivery of the tentative certificate of Substantial Compietion
NGINEER will deliver to OWNER and CONTRACTOR a
itten recommendation as to division of responsibilities pend-
1g final payment between OWNER and CONTRACTOR with
:Spect to security, operation, safety, maintenance, heat, utili-
es, insurance and warranties and guarantees. Uniess OWNER
1d CONTRACTOR agree otherwise in writing and so inform
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ENGINEER in writing prior to ENGINEER’s issuing the
definitive certificate of Substantial Compietion. ENGINEER's
aforesaid recc dation will be binding on OWNER and
CONTRACTOR until final payment.

14.9. OWNER shall have the right to exclude CONTRAC-
TOR from the Work after the date of Substantial Completion,
but OWNER shall ailow CONTRACTOR reasonable access to
complete or correct items on the tentative list.

Pardal Utilization:

14.10. Use by OWNER at OWNER’s option of any sub-
stantiaily completed part of the Work which: (i} has specifically
been identified in the Contract Documents, or (i) OWNER.
ENGINEER and CONTRACTOR agree constitutes a sepa-
rately functioning and usable part of the Work that can be used
by OWNER for its intended purpose without significant inter-
ference with CONTRACTOR's performance of the remainder
of the Work. may be accomplished prior to Substantial Com-
pletion of all the Work subject to the following:

14.10.1. OWNER at any time may request CON-
TRACTOR in writing to permit OWNER 1o use any such
part of the Work which OWNER believes to be ready for
its intended use and substantially compiete. If CON-
TRACTOR agrees that such part of the Work is substan-
taily complete, CONTRACTOR will certify to OWNER
and ENGINEER that such part of the Work is substan-
tially complete and request ENGINEER to issue a certif-
icate of Substantial Completion for that part of the Work.
CONTRACTOR at any time may notify OWNER and
ENGINEER in writing that CONTRACTOR considers
any such part of the Work ready for its intended use and
substantially compiete and request ENGINEER to issue a
certificate of Substantial Compietion for that part of the
Work. Within a reasonable time after either such request,
OWNER. CONTRACTOR and ENGINEER shall make
an inspection of that part of the Work to determine its
status of completion. If ENGINEER does not consider
that part of the Work to be substantially compiete. ENGI-
NEER will notify OWNER and CONTRACTOR in writ-
ing giving the reasons therefor. If ENGINEER considers
that part of the Work to be substantially compiete, the *
provisions of paragraphs 14.8 and 14.9 will apply with
respect to certification of Substantial Compietion of that
part of the Work and the division of responsibility in
respect thereof and access thereto.

14,10.2. No ¢ Y or sep of part
of the Work will be accomplished prior to compliance with
the requirements of paragraph 5.15 in respect of property
insurance.

Final Inspection:

14.11.  Upon written notice from CONTRACTOR that the
entire Work or an agreed portion thereof is compiete, ENGI-
NEER will make a final inspection with OWNER and CON-
TRACTOR and will notify CONTRACTOR in writing of all
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particulars in which this inspection reveals that the Work is
incomplete or defective. CONTRACTOR shall immediately
take such measures as are necessary to compiete such Work or
remedy such deficiencies.

Final Application for Payment:

14.12.  After CONTRACTOR has completed all such cor-
rections to the satisfaction of ENGINEER and delivered in
accordance with the Contract Documents ail maintenance and
operating instructions, scheduies. guarantees, Bonds. certifi-
cates or other evidence of insurance required by paragraph 5.4,
certificates of inspection. marked-up record documents (as
provided in paragraph 6.19) and other documents. CONTRAC-
TOR may make application for final payment following the
procedure for progress payments. The final Application for
Payment shall be accompanied (except as previously delivered)
by: (i) all documentation called for in the Contract Documents,
including but not limited 1o the evidence of insurance required
by subparagraph 5.4.13, (ii) consent of the surety, if any. to final
payment. and (iii) complete and legally effective reieases or
waivers (satisfactory to OWNER) of all Liens arising out of or
filed in connection with the Work. In lieu of such releases or
waivers of Liens and as approved by OWNER. CONTRAC-
TOR may furnish receipts or refeases in full and an affidavit of
CONTRACTOR that: (i) the releases and receipts include all
labor. services, material and equipment for which a Lien couid
be filed, and (ii) all payrolis, material and equipment bills and
other indebtedness connected with the Work for which OWNER
or OWNER's property might in any way be responsible have
been paid or otherwise satisfied. If any Subcontractor or
Supplier fails to furnish such a release or receipt in full,
CONTRACTOR may furnish a Bond or other collateral satis-
factory to OWNER to indemnify OWNER against any Lien.

Final Payment and Acceptance:

14.13.If, on the basis of ENGINEER's observation of the
Work during construction and final inspection, and ENGI-
NEER's review of the final Application for Payment and
accompanying documentation as required by the Contract
Documents, ENGINEER is satisfied that the Work has been
compieted and CONTRACTOR's other obligations under the
Contract Documents have been fulfilled, ENGINEER will,
within ten days after receipt of the final Application for
Payment, indicate in writing ENGINEER's recommendation
of payment and present the Appiication to OWNER for pay-
ment. At the same time ENGINEER will also give written
notice to OWNER and CONTRACTOR thar the Work is
acceptable subject to the provisions. of paragraph 14.15. Oth-
erwise, ENGINEER will return the Application to.CON-
TRACTOR, indicating in writing the reasons for refusing to
recommend final payment, in which case CONTRACTOR shail
make the necessary corrections and resubmit the Application.
Thirty days after the presentation 10 OWNER of the Applica-
tion and accompanying documentation. in appropriate form
and substance and with ENGINEER's recommendation and
notice of acceptability, the amount recommended by ENGI-
NEER will become due and will be paid by OWNER to

40

CONTRACTOR.

14.14. If, through no fault of CONTRACTOR. final com-
pietion of the Work is significantly delayed and if ENGINEER
so confirms. OWNER shall. upon receipt of CONTRACTOR s
final Appiication for Payment and recommendation of ENGI-
NEER, and without terminating the Agreement. make pay-
ment of the balance due for that portion of the Work fully
compieted and accepted. If the remaining balance to be held by
OWNER for Work not fully completed or corrected is less than
the retainage stipulated in the Agr and if Bonds have
been furnished as required in paragraph $.1. the written con-
sent of the surety to the payment of the balance due for that
portion of the Work fully compieted and accepted snall be
submitted by CONTRACTOR to ENGINEER with the Appli-
cation for such payment. Such payment shall be made under
the terms and conditions governing final payment, except that
it shall not constitute a waiver of claims.

Waiver of Claims:

14.15. The making and acceptance of final payment will
constitute:

14.15.1. a waiver of all claims by OWNER against
CONTRACTOR. except claims arising from unsettled Liens.
from defective Work appearing after final inspection pursu-
ant to paragraph 14.11. from failure to comply with the
Contract Documents or the terms of any special guarantees
specified therein. or from CONTRACTOR's continuing ob-
ligations under the Contract Documents: and

14.15.2. awaiverofall claims by CONTRACI’OR against
OWNER other than those previously made in writing and
still unsettied.

ARTICLE 15—SUSPENSION OF WORK AND
TERMINATION

OWNER May Suspend Work:

15.1. At any time and without cause. OWNER may sus-
pend the Work or any portion thereof for a period of not more
than ninety days by notice in writing to CONTRACTOR and
ENGINEER which will fix the date on which Work will be
resumed. CONTRACTOR shall resume the Work on the date
so fixed. CONTRACTOR shall be allowed an adjustment ir: the
Contract Price or an extension of the Contract Times, or --th,
directly attributable to any such suspension if CONTRAC /)R
makes an approved claim therefor as provided in Articles 11
and 12.

OWNER May Terminate:

15.2. Upon the occurrence of any one or more of the
following events:
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15.2.1. if CONTRACTOR persistently fails to perform
the Work in accordance with the Contract Documents (in-
cluding, but not limited to, failure to supply sufficient skiiled
workers or suitable materials or equipment or failure to
adhere to the progress schedule established under paragraph
2.9 as adjusted from time to time pursuant to paragraph 6.6);

15.2.2. if CONTRACTOR disregards Laws or Regula-
tions of any public body having jurisdiction;

15.2.2. if CONTRACTOR disregards the authority of
ENGINEER; or

15.2.4. if CONTRACTOR otherwise violates in any sub-
stantial way any provisions of the Contract Documents:

JWNER may, after giving CONTRACTOR (and the surety.
fany,) seven days’ written notice and to the extent permit-
sd by Laws and Regulations. terminate the services of
!ONTRACTOR. exclude CONTRACTOR from the site and
ke possession of the Work and of all CONTRACTOR's
d0ls. appliances, construction equipment and machinery at
1€ site and use the same to the full extent they could be used
y CONTRACTOR (without liability to CONTRACTOR for
'espass or conversion). incorporate in the Work all materi-
Is and equipment stored at the site or for which OWNER
as paid CONTRACTOR but which are stored eisewhere.
nd finish the Work as OWNER may deem expedient. In
1ch case CONTRACTOR shall not be entitled to receive
ny further payment until the Work is finished. If the unpaid
alance of the Contract Price exceeds all claims. costs.
'sses and damages sustained by OWNER arising out of or
:sulting from compieting the Work such excess will be paid
1 CONTRACTOR. If such ciaims. costs. losses and dam-
jes exceed such unpaid balance. CONTRACTOR shall pay
i difference to OWNER. Such claims. costs. losses and
umages incurred by OWNER will be reviewed by ENGI-
EER as to their reasonableness and when so approved by
NGINEER incorporated in a Change Order. provided that
hen exercising any rights or remedies under this paragraph
WNER shall not be required to obtain the lowest price for
e Work performed.

15.3.  Where CONTRACTOR's services have been so ter-
inated by OWNER, the termination will not affect any rights
remedies of OWNER against CONTRACTOR then existing
which may thereafter accrue. Any retention or payment of
aneys due CONTRACTOR by OWNER will not release
INTRACTOR from liability.

154. Upon seven days’ wrinten notice to CONTRACTOR
d ENGINEER, OWNER may, without cause and without
sjudice to any other right or remedy of OWNER. elect 10
minate the Agreement. In such case. CONTRACTOR shall
paid (without dupiication of any items):

15.4.1. for ieted and acceptabie Work d in
iccordance with the Contract Documents prior to the effec-
ive date of termination, including fair and reasonable sums
‘or overhead and profit on such Work:
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15.4.2. for expenses sustained prior to the effective date
of termination in performing services and furnishing labor.
materials or equipment as required by the Contract Docu-
ments in connection with uncompleted Work., plus fair and
reasonable sums for overhead and profit on such expenses;

15.4.3. forall claims. costs. losses and damages incurred
in settlement of terminated contracts with Subcontractors,
Suppliers and. others: and

15.4.4. for reasonable expenses directly attributable to
termination.

CONTRACTOR shall not be paid on account of loss of
anticipated profits or revenue or other economic loss arising
out of or resulting from such termination.

CONTRACTOR May Stop Work or Terminate:

15.5. If, through no act or fauit of CONTRACTOR. the
Work is suspended for a period of more than ninety days by
OWNER or under an order of court or other public author-
ity. or ENGINEER fails to act on any Application for
Payment within thirty days after it is submitted or OWNER
fails for thirty days to pay CONTRACTOR any sum finally
determined to be due, then CONTRACTOR may, upon
seven days’ written notice to OWNER and ENGINEER.
and provided OWNER or ENGINEER do not remedy such
suspension or failure within that time. terminate the Agree-
ment and recover from OWNER payment on the same terms
as provided in paragraph 15.4. In lieu of terminating the
Agreement and without prejudice to any other right or
remedy. if ENGINEER has failed to act on an Application
for Payment within thirty days after it is submitted. or
OWNER has failed for thirty days to pay CONTRACTOR
any sum finally determined to be due, CONTRACTOR may
upon seven day’s written notice 0o OWNER and ENGI-
NEER stop the Work until payment of all such amounts due
CONTRACTOR, including interest thereon. The provisions
of this paragraph 15.5 are not intended to preclude CON-
TRACTOR from making claim under Articles 11 and 12 for
an increase in Contract Price or Contract Times or otherwise
for expenses or damage directly attributable to CONTRAC-
TOR's stopping Work as permitted by this paragraph.

ARTICLE 16—DISPUTE RESOLUTION

If and to the extent that OWNER and CONTRACTOR have
agreed on the method and procedure for resoiving disputes
between them that may arise under this Agreement, such
dispute resolution method and procedure, if any, shail be as set
forth in Exhibit GC-A., **Dispute Resoiution Agreement,” to be
arached hereto and made a part hereof. If no such agreement
on the method and procedure for resoiving such disputes has
been reached. and subject to the provisions of paragraphs 9. 10,
9.11, and 9.12, OWNER and CONTRACTOR may exercise
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such rights or remedies as either may otherwise have under the
Contract Documents or by Laws or Regulations in respect of
any dispute.

ARTICLE 17—MISCELLANEOUS

Giving Nodice: =

17.1. Whenever any provision of the Contract Documents
requires the giving of written notice, it will be deemed to have
been validly given if delivered in person to the individual or to
a member of the firm or to an officer of the corporation for
whom it is intended, or if delivered at or sent by registered or
certified mail, postage prepaid. to the last business address
known to the giver of the notice.

Computation of Times:

17.2.1. When any period of time is referred to in the
Contract Documents by days, it will be computed to exclude
the first and include the last day of such period. If the last day
of any such period falls on a Saturday or Sunday or on a day
made a legal holiday by the law of the applicable jurisdiction,
such day will be omitted from the computation.

17.2.2. A calendar day of twenty-four hours

act of the other party or of any of the other party's employees
Or agents or others for whose acts the other party is legaily
liabie, claim will be made in writing to the other party within a
reasonable time of the first observance of such injury or
damage. The provisions of this paragraph 17.3 shall not be
construed as a substitute for or a waiver of the provisions of
any applicable statute of limitations or repose.

Cumulative Remedies:

17.4.  The duties and obligations imposed by these General
Conditions and the rights and remedies available hereunder to
the parties hereto. and. in particufar but without limitation. the
warranties, and obligati imposed upon CON-
TRACTOR by paragraphs 6.12. 6.16. 6.30. 6.31. 6.32. 13.1.
13.12, 13.14. 14.3 and 15.2 and all of the rights and remedies
available 1o OWNER and ENGINEER thereunder. are in
addition to, and are not to be construed in any way as a
limitation of. any rights and remedies availabie to any or all of
them which are otherwise imposed or available by Laws or
Reguiations, by special warranty or guarantee or by other
provisions of the Contract Documents. and the provisions of
this paragraph will be as effective as if repeated specifically in
the Contract Documents in connection with each particular
duty, obligation, right and remedy to which they apply.

from midnight to the next midnight will constitute a day.

Notice of Claim:

17.3.  Shouid OWNER or CONTRACTOR suffer injury or
damage to person or property because of any error, omission or

Professional Fees and Court Costs Inciuded:

/)

17.5.  Whenever reference is made to **claims. costs. losses
and damages.™ it shall include in each case. but not be limited
to. all fees and charges of engineers. architects. attorneys and
other professionals and all court or arbitration or other dispute
resoiution costs.

[The remainder of this page was left biank intentionally.]
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SUPPLEMENTARY CONDITIONS

The Supplementary Conditions amend and supplement the General Conditions of the
Construction Contract (No. 1910-8), and other provisions of the Contract Documents as
indicated in these supplementary Conditions. All provisions which are not so amended
or supplemented remain in full force and effect.

Paragraph numbering of these supplementary Conditions shall be prefixed by the ietters
"SC" which represent Supplementary Conditions. Reference to the General Conditions
is made by the letters "GC" and the appropriate paragraph number.

SC-GC-1 Definitions

The terms used in these Supplementary Conditions which are defined in the Standard
General Conditions of the Construction Contract (No. 1910-8, 1990 edition) have the
meanings assigned to them in the General Conditions.

SC-GC-2.2 Copies of Documents

Amend the first sentence of paragraph 2.2 of the General Conditions to read as follows:

The Owner shall fumish to the selected Contractor up to five copies of the Contract
Documents. Additional copies will be provided for the cost listed in the Advertisement
for Bids.

SC-GC-2.3 Commencement of Contract Time: Notice to Proceed

Delete paragraph 2.3 of the General Conditions in its entirety and insert the following in
its place:

The Contract Time shall commence to run on the date indicated in the Notice to
Proceed.

SC-GC-4.3.1.2 Underground Facilities

The Contractor's attention is directed to the underground water, sewer, gas and
telephone utilities and services within the project work area. The Contractor shall be
responsible for protection and to pay for damages to any utilities damaged through his
operations; except for any facilities which are specifically noted for "Relocation By Others"
on the Plans.

SC-GC-4.4 Reference Points

The Owner shall provide only the reference points shown by the Drawings. The
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Contractor shall provide all required detailed layout and elevation control as required by
Section 01050, Construction Engineering of the DIVISION 1 - GENERAL REQUIREMENTS
and as incidental to the work.

SC-GC-5.1 Performance and Other Bonds

The Contractor's specific attention is invited to the requirements of paragraph 5.1 of the
General Conditions which require two separate bonds, one for performance and one for
payment, each in an amount at least equal to the Contract Price. Standard form bonds
are provided in DIVISION 0 - BIDDING AND CONTRACT REQUIREMENTS.

SC-GC-5.3 AND 5.4 Contractor’s Liability Insurance

The limits of liability for the insurance required by paragraphs 5.3 AND 5.4 of the General
Conditions shall provide coverage for not less than the following amount or greater
where required by law:

5.4 of Worker's Compensation, etc. under paragraphs 5.4.1 and 5.4.2 of the General
Conditions:

1) State Statutory.
2) Applicable Federal Statutory.
3) Employer’s Liability $100,000.

5.4 Comprehensive General Liability (under paragraphs 5.4, 5.4.1 through 5.4.13 of the
General Conditions):

1) Bodily Injury:

$ 500,000 Each Occurrence.
$1,000,000 Annual Aggregate, Products & Completed
Operations.
2) Physical Damage:
$ 500,000 Each Occurrence.
$ 500,000 Annual Aggregate.

3) Property Damage liability insurance will provide Explosion, Collapse and
Underground coverages where applicable.

4)  Personal Injury, with employment exclusion deletea:
$1,000,000 Annual Aggregate.
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5.4.6 Comprehensive Automobile Liability:
1)  Bodily Injury:

$ 500,000 Each Person.
$1,000,000 Each Accident.

2) Property Damage:
$ 500,000 Each Occurrence.

5.4.7 Comprehensive Umbrella Liability or Catastrophe Liability:
$1,000,000 $10,000 Self Retention Excess over Primary.

SC-GC-5.4 Contractual Liability Insurance

The Contractual Liability required by paragraph 5.4 of the General Conditions shall
provide coverage for not less than the following amounts:

5.4.2 Bodily Injury:

$ 500,000 Each Occurrence.
$1,000,000 Annual Aggregate.

5.4.5 Property Damage:

$ 500,000 Each Occurrence.
$1,000,000 Annual Aggregate

SC-GC-6.13 Permits

The Owner shall acquire any necessary permits from the State and Federal agencies.
All other permits are to be acquired by the Contractor. The Special Requirements in
DIVISION 0 - BIDDING AND CONTRACT REQUIREMENTS list all permits the owner has
acquired.

SC-GC-6.15 Taxes

Add the following language at the end of paragraph 6.15 of the General Conditions:
The Owner is exempt of local and state sales tax, and shall make this tax exemption

available to the Contractor for this contract work. The Owner shall provide a letter of
sales tax exemption upon request.
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SC-GC-6.19 Record Documents

Modify this paragraph per the requirements of Section 01720, Project Record Drawings
of the DIVISION 1 - GENERAL REQUIREMENTS. The requirements of Section 01720
must be fulfilled before final payment is made.

SC-GC-6.3 Overtime Payment
Add the following language at the end of paragraph 6.3 of the General Conditions:

All premium overtime expense incurred by the Engineer and/or his representatives on
account of the Contractor's construction forces working beyond forty (40) hours per
week, Saturdays, Sundays and/or Holidays shall be paid by the Contractor to the
Engineer. Payments shall be made monthly based on the Engineer’s detailed invoice
to the Contractor. If the Contractor fails to make any payments due the Engineer within
thirty (30) days from the date of the Engineer’s invoice, then the Engineer shall be
entitled to interest at the rate of 1-1/2%. per month (but not exceeding the maximum rate
allowable by Indiana law) from said 30th day. No night or Sunday work requiring the
presence of the Engineer or the Resident Project Representative will be permitted unless
the Engineer has been given seven (7) days written notice.

SC-GC-6.30 General Warranty and Guarantee
Add the following language at the end of paragraph 6.30 of the General Conditions:

The CONTRACTOR shall guarantee all materials and equipment furnished and WORK
performed for a period of one (1) year from the date of SUBSTANTIAL COMPLETION.
The CONTRACTOR warrants and guarantees for a period of one (1) year from the date
of SUBSTANTIAL COMPLETION of the WORK that the completed WORK is free from all
defects due to faulty materials or workmanship and the CONTRACTOR shall promptly
make such corrections as may be necessary by reason of such defects including the
repairs of the damage of other parts of the WORK resulting from such defects. The
OWNER will give notice of observed defects with reasonable promptness. In the event
that the CONTRACTOR should fail to make such repairs, adjustments, or other WORK
that may be made necessary by such defects, the OWNER may do so and charge the
CONTRACTOR the cost thereby incurred. The Performance BOND shall remain in full
force and effect through the guarantee period.

In addition to all materials and workmanship, all sod, seed, trees, shrubs, bushes,
flowers, etc., which are placed, sowed, planted or replanted by the Contractor to replace
same destroyed or damaged by his operations, shall be guaranteed for a period of one
year from the date of the Certificate of Substantial Completion of the work under this
Contract. Should any of the above die or fail to grow, it shall be replaced, resown, or
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replanted at no cost to the Owner.

SC-GC-6.7.2 Established Construction Techniques
Add the following language at the end of paragraph 6.7.2 of the General Conditions:

All construction techniques and specialized equipment used to complete the work under
this Contract shall be only those established as suitable and effective by extensive prior
use in similar work. Unproven or experimental techniques shall be allowed only with
written permission from the Engineer. Upon receipt of written request from the Engineer,
the Contractor shall submit detailed documentation to establish the qualifications of any
technique or specialized equipment being employed to complete the work. Minimum
documentation shall include not less than three (3) references where the procedure has
been employed in similar work and under similar circumstances. Each reference shalll
include the location, date, project owners name and address and the name and
telephone number of a person to contact for a technical reference. Techniques and/or
equipment adjudged by the Engineer to be unsuitable and/or unproven shall be
immediately discontinued. Work performed utilizing these techniques shall be reworked
by the Contractor at his expense and as directed by the Engineer.

SC-GC-9.13 Resident Project Representative
The following paragraphs amplify and/or revise paragraphs GC-9.13:

The Resident Project Representatives employed by the Owner may be stationed on the
work to:

A. Keep the Engineer informed as to the progress of the work and the manner in
which it is being done.

B. Report whenever it appears that the materials fumished and the work performed by
the Contractor fail to fulfill the requirements of the Specifications and Contract.

C. Call to the attention of the Contractor any deviation from or infringement upon the
Plans and Specifications.

D. Check and verify that Contractor is keeping and maintaining Project As-Built
Drawings.

Resident Project Representatives shall be authorized to inspect all work done and
materials furnished and to exercise such additional authority as may be delegated to
them in writing by the Engineer. Such inspection may extend to all or any part of the
work done and material furnished. They shall have authority to reject defective material
and to suspend any work that is being done improperly, subject to the final decisions of
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the Engineer.

Such inspection shall not relieve the Contractor from any obligation to fumnish acceptable
materials or to perform all work strictly in : :cordance with the requirements of the Plans

and Specifications.

Resident Project Representatives shall not be authorized to revoke, alter, enlarge, relax
or release any requirements of the Specifications, nor to approve or accept any portion
of the work, nor to issue instructions contrary to the Plans and Specifications. They
shall, in no case act as foremen or perform other duties for the Contractor nor interfere
with the management of the work by the latter. Any advice which inspectors may give
the Contractors shall in no way be construed as binding the Engineer or the Owner in
any way, or releasing the Contractor from the fulfiliment of the terms of the Contract.

The Owner, the Engineer and his authorized representatives will at ail times have access
to the WORK, to determine if the WORK is proceeding in accordance with the Contract
Documents. If in the opinion of the Owner, the Engineer and his authorized
representatives, the WORK is not proceeding in accordance with the Contract
Documents, or the Contractor is utilizing undesirable construction practices, the Owner,
the Engineer and/or through his authorized representatives, may direct the Contractor
to cease WORK and correct all defective work and undesirable construction practices.
The Contractor will bear all expenses for correcting defective work, and will bear any and
all monetary losses and expenses relating to and resulting from ceasing of WORK
because of defective work. Such expenses to also include compensation to the Owner
for non-productive inspection expenses during the time lost while correcting defective
work, the Contractor will not be granted an extension of the project scheduled

completion time.

SC-GC-2.6, 2.8-2.9 and 14.1 and DIVISION 1- GENERAL REQUIREMENTS, Section
01370 - Schedule of Values

The following paragraphs amplify and/or revise paragraphs GC-2.6, 2.8-2.9 and 14.1 and
DIVISION 1- GENERAL REQUIREMENTS, Section 01370 - Schedule of Values:

The Contractor shall fumish the Engineer reasonable facilities for obtaining such
information as he may desire respecting the progress and execution of the work and the
character of materials. The Contractor shall, upon request, furnish the Engineer with
copies of expense bills for transportation charges, materials and equipment. In the event
of cost-plus limited work as authorized in writing by the Owner, the Contractor shall
submit daily payrolls and equipment ownership/rental charges in addition to the cost of
materials.

Except in cases where unit prices form the basis of payment under the Contract, the
Contractor shall; within ten (10) days of receipt of the Notice of Award, submit a
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complete breakdown of the Contract Amount showing the value assigned to each part
of the work, including as a minimum Iabor, material, equipment, sub-contracts,
mobilization, overhead and profit. Upon acceptance of the breakdown of the Contract
amount by the Engineer, it shall be used as the basis for all Requests for Payment and
Change Order negotiations as applicable.

SC-GC-14.2 Application for Progress Payments
Add the following language at the end of paragraph 14.2 of the General Conditions:

Provision for progress payments are set forth in the agreement.
In addition, the following shall be added to paragraph 14.2:

The retainage withheld by the Owner from such progress payments shall be placed in
an escrow account with a bank, savings and loan institution, or the State of Indiana or
an instrumentality thereof as escrow agent pursuant to an escrow agreement as provided
in IC 36-1-12-14 and the escrow agent shail promptly invest all escrowed principal in
income-bearing obligations. The escrow agent shall release the escrowed principal and
income to the Contractor and/or sub-contractor, according to the terms of the escrow
agreement.

TENTATIVE AWARD OF CONTRACT

The Owner may elect to make tentative award of contract, pending the sale of bonds or
the completion of other financing arrangements. In such event, and upon successful
completion of the necessary arrangements to finance the cost of the project, the Owner
and the successful bidder to whom the tentative award has been made shall enter into
a written contract at the price stated in the proposal and as specified; provided that the
elapsed time from the date of the tentative award shall not exceed the period as set forth
in the proposal form.  The time for execution is mutually agreeable to the owner and
the successful bidder.

LABOR AND EQUAL OPPORTUNITY PROVISIONS

Local, State and/or Federal regulations which are specifically applicable to this
construction contract are to be conformed to by all contractors and sub-contractors, such
as minimum wage rate decisions, E.E.O. provisions, labor provisions, and prevailing
wages.
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6.

SPECIAL REQUIREMENTS

Application of Special Requirements

Items listed in these Special Requirements are specific to this project. They replace, add-to
or amend the Information for Bidders, General Conditions, Supplementary Conditions and/or
the General Construction Specifications. Whenever conditions as set forth in any of the
Specifications conflict with conditions of other Sections of the Specifications, the following
order of precedence shall apply:

Special Requirements
Supplementary Conditions
General Conditions
Information for Bidders
Construction Specifications

RO oo

Definitions

In the case of this Project, the Owner is the Crooked Lake Association, Inc., Whitley County,
Indiana, and the Engineer is J. F. New & Associates, Inc., of Walkerton, Indiana.

Federal Grants and Loans

This Project will be financed in part by a grant from the Indiana Department of Natural
Resources and in part by local funds.

Use of Chemicals
All chemicals used during project construction or furnished for project operation, whether
herbicide, pesticide, disinfectant, polymer, reactant or other classification, must show

approval of either EPA or USDA. Use of all such chemicals and disposal of residues shall be
in conformance with instructions.

Existing Utilities
Existing utilities in the Project site are as follows:

There are no known existing utilities within the Project site.

Hazard Communication Standard
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Pursuant to the Code of Federal Regulations, 29 CFR Part 1926, as may be amended, all
Contractors, Subcontractors and materials suppliers on this Project shall provide access to
all, persons on the job site at all times, the Material Safety Data Sheets (MSDS) for all
hazards of all chemicals per the Federal Regulations.

In addition, contractors, sub-contractors and material suppliers shall provide training to their
employees on the MSDS pursuant to the Federal Regulations.

7. Excavation Requirem

It shall be the duty and responsibility of the Contractor and all of its Subcontractors to be
familiar and comply with all requirements of Public Law 91-596 29 U.S.C., Sections 651 et.
seq., the Occupational Safety and Health Act of 1970 (OSHA) and all amendments thereto
and to enforce and comply with all of the provisions of the Act. In addition and as required
by Indiana State Law, HB 2071, Section 14. of IC 4-13.6-5-12, the Contractor and all of its
Subcontractors shall comply with Subpart P of 29 CFR 1926 dated October 31, 1989 as may
be amended.

Costs of all Excavation Protection shall be paid for as a separate pay item or be included in
the pay item of the principal work with which the safety systems are associated as required
by the Bid Proposal Documents.

8. Confined Space Access

For projects which include construction activities within "confined spaces" as defined in Title
29 CFR Part 1910.146, the Contractor is hereby advised that he must fully comply with all -
pertinent requirements as delineated in this regulation and as interpreted by OSHA. The
Contractor shall have and maintain all necessary safety and testing equipment at all times
during the course of the construction activity. In addition it shall be the Contractor's
responsibility to make this equipment available for use by the Owner or the Owner's
Representative on the project site. If the Owner or the Owner's Representative requires the
use of this equipment during the course of observing or verifying the construction, it shall be
made available in a timely fashion. If the owner or the Owner's Representative is unable to
observe or verify a portion of the construction due to a lack of the necessary safety or testing
equipment, any resulting delays and/or expenses shall be the responsibility of the Contractor.

This equipment shall include a gas monitor capable of detecting oxygen, combustibles, and
toxics including carbon monoxide and hydrogen sulfide. A metal oxide (broad based) sensor
may be used in lieu of the individual carbon monoxide and hydrogen sulfide sensors.
Contractor shall provide gas monitor calibration certifications to Engineer to verify proper
maintenance.

9. Use Of Crawler Equipment On Roads
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The Contractor shall not use or operate tractors, bulldozers, or other power operated
equipment the treads or wheels of which are so shaped as to cut or otherwise injure such
surfaces, on paved surfaces unless pavement is sufficiently protected in a manner satisfactory
to the Engineer. All surfaces which have been injured by the Contractor's operations shall be
restored to a condition at least equal to that in which they were found immediately before
work was begun. Suitable materials and methods shall be used for such restoration. The
Testoration of existing property or structures shall be done as promptly as practicable and shall
not be left until the end of the construction period.

10. Dust, Noise And Working Hours

Dust shall be minimized by use of water and deliquescent salts. Noise shall be minimized by
use of properly constructed and maintained equipment provided with suitable mufflers,
snubbers, and other sound attenuating devices and supports. Unless specifically approved by
the Owner, all work will be restricted to daylight hours.

11. Project Site Erosion Control

The Contractor shall be responsible to comply with all aspects of 327 IAC 15-5, Rule 5,
"Storm Water Run-Off Associated with Construction Activity". The Contractor shall submit
all necessary fees and documents to the Indiana Department of environmental Management
(IDEM) prior to any construction activity. The Contractor shall be responsible for
compliance with this Law throughout the construction period and shall pay any and all fines
resulting from any violation, suit or penalty for non-compliance. See DIVISION 2 -
SITEWORK, Section 02250 - Erosion Control.

12.  Soils Report

The Owner has acquired for its use, certain information relating to the character of materials
and earth foundations below the surface of the ground at the locations of the proposed work.
This information which may affect the cost, progress and performance of the work has been
relied on by the Engineer in the preparation of the Contract Documents and is on file at the
office of the Engineer. Bidders may examine this information for whatever value they
consider it worth but this information is not guaranteed as to accuracy and completeness and
is not part of the Contract Documents.

13.  Permits
The following list of Permits have been included with these Special Provisions to insure that
all requirements of the Permits are known by the Contractor prior to bidding. Any provision
of these Permits which conflicts with the Plans and Specifications must be adhered to.

A. Indiana Department of Natural Resources approval of work within the flood way
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B. Corps of Engineers - Section 404
C. Whitley County Drainage Board

The Contractor shall comply with all provisions of these permits. The Contractor shall obtain
and pay for all other permits, licenses and other authorizations required for the prosecution

of the work, including the cost of all work performed in compliance with the terms and
conditions of such permits, licenses and authorizations, whether by himself or others.

14, Wage Scale
The Wage Scale for this Project shall be set by the proper Local Authorities.

15.  Additions, Deletion Revisons to th ifications
A Section 01220 - Progress Meetings
Progress meetings will not be periodic but will only be requested by the Engineer if the
Engineer believes the Contractor is not meeting his schedule or believes specific issues
regarding the project need to be discussed between the Contractor, Engineer and Owner.
B. Section 01310 - Progress Schedules
Progress schedules will only need to be updated and submitted if either the Contractor or
Engineer believe that delays or specific events have substantially impacted the project
schedule.
C. Section 01381 - Video Taped Inventory Control
Video taping is not required, but is recommended to protect the Contractor from potential

claims by landowners. The Owner and Engineer shall be held harmless from such claims by
landowners resulting from the Contractor's operations in completing the Work.
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NDIANA DEPARTMENT OF NATURAL RESOURCES PATRICK R. RALSTCN, DIRECTOR

division of watef oo
102 W. Washington St., Rm. w254

nalcnopolis, indiana 46202-2742

147-232-4460

FAX: 317-2334579 n
L June 4, 1996

1F. New & Associates, Inc. T
Attn. John Richardson \‘ : e
708 Roosevelt Road L e & g
P.0O.Box 243 ) e
walkerton, [N 46574 - Re: Gabion Drop Structures
o : on Inlet Ditch near Crooked
Lake in Whitley County

Dear Mr. Richardson:

Thank you for your letter dated March 251996, concerning whether ot not 2 pmit would aeed to
be obtained to instali two gabion drop structures on Farm Ditch near Little Crooked Lake in Whitley
County. )

The "Ditch” Act, IC 14-26-3, charges the Indiana Department of Naturai Resourdes with regulating
alt construction which occuss within any ditch or drain having a bottom depih lower than the normal
water level of a freshwater lake of ten [10] acres or more and within one-half [1/2) miie of the lake.
After reviewing the profile views received by the Division of Water on April 9. 1996 and April 12,
1906, it has been determined that the project is located above the legally established eievation of
905.69 feet, M.S.L. of Littie Crooked Lake. Therefore, this project is nos within the jurisdictional
authority of the "Ditch” Act, IC 14-26-5, and a permit need not be cbtained. .

The Flood Control Act, IC 14-28-1, prohibits constructing abodes or residences in or on a floodway.
and requires the prior written approval of the Depantment of Natural Resourzes for any other type
of construction, excavation or filling in or on a floodway. Afer reviewing the profile views received
1 .ae Division of Water on April 9, 1996 and April 12, 1996, it has been determined that this project.
is not within the jurisdictional authority of the Flood Control Act. IC 14+28-1, and a permit need not
be obrained.

Please be aware that you may have to obtain a permit from the U.S. Army Corps of Engineers under
Section 404 of the Federal Water Pollution Control Act or Section 10 of the Rivers and Harbors Act.
For information on the Corps permit requirements, it is tccommended you contact the U.S. Army
Corps of Engineers Louisville District Oftice at {502) §82-5607. e

“EQUAL OPPORTUNITY EMPLOYER
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Letter to Joha Richardson
June 4, 1996
Page2 .

If you have any further questions concerning this matter, please contact Mr
Inspector, Lake Permits Section at (317) 232-5661.

MWN/adf

vsg°d

. Amthory Foreman, Lake

Sincerely,
ool s iemdd.

Michael W. Neyer, PE.
Assistant Director
Division of Water
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IDIANA DEPARTMENT OF NATURAL RESOURCES PATRICK R. RALSTON, DIRECTOR ~

division of Historic Preservation
and Archaeology

102 W. Washington St., Rm. 274

ydianapolis, Indiana 46204

117-232-1646

June 21, 1996

John B. Richardson, Wetland Ecologist
J.F. New & Associates, Inc.

708 Roosevelt Road

P.O. Box 243

Walkerton, Indiana 46574

Dear Mr. Richardson:

We have reviewed the proposed excavation and the placement of fill at Farm Ditch near Columbia
City in Whitley County, Indiana.

As long as no structures will be demolished or removed and the fill is obtained from a previously
disturbed location, no known historical, architectural or archaeological sites listed in or eligible for
inclusion in the National Register of Historic Places will be affected by this project. If any
archaeological artifacts are uncovered during construction, federal law and regulations (16 USC 470,
et seq.; 36 CFR 800.11, et al.) and, additionally, state law (Indiana Code 14-21-1), require that work
must stop and that the discovery must be reported to the Division of Historic Preservation and
Archaeology within two (2) business days.

We appreciate the opportunity to be of service.

Very tf]f fours, J’

Patrick R. Ralston
State Historic Preservation Officer

PRR:SBH:MMD:smg
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DEPARTMENT OF THE ARMY
U.S. ARMY ENGINEER DISTRICT, LOUISVILLE
CORPS OF ENGINEERS
P.0. BOX 59
LOUISVILLE, KENTUCKY 40201-0059

June 24, 1996

Operations Division
Regulatory Branch (North)
ID No. 199600796-pjl

Mr. John B. Richardson

J. F. New & Associates, Inc.
P.O. Box 243

Walkerton, Indiana 46574

Dear Mr. Richardson:

This is in response to your request on behalf of the Crooked
Lake Association for authorization to place f£ill for bank protection
and sedimentation controls in Farm Ditch and Barkey Pond, in Whitley
County, Indiana. The information supplied by you was reviewed to
determine whether a Department of the Army (DA) permit will be
required under the provisions of Section 404 of the Clean Water Act.

Your project is considered a discharge of fill material into a
headwaters or isolated waters. Since less than 1 acre of "waters of
the United States" would be impacted by this discharge and the work
site is in a headwaters area, the project is authorized under the
provisions of Nationwide General Permit 33 CFR 330 Appendix A, Part
B(26), Headwaters and Isolated Waters. Under the provisions of this
authorization you must comply with the enclosed Terms for Nationwide
Permit No. 26 and the Nationwide Permit Conditions. You must also
obtain individual Water Quality Certification (WQC) from the Indiana
Department of Environmental Management (IDEM).

If IDEM fails to respond to your May 10, 1996, request for
authorization within 60 calendar days, the WQC is considered waived.

The responsibility for obtaining the state WQC rests with you.

Once you obtain your certification or waiver you may proceed
with construction without further contact or verification from us.
This decision is valid for 2 years from the date of this letter. If
your project is not completed within this 2-year period or if your
project is modified, you must contact us for another permit
determination. A copy of this letter is being sent to the applicant
and to the IDEM.



If you have any questions, please contact me by writing to the
above address, ATTN: CEORL-OP-FN, or by calling (502) 582-5607. Any
correspondence on this matter should refer to our ID No.
199600796-pjl.

Sincerely,

‘/ﬂﬁ(%z/éé&/

Pam Loeffler
Regulatory Specialist
Regulatory Branch

Enclosures



. TERMS FOR NATIONWIDE PERMIT NO. 26

Headwaters and Isolated Waters Discharges. Discharges of dredged or fill material into headwaters and isolated
waters provided:

a. The discharge does not cause the loss of more than 10 acres of waters of the United States;

b. The permittee notifies the district engineer if the discharge would cause the loss of waters of
the United States greater than one acre in accordance with the “Notification” general condition.
For discharges in special aquatic sites, including wetlands, the notification must also include a
delineation of affected special aquatic sites, including wetlands. (Also see 33 CFR 330.1(¢)); and

c. The discharge, including all attendant features, both temporary and permanent, is part of a
single and complete project.

For the purposes of this nationwide permit, the acreage of loss of waters of the United States includes the filled area
plus waters of the United States that are adversely affected by flooding, excavation or drainage as a result of the
project. The ten-acre and one-acre limits of NWP 26 are absolute, and cannot be increased by any mitigation plan
offered by the applicant or required by the DE. Subdivisions: For any real estate subdivision created or subdivided
after October 5, 1984, a notification pursuant to subsection (b) of this nationwide permit is required for any
discharge which would cause the aggregate total loss of waters of the United States for the entire subdivision to
exceed one (1) acre. Any discharge in any real estate subdivision which would cause the aggregate total loss of
waters of the United States in the subdivision to exceed ten (10) acres is not authorized by this nationwide permit;
unless the DE exempts a particular subdivision or parcel by making a written determination that: (1) the individual
and cumulative adverse environmental effects would be minimal and the property owner had, after October 5, 1984,
but prior to January 21, 1992, committed substantial resources in reliance on NWP 26 with regard to a subdivision,
in circumstances where it would be inequitable to frustrate his investment-backed expectations, or (2) that the
individual and cumulative adverse environmental effects would be minimal, high quality wetlands would not be
adversely affected, and there would be an overall benefit to the aquatic environment. Once the exemption is
established for a subdivision, subsequent lot development by individual property owners may proceed using NWP
26. For purposes of NWP 26, the term “real estate subdivision” shall be interpreted to include circumstances where
a landowner or developer divides a tract of land into smaller parcels for the purpose of selling, conveying,
transferring, leasing, or developing said parcels. This would include the entire area of a residential, commercial or
other real estate subdivision, including all parcels and parts thereof. (Section 404)



Nationwide Permit Conditions
(Section 10 and Section 404)

General Conditions: The following general conditions must be followed in order for any authorization by a nationwide
permit to be valid:

1. Navigation. No activity may cause more than a minimal adverse effect on navigation.

2. Proper maintenance. Any structure or fill authorized shall be properly maintained, including maintenance 1o ensure
public safety.

3. Erosion and siltation controls. Appropriate erosion and siltation controls must be used and maintained in effective
operating condition during construction, and all exposed soil and other fills must be permanently stabilized at the earfiest
practicable date.

4. Aquatic fife movements. No activity may substantially disrupt the movement of those species of aquatic life
indigenous to the waterbody, including those species which normally migrate through the area, unless the activity's primary
purpose is to impound water.

5. Equipment. Hsavy equipment working in wetlands must be placed on mats or other measures must be taken to
minimize soil disturbance.

6. Regional and case-by-case conditions. The activity must comply with any regional conditions which may have been
added by the division engineer (see 33 CFR 330.4(e)) and any case specific conditions added by the Corps.

7. Wild and Scenic Rivers. No activity may occur in a component of the Nationa! Wild and Scenic River System; or
in a river officially designated by Congress as a “study river" for possible inclusion in the system, while the river is in an official
study status. Information on Wild and Scenic Rivers may be obtained from the National Park Service and the U.S. Forest
Service. : .

8. Tribalrights. No activity or its operation may impair reserved tribal rights, including, but not limited to, reserved water
rights and trealy fishing and hunting rights.

9. Water quality certification. In certain states, an individual state water quality certification must be obtained or waived
(see 33 CFR 330.4(c)).

10. Endangered Species. No activity is authorized undsr any NWP which is likely to jeopardize the continued existence
of a threatened or endangered species or & species proposed for such designation, as identified under the Federal Endangered
Spacies Act, or which is likely to destroy or adverssly modify the critical habitat of such species. Non-federal permittess shall
notify the district engineer if any listed species o critical habitat might be affected or is in the vicinity of the project and shafl
not bagin work on the activity until notified by the district enginesr that the requirements of the Endangered Species Act have
been satisfied and that the activity is authorized. Information on the location of threatened and endangered species and their
critical habitat can be obtained from the U.S. Fish and Wildlife Service and National Marine Fisheries Service. (see 33 CFR
330.4(f)

11. Historic properties. No activity which may affect Historic properties fisted, or eligible for fisting, in the National
_Register of Historic Places is authorized, until the DE has complied with the provisions of 33 CFR 325, Appendix C. The
prospective permittee must notity the district engineer if the authorized activity may affect any historic properties listed,
determined 1o be eligible, or which the prospective permittee has reason to believe may be eligible for listing on the National
Register of Historic Places, and shall not begin the activity until notitied by the District Engineer that the requirements of the
Nationa! Historic Preservation Act have been satisfied and that the activity is authorized. Information on the location and
existence of historic resources can be obtained from the State Historic Preservation Office and the National Register of Historic
Places (see 33 CFR 330.4(g)).



Nationwide Permit Conditions
(Section 404 Only)

In addition to the General Cunditions, the following conditions apply only to activities that involve the discharge of
dredged or fill material and must be followed in order for authorization by the nationwide permits to be valid:

1. Water supply intakes. No discharge of dredged o fill material may occur in the proximity of a public water supply
intake except where the discharge is for repair of the public water supply intake structures or adjacent bank stabilization.

2. Shellfish production. No discharge of dredged or fill material may occur in areas of concentrated shellfish producuon
unless the discharge is directly related to a shelifish harvesting activity authorized by nationwide permit 4.

3. Suitable material. No discharge of dredged or fill material may consist of unsuitable material (e.g., trash, debris, car
bodies, etc.) and material discharged must be free from toxic pollutants in toxic amounts (see section 307 of the Clean Water

Act).

4, Mitigation. Discharges of dredged or fill material into waters of the United States must be minimized or avoided to
the maximum extent practicable at the project site (i.e. on-site), unless the DE has approved a compensation mitigation plan

for the specific regulated activity.

5. Spawning areas. Discharges in spawning areas during spawning seasons must be avoided to the maximum extent
practicable.

6. Obstruction of high flows. To the maximum extent practicable, discharges must not permanently restrict or impede
the passage of normal or expected high flows or cause the relocation of the water (unless the primary purpose of the fill is to

impound waters).

7. Adverse impacts from impoundments. If the discharge creates an impoundment of water, adverse impacts on the
aquatic system caused by the accelerated passage of water and/or the restriction of its flow shall be minimized to the maximum

extent practicable.

8. Waterfowl breeding areas. Discharges into breeding areas for migratory waterfow! must be avoided to the maximum
extent practicable.

9. Removal of temporary fills. Any temporary fills must be removed in their entirety and the affected areas returned to
their preexisting elevation. .



INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT

We make Indiana a cleaner, healthier place to live

Evan Bayh 100 North Senate Avenue
Governor P.0. Box 6015
5 Indianapolis, Indiana 46206-6015
é(alhy Prosser Telephone 317-232-8603
ommissioner Environmental Helpline 1-800-451-6027
May 22, 1996

VIA CERTIFIED MAIL P 579 451 184

Mr. John B. Richardson
J.F. New & Associates, Inc.
708 Roosevelt Road

P.0O. Box 243

Walkerton, IN 46574

Dear Mr. Richardson:

Re: Section 401 Water Quality
Certification
Project: Farm Ditch
Applicant: Crooked Lake Association
Whitley County

office of Water Management staff have reviewed your
correspondence dated May 10, 1996, requesting Section 401 Water
Quality Certification to excavate and fill below the ordinary
high water mark of Farm Ditch. The purpose of the proposed Lake
and River Enhancement Project is to improve the water quality of
the flow to the lake. In addition to pulling back the side
slopes of approximately 400 feet of ditch from 1:1 to 2:1 slopes,
the project will require the discharge of approximately 95 cubic
yards of clean fill material.

Based on the available information, it is the judgment of
this office that the proposed project will not cause a
significant impact to water quality provided that conditions set
forth by the State are incorporated into the project. Therefore,
subject to the following conditions, the Indiana Department of
Environmental Management (IDEM) hereby grants Section 401 Water
Quality Certification:

1. The project will be consistent with the plans attached
to the May 10, 1996, correspondence.

2. The spoils from the excavation will be placed on upland
only.

3. The contractor performing the actual operations must
comply with Section 311 of the Federal Clean Water Act
and with 327 IAC 2-6 (formerly Indiana Stream Pollution
Control Board Regulation 330 IAC 1-6-1) concerning

An Equal Opportunity Employer
Printed on Recycled Paper



spills of oil and hazardous materials.

Deposition of dredged or excavated materials and all
earthwork operations will be carried out in such a
manner that soil erosion and sediment runoff to any
nearby watercourse are controlled and minimized. The
use of straw bale barriers, silt fencing, or an earthen
berm around disturbed areas is recommended to prevent
soil from leaving the construction site. Information
and assistance regarding control of construction-
related soil erosion are available from the Soil and
Water Conservation District (SWCD) offices, collocated
with the local field office of the USDA Natural
Resources' Conservation Service (NRCS) in each county,
and the regional field offices of the Indiana
Department of Natural Resources' Division of Soil
Conservation, whose administrative office is at 402 W.
Washington Street, Room W264, Indianapolis, IN 46204.
Areas used for deposition of dredged materials should
be provided with temporary dikes or bulkheads for
separation and retention of solids. Vegetative cover
should be established on dredged or excavated material
as soon as possible.

This certification is effective 18 days from the mailing of
this notice unless a petition for review and a petition for stay
of effectiveness are filed within this 18 day period. If a
petition for review and a petition for stay of effectiveness are
filed within this period, any part of the permit within the scope
of the petition for stay is stayed for 15 days, unless or until
" an Environmental Law Judge further stays the permit in whole or

in part.

This decision may be appealed in accordance with IC 4-21.5,
the Administrative Orders and Procedures Act. The steps that
must be followed to qualify for review are:

1.

You must petition for review in a writing that states
facts demonstrating that you are either the person to
whom this decision is directed, a person who is
aggrieved or adversely affected by the decision, or a
person entitled to review under any law.

You must file the petition for review with the Office
of Environmental Adjudication (OEA) at the following
address:

Office of Environmental Adjudication
ISTA Building

150 West Market Street

Suite 618

Indianapolis, IN 46204

You must file the petition within eighteen (18) days of



the mailing date of this decision. If the eighteenth
day falls on a Saturday, Sunday, legal holiday, or
other day that the OEA offices are closed during
regular business hours, you may file the petition the
next day that the OEA offices are open during regular
business hours. The petition is deemed filed on the
earliest of the following dates: the date it is
personally delivered to the OEA, the date that the
envelope containing the petition is postmarked if it is
mailed by United States mail, or the date it is shown
to have been deposited with a private carrier on the
private carrier's receipt, if sent by private carrier.

Identifying the permit, decision, or other order for which
you seek review by permit number, name of the applicant,
location, or date of this notice will expedite review of the

petition.

Note that if a petition for review is granted pursuant to IC
4-21.5-3-7, the petitioner will, and any other person may, obtain
notice of any prehearing conferences, preliminary hearings,
hearings, stays, and any orders disposing of the proceedings by
requesting copies of such notices from the OEA.

Granting of Section 401 Water Quality Certification does not
relieve the applicant from the responsibility of obtaining any
other permits or authorizations that may be required for this
project or related activities from IDEM or any other agency or
person.

If you have any questions about this certification, contact
Mr. Brett Crump, Project Manager, of my staff at 317/233-2475, or
you may contact the Office of Water Management through the IDEM
Environmental Helpline (1-800-451-6027).

If you have procedural questions regarding filing a petition
for review you may contact the OEA at 317-232-8591.

Sincerely,

R Y Hentey-

Assistant Commissioner
office of Water Management

cc: Colonel Ralph Grieco
U.S. Army Corps of Engineers
Louisville District



DIVISION 1

GENERAL REQUIREMENTS



SECTION 01010

SUMMARY OF THE WORK

PART I - GENERAL

1.1 WORK COVERED BY CONTRACT DOCUMENTS

A.

The work includes, but is not limited to, an earthen berm
to create a pond and wetlands, gabion drop structures to
control stream channel erosion, stream bank stabilization
with rip rap, erosion control blankets, timber tie-backs
and live staking, seeding and wetland vegetation and all
other work as described in the Project Manual and shown
on the Plans.

Related requirements specified elsewhere include, but are
not limited to the following:

1. Progress Schedules: Section 01310.
2. Schedule of Values: Section 01370.
3. Temporary Facilities: Section 01510.

Contractor’s Duties:
1. Except as specifically noted, provide and pay for:

a. Labor, materials and equipment.

b. Tools, construction equipment and machinery.

c. Water, heat, and utilities required for
construction.

d. Other facilities and services necessary for
proper execution and completion of Work.

1.2 CONTRACTS:

A.

Construct Work under single lump sum contract.

1.3 CONTRACTORS USE OF PREMISES:

A.

D.

95-07-00 |

Cconfine operations at site to areas permitted by:

1. Site 1limits shown on the Drawing and as noted
outside of the limits on the Drawings.
2. owner'’s written permission for all other locations.

Do not unreasonably encumber site with materials or
equipment.

Assume full responsibility for protection and safekeeping
of products stored on premises,

Move any stored products which interfere with operations
of Owner or land owners.

01010-1



oOobtain and pay for use of additional storage or work
areas needed for operations at no additional cost to the
owner.

Use of site: exclusive and complete, for execution of
work, except:

1. Where Contractor’s activity may interfere with work
of land owners of Fulton County personnel.
2. As designated by the Owner.

1.4 UTILITIES

A.

All existing utility systems which conflict with the
construction of the work herein shall be relocated or
temporarily removed and replaced as required. Such
relocating or temporary removal and replacement shall be
accomplished at the expense of the Contractor, and the
work shall be done by the utility unless the utility
approves in writing that the work may be done by the
Contractor.

The Contractor shall make all necessary applications and
arrangements and pay all fees and charges for electrical
energy for power and light required for construction of
this contract during its entire progress.

1.5 EARLY OCCUPANCY BY OWNER

A.

B.

owner and/or the Engineer will occupy all areas for the
purposes of observation and testing.

Contractor shall provide:

1. Access for Owner’s personnel.
2. Access for the Engineer. -
3. Access for all 1local, State and Federal agency

employees while performing Work in their capacity
as representative of cognizant authority.
4. Access for other contractors, if required.

1.6 SECURITY

A,

1.5 PEST

A.

95-07-00

The Contractor is responsible for the security of his
equipment and work. See the General Conditions for
requirements.

CONTROL

The Contractor is responsible for the pest control that
is required for him to execute his work.

01010-2



1.6 CONSTRUCTION SITE ACCESS

A.

The Contractor shall be responsible for maintaining
access along all public right-of-way and to the existing
construction site. All pavement that is damaged by
construction traffic shall be removed and replaced in a
manner that is acceptable to the Engineer. The cost of
this work shall be included in the Lump Sum Project Bid.

PART 2 - PAYMENT

2.1 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment work addressed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.

01010-3



SECTION 01045

CUTTING AND PATCHING

PART I - GENERAL

1.1 DESCRIPTION

A.

E.

Related requirements specified elsewhere:
1. Summary of Work: Section 01010.

Execute cCutting (including Excavating), fitting or
patching of work, required to:

1. Make several parts fit properly.

2. Uncover work to provide for installation of ill-
timed work.

3. Remove and replace defective work.

In addition to Contract requirements, upon written
instructions of Engineer:

1. Uncover work to provide for Engineer’s observation
of covered work.

2. Remove samples and install materials for testing.

3. Remove work to provide for alteration of existing
work.

Perform no cutting or altering which may endanger any
part of the work.

Do not cut or alter work of another contractor without
written consent of the Engineer.

1.2 QUALITY ASSURANCE

A,

Use adequate numbers of skilled workmen who are
thoroughly trained and experienced in the necessary
crafts and who are completely familiar with the specified
requirements and the methods needed for proper
performance of the work of this Section.

1.3 SUBMITTALS

A.

95-07-00

Prior to the commencement of any cutting, which affects
the structural safety of the project or work of another
contractor, submit written notice to Engineer requesting
consent to proceed. Included in such a request shall be:

1. Identification of project.

2. Description of affected work.
3. Necessity for cutting.
01045-1



4. Effect on other work or structural integrity of the
project.
5. Description of proposed work, designating:
a. Scope of cutting and patching
b. Contractor and trade to execute work
c. Products proposed to be used
d. Extent of refinishing
e. Methods to maintain traffic flow and plant
operations
6. Alternative to cutting and patching.
7. Designation of party responsible for cost of
cutting and patching.
8. Coordinate work with plant operators.

B. Submit cost estimate prior to cutting and patching done
on the construction site that is not under the scope of
the specified work at the request of the Project
Engineer.

c. Should conditions of work or schedule indicate change of
material or methods, submit written recommendations to
Engineer, including:

1. Conditions indicating change to recommendations for
alternative materials or methods.
2. Submittal as required for substitutions.

D. Submit written notice to Engineer designating the work
will be uncovered to provide for observation.

RESPONSIBILITY OF PAYMENT FOR COSTS

A. Costs caused by defective work or work not conforming to
Contract Documents including costs for additional
services of the Engineer shall be paid by the party
responsible for the rejected or nonconforming work.

B. Costs of work done on instructions of the Engineer and
not covered under the scope of these Specifications shall
be borne by the Owner.

2 - PRODUCTS

Materials for replacement of work removed shall comply with
the Specifications for type of work to be done.

Where existing concrete or bituminous pavement or concrete
sidewalk is cut and removed, the pavement or sidewalk shall be
replaced as shown in the plans. All existing pavement or
sidewalk cut and removed, not covered by details in the plans,
shall be replaced in kind to the shape, depth and grade of the
existing item removed. All work under this item shall be in
accordance with the Standard Specifications.

95-07-00 01045-2



PART 3 - EXECUTION

3.1 INSPECTION

A.

B.

Inspect existing conditions of work, including elements
subject to movement or damage during:

1. Cutting and patching
2. Excavating and backfilling

After uncovering, inspect conditions affecting
installation of new products.

3.2 PREPARATION PRIOR TO CUTTING

A.

B.

c.

D.

Apply shoring, bracing and support as required to
maintain structural integrity of Project facilities.

Apply protection for other portions of work.
Apply protection from weather.

Barriers required to protect pedestrian and vehicular
traffic.

3.3 PERFORMANCE

A.

C.

D.

Execute fitting and adjustment of products to provide
finished installation to comply with specified tolerances
and finishes.

Execute cutting and demolition by methods which prevent
damage to other work and provide proper services to
receive installation and repairs and new work.

Execute excavating and *backfilling as specified.
Restore work which has been cut or removed, install new
parts provided to complete the work in accordance with
the requirements of Contract Documents.

Refinish entire surfaces as necessary to provide an even
finish.

1. Continue new finish on surfaces to nearest change
of material or direction.

PART 4 - PAYMENT

4.1 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment work addressed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.

01045-3



SECTION 01050

CONSTRUCTION ENGINEERING

PART I - GENERAL INFORMATION

1.1

PART

PART

DESCRIPTION

A. Under this item the Contractor shall perform the
Construction Engineering, including layout to complete
the work specified in the Contract Documents.

QUALITY REQUIREMENTS

A, Accuracy: The layout of control points, centerlines,
benchmarks and other items shall be consistent with
standard engineering practices. All surveys,
not covered by other sections of these specifications,
required for the
layout of the work specified in the Contract Documents
shall be of
second-order class 1, or better, as defined in
"Classification, Standards
of Accuracy, and General Specifications of Geodetic
Control Surveys"
prepared by the Federal Geodetic Control Committee for
the U.S.

Department of Commerce.

2 - MATERIALS
FIELD BOOKS AND PAPER

A. The field books shall be the standard six (6) ring field
book (6 1/2" X 8") normally used in surveying.

B. The paper shall be the standard six (6) hole paper (5
1/2" X 7 1/4") normally used in surveying.

3 - EXECUTION
REQUIREMENTS

A. The Contractor shall perform all necessary construction
engineering, including layout, to insure that the work
conforms to the lines, locations, grades, and elevations
shown on the Contract Documents. The construction
engineering shall include establishing all necessary
lines, points, comers, etc. with adequate references for
the recovery of said items during construction, running
a level circuit to establish additional benchmarks for
use during construction, setting
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stakes for structures, slopes, subgrade, paving, and any
other stakes required for control lines and grades.

The Contractor shall furnish all equipment personnel, and
materials including stakes, templets, straightedges, and
other devices necessary for performing the construction
engineering.

Field notes shall be kept in standard field notebooks
supplied by the Contractor in a clear, orderly, and neat
manner consistent with standard engineering practices and
procedures. The field books shall be available for
inspection by the Engineer at all times and shall become
the property of the Owner on completion of the work.

When staking culverts or inlets, the Contractor shall
perform the necessary checking to establish the proper
location and grade to fit best the conditions on the
site. The Engineer shall approve the location of each
structure prior to the installation of the culvert of
inlet.

The Engineer may check the accuracy of the construction
engineering as necessary, but will assume no
responsibility for the accuracy of engineering layout or
the final result of construction accuracy.

The supervision of the Contractors construction
engineering personnel shall be the responsibility of the
Ccontractor and any errors resulting from the operations
of such personnel shall be connected at the expense of
the Contractor and at no additional cost to the Owner.

PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT

A.

There will be no measurement of construction engineering.

4.2 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment for construction
engineering. The cost of this work is to be included by
the Contractor in the total cost of the contract.

01050-2



SECTION 01150

MEASUREMENT

PART 1 - GENERAL

1.1 DESCRIPTION

A.

Measurement, as necessary, for work items shall be as
stipulated in this Section.

1.2 RELATED WORK SPECIFIED ELSEWHERE

A.

Schedule of Values - Section 01370.

1.3 QUALITY ASSURANCE

A.

Use adequate numbers of skilled workmen who are
thoroughly trained and experienced in the necessary
crafts and who are completely familiar ,with the-
specified requirements and the methods needed for proper
performance of the work of this Section.

1.4 MEASUREMENT OF QUANTITIES

A.

95-07-00

General Requirements: All work completed under the
Contract Documents will be measured by the Engineer
according to United States’ standard measure.

1. The method of measurement and computations to be
used in determination of quantities of material
furnished and of work performed under the Contract
Documents will be those methods generally
recognized as conforming to good engineering
practice.

2. Unless otherwise specified, longitudinal
measurements for base, surface and shoulder area
computations will be made along the *centerline of
the actual surface of the roadway. No deduction
will be made for individual fixtures having an area
of 9 square feet or less. Unless otherwise
specified, transverse nmeasurements for area
computations will be the neat dimensions shown on
the plans or ordered in writing.

3. Structures will be measured according to neat lines
shown on the plans or as altered to fit field
conditions.

4. When a complete structure or structural unit (in
effect, lump sum work) is specified as the unit of
measurement the unit will be construed to include
all necessary fittings and accessories.

5. All items which are measured by the linear foot
will be measured parallel to the base or foundation
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95-07-00

upon which such items are placed, unless otherwise
specified.

6. A station, when used as a definition or term of
measurement, will be 100 linear feet.

7. The term gage, when used in connection with the
measurement of metal plates or sheets, will mean
the U.S. Standard Gage except when the referenced
AASHTO, ASTM, or other specification for a material
specifies that it be ordered and measured in terms
of thickness.

8. When the term gage refers to the measurement of
wire, it will mean the U.S. Steel Wire Gage except
when the referenced AASHTO, ASTM or other
specification for the wire specifies that it be
ordered and measured in terms of a wire size number
and/or diameter.

9. The term ton shall mean the short ton consisting of
2,000 pounds avoirdupois. All materials which are
measured or proportioned by weight shall be weighed
on accurate, approved scales which meet all
requirements and specifications adopted by the
Indiana State Division of Weights and Measures.
The weighing shall be done by competent, qualified
personnel at designated locations.

Measurement by Weight - Scales: All materials for which
measurements are obtained by weight shall be weighed on
approved scales which, except as hereinafter provided for
out-of-state scales, shall be tested and sealed by the
State Div. of Weights and Measures. This inspection
shall have been made within a period of not more than one
year prior to the date of use for weighing material. A
scale which has been tested and approved within this one-
year period and which has been repaired or dismantled and
moved to another location, shall again be tested and
approved before it is eligible for weighing. Any
interested parties, such as the Owner, the Contractor, or
the owner of the scales may, at any time, request an
inspection of the scales in question. The latest
inspection shall take precedence over any and all
previous inspections. Automatic printer systems may be
used with bituminous plant scale systems under certain
conditions as set out in Articles 401.06(a)8 and
401.06(b)4 of the Standard Specifications. If automatic
printer systems are used, the same inspection, testing
and sealing requirement specified herein for scales shall
apply to bituminous plant batch scales and printer
systems.

1. A motor-truck scale shall have a suitable
undercarriage of such construction that will carry
safely and weigh an amount equal to 80% of the
rated capacity of the scale on either end of the
scale platform. When so loaded, the stresses in
the lever system shall not exceed the stresses
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allowable under AREA specifications, latest
revision, and the load carried per linear inch of
knife-edged bearing shall not exceed 5,000 pounds.
The scale platform shall be of such length and
width as to accommodate conveniently any truck
containing materials which need to be weighed. The
entire truck load shall rest on the scale platform
and be weighed as one draft.

If material is weighed on truck-scales, weigh
tickets showing the net weight of each load of
material delivered shall be supplied to the
Engineer for his use in computing quantities.

The tickets shall be prepared at the weighing site
by the Contractor or his representative under the
observation of the Owner’s Representative and shall
contain the following information: Ticket serial
number, date, contract number, source of supply,
material designation (size or type), truck number,
time weighed, gross weight (DR entered here if
scale is direct reading type), tare, net weight,
and moisture content (if applicable). A space
shall be provided on each ticket for signature of
the Owner’s Representative. A duplicate ticket may

"be furnished by the Contractor for his records.

The original and duplicate (if furnished) tickets
shall be signed by the Project Engineer at the
point of incorporation into the work.

The cost of furnishing, maintaining and operating
scales shall be borne by the Contractor.

The weight of materials weighed outside the State
of Indiana and intended for use by the Contractor
in the work may be determined on scales tested and
approved by the proper governmental unit having
authority where the scales are located. In such
case, the Contractor shall furnish the Owner a
certified copy of such inspection and approval
which, to be acceptable, shall have been made
within one year prior to the time of such weighing.
In general, out-of-state truck-scales used shall
comply with all pertinent provisions as they apply
to truck-scales accepted within the State of
Indiana. They shall be subject to review by the
Project Engineer and to the requirements applicable
to such scales located within the state.

If materials are shipped by rail, the car weight
may be accepted, provided payment is made for only
the actual weight of the materials. Car weights
will not be acceptable for material to be passed
through mixing plants. Trucks used to haul
material being paid for by weight shall be weighed
empty at such times as the Project Engineer
directs. Each truck shall bear a plainly legible
identification mark. :
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Measurement by Volume: Materials to be measured by volume
in the -hauling, vehicle shall be hauled in approved
vehicles and measured therein at the point of delivery.
Vehicles for this purpose may be of any size or
acceptable type, provided the body is of such shape that
the actual contents may be determined readily and
accurately. All vehicles shall be loaded to at least
their water level capacity, and all loads shall be
leveled when the vehicles arrive at the point of
delivery.

1. When requested by the Contractor and approved in
writing, material specified to be measured by the
cubic yard may be weighed and such weights will be
converted to cubic yards for payment purposes.
Factors for conversion from weight measurement to
volume measurement will be determined by the
Project Engineer and shall be agreed to by the
Contractor. In computing volumes of excavation,
the average end area method or other acceptable,
methods will be used.

2. If excavation is measured by cross sections, the
following will apply:

a. Unless otherwise provided, where sodded areas
are involved, the cross sections will be
considered as located at the surface of the
sod.

b. If the cost of excavation is specifically
included in the payment for any item of work,
the final sections will be taken at the
finished surface of the work.

c. If the cost of excavation is not specifically
included in the payment for any item of work,
the final sections will be taken at the limits
of the authorized excavation.

d. If the Contractor exceeds the authorized
excavation or embankment limits, the cross-
sections will be closed at the neat lines
indicated on the plans.

3. Unauthorized wastage of material will be deducted,
and only such quantities as are actually
incorporated into the completed work will be
included.

Measurement of Bituminous Materials: If a bituminous
material is to be paid for directly, it shall, except as
hereinafter provided, be weighed and paid for by the ton.
If the Engineer decides that weighing is not feasible,
the bituminous material may be measured by volume (as
hereinafter set out) and converted to tons, the
conversion to be based on the unit weight as determined
in the laboratory.
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When bituminous material is to be measured by
volume, it shall be measured in gallons in tank
cars, distributor tanks, tanks, or drums. The
Contractor shall furnish certified calibration of
tank cars, distributor tanks, tanks, and certified
quantities in drums in which bituminous materials
are delivered or stored.

If bituminous material is furnished in drums, the
amount in each drum shall be stenciled plainly on
the drumhead by the producer. The amount so
indicated will be accepted as the quantity
furnished except the amount in each drum may be
checked at any time in accordance with the
provisions set out herein.

Tank-car deliveries will be measured by volume and
converted to tons.

Volumes will be measured at 60 degrees F or will be
corrected to the volume at 60 degrees F in
accordance with ASTM D 1250 for asphalts or ASTM D
633 for tars.

Net certified scale weights or weights based on
certified volumes in the case of rail shipments
will be used as a basis of measurement, subject to
correction when bituminous material has been lost
from the car or the distributor, wasted, or
otherwise not incorporated in the work.

Measurement of Cement: Cement will be measured by the
barrel or the sack. The term barrel will mean 376 pounds
or four sacks of cement. The cement content of concrete
will be determined by the following method in accordance
with AASHTO T 121 as modified in 501.03(a).

1.

The weight of a known volume of fresh concrete will
be determined. Then the yield (or barrels of
cement per cubic yard of concrete produced per
batch) will be calculated from the relation that
the amount of cement per cubic yard is to the
amount of cement per batch as the weight of the
concrete per cubic yard is to the weight of the
batch.

a. A = Weight of concrete per cubic foot

b. B = Total weight of batch

c. C = Pounds of cement per batch

d. C = Barrels of cement per batch
376

e. B_ -~ Cubic yards of concrete per batch
27A

f. C x 27 A - Barrels of cement per cubic yard
376 B
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g. 0.0718 x _AC - Barrels of cement per cubic
yard BB

Measurement of Aggregates: Unless otherwise provided, all
aggregates for which measurements are obtained by the
cubic yard will be measured at the truck loading point in
truck beds that have been measured, stenciled and
approved; or they may be weighed and converted to cubic
yards by a conversion factor computed at sufficient
intervals to insure correct yardage.

1.

Free water in all aggregates for which payment is
made as a separate item on a tonnage basis shall be
drained prior to weighing and selection of samples.
Samples for determination of moisture content shall
be taken immediately prior to the time the material
is to be weighed. The number of moisture tests
will be governed by conditions. Moisture contents
shall be determined on the basis of oven dry weight
by drying samples to constant weight at 110 degrees
C 5 degrees, except if ovens are not available for
drying samples, other methods which give equivalent
results may be used. Moisture content shall be
computed to the nearest 0.5% in accordance with the
following formula:

Percent of Moisture (M) =

Wet weight of sample - Dry weight of sample x 100
Dry weight of sample

The percent of moisture shall be noted on each
weight ticket.

The wet weight will be used for the basis of
payment, if the percent of moisture is determined
to be less than 6% for Aggregate Size No. 10 or "B"
borrow; 9% or optimum moisture content, as
determined in accordance with AASHTO T 99 as
modified in 203.24 of the Standard Specifications,
whichever is greater, for Size No. 53 or No. 73
aggregates or modifications thereof when specified;
or 4% for aggregates of all other specified sizes
including sand.

If the percent of moisture exceeds the limitations
set out above, the weight to be paid for will be
the gross weight of aggregate minus the weight of
the excess moisture computed as follows:

Weight to be paid for = G x (100 + m)

(100 + M)
In which:
G = Gross weight of material (wet)
M = Percent of moisture in the aggregate to the

nearest 0.5% based on oven dry weight
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m = Percent of moisture permitted in the wet
aggregate to be paid for based on oven dry weight

Measurement of Timber or Lumber: Timber or lumber will be
measured by the thousand feet (board measure, M.F.B.M.)
actually incorporated in the structure. Measurement will
be based on nominal widths and thicknesses and the
extreme length of each piece.

Manufactured Items: When standard manufactured items are
specified such as fence, wire, plates, rolled shapes,
pipe, conduit, etc., and these items are identified by
gage, unit weight, section dimensions, etc., such
identification will be considered to be nominal weights
or dimensions. Unless more stringently controlled by
tolerances in cited specifications, manufacturing
tolerances established by the industries involved will be
accepted.

PART 2 - PAYMENT

2.1 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment work addressed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01210

PRE-CONSTRUCTION CONFERENCE

PART I - GENERAL

1.1 RELATED REQUIREMENTS SPECIFIED ELSEWHERE

A.

B.

C.

D.

Summary of Work: Section 01010.

Progress Schedules: Section 01310.

Shop Drawings, Product Data & Samples: Section 01340.
Project Record Documents: Section 01720.

1.2 PRE-CONSTRUCTION MEETING

A.

95-07-00

The Engineer will schedule and administer a pre-
construction conference. The Engineer will:

1. Prepare the agenda;

2. Distribute written notice of the meeting;

3. Make physical arrangements for the meeting:;

4. Preside at the meeting;

5. Record the meeting minutes; and

6. Distribute copies of the minutes to the Contractor.

The Engineer will schedule the pre-construction
conference in accord with Paragraph 2.8 of the General
Conditions.

The following persons will attend the pre-construction
conference:

1. The Owner’s Representative;

2. The Contractor and its major subcontractors; and

3. Representatives of governmental and other
regulatory agencies as necessary.

At a minimum, the agenda will include distribution and
discussion of:

1. The list of major subcontractors;

2. The items required to be addressed by paragraph 2.8
of the General Conditions;

3. The identification of personnel responsible for on-
site and emergency situations;

4. The processing of Field Orders, Work Directive
Changes and Change Orders;

5. Procedures for maintaining Record Documents;

6. Coordination of the Contractor’s work with the work
of the Owner’s personnel;

7. Security procedures;
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8. Housekeeping procedures;

9. Use of premises;

10. Major equipment deliveries and priorities; and
11. Critical work sequencing.

PART 2 - PAYMENT
2.1 BASIS OF PAYMENT
A. There will be no separate payment work addressed in this

section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01220

PROGRESS MEETINGS

PART 1 - GENERAL
1.1 RELATED REQUIREMENTS SPECIFIED ELSEWHERE
A. Summary of Work: Section 01010.
B. Progress Schedules: Section 01310.
C. Shop Drawings, Product Data & Samples: Section 01340.
D. Project Record Documents: Section 01720.
1.2 PROGRESS MEETINGS
A. The Engineer or his representative will schedule and

administer a preconstruction conference. The Engineer or
his representative will:

1. Prepare the agenda;

2. Distribute written notice of the meeting:;
3. Make physical arrangements for the meeting;
4. Preside at the meeting;

5. Record the meeting minutes; and

6. Distribute copies of the minutes to the Contractor
within ten (10) days after each meeting.

B. Regular bi-weekly meetings will be scheduled at a time
mutually agreed upon by the Contractor and Engineer.

C. The Engineer shall call special meetings as progress of
Work dictates.

D. Meetings will be held in the Contractor’s construction
trailer, or as directed by the Engineer.

E. The following persons will attend the progress meetings:

ahe The Owner’s Representative;

2. The Contractor;

3F Subcontractors as pertinent to agenda; and

4. Representatives of governmental and other
regulatory agencies having jurisdiction as
required.

F. At a minimum, the agenda will include:
1. Review of the previous meetings;

2. Review of the work progress since last meeting;
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10.

11.
12.

Discussion of field observations, problems and
decisions;

Identification of problems which impede planned
progress;

Review of any off-site fabrication problens;
Discussion of corrective measures and procedures to
regain planned schedule;

Review of the progress schedule as indicated:

Plan progress during next work period;

Review submittal schedules and expedite as required
to maintain schedule;

Review the maintenance of quality and work
standards;

Review any changes proposed by the Owner; and
Complete other current business.

PART 2 - PAYMENT

2.1 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment work addressed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01310

PROGRESS SCHEDULES

PART 1 - GENERAL

1.1 RELATED REQUIREMENTS SPECIFIED ELSEWHERE

A.

B.

C.

Suumary of Work: Section 01010.
Shop Drawings, Product Data & Samples: Section 01340.
Schedule of Values: Section 01370.

1.2 PROGRESS SCHEDULE

A.

The Contractor shall provide the Engineer with a progress
schedule as required by paragraphs 2.6 and 2.9 of the
General Conditions.

The schedule shall be updated monthly by the Contractor
to indicate progress and shall be resubmitted to the
Engineer monthly.

1.3 CONTENTS OF PROGRESS SCHEDULE

A.

95-07-00

The progress schedule shall show in detail the proposed
sequence of the Work and the estimated date of starting
and completing each stage of the Work in order to
complete the Work within the Contract Time.

For Work with a bid of less than $3 million, a horizontal
bar chart, the Critical Path Method (CPM), or the Program
Evaluation and Review Technique (PERT) may be used. For
Work with a bid equal to or greater than $3 million, the
Critical Path Method (CPM) or Program Evaluation and
Review Technique (PERT) shall be used as appropriate.

The format for the horizontal bar chart shall:

1. Include a separate horizontal bar for each work
activity;

2. Order the bar chart to correspond with the Table of
Contents of the Specifications;

3. Identify each bar by each major work activity for
each building, structure, and/or sitework item;

4. Provide a horizontal time scale in one (1) week
units;

5. Provide a space for updating;

6. Be provided on reproducible size 24" x 36" sheets.

Any progress schedule, whether it is a horizontal bar
chart, CPM or PERT, must include the following
information:
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1. For each construction activity:
a. Identify submittal dates and the dates by
which reviewed submittals are needed for shop
drawings and samples;

b. Identify project procurement and delivery
dates; and

c. Identify dates for the beginning and
completion of each activity, for example:
i. Concrete placement

ii. Subcontractor work
iii. Equipment installation

UPDATING THE PROGRESS SCHEDULE

The Contractor shall provide an updated progress schedule
to the Engineer monthly reflecting the status of work as
required in Subsection 1.2 of this Section.

The Contractor shall submit two (2) copies of the updated
progress schedule for the Engineer, plus the number
required by the Contractor.

The updated progress schedule shall show all changes
occurring since the previous submission.

The updated progress schedule shall reflect revised
estimates of the duration of the various activities.

The updated progress schedule shall be accompanied by a
detailed description of the work to be accomplished in
the succeeding month.

The updated progress schedule shall be accompanied by a

written report, prepared by the Contractor, which:

1. Discusses’ problem areas, including current and
anticipated delay factors and their impact;

2. Delineates corrective action taken or proposed and
its effect; and
3. Describes the effect of problems or corrective

action on other contractors.
REVIEW & DISTRIBUTION OF UPDATED PROGRESS SCHEDULES
Within ten (10) days after receipt of the updated
progress schedule, the Engineer shall review and return
the schedules.
If the Engineer requires a resubmittal, the Contractor
must comply within seven (7) days of receipt of reviewed
schedule.

The Contractor shall distribute copies of the reviewed
schedules to:
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1. The job site file;

2. Its subcontractors and appropriate suppliers; and
3. Other parties agreed to by the Contractor and
Engineer.

Upon distributing copies of the reviewed schedules to the
recipients, the Contractor must request the recipients to
immediately report to the Contractor any inability to
comply with the schedule, provide a detailed explanation
of the inability and suggest solutions.

PART 2 - PAYMENT

2.1 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment work addressed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01340

SHOP DRAWINGS, PRODUCT DATA & SAMPLES

PART 1 - GENERAL

1.1 RELATED REQUIREMENTS SPECIFIED ELSEWHERE

A.

B.

C.

Progress Schedules: Section 01310.
Project Record Documents: Section 01720.

The schedule of Shop Drawings submissions required by
paragraph 2.6.2 of the General Conditions must include a
schedule of sample submissions.

The Contractor shall submit to the Engineer all Shop
Drawings and samples required by the Contract Documents
in accord with this Section and the other provisions of
the Contract Documents.

1.2 GENERAL SUBMITTAL REQUIREMENTS

A.

95-07-00

Each submittal must be made to the Engineer at least
thirty (30) days before the reviewed submittal is needed
by the Contractor.

Whenever the Contractor makes a submittal under this
Section, he shall compile all material for the submittal
into sets by stapling, punching or binding. Two (2) or
more sheets or prints must be stapled three (3) times
along the 1left edge. Smaller (8 1/2" x 11") sheets
should be stapled two (2) or three (3) times along the
left margin; and if submitted with a print, must be
stapled to the upper left corner of the print. The
submittals must be bound in a manner that all items may
be easily opened and visible to review.

The Contractor may not use highlighter type markers when
making notes on submittals. Any handwritten notes must
be made with a pen that reproduces when the document is
copied on either a duplication machine or a diazo
machine.

Copies may be opaque diazo prints, blueprints, or when
applicable, xerox copies. Acceptable reproducibles are
of vellum, sepia or mylar. Reproducibles shall be of such
quality that crisp, legible copies can be produced.

Each shop drawing or sample submittal shall be

accompanied by appropriate product data as required by
the Contract Documents.
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1.3 SHOP DRAWING SUBMITTALS

A.

B.

Shop drawing submittals shall be made as required by the
Drawings and Specifications.

Shop drawings of various components of systems which
relate to each other shall be submitted at the same time
for proper review. For example, shop drawings of a pump,
motor and speed control shall be submitted at the same
time, under separate Contractor’s Submittal Transmittal
Forms.

Each shop drawing submittal shall include five (5) copies
of the Shop Drawing and shall:

1. Be prepared by a qualified detailer;

2. Identify details by reference to sheet and detail
numbers shown on the drawings and/or the section
number of the Specifications;

3. Show the original drawing date and revision dates;

4. Show the project name, location of site and project
number ;

5. Provide the names of the Engineer, Contractor,
subcontractor, supplier, manufacturer, and, if
pertinent, separate detailer;

6. Show its relation to adjacent structure or
materials;

7. Show field dimensions, clearly identified as such;

8. Identify applicable Specification section or
Drawing sheet number;

9. Identify applicable standards, such as ASTM number
or Federal Specification; and

10. Provide a blank 4" x 4" space for the Engineer’s
stamp.

1.4 SAMPLE SUBMITTALS

A.

B.

95-07-00

Sample submittals shall be made as required by the
Drawings and Specifications.

Each sample shall be labeled with tags provided by the

Engineer. Small items or several items for one sample

submittal may be submitted in a *3turdy envelope or

plastic bag. The tags shall:

1. Show the project name, location of site and project
number ;

2. Provide the names of the Engineer, Contractor,
Subcontractor, Supplier and Manufacturer;

3. Identify the applicable Specification section or
Drawing sheet number;

4. Identify the applicable standards such as ASTM
number or Federal Specification; and

5. Provide space for the Engineer’s stamp.
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1.5 CONTRACTOR’S RESPONSIBILITY

A.

B.

Where Shop Drawings prepared by one trade require cross-
checking with the Shop Drawings of some other trade or
trades, the Contractor shall assemble the Shop Drawings
of all interdependent trades, cross-—check and coordinate
them himself, require corrections as necessary from the
various trades, and then present the corrected drawings
in the submission. As an alternate to this procedure,
the Contractor may make composite drawings showing the
interrelation of the concerned trades and subsequent Shop
Drawings of these trades shall be required to conform to
these reviewed composite drawings. Fragmentary or
piecemeal transmittals of Shop Drawings for individual
trades in violation of this requirement will be returned
to the Contractor unchecked and will not be accepted.

The Contractor shall distribute copies of the submittals
subsequent to the Engineer’s review.

1.6 RESUBMISSION REQUIREMENTS

A.

C.

Shop Drawings:

1. The Contractor is not required to resubmit Shop
Drawings which are marked "No Exception Taken"
(NET) or "Make Corrections Noted" (MCN) by the
Engineer. Shop drawings which are returned to the
Contractor marked "Revise and Resubmit", "Submit
Specified Item" or "Rejected" are to be
resubmitted. The Contractor shall submit new
copies, not the ones which were marked up by the
Engineer.

2. The Contractor shall indicate on the Shop Drawings
any changes, including those requested by the
Engineer, by an identifying symbol, initial and
date.

Product Data and Samples: The Contractor shall submit new
data and samples as required for the initial submittal.

Each submittal, regardless of the action taken, will
count as one (1) submittal.

1. 7 ADDITIONAL SUBMITTALS

A.

95-07-00

The Contractor shall attempt to make complete submittals.
However, if it is necessary to submit additional material
for a Shop Drawing where review has not yet been
completed by the Engineer, another CST form shall be
completed with the same Reference Number as the original
submittal and shall be clearly marked "Additional
Information®.
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1.8 REVISED SUBMITTALS

A.

If the Contractor wishes to submit revisions after the
Shop Drawing has been reviewed and returned, the revised
shop drawing shall be submitted with the same description
as on the previous submittal and noting which
portions/pages of the submittal have been revised.

1.9 VOIDED SUBMITTALS

A.

If the Contractor voids a submittal, he shall notify the
Engineer in writing that the submittal has been voided.
In addition, if the voided submittal has been replaced by
another submittal, the Contractor shall state the PDE
Reference Number of that submittal.

1.10 ENGINEER’S DUTIES

A.

B.

95-07-00

The Engineer shall affix stamp and initials or signature
indicating the review of the submittal.

Disposition by the Engineer will be one of the following:
"No Exception Taken" (NET), "Make Corrections Noted"
(MCN), "Rejected", "Revise and Resubmit", or "Submit
Specified Item".

The Engineer will return two (2) copies of the reviewed
submittals to the Contractor for distribution. If
additional copies are needed by the Contractor, then the
Contractor shall so request in writing and increase the
number of submittal copies to the Engineer over the five
(5) specified, by the number of additional copies needed.

If the Engineer requires additional information from the
Contractor before he can complete the review of and take
action on a submittal, the Engineer will request that
information by the use of a D/R form (Justification for
Delaying Return of Shop Drawing and/or Request for
Additional Information from the Contractor Form). The
use of the D/R form interrupts the submittal review time
until the required additional information is provided to
the Engineer.

All submittals may be reviewed twice, if necessary.
After a submittal has been reviewed the second time,
additional review not caused by the fault of the Owner or
the Engineer may cause extra engineering costs to be
billed to the Owner, who may pass on such costs to the
Contractor.
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PART 2 - PAYMENT
2.1 BASIS OF PAYMENT
A. There will be no separate payment work addressed in this

section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01341

MANUFACTURER’S RECOMMENDATIONS

PART 1 - GENERAL

1.1 GENERAL

A.

Whenever and wherever these Contract Documents indicate

that the performance of a particular task shall be done

in accordance with the manufacturer’s recommendations .
and/or spe01f1cat10ns or manufacturer’s printed

instructions, said recommendations and/or specifications

shall be submitted in conformance with the requirements

of Section 01340.

1.2 CONTRACTOR’S RESPONSIBILITIES

A,

95-07-00

The Contractor is responsible for reviewing and approving
the specific manufacturer’s recommendations and/or
spec1f1catlons and submitting same for the Engineer’s
review.

In the event that the Contractor wishes to use a
manufacturer that has no specific. recommendations and/or
specifications for a particular application, the
Contractor shall be responsible for developing such a set
of criteria based upon standard practice within the
industry. This development shall be limited to points of
procedure and cannot be extended to cover specific
technical information relating to a particular
manufacturer’s product. once these criteria are
developed, the Contractor shall submit them to the
Engineer for his review. This submittal shall clearly
differentiate between those elements developed by the
Contractor and those developed by the specific
manufacturer.

Should the Contractor be unable to develop the
approprlate recommendations and/or specifications which
are in conformance with the Contract Documents, he will
be required to substitute a different product which
already has the appropriate recommendations and/or
specifications or which facilitates their development.

The Contractor’s responsibility for errors and omissions
in submittals is not relieved by Engineer’s review of
submittals.

The Contractor’s responsibility for deviations in
submittals from requirements of the Contract Documents is
not relieved by the Engineer’s review of submittals. The
Contractor may submit specific deviations to the Engineer
for review, but such deviations will require the
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manufacturer’s and/or supplier’s written approval for the
specific deviation as a prerequisite to the Engineer’s
consideration or approval.

The Contractor’s shall notify the Engineer, in writing at
the time of submission, of deviations in submittals from
requirements of the Contract Documents.

The Contractor shall not begin work which requires
submittals until return of the submittals.

ENGINEER’S DUTIES

The Engineer shall attempt to review submittals within
thirty (30) days from receipt of submission. The
Contractor will be notified if additional time is
required.

The Engineer’s review is only for conformance with the
design concept of the Project and compliance with the
information given in the Contract Documents. The
Contractor is responsible for information that pertains
solely to fabrication processes and to techniques for
construction. Each action shown is subject to the
requirements of the Contract Documents.

The Engineer shall return the submittals to the
Contractor for distribution.

PART 2 -~ PAYMENT

2.1 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment work addressed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01350

OPERATION AND MAINTENANCE DATA

PART I -~ GENERAL

1.1 SCOPE

A.

The Contractor shall provide operation and maintenance
data as specified below for all items listed below.

1.
2.

3.
4.
5.

Equipment

of all types

all valves, cocks, gates, actuators and related
accessories

All instruments and control devices

All electronic and major electrical equipment

Processes

1.2 DEFINITIONS

A.

95-07-00

Operation and Maintenance Data:

1.

The term "

operation and malntenance data" includes

all product related information and documents which
are required for preparation of the plant operation
and maintenance manual or which must accompany said

manual as

directed by current regulations of the

United States Environmental Protection Agency and
supplemental regulations promulgated by agencies of

the State

of Indiana.

Required operation and maintenance data include,

but are no

a. The
direc
spare
items
proje
follo
1)

2)
3)

4)

t limited to, the following:
Contractor shall provide a separate
tory for equipment, valves/gates and
parts. Each directory shall include all
of the category provided for the
ct. The directories shall include the
wing information:
Term, name, or identifier used in the
Contract Documents for the item listed.
Detailed description of the item.
Location of the item using terms for such
locations identical to those used in the
Contract Documents.
Full nameplate information for each item
provided including serial numbers, model
number, H.P., voltage, etc.
Manufacturer’s name and address.
Manufacturer’s 1local representative’s
name and address.
Owner’s assigned equipment or valve
number.

01350-1



B.

95-07-00

b. Complete, detailed written (in the English
language) operating instructions for each
product or piece of equipment, valve and/or
electronic equipment. All control panels
shall be fully explained (operation,
sequences, etc.). NOTE: If the data supplied
contains information on options or equipment
not provided (not Jjob specific), the data
shall be clearly marked to identify the items
provided. Optionally, such superfluous
information may be deleted by neatly marking
out such data.

c. Complete nameplate identification data include
serial number and model numbers of equipment
where applicable.

d. Complete, detailed written preventive
maintenance instructions as defined in
paragraph 1.2.B of this Section.

e. All recommended spare parts 1lists on the
manufacturer’s letterhead. In addition, the
Contractor shall submit a 1listing of those
spare parts and/or consumables which are to be
provided for each equipment item.

£. Written explanations of all safety
considerations relating to operation or
maintenance procedures. .

g. Wiring diagrams

h. Piping schematics

i. Complete parts lists showing parts, catalog
numbers and generic description.

Preventive Maintenance Instructions:

1.

The term "preventive maintenance instructions"®
includes all information and instructions required
by plant personnel to keep a product or piece of
equipment properly 1lubricated, adjusted and
otherwise maintained so that the item functions
economically throughout its full design life.
Preventive maintenance instructions include, but
are not limited to, the following:

a. A written explanation with illustrations as
required for each preventive maintenance task,
including finishes.

b. Recommended intervals for. execution of
preventive maintenance tasks.

c. Lubrication and other consumables charts.

d. Table of alternate lubricants.

e. Troubleshooting instructions.

f. List of required maintenance tools and
equipment. The Contractor shall provide all
special purpose maintenance tools and
equipment specified by the manufacturer as
necessary for the proper operation,
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calibration and maintenance of the item
provided.

3. If a manufacturer’s recommendations are that no
maintenance is required, then the Contractor shall
submit a letter on the manufacturer’s letterhead so
stating.

4, The Contractor shall submit a detailed directory
listing all manufacturer’s recommended preventive
maintenance and lubrication tasks and schedules for
these activities.

1.3 SUBMITTALS

A.

95-07-00

General: In order that the Owner may satisfy the
requirements of the US EPA, the Contractor shall submit
operation and maintenance data to the Engineer within
sixty (60) days after review of shop drawings. The
Contractor’s failure to adhere to this schedule may
result in withholding of progress payments. If updated
operation and maintenance data becomes available after
these dates, these data, as available, shall be submitted
to the Engineer. All operation and maintenance data must
be submitted and accepted prior to start-up of the
facility.

The Contractor shall also submit all revisions of
manufacturer’s literature and operation and maintenance
data to the Engineer within sixty (60) days after
manufacturer makes such revisions.

The Contractor shall ensure that all operation and
maintenance data submissions match approved shop drawings
in scope of equipment provided as well as configuration,
model number, etc. '

Number of Copies: 6 of each item.

Letter of Transmittal: Provide a letter of transmittal
with each submittal and include the following in the
letter:

1. Date of submittal.

2. Contract title and number.

3. Contractor’s name and address.

4. A 1list of the attachments, the specification
sections and identification of equipment to which
they relate.

5. Reference to, or explanation of, any related
submittals previously submitted or to be submitted
at a future date.

Format Requirements:

1. Use 8 1/2-inch by 11-inch paper of high rag content
and good quality. Larger drawings or illustrations
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5.
6.

are acceptable if neatly folded to the specified
size in a manner which will permit easy unfolding
without removal from a binder.

All text shall be legible, typewritten or machine-
printed originals or high quality copies of same.
Each page must have a binding margin of
approximately 1 1/4 inches and must be punched for
placement in a 3-ring looseleaf or triple post
binder.

Use dividers between major categories of
information such as "Operating Instructions".
"Preventive Maintenance Instructions", etc.
Provide a table of contents for each submittal.
Identify products by their functional names in the
table of contents and at least once in each chapter
or section. Thereafter, abbreviations and acronyms
may be used if their meaning is explained in a
table in the back of each submittal. Use of model
or catalog numbers or letters for identification is
not acceptable.

PART 2 - PAYMENT

2.1 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment for work addressed in
this section. The cost of this work is to be included by
the Contractor in the total cost of the project.

01350-4



SECTION 01370

SCHEDULE OF VALUES

PART 1 - GENERAL

1.1 RELATED REQUIREMENTS SPECIFIED ELSEWHERE

A.

Progress Schedules: Section 01310.

1.2 SCOPE OF PAYMENT

A.

95-07-00

When specifically permitted by the Specifications,
payment for undelivered specifically manufactured items
or equipment (excluding off-the-shelf or catalog items),
will be made as work on them progresses. Payment for
these items will be made only when:

1. The equipment to be specifically manufactured for
the Work could not be readily utilized on nor
diverted to another job; and

2. A fabrication period of more than six (6) months is
anticipated,

Payments for work on undelivered specifically
manufactured items are conditional upon the submission by
the Contractor of paid invoices to the Engineer which
establish the Owner’s interest including applicable
insurance, all of which will be satisfactory to the
Oowner. Progress payments for specifically manufactured
equipment or items shall be limited to the following:

1. A first payment upon submission by the Contractor
of shop drawings for the equipment or items in an
amount not exceeding fifteen percent (15%) of the
contract or item price plus applicable higher tier
costs; and ’

2. Subsequent to the Owner’s release or approval for
manufacture, additional payments, not nmore
frequently than monthly thereafter, up to seventy-
five percent, (75%) of the contract or item price
plus applicable higher tier costs.

Submission of any request for a progress payment under
Subsection B of this Section must be accompanied by a
certification furnished by the fabricator of the
equipment or item that the amount of the first progress
payment claimed constitutes not more than fifteen percent
(15%) of the contract or item price quoted by the
fabricator, and what the cumulative amount claimed in
subsequent progress payments does not exceed seventy-five
percent (75%) of the contract or item price quoted by the
fabricator.
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Applicable higher tier costs, as used in Subsection *B of
this Section include all expenses of contract performance
which are reasonable, allowable to the contract,
consistent with sound and generally accepted accounting
principles and practices consistently applied, and which
are not excluded by contract.

The Contractor shall provide transportation and
reasonable living expenses for a representative of the
Engineer to travel to the place of manufacture of such
equipment or material to observe the progress for each
billing.

Payment for work executed under the Agreement is based
upon lump sum and/or unit prices. Subject to the
limitations listed herein, progress payments for lump sum
items shall be based upon percentage of completion at the
time of request for such payments as determined by the
Engineer, while progress payments for unit priced items
shall be made for estimated quantities of such items
completed and in place. The method for calculating
estimated quantities shall be based upon reasonable
engineering methods for such estimates as agreed upon by
the Contractor and Engineer.

Retainage may not be reduced until the Contractor
provides the Owner with complete and legally effective
releases or waivers (satisfactory to Owner) of all liens
arising out of or filed in connection with the Work. 1In
lieu thereof and as approved by Owner, Contractor may
furnish receipts or releases in full; an affidavit of
Contractor that the releases and receipts include all
labor, services, material and equipment for which a lien
could be filed, and that all payrolls, material. work,
equipment bills, and other indebtedness connected with
the Work for which Owner or his property might in any way
be responsible have been paid or otherwise satisfied; and
consent of the Surety, if any, to final payment. If any
subcontractor, manufacturer, fabricator, supplier or
distributor fails to furnish a release or receipt in
full, Contractor may furnish a Bond or other collateral
satisfactory to Owner to indemnify Owner against any
lien.

1.3 PROGRESS PAYMENT PROCEDURE

A.

95-07-00

The Contractor shall, in accordance with paragraphs 2.6
and 14. 1 of the General Conditions, submit to the
Engineer a Schedule of Values for the various parts of
the Work. The Schedules of Values shall:

1. Be in such form as the Contractor and Engineer
mutually agree upon; and
2. Consist of an amount for each Section of the

Specifications, each of which shall include its
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1.5 UNIT

A.

proper share of overhead, insurance, profit and
other general charges so that the sum of the
amounts equals the Contract Price.

The schedule of values shall be used as the basis for the
Contractor’s application for progress and final payments.

Before the first application for payment, the Contractor
shall select a monthly billing date, within twenty (20)
days prior to the last progress meeting of the month,
upon which he will terminate his accumulation of charges.

Upon the monthly date agreed to by the Contractor and the
Engineer, the Contractor shall submit to the Engineer an
itemized Application for Progress Payment in accord with
paragraph 14.2 of the General Conditions.

SUM PROVISIONS

The term Lump Sum when used as an item of payment will
mean complete payment for each item so designated in the
Contract Documents.

PRICE PROVISIONS

If the Contract Documents require that a unit price cover
and be considered compensation for certain work or
material essential to the item, this same work or
material will not also be measured or paid for under any
other provision.

If the Contractor and Owner agree, in writing, that the
quantities of certain items or portions of items of work,
as set forth in the Contract Documents, are in
substantial agreement with actual quantities of work
performed, compensation therefor will be based on the
quantities as set forth in the Contract Documents without
measurement thereof upon completion of the Work.
Compensation based on Contract Document gquantities as
agreed shall be accepted as full payment for such items
or portions of items.

PART 2 - PAYMENT

2.1 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment work addressed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01381

VIDEQ TAPED INVENTORY CONTROL

PART 1 - GENERAL

1.1 DESCRIPTION

A.

This work consists of, prior to the beginning of
construction, video taping, with audio sound, the entire
project site and any off-site areas used for hauling,
dumping, storage, etc. The limits of video taping shall
be determined by the Owner and the Engineer. The Owner
and the Engineer shall be present during this video
taping work. Upon completion of construction, the same
areas shall be again video taped with audio sound.

The video tape shall provide a complete record of the
physical conditions of the entire project before and
after construction.

The video tapes shall become the property of the Owner,
but retained by the Engineer who shall maintain same for
viewing by the Owner and the Contractor for a period not
to exceed one (1) year after completion of the project.

PART 2 - PRODUCTS

2.1 The video tape shall be one-half inch (1/2") color, cassette

type,

VHS series and of broadcast quality.

PART 3 - EXECUTION

3.1 When

applicable, the video tape shall be cataloged by

automobile odometer readings taken in one-tenth (1/10) of a

mile

increments.

3.2 The video tape shall clearly show all physical features along

the route.

3.3 The camera shall be a high quality color unit.

PART 4 - PAYMENT

4.1 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment work addressed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01410

TESTING LABORATORY SERVICES

PART 1 - GENERAL

1.1 DESCRIPTION

A.

Work included: Provide testing and inspecting, complete,
as described in this Sectian and elsewhere in the
Contract Documents.

1.2 RELATED WORK SPECIFIED ELSEWHERE

A,

B.

Documents affecting work of this Section include, but are
not necessarily 1limited to, General Conditions,
Supplementary Conditions, and Sections in Division 1 of
these Specifications.

Requirements for testing may be described in various
Sections of these Specifications.

1.3 QUALITY ASSURANCE

A.

Provide the services of an independent soil engineer and
an independent testing laboratory approved by the
Engineer.

The Engineer, after reviewing the qualifications of the
independent testing laboratory, reserves the right to
disapprove said laboratory and to instruct the Contractor
to obtain the services of another laboratory.

Upon completion of each test and/or inspection, promptly
distribute copies of test or inspection reports to the
Engineer, to governmental agencies requiring submission
of such reports, and to such other persons as directed by
the Engineer.

PART 2 - PRODUCTS

2.1 SPECIFIC TESTS AND INSPECTIONS

A.

95-07-00

Provide all tests and inspections required by
governmental agencies having jurisdiction, required by
provisions of the Contract Documents, and such other
tests and inspections as are directed by the Engineer.

Tests include, but are not necessarily limited to, those
described in detail in Part 3 of this Section.
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PART 3 - EXECUTION

3.1 TAKING SPECIMENS

A.

Except as may be specifically otherwise approved by the
Engineer, have the testing laboratory secure and handle
all samples and specimens for testing.

3.2 COOPERATION WITH TESTING LABORATORY

A.

3.3 SOIL

A,

B.

Provide access to the Work at all times and at all
locations where the Work is in progress. Provide
facilities for such access to enable the laboratory to
perform its functions properly.

INSPECTING AND TESTING

Make required inspections and tests including, but not
necessarily limited to:

1.

Visually inspect on-site and imported fill and
backfill, making such tests and retests as are
necessary to determine compliance with the Contract
requirements and suitability for the proposed
purpose;

Make field density tests on samples from in-place
material as required;

As pertinent, inspect and test the scarifying and
recompacting of cleaned subgrade; inspect the
progress. of excavating, filling, and grading; make
90% density tests at fills and backfills; and
verify compliance with provisions of the Contract
Documents and governmental agencies having
jurisdiction.

Make and distribute necessary reports and certificates.

3.4 CONCRETE INSPECTING AND TESTING

A.

95-07-00

Portland cement:

1.

Secure from the cement manufacturer Certificates of
Compliance delivered directly to the concrete
producer for further delivery directly to the
testing laboratory.

Require the Certificates of Compliance to
positively identify the cement as to production
lot, bin or silo number, dating and routing of
shipment, and ‘compliance with the specified
standards.

If so required by the Engineer, promptly provide
such other specific physical and chemical data as
requested.
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95-07-00

Aggregate:

1.

2.

Provide one test unless character of material
changes, material is substituted, or additional
test is requested by the Engineer.

Sample from conveyor belts or batching gates at the
ready-mix plant:

a. Sieve analysis to determine compliance with
specified standards and grading;
b. Specific gravity test for compliance with

specified standards.

Laboratory design mix:

1.

2.

After approval of aggregate, and whenever character
or source of materials is changed, provide mix
design in accordance with ACI 613.

Provide designs for all mixes prepared by a
licensed civil engineer.

Molded concrete cylinders:

Provide three test cylinders for each 150 cu. yds.,
or fraction thereof, of each class of concrete of
each day’s placement.

Test one cylinder at seven days, one at 28 days,
and one when so directed.

Report the mix, slump, gage, location of concrete
in the structure, and test results.

Take specimens and make tests in accordance with
the applicable ASTM standard specifications.

tests:

Provide only when specifically so directed by the
Engineer because of low cylinder test results.

Cut from locations directed by the Engineer,
securing in accordance with ASTM C42, and prepar*e
and test in accordance with ASTM C39.

Placement inspections:

1.

Oon concrete over 2000 psi, provide continuous or
other inspection as required by governmental
agencies having jurisdiction.

Throughout progress of concrete placement, make
slump tests to verify conformance with specified
slump.

Using all required personnel and equipment,
throughout progress of concrete placement verify
that finished concrete surfaces will have the level
or slope that is requircd by the Contract
Documents.
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3.5 CONCRETE REINFORCEMENT INSPECTING AND TESTING

A,

C.

Prior to use, test all reinforcement steel bars for
compliance with the specified standards.

1.

Material identified by mill test reports, and
certified by the testing 1laboratory, does not
require additional testing. Require the supplier
to furnish mill test reports to the testing
laboratory for certification.

Tag identified steel at the supplier’s shop. When
steel arrives at the job site without such tags,
test it as unidentified steel.

Unidentified steel:

1.

2.

Have the testing laboratory select samples
consisting of two pieces, each 18" 1long, of each
size.

Have the testing laboratory make one tensile test
and one bend test for each 2-1/2 tons or fraction
thereof of each size of unidentified steel.

" Provide,continuous inspection for all welding of

reinforcement steel.

3.6 STRUCTURAL STEEL INSPECTING AND TESTING

A.

95-07-00

Prior to use, test all structural steel for compliance

with

1.

the specified standards.

Material identified by mill test reports, and
certified by the testing 1laboratory, does not
require additional testing. Regquire the supplier
to furnish mill test reports to the laboratory for
certification.

Tag identified steel at the supplier’s shop. When
steel arrives at the job site without such tags,
test it as unidentified steel.

Unidentified steel:

Have testing laboratory make one tensile test and
one bend test for each five tons or fraction
thereof of each shape and size of unidentified
structural steel.

welding:

Provide qualified testing laboratory inspector.

On single pass welds, inspect after completion of
welding and prior to painting.

On multiple pass welds, and on butt welds with
cover pass on the back side, provide continuous
inspection.
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3.7 ROOFING AND WATERPROOFING INSPECTING AND TESTING

A.

D.

Prior to start of membrane waterproofing and membrane
roofing installation, conduct a job site meeting attended
by representatives of the installing subcontractors, the
Contractor’s field superintendent, the testing laboratory
inspector, and the Engineer, to agree upon procedures to
be followed.

Prior to start of installation, verify that materials at
the job site comply with the specified standards, that
the subcontractor is qualified to the extent specified,
and that the installing personnel are fully informed as
to procedures to be followed.

During installation, verify that materials are installed
in strict accordance with the manufacturers’
recommendations as approved by the Engineer.

When so directed by the Engineer, make test cuts to
verify conformance with the specified requirements.

3.8 WAIVER OF INSPECTION AND/OR TESTS

A,

Specified inspections and/or tests may be waived only by
the specific approval of the Engineer, and such waivers
will be expected to result in credit to the Owner equal
to normal cost of such inspection and/or test.

" PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT AND BASIS OF PAYMENT

A.

B.

95-07-00

No measurement will be made for testing laboratory
services.

Include within the Contract Sum an amount sufficient to
cover all testing and inspecting required under this
Section of these Specifications, and to cover all testing
and inspecting required by governmental agencies having
jurisdiction.

The Owner will pay for all testing and inspecting
specifically requested by the Engineer over and above
those described in Paragraph 2.1-A above.

When initial tests requested by the Engineer indicate
non-compliance with the Contract Documents, costs of
initial tests associated with that non-compliance will be
deducted by the Owner from the Contract Sum, and
subsequent retesting occasioned by the non-compliance
shall be performed by the same testing laboratory and the
costs thereof shall be paid by the Contractor.
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PART

1.1

95-07-00

SECTION 01510

TEMPORARY FACILITIES

I - GENERAL

DESCRIPTION

A.

Work included: Provide temporary facilities and controls
needed for the Work, including but not necessarily
limited to:

1. Temporary utilities such as heat, water,
electricity, and telephone;

2. Field office for the Engineer’s personnel;

3. Sanitary facilities;

4. Enclosures such as tarpaulins, barricades, and
canopies;

5. Temporary fencing of the construction site.

Related work:

1. Documents affecting work of this Section include,
but are not necessarily limited to, General
Conditions, Supplementary Conditions, and Sections
in Division I of these Specifications.

2. Except that equipment furnished by subcontractors
shall comply with requirements of pertinent safety
regulations, such equipment normally furnished by
the individual trades in execution of their own
portions of the Work are not part of this Section.

3. Permanent installation and hookup of the various
utility lines are described in other Sections.

The Contractor shall maintain access for deliveries of
supplies and equipment, operators’ vehicles and
maintenance equipment to the wastewater treatment plant.
The Contractor shall include in his Bid all expenses
necessary to maintain this access from start to
completion of this project.

These procedures are included only as a guide and do not
relieve the Contractor from any costs necessary to
provide and maintain any or all temporary facilities,
labor or equipment necessary to maintain plant operation
during the construction period. With the approval of the
Engineer, the Contractor may use other procedures than
those set forth herein.

TEMPORARY UTILITIES

A.

Water:
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95-07-00

1. Provide necessary temporary piping and water supply
and, upon completion of the Work, remove such
temporary facilities.

2. Provide and pay for water used in construction.

Electricity:

1 Provide necessary temporary wiring and, upon
completion of the Work, remove such temporary
facility.

2. Provide area distribution boxes so located that the
individual trades may furnish and use 100 ft.
maximum length extension cords to obtain power and
lighting at points where needed for work,
inspection, and safety.

3. Provide and pay for electricity wused in
construction.

Heating: Provide and maintain heat necessary for proper
conduct of operations needed in the Work.

Telephone:

1. Make necessary arrangements and pay costs for
installation and operation of telephone service to
the Engineer’s office at the site.

Field Office: The Contractor shall provide a field
office for the use of and to be located as directed by
the Engineer. The building or trailer furnished for a
field office shall meet the following requirements:

1. Minimum dimensions shall be: 8-foot width, 7-foot
height with a minimum area of 120 square feet.

2. There shall be at least two operable windows.

3. There shall be at least one door. Doors shall have
satisfactory lock.

4. Doors and windows shall be provided with

satisfactory screens.

5. It shall be provided with satisfactory lighting,
heating and air conditioning equipment.

6. It shall contain a built-in work table with a tilt-
top suitable for drafting purposes and at least two
drawers, one of which shall be provided with a
lock.

7. A telephone shall be provided.

8. Suitable toilet facilities shall be provided.

9. One class 1-A or higher rated fire extinguisher
shall be provided and shall be conspicuously
located where it will be readily accessible and
immediately available.
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PART

ENCLOSURES

A. Provide and maintain for the duration of construction all
scaffolds, tarpaulins, canopies, warning signs, steps,
platforms, bridges, and other temporary construction
necessary for proper completion of the Work in compliance
with pertinent safety and other regulations.

TEMPORARY FENCING

A. Provide and maintain, as necessary, for the duration of
construction temporary fencing of design and type needed
to prevent entry onto the Work by the public.

MAINTENANCE AND REMOVAL

A. Maintain temporary facilities and controls as long as
needed for safe and proper completion of the Work.

B. Remove such temporary facilities and controls as rapidly
as progress of the Work will permit, or as directed by
the Engineer.

c. Material and equipment which will become a permanent part
of the treatment facilities shall be installed in strict
accordance with the plans and applicable sections of this
project manual.

ACCESS

A. The Contractor shall construct temporary drives as
necessary to provide access to existing facilities.
Temporary drives shall be capable of passage of fully
loaded semi-trailers without assistance from other
vehicles. said drives shall be maintained by the
Contractor.

2 - PAYMENT
BASIS OF PAYMENT
A. There will be no separate payment work addressed in this

section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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PART

1.1

PART

SECTION 01519

TEMPORARY CONSTRUCTION

I - GENERAL

RELATED REQUIREMENTS SPECIFIED ELSEWHERE:

A. Summary of the Work: Section 01010.

B. Cutting and Patching: Section 01045.

(S5 Temporary Facilities: Section 01510.

D. Earthwork: Section 02200.

E. Trenching, Backfilling and Compaction: Section 02221.
DESCRIPTION:

A. The work under this Section includes but is not limited

to the following:

iy Compacted granular material excavation covering; and
2F Asphalt concrete binder excavation covering.
RESPONSIBILITY:
A. The CONTRACTOR is responsible for backfilling all

trenches and excavation immediately after the structures
are built therein, unless otherwise specified.

B. Trenches and excavation shall be maintained by the
CONTRACTOR until settlement has ceased and the disturbed
area remains level with the adjacent area.

C. In all disturbed roadway, driveway and/or parking areas,
the CONTRACTOR shall maintain a relatively smooth surface
for traffic until the disturbed areas are ready for
permanent resurfacing.

2 - PRODUCTS

GRANULAR MATERIAL:

A. Granular material shall conform to Type 53 as defined by
the Indiana State Highway Standard specifications.

BITUMINOUS BINDER:
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Bituminous binder shall be hot asphalt concrete binder
using coarse aggregate size no. 9 complying with Articles
403.02, 403.03 and 403.04 of the Indiana State Highway
Standard Specifications and associated Articles referred
to therein.

PART 3 - EXECUTION

Siadl
SN2
A.
B.
PART 4 -

Unless otherwise specified, the CONTRACTOR shall use
compacted granular material to maintain a relatively
smooth surface for traffic.

If specifically specified in the CONTRACT DOCUMENTS, the
CONTRACTOR shall apply a temporary bituminous surface to
disturbed areas of roads as follows:

Apply three (3) inches of bituminous binder over the
backfilled areas to provide a relatively smooth,
temporary surface for traffic.

After consolidation of the backfill and after
recommendation by the ENGINEER, temporary pavement shall
be removed and all disturbed areas shall be permanently
resurfaced to match and blend with the grade and
alignment of the original pavement.

PAYMENT

4.1 BASIS OF PAYMENT

A.

94-01-12

There will be no separate payment work addressed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01620

PRODUCT DELIVERY, STORAGE & PROTECTION

PART I - GENERAL

1.1 APPLICABILITY

A.

This Section applies to all products furnished under this
Agreement. Shipments of equipment or materials to be
used by the Contractor or its subcontractors shall be
delivered to the site only during regular working hours.
All shipping papers and shipments shall be addressed and
consigned to the Contractor giving the name of the
Project with address. Under no circumstances will Owner
accept shipments directed to it or the Engineer unless
otherwise specified.

1.2 DELIVERY

A.

B.

F.

Products shall not be delivered to the Owner or the
Engineer.

Products shall not be delivered to the project site until
related shop drawings have been reviewed by the Engineer.

Products shall not be delivered to the project site until
appropriate storage facilities are in place.

Products shall be delivered to the site in manufacturer’s
original, unopened, labeled containers.

The Contractor shall not drop, roll or skid products off
delivery vehicles. Hand carry or use suitable materials-
handling equipment.

The Contractor is responsible for receiving, unloading,
freight and demurrage of products.

1.3 STORAGE AND PROTECTION

A.

95-07-00

General:

1. The Contractor shall store and protect products in
accordance with the manufacturer’s recommendations
and the requirements specified herein. No on-site
existing storage facilities are available for use
by the Contractor. All on-site facilities for
storage shall be furnished by the Contractor.

2. The Contractor shall not block or restrict the use
of public right-of-way, access roads or private
property with stored materials.
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95-07-00

The Contractor shall not store products where they
will interfere with operations of the Owner or
other contractors.

“he Contractor shall protect all products from
damage or deterioration by weather.

The Contractor shall not store any products
directly on the ground.

The Contractor shall not store any products in
drainage ditches or areas where water may stand.
The Contractor shall label containers to identify
materials inside using the terminology found in
these Specifications.

Uncovered Storage:

1.

2.

The following types of materials may be stored out
of doors without cover:

a. Masonry units

b. Reinforcing steel

c. Piping

d. Precast concrete items

e. Castings

The above mentioned materials shall be stored on
wood blocking.

Covered Storage:

The following types of materials may be stored out
of doors if covered with material impervious to
water: Rough Lumber

The Contractor shall tie down covers with rope and
slope to prevent accumulation of water on covers.
The Contractor shall store materials on wood
blocking.

Fully Protected Storage:

1.

The Contractor shall store all products not named
above in buildings or trailers which have a
concrete or wooden floor, a roof; and fully
enclosed walls on all sides.

The Contractor shall provide heated storage space
for materials which would be damaged by freezing.
The Contractor shall protect mechanical and
electrical equipment from being contaminated by
dust and dirt.

The Contractor shall maintain temperature and
humidity at levels recommended by manufacturer(s)
for electrical and electronic equipment.
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PART 2 - PAYMENT
2.1 BASIS OF PAYMENT
A. There will be no separate payment work addressed in this

section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01630

SUBSTITUTIONS AND PRODUCT OPTIONS

PART I - GENERAL

1.1 RELATED REQUIREMENTS SPECIFIED ELSEWHERE

A.

B.

C.

Schedule of Values: Section 01370.
Shop Drawings, Product Data and Samples: Section 01340.

Product Delivery, Storage & Protection: Section 01620.

1.2 PRODUCTS LIST

A.

B.

Within thirty (30) days after the effective date of the
Agreement, the Contractor shall submit to the Engineer a
complete list of the products and their manufacturers
which it proposes for the Work. Whenever the Contractor
is requlred to submit a manufacturer’s list with its bid,
or prlor to the effective date of the Agreement, the
remaining products and their manufacturers must be
submitted within the 30-day period.

For each product, the list shall indicate the Section of
the Contract Documents which requires the product.

1.3 SUBSTITUTION PROCEDURE

A.

1.

95-07-00

The Contractor’s application for a substitution shall be
supported by the following documentation:

For products consisting of materials or equipment, the

Contractor shall submit:

a. An itemized comparison of the proposed substitute
with the product specified;

b. Product identification, including the
manufacturer’s name and address, the trade name of
the product, and the model or catalog designation;

c. Manufacturer’s literature for the product including:
i. Product description, including but not limited
to dimensions, weights and utility
requirements;
ii. Performance and test data; and
iii. Associated ASTM standards as appropriate.

d. Samples, as appropriate; and
e. The name and address of similar projects on which
the product was used, and the date of installation.
In addition, for systems, the Contractor shall submit:
a. A detailed description of the proposed system;
and
b. Drawings illustrating the system.
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Each substitution submittal shall bear the Contractor’s
stamp, initialed or signed; certifying that the
Contractor has reviewed the submittal for compliance with
this Section and paragraphs 6.7.1 and 6.7.3 of the
General Conditions.

The Owner may require the Contractor to bear all costs
incurred as a result of the submission of the
substitution and, if approved, the wuse of the
substitution. These costs include, but are not limited
to: costs incurred by other contractors, redesign costs,
application costs, permit costs, license and use fees,
and royalties.

The Contractor shall have and make no claim for an
extension of time or for damages by reason of the time
taken by the Engineer in considering a substitution
proposed by the Contractor or by reason of the failure of
the Engineer to approve a substitution proposed by the
Contractor.

Substitutions will not be allowed if they are indicated
or implied on shop drawing submittals or project data
submittals without a proper formal request.

1.4 DEFINITIONS

A.

For purposes of this Section: "Product" means materials
or equipment, or a system.

PART 2 - PAYMENT

2.1 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment work addressed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01710

CLEANING

PART I - GENERAL

1.1

PART

PART

DESCRIPTION

A. Work included: Throughout the construction period,
maintain the buildings and site in a standard of
cleanliness as described in this Section.

B. Related work:

1. Documents affecting work of this Section include,
but are not necessarily 1limited to, General
conditions, Supplementary Conditions, and Sections
in Division 1 of these Specifications.

2. In addition to standards described in this Section,
comply with requirements for cleaning as described
in pertinent other Sections of these
Specifications.

QUALITY ASSURANCE

A. Cconduct daily inspection, and more often if necessary, to
verify that requirements for cleanliness are being met.

B. In addition to the standards described in this Section,
comply with pertinent requirements of governmental
agencies having jurisdiction.

2 - PRODUCTS

CLEANING MATERIALS AND EQUIPMENT

A, Provide required personnel, equipment, and materials
needed to maintain the specified standard of cleanliness.

COMPATIBILITY

A. Use only the cleaning materials and equipment which are
compatible with the surface being cleaned, as recommended
by the manufacturer of the material.

3 - EXECUTION

PROGRESS CLEANING

A. General:

95-07-00 01710-1



95-07-00

1. Retain stored items in an orderly arrangement
allowing maximum access, not impeding traffic or
drainage, and providing required protection of
materials.

2. Do not allow accumulation of scrap, debris, waste
material, and other items not required for
construction of this Work.

3. At least twice each month, and more often if
necessary, completely remove all scrap, debris, and
waste material from the Jjob site.

4. Provide adequate storage for all items awaiting
removal from the job site, observing requirements
for fire protection and protection of the ecology.

Site:

1. Daily, and more often if necessary, inspect the
site and pick up all scrap, debris, and waste
material. Remove such items to the place
designated for their storage.

2. Weekly, and more often if necessary, inspect all
arrangements of materials stored on the site.
Restack, tidy, or otherwise service arrangements to
meet the requirements of subparagraph 3.1-A-1
above.

3. Maintain the site in a neat and orderly condition
at all times.

Structures:

1. Weekly, and more often if necessary, inspect the
structures and pick up all scrap, debris, and waste
material. Remove such items to the place
designated for their storage.

2. Weekly, and more often if necessary, sweep interior
spaces clean.

a. nCclean," for the purpose of this subparagraph,
shall be interpreted as meaning free from dust
and other material capable of being removed by
use of reasonable effort and a hand-held
broom.

3. As required preparatory to installation of
succeeding materials, clean the structures or
pertinent portions thereof to the degree of
cleanliness recommended by the manufacturer of the
succeeding material, using equipment and materials
required to achieve the necessary cleanliness.

4. Following the installation of finish floor
materials, clean the finish floor daily (and more
often if necessary) at all times while work is
being performed in the space in which finish
materials are installed. "Clean," for the purpose
of this subparagraph, shall be interpreted as
meaning free from foreign material which, in the
opinion of the Engineer, may be injurious to the
finish floor material.
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3.2 FINAL CLEANING

A.

E.

"Clean" for the purpose of this Article, and except as
may be specifically provided otherwise, shall be
interpreted as meaning the level of cleanliness generally
provided by skilled cleaners using commercial quality
building maintenance equipment and materials.

Prior to completion of the Work, remove from the job site
all tools, surplus materials, equipment, scrap, debris,
and waste. Conduct final progress cleaning as described
in Article 3.1 above.

Site:

1. Unless otherwise specifically directed by the
Engineer, broom clean paved areas on the site and
public paved areas adjacent to the site.

2. Completely remove resultant debris.
Structures:
1. Exterior:

a. Visually inspect exterior surfaces and remove
all traces of soil, waste materials, smudges,
and other foreign matter.

b. Remove all traces of splashed materials from
adjacent surfaces.

c. If necessary to achieve a uniform degree of
cleanliness, hose down the exterior of the
structure.

d. In the event of stubborn stains not removable
with water, the Engineer may require light
sandblasting or other cleaning at no
additional cost to the Owner.

2. Interior:

a. Visually inspect interior surfaces and remove
all traces of soil, waste materials, smudges,
and other foreign matter.

b. Remove all traces of splashed material from
adjacent surfaces.

c. Remove paint droppings, spots, stains, and
dirt from finished surfaces.

3. Glass: Clean inside and outside.

4. Polished surfaces: To surfaces requiring routine
application of buffed polish, apply the polish
recommended by the manufacturer of the material
being polished.

Schedule final cleaning as approved by the Engineer to
enable the Owner to accept a completely clean Work.

3.3 CLEANING DURING OWNER’S OCCUPANCY

A.

95-07-00

Should the Owner occupy the Work or any portion thereof
prior to its completion by the Contractor and acceptance
by the Owner, responsibilities for interim and final
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cleaning shall be as determined by the Engineer in
accordance with the General Conditions of the Contract.
PART 4 - PAYMENT
4.1 BASIS OF PAYMENT
A. There will be no separate payment work addressed in this

section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 01720

PROJECT RECORD DOCUMENTS

PART I - GENERAL

1.1 DESCRIPTION

A.

Work included:

1.

Throughout progress of the Work, maintain an
accurate record of <changes in the Contract
Documents, as described in Article 3.1 below.

Upon completion of the Work, transfer the recorded
changes to a set of Record Documents, as described
in Article 3.2 below.

Related work:

i1y

Documents affecting work of this Section include,
but are not necessarily limited to, General
Conditions, Supplementary Conditions, and Sections
in Division 1 of these Specifications.

Other requirements affecting Project Record
Documents may appear in pertinent other Sections of
these Specifications.

1.2 QUALITY ASSURANCE

A.

94-01-12

Delegate the responsibility for maintenance of Record
Documents to one person on the Contractor's staff as
approved by the Engineer.

Accuracy of records:

ahg

Make
that

Thoroughly coordinate changes within the Record
Documents, making adequate and proper entries on
each page of Specifications and each sheet of
Drawings and other Documents where such entry is
required to show the change properly.

Accuracy of records shall be such that future
search for items shown in the Contract Documents
may rely reasonably on information obtained from
the approved Project Record Documents.

entries within 24 hours after receipt of information
the change has occurred.
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1.3 SUBMITTALS

Comply with pertinent provisions of Section 01340.

The Engineer's approval of the current status of Project
Record Documents may be a prerequisite to the Engineer's
approval of requests for progress payment and request for
final payment under the Contract.

Prior to submitting each request for progress payment,
secure the Engineer's approval of the current status of
the Project Record Documents.

Prior to submitting request for final payment, submit the
final Project Record Documents to the Engineer and secure
his approval.

1.4 PRODUCT HANDLING

A.

PART 2 -

Maintain the job set of Record Documents completely
protected from deterioration and from loss and damage
until completion of the Work and transfer of all recorded
data to the final Project Record Documents.

In the event of loss of recorded data, use means

necessary to again secure the data to the Engineer's

approval.

ige Such means shall - include, if necessary in the
opinion of the Engineer, removal and replacement of
concealing materials.

2. In such case, provide replacements to the standards
originally required by the Contract Documents.

PRODUCTS

2.1 RECORD DOCUMENTS

A,

94-01-12

Job set: Promptly following receipt of the Owner's Notice
to Proceed, secure from the Engineer at no charge to the
Contractor one complete set of all Documents comprising
the Contract.

Final Record Documents: At a time nearing the completion
of the Work, secure from the Engineer at no charge to the
Contractor one complete set of sepia transparencies of
all Drawings in the Contract.
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PART 3 - EXECUTION

3.1 MAINTENANCE OF JOB SET

A.

94-01-12

Immediately upon receipt of the job set described in
Paragraph 2.1-A above, identify each of the Documents
with the title, "RECORD DOCUMENTS - JOB SET."

Preservation:

ah5

Considering the Contract completion time, the
probable number of occasions upon which the job set
must be taken out for new entries and for
examination, and the conditions under which these
activities will be performed, devise a suitable
method for protecting the job set to the approval
of the Engineer.

Do not use the job set for any purpose except entry
of new data and for review by the Engineer, until
start of transfer of data to final Project Record
Documents.

Maintain the job set at the site of Work as that
site is designated by the Engineer.

Making entries on Drawings:

155

w N

Using an erasable colored pencil (not ink or
indelible pencil), clearly describe the change by
graphic line and note as required.

Date all entries.

Call attention to the entry by a "cloud" drawn
around the area or areas affected.

In the event of overlapping changes, use different
colors for the overlapping changes.

Make entries in the pertinent other Documents as approved
by the Engineer.

Conversion of schematic layouts:

i

In some cases on the Drawings, arrangements of
conduits, circuits, piping, ducts, and similar
items, is shown schematically and is not intended
to portray precise physical layout.

a. Final physical arrangement is determined by
the Contractor, subject to the Engineer's
approval.

b. However, design of future modifications of the

facility may require accurate information as
to the final physical layout of items which
are shown only schematically on the Drawings.
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2. Show on the job set of Record Drawings, by
dimension accurate to within one inch, the
centerline of each run of items such as are
described in subparagraph 3.1-E-1 above.

a. Clearly identify the item by accurate note
such as "cast iron drain," "galv. water," and
the like.

b. Show, by symbol or note, the vertical location
of the item ("under slab," "in ceiling
plenum," "exposed," and the like).

c. Make all identification sufficiently

descriptive that it may be related reliably to
the Specifications.

S The Engineer may waive the requirements for
conversion of schematic 1layouts where, in the
Engineer's judgment, conversion serves no useful
purpose. However, do not rely upon waivers being
issued except as specifically issued in writing by
the Engineer.

3.2 FINAL PROJECT RECORD DOCUMENTS

A,

94-01-12

The purpose of the final Project Record Documents is to
provide factual information regarding all aspects of the
Work, both concealed and visible, to enable future
modification of the Work to proceed without lengthy and
expensive site measurement, investigation, and
examination.

Approval of recorded data prior to transfer:

1. Following receipt of the transparencies described
in Paragraph 2.1-B above, and prior to start of
transfer of recorded data thereto, secure the
Engineer's approval of all recorded data.

2. Make required revisions.

Transfer of data to Drawings:

1. Carefully transfer change data shown on the job set
of Record Drawings to the corresponding
transparencies, coordinating the changes as
required.

2. Clearly indicate at each affected detail and other

Drawing a full description of changes made during
construction, and the actual location of items
described in subparagraph 3.1-E-1 above.

S Call attention to each entry by drawing a "cloud"
around the area or areas affected.
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4. Make changes neatly, consistently, and with the
proper media to assure longevity and clear reproduction.

Transfer of data to other Documents:

ik If the Documents other than Drawings have been kept
clean during progress of the Work, and if entries
thereon have been orderly to the approval of the
Engineer, the job set of those Documents other than
Drawings will Dbe accepted as final Record
Documents.

A0 If any such Document is not so approved by the
Engineer, secure a new copy of that Document from
the Engineer at the Engineer's usual charge for
reproduction and handling, and carefully transfer
the change data to the new copy to the approval of
the Engineer.

Review and submittal:

1. Submit the completed set of Project Record

Documents to the Engineer as described in Paragraph

1.3-D above.

Participate in review meetings as required.

3. Make required changes and promptly deliver three
(3) sets of the final Project Record Documents to
the Engineer.

N

3.3 CHANGES SUBSEQUENT TO ACCEPTANCE

A.

The Contractor has no responsibility for recording
changes in the Work subsequent to Final Completion,
except for changes resulting from work performed under
Warranty.

PART 4 - PAYMENT

4.1 BASIS OF PAYMENT

A.

94-01-12

There will be no separate payment work addfessed in this
section. The cost of this work is to be included by the
Contractor in the total cost of the project.
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SECTION 02120

CLEARING AND GRUBBING

PART I - GENERAL INFORMATION

1.1 DESCRIPTION

A.

This work shall consist of clearing, grubbing, removing,
and disposing of all vegetation and debris within the
limits of the right-of-way and the construction limits of
this project except those objects that are designated to
remain or are to be removed in accordance with other
sections of these specifications. This work shall
include the prevention of injury or defacement of all
vegetation or other objects designated to remain.

PART 2 - CONSTRUCTION REQUIREMENTS

2.1 GENERAL

A.

Right-of-way lines and construction 1lines will be
established. Trees, shrubs, plants, and other things to
remain will be designated and shall be preserved by the
Contractor.

Any damage to natural terrain, vegetation, trees, shrubs,
plants, or other objects, designated to remain shall be
repaired with no additional payment. Tree wound dressing
for cut or scarred surfaces of trees or shrubs shall be
in accordance with Section 913.09 (c) of Indiana
Department of Highways Specifications (1988 or latest
edition).

Dressing for treating tree wounds or cuts shall be one of
the following:
1. An approved black asphaltum base antiseptic paint.

2. An approved black paint consisting of Bordeaux
Mixture, raw linseed oil, and lampblack.
3. An approved black paint consisting of zinc oxide,

raw linseed oil, and lampblack.

2.2 CLEARING AND GRUBBING

A.

95-07-00

surface objects, trees, stumps, roots, rocks, and other
protruding objects not designated to remain shall be
cleared and grubbed. Undisturbed sound stumps, roots,
and nonperishable solid objects may be left provided that
they are a minimum of three (3)feet below the subgrade or
final grade on slopes and embankments. The Contractor
shall not be permitted to bury cleared materials on the
project site.

02120-1



Burning of perishable materials shall be done only in
accordance with local and state laws and ordinances.

Perishable materials and debris shall be removed from the
project site and disposed of at locations off the site.
Written permission shall be obtained from the property
owner on whose property the materials and debris are to
be placed. Materials and debris shall not be disposed of
in low lying areas or wetlands.

PART 3 - PAYMENT

3.1 METHOD OF MEASUREMENT

A.

There will be no measurement of clearing and grubbing.

3.2 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment for clearing and
grubbing. The cost of this work is to be included by the
Contractor in the various other items of the contract.
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PART 1 -

SECTION 02200

EARTHWORK

GENERAL

1.1 DESCRIPTION

A.

Excavation, hauling, embankment construction and
compaction not covered by other items. The construction
shall be in accordance with the Specifications and in
reasonably close conformance with the 1lines, grades,
thickness, and typical cross sections shown on the
Drawings or established by the Owner’s Representative.
All excavation will be classified as hereafter described.

1.2 CLASSIFICATION

A.

B.

95-08-00

Uniformity Coefficient: Used in this Specification as
defined by ASTM D-2487-69.

Plasticity Index: Used in this Specification as defined
by ASTM D-424.

Zone of Influence: Used in this Specification to
delineate the boundaries of a soil mass beneath a soil
supported element which contributes to the support of the
element. The zone of influence is defined by imaginary
lines extending outward and downward on a one (vertical)
to one (horizontal) slope from a line five feet outside
the base perimeter of the supported element.

Topsoil Excavation: Excavation of sandy loam, sandy clay
loam or clay loam from within the slope-stake limits that
is suitable for use as topsoil.

Unsuitable Material Excavation: Mass excavation of
unsuitable materials from within the zone of influence
that are not suitable for the support of foundations,
floor slabs and other elements.

Common Excavation: All excavation not otherwise
classified including existing flexible type pavement.

Rock Excavation: Rock excavation shall consist of
igneous, metamorphic, and sedimentary rock which cannot
be excavated without blasting; or the use of a modern
power shovel of no less than one cubic yard capacity,
properly used, having adequate power and in good running
condition; or the use of other equivalent powered
equipment. It shall also include all boulders or other
detached stones each having a volume of 1/2 cubic yard or
more.
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Structural Fill: Approved borrow material required for
backfilling and embankment construction within the zone
of influence and meetihg the specified material
requirement.

General Fill: Approved material obtained from common
excavation, unsuitable material excavation, and off-site
borrow locations if necessary for backfilling and
embankment construction in all areas not within the zone
of influence and meeting the specified material
requirements.

1.3 QUALITY ASSURANCE

A.

Testing and inspection services to be provided by the
Contractor. Tests shall include proof-rolling
inspections, hand auger probing and penetrometer testing
to verify the soil bearing pressures, field density tests
for verifying the degree of compaction of backfill, and
excavation inspections to determine the 1limits of
unsuitable material to be removed.

1.4 REFERENCES

A.

B.

PART 2 -

2.1 FILL

ASTM D-424 Plastic Limit and Plasticity Index of
Soils.

ASTM D-1556 Density of Soil in Place by the Sand Cone
Method.

ASTM D-1557 Moisture - Density Relations of Soils

Using 10-1b. Rammer and 18-inch Drop.

ASTM D-2167 Density of Soil in Place by the Rubber
Balloon Method.

ASTM D-2922 Density of Soil and Soil-Aggregate in
Place by Nuclear Methods (Shallow Depth).

ASTM D-3017 Moisture Content of Soil and Soil-
Aggregate in Place by Nuclear Methods
(Shallow Depth).

Indiana Department of Transportation (INDOT) Publication:
Standard Specifications dated 1993.

MATERIALS

Except as otherwise noted herein, the following materials
shall be provided as specified in this section.

95-08-00
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C.

Structural backfill material shall be:

1. Sand and gravel or crushed stone with two (2) inch
maximum particle size and containing no more than
eight (8) percent by weight passing a no. 200
sieve.

2. In addition, the uniformity coefficient shall be
greater than four (4).

3. The liquid limit shall not be greater than 25 and
the plasticity index not more than 6.

General fill material is defined as a soil material which
conforms to the following:

1. Contains no more than five (5) percent organic
material and is free of trash, rubble, or other
man-made objects.

2. Contains no particles larger than four (4) inches.

3. The plasticity index of the fraction passing the
No. 40 sieve is not more than 25.

"B" borrow shall be clean granular material complying
with Article 211.02 of the INDOT Standard Specifications.

PART 3 - EXECUTION

3.1 DEWATERING

A.

Where the excavation extends below the groundwater table,
the Contractor shall provide, operate and maintain
dewatering equipment necessary to maintain a dry
excavation unless otherwise allowed by the Engineer. The
dewatering method shall be activated to lower the water
level below the established excavation level before the
excavation reaches that level. The dewatering method
shall not disturb the density of the subgrade soils.
Dewatering shall be continued until all work below the
groundwater table is completed and it is assured that the
cessation of dewatering will have no detrimental effect
on any aspect of the project or until upon the written
request of the Contractor, the Engineer gives written
consent to cease dewatering operations. Dewatering shall
then be discontinued gradually at a rate not to exceed 25
percent of the pumping capacity every three days or
equivalent until all dewatering has ceased unless
otherwise allowed in writing by the Engineer.

3.2 GENERAL

A.

95-08-00

Excavations and embankments shall be finished to

reasonably smooth and uniform surfaces. No materials
shall be wasted without permission. Excavation
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operations shall be conducted so that material outside
the limits of slopes will not be disturbed. Prior to
beginning excavation, grading, and embankment operations
in any area, all necessary clearing and grubbing in that
area shall have been performed in accordance with Section
02120 of these Specifications.

1. All spongy and yielding material which will not
readily compact when approximately dry, and all
vegetation shall be removed from within slope-stake
limits and to such depths as ordered. None of this
removed material shall be used in embankments.

The embankments shall be kept well drained at all times
by keeping the center higher than the sides and uniformly
graded. If necessary, temporary drainage ditches shall
be provided as directed. .

3.3 EXCAVATION

A.

95-08-00

Sufficient quantities of available excavation suitable
for the growth of vegetation shall be preserved from
within the planned excavation area and used for the
encasement of all slopes that are to be mulch seeded or
sodded and as required in planting beds.

Excavation slopes shall be maintained in a stable
condition at all times and shall not be steeper than 1.5
horizontal level to 1 vertical unless proper precautions,
as stipulated by OSHA, are taken.

The base of the excavation will be inspected by the
Engineer to determine the actual extent of the
excavation. The base of the excavation shall be
protected against any damage which affects the strength
and compressibility characteristics of the exposed soil.
Factors which may damage the exposed excavation are
freezing, groundwater seepage inflow, equipment traffic,
etc.

The Contractor shall excavate rock, if encountered, to
the lines and grades indicated on the drawings or as
directed, shall dispose of the excavated material, and
shall furnish acceptable material for backfill in place
of the excavated rock. Rock excavation shall be in
accordance with Article 203.15 of the INDOT Standard
Specifications.

Surplus common excavation material shall be disposed of

at locations as shown on the Drawings or as directed by
the Owner'’s Representative.
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F.

Excavated rock shall be disposed off the site 1linmits
unless otherwise directed by the Engineer.

3.4 BLASTING

A.

only experienced, skillful and trustworthy workmen shall
be employed in the handling and use of explosives, or
have access thereto. All blasting operations shall be
conducted in strict accordance with existing ordinances,
regulations and specifications relative to rock blasting
and the storage and use of explosives.

The Contractor shall keep explosives on the site only in
such quantity as may be needed for the work under way and
only during such time as they are being used. He shall
notify the Engineer, in advance, of his intention to
store and use explosives. Explosives shall be stored in
a secure manner and separate from all tools. Caps or
detonators shall be safely stored at a point over 100
feet distant from the explosives. When the need for
explosives has ended, all such materials remaining on the
site shall be promptly removed from the premises.

In addition to observing all municipal ordinances and
state and federal laws relating to the transportation,
storage, handling, and use of explosives, the Contractor
shall conform to any further regulations which the
Engineer may think necessary in this respect. 1In the
event that any of the above mentioned laws, ordinances,
or regulations require a licensed blaster to perform or
supervise the work of blasting, said licensed blaster
shall, at all times, have his license on the work and
shall permit examination thereof by the Engineer or other
officials having jurisdiction.

All operations involving explosives shall be conducted
with all possible care to avoid injury to persons and
property.

3.5 EMBANKMENT AND COMPACTION

A.

95-08-00

Embankments and berms shall be constructed true to within
0.1 foot of the lines and grades shown or specified.
Embankments and berms shall be constructed using suitable
job-excavated material.

Embankment construction shall consist of constructing all
embankments, including preparation of the areas upon
which they are to be placed; the placing and compacting
of approved material within embankment areas; and the
placing and compacting of embankment material in holes,
pits, and other depressions within the embankment area.
Only approved materials shall be used in the construction
of embankment backfill.
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J.

95-08-00

After the embankment area has been cleared and before
embankment is placed, all pronounced depressions left in
the original ground surface by removal of objectionable
material from within embankm=nt limits shall be refilled
with suitable material well compacted to the same density
as required for the above embankment. The upper 6 inches
of the original ground shall be compacted with a 3-wheel
roller weighing no less than 10 tons, or with other
approved compacting equipment to the same density as
required for the above embankment, unless otherwise
directed by the Engineer.

Before embankment is placed on hillsides or slopes
flatter than a 4:1, the existing ground surface shall be
plowed or deeply scarified. On slopes 4:1 and steeper,
benches shall be cut in the original ground surface
before embankment construction is started. The benches
shall have typical dimensions of approximately five to
ten feet horizontally and a vertical rise as determined
by the slope.

Frozen materials, stumps, roots, all or parts of trees,
brush, weeds, or other perishable materials shall not be
placed in any embankment. Stones greater than 4 inches
in any dimension shall not be left within 6 inches of the
finished subgrade. The original ground surface or the
surface of any lift in place shall not be frozen and
shall be free from objectionable quantities of snow, ice,
or mud.

Each embankment 1ift shall extend transversely over the
entire area and shall be kept smooth. If a dragline or
similar equipment deposits material in large unit masses
onto embankment, the material so cast shall be moved from
its place of deposit and spread out in layers as
specified herein for uniform lifts.

The embankment material shall be placed in uniform level
layers, left properly shaped as set out above, and
compacted with approved compacting equipment.

Each 1lift shall be disked or treated by some other
mechanical means which will insure the breaking up of any
existing lumps and clods.

The loose depth of each 1lift shall be such that the
required compaction can be obtained, but in no case shall
it exceed 8 inches. Where a tamping roller is used, the
loose depth of 1lift shall not exceed the length of the
tamper feet. The surface area of the end of each foot of
the tamping roller shall be no less than 5 1/2 square
inches.

When the material is so granular in nature it is
impracticable to make compaction tests the Contractor
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may, if approved by the Engineer, compact such material
with crawler-tread equipment which has a bearing of at
least 6 pounds per square inch of tread, or with approved
vibratory equipment, or both. The material shall be
placed in 1lifts not to exceed 6 inches, loose
measurement, and each 1lift compacted thoroughly by
successive trips back and forth with the tread areas
overlapping enough on each trip so that all portions will
be compacted uniformly.

In, places inaccessible to the above compacting equipment
the required compaction shall be obtained with approved
mechanical tamps or vibrators, in which case the depth of
lifts, loose measurement shall not exceed 6 inches.

If the embankment material is too wet and the compaction
is not satisfactory, the material shall be aerated to
remove excess moisture. Excess moisture shall be that
which is above optimum moisture except for silts and
loessial type soils, in which case it shall be that which
is above optimum moisture minus one percentage point.
When the material is too wet, the Contractor shall make
sufficient moisture tests to determine the amount of
excess moisture to be removed by aeration and to further
determine that the excess moisture has been removed. In
addition to the density requirements set out herein, all
embankments shall be constructed satisfactorily.

only structural backfill material shall be used beneath
footings, floor slabs and other foundation and shall
extend outward away from the base of the foundation
element at a 1:1 slope. Structural backfill material
shall be placed adjacent to all structural walls for a
minimum horizontal distance of two feet from the exterior
of the wall. Structural backfill material shall be
placed adjacent to walls to an elevation eighteen inches
below finished grade. Structural backfill material shall
be placed to a minimum depth of twelve inches beneath
footings, floor slabs and other foundation elements.

General fill material can be used in areas not defined in
Item L., above, unless otherwise noted on the drawings.

No fill shall be placed against any structure until
placed concrete has been allowed to cure for at least 3
days. Backfill shall be placed in such a manner that the
structure will not be damaged by shock from falling
earth. Special precautions shall be taken to prevent
wedging action of filling material against structures.
Heavy equipment for spreading and compacting shall not
operate closer to foundation walls than set forth as
follows:

1. Fill placed adjacent to vertical or near vertical
walls (within a 2zone defined by imaginary lines
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extending horizontally away from the base of the
wall for a distance of 3 feet and thence upward and
outward on a 1 to 1 slope to the elevation of the
top of the wall) shall be compacted to the
specified density with 1light equipment not
exceeding 1500 pounds in static weight or dynamic
rated impact.

All fill material shall be an approved material starting
on an approved subgrade. Each 1ift shall be compacted to
a dry density not less than the following percentage of
maximum dry density determined by the Modified Proctor
Test (ASTM D-1557):

Usage Compaction %
General fill embankment or berm 95
Beneath footings, foundation slabs (limit 97

based upon 5 feet from footing or
foundation slab and extruding outward at a
45 degree angle to natural ground surface)

Beneath piping ' 95
Upper 2 feet of subgrade beneath pavements 95
Upper haunches and up to springline of pipe 95
General site fill, beneath sidewalks and

pavements (except upper 2 feet of subgrade) 92
Adjacent to and over piping 90
Adjacent to (or behind) vertical walls 90
Landscaping fill 85

Traffic over the work during construction of embankments
shall, as far as practicable, be distributed to cover the
maximum areas of the surface of each layer.

3.6 PROTECTION AND MAINTENANCE

A.

95-08-00

General: Protect newly graded areas from the actions of
the elements. Any settlement or washing that occurs
prior to acceptance of the work, shall be repaired, and
grades reestablished to the required elevations and
slopes. Fill to required subgrade levels in areas where
settlement occurs.

Maintain all of the work of this section as needed until
the work has been accepted by the Owner.
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C. It shall be the Contractor’s responsibility to comply
with all state and local erosion control ordinances and
the requirements set out in these specifications.

D. At the completion of the project all areas outside the
work 1limits, disturbed by the Contractor during the
execution of his work, shall be returned to as near its
original condition as possible.

3.7 COMPACTION TESTING

A. Sampling and testing shall be the responsibility of the
Contractor and he performed at no additional cost to the
Owner. Tests shall be performed by an approved
commercial testing laboratory or may be tested with
approved facilities furnished by the Contractor. Testing
services shall comply with the requirements of Section
01410.

B. Laboratory tests for moisture-density relations shall be
determined in accordance with ASTM D-1557. A minimum of
one test shall be performed on each different type of
material used for backfill.

C. Field In-Place Density Tests:

1. Shall be performed in sufficient numbers to ensure
that the specified compaction is being obtained. A
minimum of one test per lift of backfill for every
3000 square feet of pavement or structure area, but
not less than one test per lift for each structure,
shall be performed. Locations for performing the
density tests will be designated by the Engineer.

2. Shall be determined in accordance with ASTM D-1556,
ASTM D-2167 or ASTM D-2922. When ASTM D-2922 is
used, the calibration curves shall be checked and
adjusted using only the sand cone method as per
ASTM D-1556. ASTM D-2922 results in a wet unit
weight of soil and when using this method, ASTM D-
3017 shall be used to determine the moisture
content of the soil. The calibration curves
furnished with the moisture gages shall be checked
along with density calibration checks as described
in ASTM D-3017. The calibration checks of both the
density and moisture gages shall be made at the
beginning of a Jjob, on each different type of
material encountered and at intervals as directed
by the Engineer. Copies of calibration curves and
results of calibration tests shall be furnished to
the Engineer.

D. All test results shall be submitted to the Engineer as
per the requirements of Section 01410.
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Embankment improperly compacted shall be excavated to the
depth directed by the Owner’s Representative and then
refilled and compacted to the density specified at no
additional cost to the owner. Field in-place density
tests shall also be repeated for improperly compacted
embankments that are excavated, refilled and recompacted
at no addition cost to the Owner. A minimum of one
repeat test per 1lift of backfill in accordance with
paragraph 3.7.C.1 of this Section shall be performed.

PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT

A.

There will be no measurement of earthwork.

4.2 BASIS OF PAYMENT

A.

95-08-00

There will be no separate payment for earthwork. The cost
of topsoil stripping, excavating, transporting, placing
and compacting embankment material shall be included in
the lump sum Contract Items and no separate payment will
be made thereof.
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SECTION 02221

TRENCHING, BACKFILLING AND COMPACTING

PART 1 - GENERAL

1.1

DESCRIPTION

This Work includes, but is not necessarily 1limited to
excavation, backfilling and compacting for all structures,
sewer lines, manholes, water lines and related items. All
trenches or excavations shall be backfilled to the original
surface of the ground or such other grades as shown or
directed. In general the backfilling shall be carried along as
speedily as possible and as soon as the concrete, mortar,
and/or other masonry work and pipe joints have sufficient
strength to resist the imposed load without damage.

QUALITY ASSURANCE

Testing and inspection services shall be provided by
Contractor. Testing shall be performed by an approved
commercial testing laboratory. Tests will include hand auger
probing, field density tests for verifying the degree of
compaction and excavation inspections to determine the limits
of unsuitable material to be removed.

REFERENCES
A. American Society of Testing Materials (ASTM)

Publications:

1. ASTM D-424 Plastic Limit and Plasticity Index
of Soils.

2. ASTM D-1557 Moisture - Density Relations of
Soils Using 10-1b. Rammer and 18-
inch Drop.

B. Indiana Department.of Transportation (INDOT) Publication:

Standard Specifications, most recent edition.
CARE OF EXISTING STRUCTURES AND PROPERTY

A. All poles, fences, sewer, gas, water or other pipes,
wires, conduits, manholes, buildings, structures and
property in the proximity of any excavation shall be
supported and protected from damage by the Contractor
during construction.

B. Wherever sewer, gas, water or other pipes or conduits
cross the excavation, the Contractor shall support said
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pipes and conduits without damage to them and without
interrupting their use during the progress of the Work.
The manner of supporting such pipes, etc., shall be
subject to review by the Engineer.

All property shall be thoroughly cleaned of all surplus
materials, earth and rubbish placed thereon by the
Contractor.

1.6 EXISTING UNDERGROUND STRUCTURES

A.

PART 2 -

The plans show the location of utilities based upon the
best available information, however, the Engineer does
not accept any responsibility for the accuracy of this
information nor does he guarantee that all utilities
within the work area are shown.

The Contractor shall notify the Engineer and the
appropriate utility companies at least seventy-two (72)
hours prior to the start of construction.

1. The utility companies will locate any existing
underground utilities and structures within the
site limits.

2. The Contractor, prior to the start of construction,
shall verify the 1location of any existing
underground utilities and structures within the
site limits. It is the Contractor’s responsibility
to make any and all exploratory investigation which
may be necessary to verify or locate the utility
pipe, wires, structures and appurtenances of
others. The Contractor shall notify the Engineer
of any conflicts between the location called for in
the information furnished and the actual location
of any existing underground |utilities or
structures. Any conflicts found shall be recorded
as directed by the Engineer.

PRODUCTS

2.1 BACKFILL MATERIALS

A.

The following materials shall be used for backfill in
accordance with and in the manner indicated by the
requirements specified herein.

Class I - Angular, 6 to 40 mm (1/4 to 1 1/2 inch),
graded stone such as crushed stone.

Class II - Coarse sands and gravel with maximum
particle size of 40 mm (1 1/2 inch),
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PART 3 -

3.1

including various grades of sands and
gravel containing small percentages of
fines, generally granular and
non-cohesive, either wet or dry. Soil
types GW, GP, SW and SP are included in
this class.

Class III - Fine sand and clayey gravel including
fine sands, sand-clay mixtures and
gravel-clay mixtures. Soil types GM, GC,
SM and SC are included in this class.

Class IV - Silt, silty clays and clays, including
inorganic clays and silts of medium to
high plasticity and liquid limits. Soil
types MH, ML, CH and CL are included in
this class. These materials are not
recommended for bedding. This class shall
also include any excavated material free
from rock (3 inches and larger),
concrete, roots, stumps, rubbish, frozen
material and other similar articles whose
presence in the backfill would cause
excessive settlement.

EXECUTION

GENERAL

A.

All work shall conform to the requirements of all local,
state and Federal agencies having jurisdiction and the
requirements of these specifications.

Bedding and Backfill materials samples shall be submitted
to the Engineer prior to start of construction. Approved
samples shall be kept at the Engineer’s field office or
main office. Materials differing significantly from these
samples shall not be used without written authorization
from the Engineer.

GENERAL TRENCHING

A.

Unless otherwise directed or permitted, not more than one
hundred feet (100’) of any trench shall be open at any
time.

Surface encumbrances, located so as to create a hazard to
employees involved in excavation work or in the vicinity
thereof at any time during operations, shall be removed
or made safe before excavating is begun.
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D.

During excavation, material satisfactory for backfilling
shall be stockpiled in an orderly manner at a distance
from the banks of the trench sufficient to avoid
overloading and to prevent slides and cave-ins. Adequate
drainage shall be provided for the stockpiles and
surrounding areas by means of ditches, dikes, or other
approved methods. The stockpiles shall also be protected
from contamination with unsatisfactory excavated material
or other material that may destroy the quality and
fitness of the suitable stockpiled material. If the
Contractor fails to protect the stockpiles and any
material becomes unsatisfactory as a result, such
material, if directed by the Engineer, shall be removed
and replaced with satisfactory on-site or imported
material from approved sources at no additional cost.

Grading shall be done as may be necessary to prevent
surface water from flowing into the excavation, and any
water accumulating therein shall be removed so that the
stability of the bottom and sides of the excavation is
maintained. In wet trenches dewatering equipment shall
be operated ahead of pipe laying and the water level kept
below the pipe invert. g

The trench shall be excavated as shown on the Drawings or
as recommended by the manufacturer of the pipe to be
installed, whichever is more stringent. Trench walls
below and above the top of the pipe shall be sloped, or
made vertical, as recommended in the manufacturer’s
installation manual. The trench width below an
elevation one foot above the top of pipe shall not exceed
that recommended in the installation manual. Where no
manufacturer’s installation manual is available, trench
walls below an elevation one foot above the top of pipe
shall be vertical and trench walls one foot or more above
the top of pipe shall be adequately sloped as required to
prevent slides and cave-ins unless proper precautions, as
stipulated by OSHA, are taken. If adequate trench slopes
cannot be provided in the available work space and right-
of-way limits, then use of sheeting and shoring and/or a
trench box is mandatory.

Excavation for manholes or similar structures shall be
sufficient to leave at least 12 inches clear between the
outer structure surfaces and the face of the excavation
or support members and be of sufficient size to permit
the placement and removal of forms for the full length
and width of structure footings and foundations. When
concrete is to be placed in an excavated area, special
care shall be taken not to disturb the bottom of the
excavation. Excavation to the final grade level shall
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not be made until just before the concrete is to be
placed.

G. Dust conditions shall be kept to a minimum by the use of
water. The use of salt, or calcium chloride will not be
permitted.

BEDDING

A. Rigid Pipe and Conduit Bedding

1.

For purposes of this specification, rigid pipe and
conduits shall include those made of steel, ductile
iron, cast iron, concrete, VCP, PVC/ABS Truss and
other materials as determined by the Engineer.

All rigid conduit and pipe shall be laid to the
lines and grades shown on the plans, unless
otherwise directed by the Engineer. All rigid
conduit and pipe shall be bedded in compacted Class
I or II material, placed on a flat trench bottom.
The bedding shall have a minimum thickness of 4" or
one-fourth (1/4) the outside pipe diameter below
the pipe and shall extend halfway up the pipe
barrel at the sides. All material shall be placed
in the trench in approximately six (6) inch layers.
Each layer, shall be leveled and evenly distributed
on both sides of the pipe so as not to disturb,
displace or damage the pipe and shall be thoroughly
compacted. When Class I or II materials is used
compaction may be accomplished by hand or
mechanical tamping or by "walking" the material in.
Bedding from the halfway point on the pipe to a
point twelve (12) inches above the top of the pipe
shall be a Class I, II, III, or IV material placed
in six (6) inch layers and thoroughly compacted to
prevent settlement. Class III and IV material shall
not be used when the trench is located in an area
subject to vehicular traffic.

B. Flexible and Semirigid Conduit Bedding

1.

For purposes of this specification, flexible and
semirigid conduits and pipes shall include those
made of PVC, PE, FRP, and other materials as
determined by the Engineer.

All flexible and semirigid pipe shall be 1laid to
the lines and grades shown on the plans, unless
otherwise directed by the Engineer. All flexible
and semirigid conduit shall be bedded in compacted
Class I or Class II material, placed on a flat
trench bottom. The bedding shall have a minimum 4"
thickness or one-fourth (1/4) the outside pipe
diameter below the pipe and shall extend to twelve

02221-5



(12) inches above the top of the pipe level the
full width of the trench. All material shall be
placed in the trench in a maximum of six (6) inch
layers (before compaction). Each layer, shall be
leveled and evenly distributed on both sides of the
pipe so as not to disturb, displace or damage the
pipe and shall be adequately compacted. When Class
I materials are used compaction may be accomplished
by hand or mechanical tamping or by "walking" the
material in. When Class II materials are used
compaction shall be accomplished only by hand or
mechanical tamping to a minimum eighty-five percent
(85%) Standard Proctor Density.

3. When flexible conduit installation represents more
than 10% of the total base bid, the Pipe or conduit
manufacturer shall examine the proposed bedding
materials samples and certify the suitability of
same for use with his product in accordance with
these specifications. In the event the manufacturer
recommends an alternate bedding procedure the
Contractor shall include with his pipe submittal a
complete cost evaluation for installing the bedding
as recommended and as required by these
specifications. All cost savings shall be given the
Owner by adjusting the Contract amount accordingly
by Change Order. More expensive procedures shall
not be acceptable unless the Contractor agrees to
bear all additional costs.

COVERING ENDS

A.

Before leaving the Work for the night, during a storm, or
for any other reason, care must be taken that the
unfinished end of any pipe is securely closed with a
tightly fitting cover or plug. Any earth or other
material that may find entrance into the pipe, through
any such open end of an unplugged pipe shall be removed
at the Contractor’s expense.

STABILIZATION

A.

If portions of the bottom of trenches or excavations
consist of material unstable to such a degree that, in
the opinion of the Engineer, it cannot adequately support
the pipe of structure, the bottom shall be overexcavated
and stabilized with granular material in compliance with
Articles 211.02 and 211.04 of the INDOT Standard
Specifications. Depth of stabilization shall be as
directed by the Engineer.

BACKFILL ABOVE PIPE

A.

Method A - Backfill in Areas Not Subject to Vehicular
Traffic
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For purposes of this specification, trenches shall
be considered subject to vehicular traffic if all
or any portion of the excavation is located within
four (4) feet of a roadway or alley which is
routinely traveled by powered vehicles. In the
event of any question regarding the susceptibility
of an area to traffic, the Engineer’s decision
shall govern.

The trench between a level twelve (12) inches above
the top of the pipe and the ground surface shall be
backfilled with Class I, II, III or IV materials,
as described above, deposited with mechanical
equipment in such a manner that it will "flow" onto
the bedding and not free fall. The Contractor shall
consolidate the backfill by the back and forth
travel of a suitable roller, wheeled device or
other similar heavy equipment until no further
settlement is obtained. Heavy equipment shall not
be used until there is a cover of not less than
three (3) feet over the pipes. To assist 1in
promoting maximum settlement, the surface of the
trench shall be 1left in a slightly rounded
condition. Periodical dressing of the backfill in
the trench to promote the drainage and safety
conditions shall be made during the course of the
contract as required or ordered by the Engineer.

B. Method B - Backfill in Areas Subject to Vehicular Traffic
(Mechanical Compaction)

1.

The trench between a level of twelve (12) inches
above the top of the pipe and the surface, which
are located in areas subject to or possibly subject
to vehicular traffic, shall be backfilled with
Class I or II materials, deposited in uniform
horizontal layers of two (2) feet +/- six (6)
inches. Each layer shall be thoroughly compacted by
mechanical tamping wutilizing a crane mounted
hydraulic vibratory compactors. Each layer shall be
thoroughly compacted before the next succeeding
layer is placed. This procedure shall be followed
where trench walls remain stable during compaction.
If in the opinion of the Engineer and/or his
representative (inspector), the trench walls become
unstable during compaction, then the Engineer
and/or his representative (inspector) may authorize
the Contractor to push from the back of the trench
the Class I or II material into the trench the full
depth, not to exceed twenty (20) lineal feet
horizontally along the trench bottom and compact
using the vibratory compactor in two (2) foot
diagonal 1lifts.
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2. The crane mounted vibratory compactors shall be
capable of producing 1900 cycles per minute and
have a compaction plate with the minimum dimensions
of twenty-three by thirty-one (23 x 31) inches. The
compactor shall be similar to those as manufactured
by Allied, Ho-Pac, or equal.

3. When Class I or II materials do not contain
sufficient moisture to obtain proper compaction, in
the opinion of the Engineer and/or his
representative, it shall be moistened or wetted as
directed by the Engineer and/or his representative.

4. Granular backfill materials shall terminate at a
point below finished grade sufficient to allow
placement of the permanent surface materials. For
portions of the surface subject to vehicular
traffic, the remaining trench shall be filled with
compacted aggregate base material, shaped, graded
and compacted with a ten (10) ton roller. Where the
permanent surface 1is asphalt or concrete the
aggregate base thickness shall be the specified
thickness of the pavement material plus six (6)
inches. Where temporary cold mixed asphalt
pavement is specified the compacted aggregate
materials shall be stopped at required grade to
accommodate the temporary pavement. Where the
permanent surface is compacted aggregate the layer
shall be eight (8) inches thick. In either case,
the Contractor shall maintain the surface daily
until the permanent pavement is placed.

5. For portions of the trench surface not subject to
traffic the backfill material shall end eight (8)
inches below the finished grade. This eight (8)
inch depth shall be filled with good top soil and
seeded in accordance with these Specifications.
Existing top soil and sod may be used if properly
separated and preserved.

C. Temporary Surfaces Subject to Traffic

1. The Contractor shall open streets to traffic
immediately after completing the backfill
operation. He shall accomplish this by installing
the compacted aggregate base immediately after
granular backfill. When temporary asphalt pavement
is required this shall also be installed
immediately. The use of class II backfill as a

temporary surface is specifically prohibited.
3.7 MAINTAINING TRENCH SURFACES

A. As trenches are backfilled, the Contractor shall remove
all surplus material, regrade and leave clear, free, and
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in good order all roadways and sidewalks affected by the
construction of the work.

All surface settlement of the backfill along trenches
located beneath streets, roads, alleys, driveways and
parking lots which are subject to traffic shall be kept
filled level with or slightly above the original paved
surface at all times with compacted aggregate base
material until the permanent pavement is satisfactorily
restored. When temporary asphalt pavement is used,
depressions and "pot holes" shall be promptly filled with
the temporary asphalt material. Special attention shall
be given by the Contractor to the timely and proper
maintenance, leveling and grading of the surface of all
backfilled trenches, especially those subject to traffic
and especially following rains. The surface of streets,
roads and alleys shall be maintained smooth and free of
ruts and water trapping depressions by periodic power
blading, scarifying; and/or filling settled areas, ruts,
pockets, or holes with compacted aggregate base material
or temporary asphalt where used.

Wherever surface settlement is not important, unless
otherwise specified or directed, the backfill shall be
neatly rounded over the trench to a sufficient height to
allow for settlement to grade after consolidation. Just
prior to the completion of all work under the contract,
any surface settlement below original ground surface
shall be refilled in a satisfactory manner, and reseeded
as specified if required.

BACKFILL AROUND STRUCTURES

A.

For purposes of this specification, structures shall
include but not be limited to footings, foundations,
basements, grade beams, vaults, capsules, manholes,
ducts, tanks, bridges, inlets, headwalls, anchors, and
etc. Items specifically excluded from this definition of
“structures" are pipe, conduits and their appurtenances
except those listed herein.

The material for backfill around structures shall meet
the requirements of Class I, II or III backfill
materials, as defined in this section. Material removed
from the project site may be used as long as it meets
this criteria. Materials classified as Class IV, clay
balls, debris, topsoil, frozen or excessively wet or dry
materials, weak soils or muck and other similar
detrimental materials will not be put in place as
backfill around structures.

All excavations shall be backfilled to the original
surface of the ground or such other grade as shown on the
plans or directed by the ENGINEER. The backfilling shall
be carried along as speedily as possible and as soon as
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the concrete, mortar and/or other masonry work and pipe
joints have sufficient strength to resist the imposed
load without damage. All appurtenances and attachments to
structure walls shall be made and any wall coatings shall
be in place and cured prior to backfilling at that
elevation.

Prior to backfilling, all formwork and construction
debris will be removed. Any frozen or wet subsoil will be
thawed or dried and compacted or removed prior to
receiving backfill. During cold seasons, grades receiving
backfill will be protected from frost during the work
progress.

Begin backfill at the lowest elevation in the excavation.
Place backfill in even, level layers. The thickness of
the layer shall not exceed 75% of the compaction
equipment manufacturer’s rating for the equipment used
when compacting the type of soil being placed for
backfill, i.e. Class I, II and/or III.

Where backfill is required on both sides of structure or
around the entire structure, backfill and compaction
shall be done simultaneously on both sides or around the
structure.

The compaction equipment used for compacting backfill
around structures shall be submitted for approval of the
Engineer. In general, the equipment will be approved for
use upon demonstration that it is capable of compacting
the soil to the required density without damaging
adjacent structures and appurtenances. Tread mounted
equipment shall not be considered effective compacting
equipment.

The Contractor shall provide, when necessary, equipment
and materials to moisten or aerate excessively wet or dry
backfill to maintain optimum moisture content (+/- 2%)
for the soil type being placed.

Rainfall and/or groundwater trapped in the excavation
during backfill operations shall be pumped out by the
Contractor. Excessively wet soil or soil which has eroded
into the excavation shall be removed or excavated and
recompacted prior to placing additional backfill
material.

Openings in structures to receive pipe shall be
temporarily plugged or bulkheaded during backfill
operations. Backfill shall proceed to an elevation level
with the invert of the pipe. The pipe shall then be
bedded and backfilled in accordance with the applicable
Detailed Specification and Workmanship and Materials
Specifications. Backfill of pipe not in areas subject to
vehicular traffic shall be with Class I, II or III
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materials and in areas subject to vehicular traffic with
Class I or II materials only.

GENERAL FILL AREAS

A,

In areas where general site fill material is required and
is not addressed in other parts of this section, Class IV
material shall be acceptable. For general fill areas,
fill materials shall be spread in layers not to exceed 8
inches when in a loose condition and be compacted to the
satisfaction of the engineer by grading equipment.

Any shortage of excavated materials to complete the
backfilling, fills, and embankment in accordance with
these specifications shall be obtained from borrow as a
part of the work under this Section at the Contractor’s
expense. All borrow pit sites to be utilized by the
contractor must be approved by the Engineer. No borrow
sites are available on the Owner’s property.

COMPACTION DENSITIES

A. Pipe bedding and each backfill 1ift shall be compacted to
a dry density not less than the following percentage of
maximum dry density as determined by the Modified Proctor
Test (ASTM D-1557):

Usage Compaction %

Beneath piping 95

Upper 2 feet of backfill under roadways 95

Under roadways (except upper 2 feet of backfill) 92

Under haunches and up to springline of pipe 95

From springline to 12 inches above top of pipe 20

Adjacent to (or behind) vertical walls 90

Under turfed or seeded areas below topsoil, and 85

miscellaneous area (from 12" above pipe to surface)

B.

No fill shall be placed against any manhole or other
structure until placed concrete has been allowed to cure
for at least 3 days. Backfill shall be placed in such a
manner that the structure will not be damaged by shock
from falling earth. The backfill material shall be
deposited and compacted as specified for final backfill,
and shall be placed in such a manner as to prevent
eccentric loading and excessive stress on the structure.
Heavy equipment for spreading and compacting shall not
operate closer to foundation walls than set forth as
follows.

Fill placed adjacent to vertical or near vertical walls
(within a 2zone defined by imaginary lines extending
horizontally away from the base of the wall for a
distance of three feet and thence upward and outward on
a one to one slope to the elevation of the top of the
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wall) shall be compacted to the specified den51ty with
light equipment not exceeding 1500 pounds in static
weight or dynamic rated impact.

3.11 COMPACTION TESTING

A.

D.

Sampling and testing shall be the responsibility of the
Contractor and be performed at no additional cost to the
Owner. Tests shall be performed by an approved
commercial testing laboratory or may be tested with
approved facilities furnished by the Contractor. Testing
services shall comply with the requirements of Section
01410.

Laboratory tests for moisture-density relations shall be
determined in accordance with ASTM D-1557. A minimum of
one test shall be performed on each different type of
material used for backfill.

Field In-Place Density Tests:

1. Shall be performed in sufficient numbers to ensure
that the specified compaction is being obtained.
Density testing shall be made at frequent intervals
along the backfill layer, at the surface and at
mid-depth as determined by the Engineer. A minimum
of one test per lift of backfill for every 200 feet
of installation shall be performed. When backfill
has been placed using vibratory compaction, testing
shall be made at the exposed surface one (1) time
per location and not less than one (1) test per
four hundred (400) feet. Locations for performing
the density tests will be designated by the
Engineer.

2. Shall be determined in accordance with ASTM D-1556,
ASTM D-2167 or ASTM D-2922. When ASTM D-2922 is
used, the calibration curves shall be checked and
adjusted using only the sand cone method as per
ASTM D-1556. ASTM D-2922 results in a wet unit
weight of soil and when using this method, ASTM D-
3017 shall be used to determine the moisture
content of the soil. The calibration curves
furnished with the moisture gages shall be checked
along with density calibration checks as described
in ASTM-D3017. The calibration checks of both the
density and moisture gages shall be made at the
beginning of a job, on each different type of
material encountered and at intervals as directed
by the Engineer. Copies of calibration curves and
results of calibration tests shall be furnished to
the Engineer.

All test results shall be submitted to the Engineer as
per the requirements of Section 01410.
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Trenches improperly compacted shall be reopened to the
depth directed by the Engineer and then refilled and
compacted to the density specified at no additional cost
to the Owner. Field in-place density tests shall also be
repeated for improperly compacted trenches that are
reopened, refilled and recompacted at no additional cost
to the Owner. A minimum of one repeat test per lift of
backfill for every 200 feet of improperly compacted
trench that is reopened, refilled and recompacted shall
be performed.

3.12 SEWER DISPLACEMENT INSPECTION

A.

After other required tests have been performed and the
trench backfill compacted to 2 or more feet above the top
of the sewer pipe, the pipe shall be inspected to
determine whether significant displacement has occurred.
This inspection shall be conducted in the presence of the
Engineer. Pipe shall be inspected by shining a light or
laser between manholes or manhole locations, or by use of
television cameras passed through the pipe. If, in the
judgment of the Engineer, the interior of the pipe shows
poor alignment or any other defects that would cause
improper functioning of the system, the defects shall be
remedied as directed at no additional cost to the Owner.

PART 4 - PAYMENT

4.1

METHOD OF MEASUREMENT

A.

There will be no measurement of trenching, backfill,
bedding, general fill, compaction or compaction testing.

BASIS OF PAYMENT

A.

There will be no separate payment for trenching,
backfill, bedding, general £fill, compaction or compaction
testing. The cost of this work is to be included by the
Contractor in the various other items of the contract.
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SECTION 02244

FINISHING DITCHES AND SLOPES

PART I - GENERAL INFORMATION
1.1 DESCRIPTION

A, This work shall consist of the final shaping and dressing
of ditches and slopes by hand or by machine methods, or
both, to the required smoothness in accordance with these
specifications and in close conformance with the
elevations, grades, typical cross sections, and cross
sections shown on the plans or on the construction
standards.

PART 2 - PRODUCTS
2.1 FINISHING DITCHES

A. Ditches shall be finished to the lines and grades shown
on the plans, typical cross sections and cross sections
or as otherwise directed by the Engineer. The edges
shall be parallel to the pavement unless it is necessary
to have the ditch gradient different from that of the
pavement in order to obtain proper drainage.

2.2 FINISHING SLOPES

A. All cut and fill slopes shall be constructed to the
typical cross sections and cross sections shown on the
plans or to revised sections where cuts are widened to
obtain additional material or fills widened to utilize
excess. Cut and fill slopes shall be finished to the
degree ordinarily obtained by a blade grader, scraper, or
hand shovel.

PART 3 - PAYMENT
3.1 METHOD OF MEASUREMENT
A, Finishing of ditches and slopes will not be measured.
3.2 BASIS OF PAYMENT
A. There will be no separate payment for finishing of
ditches and slopes. The cost of this work is to be

included by the Contractor in the total cost of the
project.
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SECTION 02246

GROUND PREPARATION FOR WETLAND PLANTING

PART I - GENERAL INFORMATION

1.1

PART

PART

95-09-00

DESCRIPTION

A.

This work shall consist of the preparation of the wetland
areas after clearing and grubbing has been performed.
This work shall include stockpiling of topsoil from the
site, excavation, soil modification if necessary, re-
introduction of the stockpiled topsoil and preparation of
the planting bed.

2 - PRODUCTS

MATERIAL REQUIREMENTS

A.

Materials shall be in accordance with the following:

1. SUBSTRATE SOIL shall consist of a clay loam which
has a clay content of 27-35 percent and a
permeability of 0.20 inches per hour or less.
commercial bentonite may be added to the soil
mixture if needed to meet the percent clay or
permeability standards.

2. TOPSOIL shall consist of loose friable soil, free
of refuse, stumps and large roots, rocks over 2
inches in diameter, brush, weeds, or other material
which would be detrimental to the proper
development of vegetative growth.

3 - CONSTRUCTION REQUIREMENTS

OVEREXCAVATION

A.

The wetland planting areas will be over-excavated and
lined with six inches of an approved low permeability
substrate soil if the native soil does not meet the
requirements for substrate soil. The stockpiled topsoil
will then be backfilled over the substrate soil.

FINAL GRADING

A.

The final grade in the bottom of the wetland will be left
somewhat irregular to maximize the microhabitat
diversity. Areas to be covered with topsoil shall be
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tilled to a depth of 2-3 inches. This loosening is to
assure bond of the topsoil with the surface on which it
is put. The topsoil shall then be spread to a sufficient
depth to produce a layer 6-7 inches thick after it has
been spread evenly. The final grades after topsoil
spreading shall correspond to the plans within a
tolerance of + 0.25 feet. After the topsoil has been
placed, the top surface of the soil shall be loosened to
a depth of 6 inches. In areas where the above method
of preparation is impracticable, a different method may
be approved.

PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT

A.

Ground preparation for wetland planting areas will not be
measured.

4.2 BASIS OF PAYMENT

A.

95-09-00

There will be no separate payment for ground preparation
for wetland planting areas. The cost of this work is to
be included by the Contractor in the total cost of the
project.
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SECTION 02250

EROSION CONTROL

PART I - GENERAL INFORMATION

1.1 DESCRIPTION

A.

Erosion control is required for all work. Soil erosion
control consists of mechanical and vegetative type
measures taken by the Contractor to prevent erosion of
soil during the construction process. It shall be the
responsibility of the Contractor during .construction to
prevent such detrimental soil erosion from occurring
during the prosecution of the work.

All erosion control measures are to be considered only
temporary and will not substitute for subsequent
landscaping, final seeding or other plantings.

The Contractor shall be responsible to comply with all
aspects of 327 IAC 15-5, Rule 5, "Storm Water Run-Off
Associated with Construction Activity". The Contractor
shall submit all necessary fees and documents to the
Indiana Department of environmental Management (IDEM)
prior to any construction activity. The Contractor shall
be responsible for compliance with this Law throughout
the construction period and shall pay any and all fines
resulting from any violation, suit or penalty for non-
compliance.

1.2 RELATED REQUIREMENTS SPECIFIED ELSEWHERE

A.

B.

Clearing and Grubbing: Section 02120.

Earthwork: Section 02200.

Trenching, Backfilling & Compaction: Section 02221
Finishing Ditches and Slopes: Section 02244.

Ground Preparation for Wetland Planting: Section 02246

Seeding: Section 02820.

1.3 GENERAL

A.

94-01-12

The soil erosion control measures may include grading
only those areas going into immediate construction, as
opposed to grading the entire site. On large tracts of
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land, to avoid leaving a large area bare and unprotected,
units of workable size shall be graded one at a time-as
construction is completed on one unit, grading proceeds
to the next.

As a general rule, grading should be held to a minimum
that makes the site suitable for its intended
construction purpose without appreciably increasing
runoff. The Contractor is responsible for incorporating
as part of the work a method of soil erosion control.

1.4 REFERENCES

A.

PART 2 -

Indiana Handbook For Erosion Control In Developing Areas.

Copies are available from the Indiana Department of
Environmental Management, Office of Water Management,
Storm Water Group, Permits Section, P.O. Box 6015,
Indianapolis, IN 46204-6015, Phone (317) 232-8704.

PRODUCTS

2.1 DEGRADABLE EROSION CONTROL BLANKETS

A,

94-01-12

Erosion control blanket shall be a machine-produced mat
consisting of 70% agricultural straw and 30% coconut
fiber.

The blanket shall be of consistent thickness with the
straw and coconut fiber evenly distributed over the
entire area of the mat. The blanket shall be covered on
the top side with UV stabilized polypropylene netting
having an approximate 5/8 inch x 5/8 inch mesh, and on
the bottom with a polypropylene netting with an
approximate 1/2 inch x 1/2 inch mesh. The blanket shall
be sewn together with cotton thread.

Straw/Coconut erosion control blanket shall be SC150 as
manufactured by North American Green, or equivalent.
Straw/Coconut fiber erosion control blanket shall have
the following properties:

Material Content

Straw 70%
(0.35 1b/sy)
Coconut Fiber 30%
(0.15 1b/sy)
Netting Top side heavyweight UV stabilized
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(3 1b/1,000 sqg. ft. approx. wt.)
Bottom side lightweight photo-
degradable(1.64 1b/1,000 sq.ft.
approx. wt.)

Thread Cotton

2.2 PERMANENT EROSION CONTROL BLANKETS

A.

Erosion control blanket shall be a permanent channel and
shore 1lining and shall be a machine-produced mat
consisting of 100% recycled nylon fiber.

The blanket shall be of consistent thickness with the
nylon fiber evenly distributed over the entire area of
the mat. The blanket shall be covered on the top side
with black UV stabilized polypropylene netting having an
approximate 1/2 inch x 1/2 inch mesh. The bottom net
shall also be UV stabilized polypropylene, netting with
an approximate 5/8 inch x 5/8 inch mesh. The blanket
shall be sewn together with polyester thread.

Nylon fiber channel and shore lining shall be P300 as
manufactured by North American Green, or equivalent.
Nylon fiber channel and shore lining shall have the
following properties:

Material Content

Recycled Nylon Fiber 100%
(0.80 1lb/sy)
Netting One side heavyweight UV stabilized

(5.0 1b/1,000 sq. ft. approx. wt.)

One side heavyweight UV stabilized
(3.0 1b/1,000 sqg.ft. approx. wt.)

Thread 100% Polyester Black

2.3 TEMPORARY MATERIALS

A.

B.

94-01-12

Straw Bales: Bales shall be new, firm, and well compacted
straw bales bound with wire or nylon.

Temporary Seeding:
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1. Seed mixture for spring/summer planting shall be
Annual Rye Grass applied at the rate of 40 pounds
per acre.

2. Seed mixture for fall planting shall be 1-1/2
bushel per acre of seed oats.

Stabilized Construction Roads: These roads shall be
constructed of aggregate base course in order to prevent
erosion.

Waterway/slope stabilization netting: Waterway/slope
stabilization netting for temporary erosion control shall
be wood excelsior, straw, or coconut fibers with
photodegradable netting.

2.4 OTHER MATERIALS

A.

Contractor shall supply all other material not
specifically described but required for erosion control
and/or shown on the plans.

PART 3 - CONSTRUCTION REQUIREMENTS

3.1 GENERAL

A.

Erosion control measures shall be installed to minimize
the effects of erosion and siltation caused by this
Contract.

The Indiana Handbook For Erosion Control In Developing

Areas shall be used for reference when field conditions
dictate additional erosion control measures.

3.2 EROSION CONTROL BLANKETS

A.

Degradable and permanent erosion control blankets shall
be installed as per the manufacturer's recommendations,
where shown on the plans.

3.3 TEMPORARY CONTROL MEASURES

A.

94-01-12

Where necessary, a straw bale dike shall be constructed
for erosion control. Straw bales shall be placed in a
row with ends tightly abutting the adjacent bales. Each
bale shall be embedded in the soil a minimum of 4 inches.
Bales shall be securely anchored in place by stakes or
rebars driven thru the bales. The first stake in each
bale shall be angled toward the previously laid bale to
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force bales together. All straw bale dike material shall
be removed at the completion of the project.

Waterway/slope stabilization netting shall be used to
hold straw mulch in place on drainage swales, side
ditches, waterways and other overland drainageways where
slopes are of such a grade as to cause problems with the
maintenance of the straw mulch in place until the
permanent vegetation is established. Netting should be
applied directly to the soil over the seeding and mulch
to protect the newly seeded waterways or slopes until
vegetation becomes established.

Temporary seeding shall be placed on all stockpiles and
disturbed areas. No fertilizer, mulch, or topsoil will
be required where temporary seeding is sown.

1. Seeding Period: Between March 1 and August 31, the
summer seed mixture shall be used. After September
1 until the ground freezes, the fall seed mixture
shall be used.

Where hydroseeding is used instead of seed and straw
mulch, the Contractor shall provide means of holding the
seed and mulch mixture in place until the permanent
vegetation has been established.

3.3 MAINTENANCE

A.

PART 4 -

Erosion control measures shall be maintained until the
final seeding has been accepted.

Straw bales shall be inspected frequently and repaired or
replaced as necessary. After the bales have served their
purpose, they shall be removed and disposed of off-site.
The depression shall be filled, compacted, and seeded in
accordance with Section 02820.

Washouts and bare spots shall be reseeded as required.

PAYMENT

4.1 BASIS OF PAYMENT

A.

94-01-12

No measurement will be made for soil erosion control

measures required in this specification. Measurement
will be made of materials for compliance to the
specification only. There will be no payment for scil

erosion control measures taken by the Contractor.
Payment for erosion control is considered incidental, and

02250-5



the Contractor shall include such costs in the other
items of this contract.
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SECTION 02522

CORRUGATED METAL PIPE

PART I - GENERAL INFORMATION

1.1 DESCRIPTION

A.

This work shall consist of the installation of corrugated
metal pipe in accordance with these specifications and in
conformance with the Drawings (plans), cross sections,
typical cross sections and construction standards.

1.2 QUALITY ASSURANCE

A.

The Contractor shall provide the name of the manufacturer
and the supplier where the corrugated metal pipe was
purchased. The gauge of the pipe shall be marked on the
pipe. If the gauge is not marked by the manufacturer or
supplier, then it shall be marked by the Contractor with
spray paint or other suitable means.

All corrugated metal pipe shall be manufactured by an
experienced and reputable manufacturer whose pipe has
been used commercially for at least three (3) years.

PART 2 - PRODUCTS

2.1 CORRUGATED METAL PIPE MATERIALS

A.

95-07-00

This pipe and the coupling bands shall be galvanized
steel or aluminum coated steel in accordance with AASHTO
M 36, Type III and IIIA except as follows:

1. Resistance spot welded lap joints will not be
permitted.

2. Band couplers shall have corrugations that mesh
with the corrugations of the pipes. Type IIIA may
only be used in place of 6 inch round pipe.

If the corrugated metal pipe is to be bituminous coated,
it shall be in accordance with Section 907.07 of the
standard Specifications (1988 or latest edition) of the
Indiana Department of Highways for Type A coated pipe.
Type A is fully bituminous coated corrugated steel or
aluminum pipe.

Seep collars shall be installed where shown on the
Contract Plans.
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PART 3 - CONSTRUCTION REQUIREMENTS

3.1 PIPE TRENCH EXCAVATION

A.

The trench excavation for corrugated metal pipe shall
begin at the outlet end and proceed towards the upper
end. The trench shall be of sufficient width to provide
ample working space on both sides of the pipe and to
provide space for proper compaction of the backfill
around the pipe.

If the trench excavation is made too deep, proper pipe
bedding shall be made by backfilling with an approved
material to the required elevation. The backfill
material shall be compacted into place in order to
prevent settling of the pipe or erosion of the backfill.

If stable soils are not found at the required trench
bottom grade, the trench shall be excavated at least six
(6) inches below the proposed bottom of the CMP
elevation, then the trench shall be backfilled,
compacted, and shaped to the required elevation.
Backfilling shall be with an approved material only.
Backfilling with loose, granular sands, pea gravel or
other waterbearing materials will not be permitted.

If rock is encountered at the required trench bottom
grade, the trench shall be excavated at least six (6)
inches below the proposed bottom of the CMP elevation.
Then the trench shall be backfilled, compacted, and
shaped to the required elevation.

3.2 LAYING PIPE

A.

corrugated metal pipe shall not be laid on frozen or
muddy trench bottom. CMP shall have a firm bearing for
its entire length. Placement of the pipe shall begin at
the outlet end and proceed upstream. The Contractor
shall place the pipe according to the lines, grades and
elevations indicated on the plans and construction
standards.

3.3 BACKFILLING

A.

95-07-00

Backfill material shall be placed around and over the CMP
in six (6) to eight (8) inch lifts. Each lift shall be
compacted with caution in order to insure that the pipe
is not crushed or displaced.
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PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT

A,

Corrugated metal pipe (CMP) will be measured on a linear
foot basis for the size, type, and gauge indicated on the
plans or construction standards. Measurement will be
made of the pipe in place only. No measurement will be
made of the excavation, backfill, joints, fittings and
other items necessary for a complete installation unless
listed as a separate bid item.

4.2 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment for corrugated metal
pipe. The cost of this work is to be included by the
Contractor in the total cost of the contract.

Trench excavation, dewatering of the trench, base
stabilization, backfill material, compaction, fittings,
joints, bedding material, replacement/repair of farm
field tile encountered, protection/repair of other
utilities, disposal of excess excavated material, and all
other construction items and materials necessary to
completely install corrugated metal pipe according to the
plans, these specification and construction standards
will not be paid for separately. The cost of the above
items shall be included in the linear foot cost of CMP.
No additional or separate payment shall be made for these
items unless listed in the Bid proposal by the Engineer
as a separate pay item.
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SECTION 02545

GEOTEXTILE FABRIC CONSTRUCTION

PART I - GENERAL INFORMATION

1.1 DESCRIPTION

A.

Geotextile fabric construction shall consist of storage
and handling, protection from sunlight, excavation,
grading, preparation of the surface to receive the
fabric, placement of the fabric, joining, overlapping,
pinning, and all other incidentals needed to complete the
work. Geotextile fabric construction shall be in
accordance with this specification and in close
conformance with the fines, grades, elevations, and
materials shown on the drawings or further specified in
the notes on the Drawings.

1.2 QUALITY ASSURANCE

A.

The Contractor shall provide samples of the Geotextile
Fabric to the Engineer and Owner before construction.
Deliver sample and manufacturer’s specifications for
installation to Engineer.

PART 2 - PRODUCTS

2.1 MATERIALS

A,

95-07-00

Geotextile fabric shall consist of strong, rot resistant
chemically stable long-chain synthetic polymer material
dimensionally stable with distinct and measurable
openings. The plastic or yarn fibers wused in the
geotextile shall consist of any longchain synthetic
polymer composed of at least 85 percent by weight of
polyefins, polyesters, or polyamides, and shall contain
stabilizers and inhibitors added to the base plastic to
make the filaments resistant to deterioration due to
ultraviolet and heat exposure. The geotextile shall be
calendared or otherwise finished so that the yams or
fibers will retain their relative position with respect
to each other.

For further information on the type and/or manufacturers
nature of the geotextile fabric to be used on this
project, see the Drawings or the Special Reguirements.

Geotextile fabric shall meet the requirements specified
in Section 912.18 (Geotextile for Use Under Riprap) of
the Standard Specifications (1988) of the Indiana
Department of Highways.
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PART 3 - CONSTRUCTION REQUIREMENTS

3.1 GEOTEXTILE STORAGE, PROTECTION AND HANDLING

A.

Storage and handling of the geotextiles shall be in
accordance with the manufacturer’s recommendations,
except that in no case shall the geotextile be exposed to
direct sunlight ultraviolet rays, water, temperature
greater than 140 degrees F, mud, dirt, dust and debris,
to the extent that its strength, toughness or
permeability are diminished. Each geotextile roll shall
be labeled or tagged to provide product identification
sufficient for inventory and quality control and quality
assurance purposes. Exposure of geotextile fabrics to
the elements between laydown and cover shall be a minimum
of 14 days. At the time of installation, the geotextile
shall be rejected and replaced with no additional payment
if defects, rips, flaws, deterioration, or damage
incurred during manufacture, transportation, storage or
installation (construction) is evident.

3.2 GEOTEXTILE CONSTRUCTION

A.

95-07-00

The surface to receive the geotextile fabric shall be
prepared to a smooth condition free of obstruction,
depressions and debris. The surface shall be excavated,
graded and prepared to the lines, grades, and elevations
shown on the Drawings and/or Construction Standards.

Geotextiles used along channels shall be placed with the
machine direction of the geotextile parallel to the
channel. Successive geotextile sheets shall be
overlapped in such a manner that the upstream sheet is
placed over the downstream sheet and the upslope sheet
over the downslope sheet.

Geotextiles used for two to one slopes or greater shall
be place with the machine direction of the geotextile
sheets perpendicular to the toe of slope. The geotextile
sheets shall be overlapped in the direction of the
anticipated movement of the water.

Adjacent pieces of geotextile may be joined by sewing or
by overlapping and pinning. The minimum overlap shall be
18 inches except when placed under water. When placed
under water the overlap shall be a minimum of 3 feet.
Securing pins shall be steel, 3/16 of an inch in
diameter, 18 inches 1long, pointed at one end and
fabricated with a head to retain a steel washer having an
outside diameter of no less than 1.5 inches. Securing
pins with washers shall be inserted through both strips
of overlapped geotextile at spacing intervals as
indicated in Table I below. Securing pins shall be along
a fine through the midpoint of the overlap. The
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geotextile strip shall be placed so that the lower strip
will be overlapped by the next higher strip. Pins shall
be driven until the washer bears against the geotextiles
and secures it firmly to the ground.

TABLE I
SECURING PINS SPACING INTERVALS
FOR GEOTEXTILE FABRIC OVERLAP

Slope Pin Spacing per Row
(Horizontal-Vertical) (Center-Center)
steeper than 3:1 2 ft.

3:1 to 4:1 3 ft.
4:1 or flatter 5 ft.

Whether the fabric is joined by sewing or pinning,
additional pins shall be installed as necessary to
prevent any slippage of the fabric regardless of
location.

The geotextile shall be placed in such a manner that
placement of the overlaying materials will not
excessively stretch or tear the geotextile and will not
pull the required overlap or seam apart. Construction
equipment will not be allowed on the exposed geotextile.

Placement of the riprap or stone shall start from the
base of the slope, moving upslope from the center
outward. Riprap shall not be allowed to roll downslope
and the height drop for riprap shall be kept to less than
one foot.

PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT

A.

GCeotextile fabric shall be measured on a square yard
basis in place. No measurement will be made of the
overlap areas. No movement will be made of sewing, pins,
and other appurtenances necessary for construction.

4.2 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment for geotextile fabric.
The cost of this work is to be included in the total cost
of the contract.

Payment for geotextile fabric will include storage,
handling, protection from sunlight excavation (unless
there is a separate pay item for excavation), grading
(unless there is a separate pay item for grading),
preparation of the surface to receive the fabric,
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95-07-00

placement overlapping, sewing, or pinning and all other
items necessary to complete construction. If it becomes
necessary for the contractor to replace geotextile fabric
because of failure to meet the conditions of this
geotextile fabric construction specification, no
additional payment will be made.

ot
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SECTION 02765

GABIONS

PART I - GENERAL INFORMATION

1.1 DESCRIPTION

A.

Gabions are heavy duty rectangular baskets made of
heavily galvanized steel wire mesh of triple twist
hexagonal weave having a mesh opening of 3.25 inches by
4.5 inches. Each gabion is subdivided into cells of
equal size by diaphragms.

Gabion construction shall include the excavation grading,
supply, delivery, assembly, placement, fill material
(riprap or stone as shown on the plans), filling, 1led
closing, adjustment and all other items needed to
complete the work. Gabion construction shall be in
accordance with this specification and in close
conformance to the lines, grades, elevations, size,
thickness, typical cross sections, cross sections, and
materials shown on the Drawings (plans) and construction
Standards.

Gabion construction shall be in conformance to
manufacture’s instruction for assembly and erection. At
the construction site they are unfolded and assembled by
lacing the edges together and the diaphragms to the
sides. Gabion units are laced together and filled with
stone from 4 to 8 inches in diameter. The l1lids are then
closed and wired to the top edges of the gabions.

1.2 QUALITY ASSURANCE

A.

The Contractor shall supply the name of the supplier and
copies of Gabion manufacture’s material specifications to
the Owner and the Engineer. Contractor shall keep copies
of the manufacturer’s "Instructions for Assembly and
Erection" at the job site for use by the Contractor and
review by the Owner and Engineer.

PART 2 - PRODUCTS

2.1 MATERIALS

A.

95-07-00

Wire Specifications. All steel wire used in the gabions
shall be heavily galvanized with a zinc coating exceeding
Federal Specifications QQ-W-461g, class 3 which call for
a minimum weight of 0.80 oz. per sq. foot. The hot
dipped galvanizing shall be done before the weaving of
the gabion wire.
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Galvanized Gabions. The mesh steel wire diameter for the
galvanized gabions shall not be less than 0.1181 inch

(U.S. gauge no. 11). The mesh edge wire and selvedge
wire shall not be less than 0. 1 535 inch (U.S. gauge no.
9). The lacing wire for binding the gabion units

together shall not be less than 0.0866 inch (U.S. gauge
no. 13.5).

PVC Coated Gabions. The mesh steel wire diameter for the
PVC coated gabions shall not be less than 0. 1063 inch
(U.S. gauge no. 12). The mesh edge wire and selvedge
wire shall not be less than 0. 1 338 inch (U.S. gauge no.
I 0). The lacing wire for binding shall not be less than
0.0866 inch (U.S. gauge no. 13.5). PVC coating shall be
0.4 mm (0.015 inch) for PVC bonded to the wire, the
weight of the zinc coating shall be 0.10 oz. per sq.
foot.

Stone fill for gabions shall be no less than 4 inches in
average diameter and no greater than 8 inches in average
diameter. Stone fill shall be either native stone or
limestone riprap. Native stone shall be of the same
general size and density as limestone riprap. Limestone
riprap shall be in general conformance to Indiana
Department of Highways Standard Specifications (1988) for
Revetment Riprap unless Stone fill type, size, and shape
are specified otherwise on the plans, bid proposal, or
construction standards.

" PART 3 - CONSTRUCTION REQUIREMENTS

3.1 SUPPLY AND DELIVERY

A.

Gabions shall be supplied folded flat, tied in pairs and
packed in bundles. Gabions shall be identified by color
coding and/or labels that indicate their size and
dimensions.

3.2 GABION ASSEMBLY

A.

95-07-00

Gabion assembly shall be in accordance with the
manufacturer’s "Instruction for Assembly and Erection"
and in general shall be as follows:

1. Remove a single gabion from the bundle and proceed
to unfold it on a hard, flat surface. Stretch the
gabion and stamp out all kinks.

2. Fold the front and back panels to a right angle by
stepping on the base along the crease. Fold up the
end panels and diaphragms and fasten them to the
front and back panels using the heavy gauge wire
projecting from the upper corners of each panel.
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This procedure shall assure properly squared
baskets with the tops of all panels even.

3. Securely lace all vertical edges of ends and
diaphragms of the gabion basket. Use galvanized
lacing wire as supplied by gabion manufacturer. No
substitution of common wire will be permitted. The
lacing procedure is as follows:

a. cut a length of lacing wire approximately one
and one-half (1.5) times the distance to be
laced but not exceeding 5 feet.

b. Secure the wire terminal at the comer by
looping and twisting, then proceed lacing with
single and double loops at approximately five
(5) inch intervals.

c. Securely fasten the other lacing wire
terminal.

3.3 GABION INSTALLATION

A.

95-07-00

Before placing the gabion, the Contractor shall make the
ground surface relatively smooth, even, and free of
obstructions. The base for the gabions shall be stable.

The assembled gabions shall be carried to the
installation site and placed in their proper location.
It is convenient to place the gabions front to front and
back to back in order to facilitate and expedite the
stone filling and 1id lacing operation.

For structural integrity, the adjacent gabions must be
laced along the perimeter of all contact surfaces. To
facilitate this operation it may be easier for the
Contractor to construct subassembly in the yard or a
staging area consisting of as many gabions as can be
handled at one time. The sub-assembly is then placed at
the job site and laced along the perimeter of all contact
surfaces.

The base of the empty gabion placed on top of a completed
row must also be tightly wired to adjoining baskets.

The following method applied to three (3) foot high
gabions:

1. Gabions should be placed empty and laced for the
complete stretch of baskets (up to approximately
100 linear feet). The first gabion shall be firmly
anchored and tension shall be applied to the other
end with a come-a-long or other means, in order to
achieve the proper alignment. Anchoring can be
accomplished by partially filling the first gabion
with stone.
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While gabions are being stretched inspect all comers for
open "V’/s" which will result if comers were not property
secured. Such "V’s" must be closed by re-lacing.

Keep gabions in tension while being filled. Leave the
last gabion empty to allow for easily lacing the
subsequent sub-assembly.

3.4 GABION FILLING

A.

The fill material shall consist of hard, durable, clean
stone (4 to 8 inches in diameter in size) or as specified
otherwise on the plans, bid proposal, or construction
standards.

Gabions shall be filled in three 1ifts, one foot at a
time. Two connecting wires are placed between each 1lift
in each cell of all exposed faces. This operation is
repeated until gabions are filled.

To protect the vertical panels from being bent during the
filling operation, rebars may be temporarily placed and
laced along the upper edges. Another method is to bend
a length of pliable metal and place it over the vertical
panels.

Gabions may be filled by almost any type of earth-
handling equipment; payloader, gradall, crane, conveyor,
or backhoe. Some manual stone adjustment during the
filling operation is required to prevent undue voids.

The exposed face(s) should be hand-placed using selected
stone. This hand-placing will add to the appearance of
the structure by preventing the gabions from bulging.
The last 1lift of stone should be level with the top of
the gabion to properly close the 1id and provide an even
surface for the next course.

3.5 GABION LID CLOSING

A.

95-07-00

Fold the 1id down along the hinge line so that the lid
and gabion edges meet closely without gaps. To assist in
closing and lacing the lids, a pinch bar closer may be
used.

Secure the 1id at the corners with the wire projecting
from the 1id. Lace the 1id shut, starting with the front
face and then the ends and diaphragms. A tight joint
must be achieved during the lacing operation, adjacent
lids may be wired to the vertical panels in one
operation.
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3.6 OTHER GABION CONSTRUCTION

A.

Gabions may be readily cut or bent to form regular shapes
to fit the dimensions shown on the plans or to fit bridge
piers, culverts, etc. Part of the mesh may also be cut
to allow installation of pipe and other penetrations.
Where this is done, the cut or bent edges of the mesh
shall not be left loose but shall be fastened securely to
another part of the structure.

PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT

A.

Gabions shall be measured on a square yard basis in place
based upon the required height (or thickness) of the
gabion. No measurement will be made of the stone fill or
other items necessary for a complete construction unless
listed as a separate pay iten.

4.2 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment for gabions. The cost
of this work is to be included in the total cost of the
contract.

Payment for gabions will include excavation, grading,
supply, delivery, assembly, placement, f£fill material,
filling, securing, lacing, 1lid closing, adjustment and
all other items needed to complete the work. No extra or
separate payment will be made for the stone (or riprap)
fill material.
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SECTION 02766

RIPRAP

PART I - GENERAL INFORMATION

1.1 DESCRIPTION

A.

This work shall include materials and installation of
riprap in accordance with these specifications and in
conformance with the Drawings (plans), cross sections,
typical cross sections, and construction standards,
unless otherwise directed by the engineer.

1.2 QUALITY ASSURANCE

A.

Use adequate numbers of skilled workmen who are
thoroughly trained and experlenced in the necessary
crafts and who are completely familiar with the specified
requirements and the methods needed for proper
performance of the work of this Section.

Use equipment adequate in size, capac1ty, and numbers to
accomplish the work of this Section in a timely manner.

Comply with requirements of all governmental agencies
having jurisdiction.

PART 2 - PRODUCTS

2.1 MATERIALS

A.

95-07-00

Limestone or gravel riprap material shall comply with all
applicable paragraphs of Section 616, RIPRAP AND

SLOPEWALL of the Indiana Department of Highways Standard
Specifications, 1993 edition.

Dumped riprap shall consist of broken concrete, masonry,
or stone removed from an old structure; broken pieces
removed from an old structure; broken pieces removed from
concrete pavement base, or monolithic brick pavement;
broken rock from class X, <class Y, unclassified
excavation, or solid rock excavation; or it may be
material similar in nature produced from sources outside
the right-of-way. The material shall be broken into
pieces which can be handled conveniently.

The gradation of Revetment Riprap material shall be such
that:

1. No individual piece weighs more than 120 pounds,
2. 90 to 100 percent of the material passes a 12 inch
sieve,
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3. 20 to 60 percent of the material passes a 6 inch
sieve, and

4. Not more than 10 percent of the material passes a 1
1/2 inch sieve.

Reasonable care shall be taken in loading to obtain a
similar gradation for consecutive loads.

Hand laid riprap aggregate shall consist of pieces,
except spalls, no less than 1/3 of a cubic foot in volume
and 3 inches in the least dimension. The width of these
pieces shall be no less than 6 inches for 6 inch hand
laid riprap, nor less than 12 inches for 12 inch hand
laid riprap. When material removed from an old structure
or other removed masonry item is to be used as hand laid
riprap, any of these requirements which are inconsistent
with the character of the material may be waived.

Grouted riprap aggregate shall be in accordance with the
requirements for hand laid riprap. The mortar shall be
composed of one part portland cement to 4 parts No. 23
fine aggregate. The cement and fine aggregate may be
dry-mixed in an approved mixer or by hand in a watertight
box until the color of the mixture becomes uniform.
Water shall be added as the mixing continues until the
grout attains a consistency which will allow it to flow
into the joints.

PART 3 - CONSTRUCTION REQUIREMENTS

3.1 CONSTRUCTION REQUIREMENTS

A.

95-07-00

Dumped riprap shall be placed at locations shown on the
plans or as directed. It shall be placed to produce a
surface of approximate regularity but need not
necessarily be hand placed. The finished surface shall
vary no more than 9 inches from a true plane. The
thickness perpendicular to its surface shall be no more
than 2 feet nor less than one foot unless otherwise
directed. Overhaul will not be paid. Hauling the
material more than 2000 feet from its origin will not be
required if obtained from on the right-of-way.

Revetment riprap may be placed by dumping and shall be
placed to the required thickness at the locations shown
on the plans or as directed.

When placing hand laid riprap, the thickness of hand laid
riprap shall be no less than that specified, measured
perpendicular to the slope. For 6 inch hand laid riprap
this thickness shall be no less than 6 inches, and for 12
inch no less than 12 inches. Unless otherwise directeqd,
the slope upon which this riprap is to be placed shall be
in accordance with the cross section shown on the plans.
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Laying shall begin in a trench below the toe of the
slope. It shall progress upward with each piece being
laid by hand perpendicular to the slope. It shall be
firmly embedded against the slope and the adjoining piece
with the sides in contact and with well broken joints.
The spaces between the larger pieces shall be filled with
spalls of suitable size which shall be thoroughly rammed
into place. The finished surface shall present an even
tight surface true to line, grade, and section. Broken
concrete pavement used for 6 inch hand laid riprap shall
be placed with the smooth side up.

The aggregate, preparation of the slope, and method of
placing the riprap aggregate for grouted riprap shall be
in accordance with construction requirements for placing
hand laid riprap. After the aggregate has been placed
and accepted, all interstices shall be completely filled
with the cement grout. The finished surface shall be
smooth, solid, and true to line, grade, and section.

PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT

A.

Dumped riprap, revetment riprap, hand laid riprap and
grouted riprap will be measured in square yards of the
specified depth parallel to slope.

4.2 BASIS OF PAYMENT

A.

95-07-00

There will be no separate payment for providing and
placing riprap. The cost of this work is to be included
in the total cost of the contract.
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SECTION 02820

SEEDING

PART I - GENERAL INFORMATION

1.1 DESCRIPTION

A.

Work included: provide either or both plain and mulch
seeding and broadcast seeding. It includes furnishing
and placing seed and mulch in a prepared seedbed.
Seeding also includes all necessary watering.

1.2 QUALITY ASSURANCE

A,

It is the intent of this Seeding Specification to require
the Contractor to water the seeded areas as many times as
necessary, as required by weather conditions, to insure
a growing finished product at the completion of the
project. The finished product shall judged based upon
the minimum percentage of cover achieved after one
complete growing season as specified for each seed mix.

If necessary, the watering of the seed shall continue
until germination has been achieved and the minimum
percentage of cover is achieved.

1.3 SUBMITTALS

A.

PART 2 -

Material Certificates: Provide the Engineer five (5)
copies of material certifications signed by the supplier,
listing the source of each mixture, listing the contents
of each mixture and certifying that each seed mixture
complies with, or exceeds, the specified requirements.

PRODUCTS

2.1 SEED MIXTURES

A.

95-12-00

The following seed mixtures shall be used for the listed
situations or as shown on the Plans:

1. General site - Seed Mixture A
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Seed Mixture A - Slope Mix - Minimum percentage of cover
achieved after one complete growing season is 70%.

#/Ac.
Andropogon gerardii(Big blue stem) 1.00
Andropogon scoperius (Little blue stem) 2.50
Bouteloua curtipendula (Side oats gramm) 1.50
Buchloe dactyloides (Buffalo grass) 4.50
Panicum virgatum (Prairie switch grass) .750
Festuca rubra(Creeping red fescue) 2.25
Agrostis alba (Redtop) 1.00
Avena sative (Seed Oats) 32.0
Lollum multiflorum (Annual Rye) 10.0
Phleum pratense (Timothy) 4.00

Total 59.5

PART 3 - CONSTRUCTION REQUIREMENTS

3.1 PREPARATION OF GROUND BEFORE SEEDING

A,

The area to be seeded shall be made smooth and uniform
and shall conform with the finished grade and cross
sections shown on the plans. The seedbed, if not loose,
shall be loosened to an approximate depth of two (2)
inches before seed is applied.

If the seeding method is a rangeland no-till drill, then
preliminary soil loosening of the area to be seeded is
not necessary.

3.2 SEEDING AND MULCHING

A.

95-12-00

Seed may be installed with a drill or a rangeland no-till
drill as outlined in 3.1. Other mechanical methods to
place the seed in direct contact with the soil shall be
approved by the Engineer.

Mulch shall be clean straw only, or as specified
elsewhere for erosion control. As an alternative,

hydromulching, as approved by the Engineer or shown on
the Plans, may be used.

The mulching material shall be maintained in place
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The mulching material shall be maintained in place
satisfactorily until final completion and acceptance of
the project.

The Contractor shall water as needed and as required by
weather conditions. Watering shall be done in such a
manner as to not displace the seed, sod, or soil
underneath it.

3.3 SEASONAL LIMITATIONS

A.

Seeding should be performed from March 1 to July 15 and
September 1 to October 15 for optimum germination rates.
If seeding 1s performed during other periods, the
Contractor should expect lower percent germination and
seedling survival.

3.4 LIMITS OF SEEDING

A.

The limits of seeding shall be all those areas on the
project site that are disturbed due to construction or
specifically identified on the plans and are not
otherwise designated as special planting areas for
mitigation, habitat development, water or wastewater
treatment, restoration or other contract intent which are
specified elsewhere. The areas to be seeded shall be
done only after approval by the Engineer, and any
disturbed areas outside these limits shall be required at
the Contractors expense.

PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT

A.

All measurements will be made to check conformance with
the specifications only.

4.2 BASIS OF PAYMENT

A.

95-12-00

There will be no separate payment for seeding. The cost
of this work is to be included by the Contractor in the
total cost of the contract.

No separate payment will be make for watering.

It is the intent of this specification to require the
Contractor to provide to the Owner healthy, 1live,
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95-12-00

herbaceous vegetative cover at the completion of the
project. The Contractor shall reseed all areas so
designated by the Owner's representative at no additional
expense to the Owner. If required to provide healthy,
live, herbaceous vegetative cover, the Contractor shall
provide all necessary watering to meet this intent at no
additional cost to the Owner.
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SECTION 02830

WETLAND SEEDING

PART I - GENERAL INFORMATION

1.1

PART

DESCRIPTION

A. This work shall consist of furnishing, delivering, and
seeding wetland areas in accordance with this
specification and in conformance with the plans, or as
directed by the Engineer.

GUARANTEE

A. At least 50 % of all individual species planted shall be
present as live plants at the end of the first growing
season. Aerial coverage of the seeded areas will be at
least 70% with no large bare spots. No more that 10% (by
aerial cover) of the seeded area will be dominated by
perennial weedy species. If these standards are not met,
the Contractor will be responsible for supplemental
seedings as approved by the Engineer. Losses due to
animal depredation, extremes in weather or precipitation,
or lack of water control shall not be covered under this
warranty.

QUALITY INSURANCE

A. The Contractor shall use qualified workmen who are
experienced with commercial 1landscaping work or
preferably have previously planted wetland plant seeds.

2 = PRODUCTS
MATERTIALS REQUIREMENTS

A. Delivery of seed shall be timed to coordinate closely
with the planting time. If seed needs to be held for
more than one day, it shall be stored in a cool, dry
place until such a time as it can be used. In no case
shall seed be held over from one year to the next. All
seed used shall be scarified and/or cold/moist stratified
as recommended for each particular species specified.

ACCEPTABLE PLANTS

A. The seed species and seeding rates that shall be used
shall be as shown on the plans.
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Where the plans and specifications call for tree and
shrub wetland plantings and/or sedge meadow with flowers
mix, a nurse crop shall be shall be planted with the
species and rates as shown on the plans.

SUPPLIERS AND/OR QUALIFIED PLANTING SUBCONTRACTORS

Seeds used should be obtained from local sources if
possible or from the following suppliers:

J. F. New and Associates
708 Roosevelt Road
Walkerton, IN 46574
219-586-3400

or equal.

PART 3 - CONSTRUCTION REQUIREMENTS

3.1 PLANTING INSTRUCTIONS

A.

B.

The ground shall be prepared according to specification
section 02246 before seeding is begun.

In the event that inclement weather or unsuitable soil
conditions delay seeding, causing the establishment of
undesirable species, a limited program of site specific
herbicide application using Round-up herbicide shall be
made. The herbicide shall be spot sprayed where
necessary to allow the planting schedule to resume in a
timely manner.

Seed application may be no-till drilling or drop seeder
but shall not be covered with more than 1/4 inch of soil.
If the seed is broadcast, an approved mechanical method
which shall place the seed in direct contact with the
soil may be used. In places inaccessible to mechanical
equipment, or where the area to be seeded is small, a
hand operated cyclone seeder or other approved equipment
may be used.

PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT

A.

Seeding will be measured by the square yard.

4.2 BASIS OF PAYMENT

A.

95-09-00

There will be no separate payment for the work described
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in this section. The cost of this work is to be included
by the Contractor in the total cost of the contract.
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SECTION 02850

EMERGENT WETLAND PLANTING

PART I -~ GENERAL INFORMATION

1.1

PART

RELATED WORK SPECIFIED ELSEWHERE

A. Drawings and general provisions of Contract, including
General and Supplementary Conditions and Division 1
Specification sections, apply to this section.

WORK INCLUDED

A. This section covers emergent wetland plant
specifications, species of plants, method for planting
and storage.

B. This work shall consist of furnishing, delivering, and
planting wetland plants in accordance with this
specification and in reasonably close conformance with
the plans or as directed. Wetland plants, for purposes
of this special provision are defined as those plants
which for greater than 66 percent of the time are found
in areas where the soils are saturated for a significant
portion of the growing season.

GUARANTEE

A. At least 50 % of all individual plants and 75% of all
species planted shall be present as 1live individual
plants at the end of the first growing season after
planting. If these standards are not met, the Contractor
will be responsible for supplemental plantings as
approved by the Engineer. Losses due to animal
depredation, extremes in weather or precipitation, or
lack of water control shall not be covered under this
warranty. :

QUALITY INSURANCE

A. The Contractor shall use qualified workmen who are
experienced with commercial 1landscaping work or
preferably have previously planted wetland plants.

2 - PRODUCTS

ACCEPTABLE PLANTS

A. The emergent wetland plants that shall be used shall be
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D

as shown on the plans.

Quantities: The number of each species to be planted
shall be as shown the plans.

2.2 PLANT SUPPLIERS AND/OR QUALIFIED PLANTING SUBCONTRACTORS

A.

The emergent wetland plants used should be obtained from
local sources if possible or from the following
suppliers:

J. F. New and Associates
708 Roosevelt Road
Walkerton, IN 46574
219-586-3400

or equal.

Preference shall be given to plants from suppliers within
200 miles of project (if available).

2.3 CONDITION OF PLANTS PRIOR TO PLANTING

A.

All plants shall be delivered free of diseases and molds
with the roots kept in a moist condition. Roots must not
be allowed to dry out during planting. Transplants and
cuttings shall be stored in a cool location and rooted
plants shall be watered as needed to reduce stress before
planting.

PART 3 - CONSTRUCTION REQUIREMENTS

3.1 PLANTING INSTRUCTIONS

A.

95-08-00

Plants will be planted in groups approximately one foot
on centers in a random pattern, not in rows, across the
planting zone as shown in the plans. The method for
planting wetland plants into the ground will consist of
inserting and rotating a trowel or dibble into the soil
and inserting the plant roots into the hole created so
that they are completely buried. No supplemental
watering, mulching or fertilization will be required.
The stakes shall be removed as directed by the Engineer.

Under no circumstances should planting be done when the
air temperature is below freezing. Planting should be
accomplished when the air temperature is 32 degrees F and
rising or 40 degrees F. Planting should be completed by
August 1 to achieve the best performance.

02850-2



PART 4 - PAYMENT
4.1 METHOD OF MEASUREMENT

A. Wetland plants will be measured on a per plant basis of
each type specified, installed, and accepted.

4.2 BASIS OF PAYMENT
A. There will be no separate payment for the work described

in this section. The cost of this work is to be included
by the Contractor in the total cost of the contract.
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SECTION 02870

AQUATIC PLANTING

PART I - GENERAL INFORMATION

1.1 DESCRIPTION

A.

This work shall consist of furnishing, delivering, and
planting aquatic plants 1in accordance with this
specification and in conformance with the plans or as
directed by the Engineer. Aquatic plants, for purposes
of this specification are defined -as those plants which
under normal conditions grow in water of greater than 1
foot in depth.

1.2 GUARANTEE

A,

At least 50 % of all individual species and 75% of all
species planted shall be present as 1live individual
plants at the end of the first growing season after
planting. If these standards are not met, the Contractor
will be responsible for supplemental seedings as approved
by the Engineer. Losses due to animal depredation,
extremes in weather or precipitation, or lack of water
control shall not be covered under this warranty.

1.3 QUALITY INSURANCE

A.

PART 2

The Contractor shall use qualified workmen who are
experienced with commercial landscaping work or
preferably have previously planted aquatic plants.

PRODUCTS

2.1 MATERIALS REQUIREMENTS

A.

The aquatic plants that shall be used shall be as
specified below or as shown on the plans.

Scientific name Common name
Nelumbo lutea american lotus
Nymphaea odorata white water 1lily
Nuphar luteum spatterdock
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Minimum size of Nymphaea odorata tuber segments shall be
1 inch diameter and 4 inches long.

Quantities: The number of each species to be planted
shall be as shown the plans.

6 x 1 x 6 Galvanized Sod Staples or wire equivalent for
securing aquatic plant roots in the soil.

2.2 PLANT SUPPLIERS AND/OR QUALIFIED PLANTING SUBCONTRACTORS

A.

Plants used should be obtained from local sources if
possible or from the following suppliers:

J. F. New and Associates
708 Roosevelt Road
Walkerton, IN 46574
219-586~-3400

or equal.

PART 3 - CONSTRUCTION REQUIREMENTS

3.1 PLANT STORAGE AND TRANSPORTING

A.

Aquatic plants shall be stored properly to reduce stress
before planting. Plants with leaves shall be stored in
buckets or tubs of water in a cool location until ready
to transport. For transportation to the site, plants may
be packed in plastic bags surrounded with wet newspaper
or other approved substance to maintain high humidity.
Plants shall be protected from the wind during
transportation. If outside temperatures are greater than
70 - 75 F they shall be transported in an insulated
container in which the temperature is between 50 F and 65
F. Tubers shall be stored in plastic bags with high
humidity and kept in a cool location until planted.

3.2 PLANTING INSTRUCTIONS

A.

Plants will be planted approximately in a random pattern
across the planting zone as indicated on the plans. The
method for planting aquatic plants into standing water
will consist of inserting and rotating a trowel or dibble
into the soil and inserting the plant roots into the hole
created so that they are completely buried. The plant
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will be held to the bottom by insertion of a sod
staple, or equal, around the tuber. Care shall be taken
not to damage the plant when inserting the staple. Other
methods of securing plants to the bottom may be
considered for approval as an alternative to stapling.
On sites located near open water, goose grazing
deterrents may be used.

B. Under no circumstances should planting be done when the
air temperature is below freezing. Planting should be
accomplished when the air temperature is 32 degrees F and
rising or 40 degrees F. Planting should be completed by
August 1 to achieve the best performance.

PART 4 - PAYMENT

4.1 METHOD OF MEASUREMENT

A. Aquatic plants will be measured on a per plant basis of
each type specified, installed, and accepted.

4.2 BASIS OF PAYMENT
A. There will be no separate payment for the work described

in this section. The cost of this work is to be included
by the Contractor in the total cost of the contract.
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PART

1.1

PART

SECTION 02880

WETLAND TREE AND SHRUB PLANTING

I - GENERAL INFORMATION
DESCRIPTION

A. This work shall consist of furnishing, delivering, and
planting trees and shrubs in accordance with this
specification and in conformance with the plans, or as
directed by the Engineer.

GUARANTEE

A. At least 50 % of all individual plants and 75% of all
species planted shall be present as live individual
plants at the end of the first growing season after
planting. If these standards are not met, the Contractor
will be responsible for supplemental seedings as approved
by the Engineer. Losses due to animal depredation,
extremes in weather or precipitation, or lack of water
control shall not be covered under this warranty.

QUALITY INSURANCE

A. The Contractor shall use qualified workmen who are
experienced with commercial 1landscaping work or
preferably have previously planted wetland plants.

2 - PRODUCTS

MATERIALS REQUIREMENTS - TREES

A. The tree seedlings that shall be used shall be as shown
on the plans.

B. The minimum caliper of each tree shall be 7/32 of an
inch. The minimum height of each tree shall be 10
inches. All trees shall be dormant, bare-root stock.

c. Quantities: The number of each tree species to be planted
shall be as shown the plans.

MATERIALS REQUIREMENTS - SHRUBS

A. The shrub seedlings that shall be used shall be as shown
on the plans.
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C.

The minimum caliper of each shrub shall be 6/32 of an
inch. The minimum height of each shrub shall be 10
inches. All shrubs shall be dormant, bare-root stock.

Quantities: The number of each shrub species to be
planted shall be as shown the plans.

2.3 PLANT SUPPLIERS AND/OR QUALIFIED PLANTING SUBCONTRACTORS

A.

Plants used should be obtained from local sources if
possible or from the following suppliers:

J. F. New and Associates
708 Roosevelt Road
Walkerton, IN 46574
219-586-3400

or equal.

PART 3 - CONSTRUCTION REQUIREMENTS

3.1 PLANTING INSTRUCTIONS

A.

95-09-00

Planting 2zones shall be staked in the field and the
locations reviewed with the Engineer. Bare rooted plants
shall be stored in paper bags with moist sphagnum or
paper packed around their roots, and with the roots
wrapped in plastic to retain moisture, or equivalent.
Storage of these plants will be in a cool dark place
until the day they are to be planted. The roots shall
not be allowed to dry out before they are planted. Bare
root woody plants may be planted as permitted by ground
thawing before they break dormancy in the spring, or they
may be held in cold storage to keep them dormant and
planted up to June 1. Later plantings may be made upon
approval under extenuating circumstances. Planting, and
backfilling shall be accomplished by placing the plant
in the plant hole at the proper position for depth,
alignment, final grade of the surrounding ground level,
and vertical position of the trunk. The planting
procedure shall be performed in such a manner that the
top of the root collar of the plant is no more than 1
inch below the ground surface, as shown on the plans. No
supplemental watering, mulching or fertilization will be
required. Seedlings shall be planted in the Zones as
staked in the field. Species shall be planted
approximately 12-18 feet apart. Species shall be planted
in a random order, not in rows, but in a natural
appearing pattern within the proper planting zones. In
situations where aggressive weeds threaten to severely
compete with tree seedlings, spot herbicide applications
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may be applied as approved in order to reduce weed
competition.

B. Species shall be selected from the list as shown above.
If necessary as few as 70% of the species listed may be
planted, however the total number of plants installed
shall be as shown on the plans.
PART 4 - PAYMENT
4.1 METHOD OF MEASUREMENT

A. Tree and shrub seedlings will be measured on a per plant
basis of each type specified, installed, and accepted.

4.2 BASIS OF PAYMENT
A. There will be no separate payment for the work described

in this section. The cost of this work is to be included
by the Contractor in the total cost of the contract.
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PART 1 -

SECTION 11015

WATER LEVEL CONTROL STRUCTURES

GENERAL

1.1 DESCRIPTION

A.

Work under this Section includes, but is not limited to,
the following:

1. Inline Water Level Control Structures

1.2 QUALITY ASSURANCE

A.

All equipment shall be of the latest and most modern
design. All similar components shall be manufactured and
furnished by one manufacturer wunless specifically
approved by the Project Engineer.

1.3 SUBMITTALS

A.

The Contractor shall submit shop drawings in accordance
with Section 01340 for the equipment and systems
furnished hereinunder. Shop drawings submittals shall
include the following:

i1y Drawings showing plan, elevation and appropriate
section views of the equipment. The drawings shall
show critical dimension, pipe connections, details
of installation and construction materials.

2. Product data to include:

(a) Equipment data sheets
(b) Descriptive literature and bulletins

3. Manufacturer's installation instructions.

Operations and Maintenance Manuals shall be in
conformance with Section 01350.

1.4 WARRANTY

A.

94-01-12

Equipment and installation warranties shall comply with
the warranty requirements specified in the General
Conditions.
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PART 2

PRODUCTS

2.1 INLINE WATER LEVEL CONTROL STRUCTURES

A.

PART 3

Inline water level control structures shall be as
manufactured by Agri Drain Corporation (1-800-232-4742),
or equal.

Structures shall be constructed of heavy duty 1/2" PVC
sheeting with aluminum corner stiffeners and stainless
steel screws.

Drop legs shall be PVC with rubber seals. Drop leg
tracks shall be anodized aluminum tracks

EXECUTION

3.1 INSTALLATION

A.

PART 4

Water level control structures shall be installed per the
manufacturer's recommendations.

- PAYMENT

4.1 BASIS OF PAYMENT

A.

94-01-12

There will be no separate payment for furnishing and
installing water level control structures. The cost of
this work is to be included by the Contractor in the
total cost of the project.
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